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Abstract 
Shear Strength of Reinforced Concrete Members 
Subjected to Monotonic and Cyclic Loads 
The shear capacity of reinforced concrete members subjected to monotonic 
loads was investigated and used as the basis to formulate an expression to calculate 
the strength of members subjected to load reversals. 
The monotonic shear capacity of slender beams, deep beams, walls, and col-
umns was calculated by superposition of components related to arch-action, truss-
action, friction, and from a contribution of the uncracked compression zone, which is 
related to the tensile strength of concrete. A procedure to calculate the shear strength 
of members in the transition phase from deep to slender members was formulated, so 
that the proposed expression can be used for all geometries considered. The shear 
strength of members with and without web reinforcement was analyzed. The pro-
posed model was calibrated using an extensive database of test results, and was found 
to give good results compared to other analysis models in an n-fold cross validation. 
The resistance to lateral load reversals was investigated for two failure modes: 
failure due to degradation of the flexural strength, and failure due to degradation of 
the shear strength. The degradation of flexural strength is expressed in terms of a lin-
ear slope derived from the displacement and load at yielding of the tensile reinforce-
ment to the displacement at 80 percent of the yield load. Shear failure was defined by 
yielding of the transverse reinforcement. The degradation of shear strength was found 
to be non-linear with respect to the limiting displacement, and is formulated as a re-
duction factor for the initial shear strength. Degradation functions for the decrease in 
strength of the contributing arch and compression zone components, and for the truss 
mechanism are presented. 
The following key conclusions were drawn from this study: 
1. The monotonic shear capacity can be modeled by the proposed superposition of 
contributing components for member geometries ranging from squat to deep mem-
bers. Simply superimposing the individual components, however, does not reflect the 
actual member behavior. Functions transitioning between squat and slender members, 
as well as between reinforced members and members without web reinforcement, are 
necessary to model the member behavior accurately. 
2. In the proposed model, the friction component is used to control the so-called "size 
effect." It was found that the "size effect" is not only an effect of the section depth, 
but is also influenced by the compressive strength of concrete, the tensile reinforce-
ment ratio, and the average shear stress. 
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3. The shear strength degradation under cyclic lateral loads was found to be due to a 
reduction of the components related to friction and the compression zone, and to a 
reduction of the truss mechanism. 
4. The shear analysis according to the proposed model gave more accurate results 
than the other models considered in the study at hand. Moreover, with the exception 
of the approach proposed by Watanabe, compared to other methods, it was the only 
model applicable to a wide range of member configurations. 
Keywords: shear analysis, reinforced concrete, strut-and-tie, truss model, friction, size 
effect, walls, seismic load 
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1 Introduction 
The design of reinforced concrete (RC) members for shear in most design 
codes is currently carried out through the use of empirically derived equations (ACI-
318 2002). Furthermore, the effects of several important parameters such as shear 
span-to-depth ratio, axial load, member depth, and strength decay caused by cyclic 
loading are either not represented at all, or included using empirically derived correc-
tion factors that are applied to the main design equations. These correction factors are 
generally not related to contributing parameters that have an influence on strength 
degradation. 
The use of empirical relationships has the disadvantage that it is limited to the 
range of the data used in their calibration. Results that are much more reliable may be 
obtained by using design procedures based on models for the physical behavior of the 
considered member, which were then calibrated using databases that cover a wide 
range of material properties and member geometries. 
The provisions for calculating the shear strength of members with monotonic 
loading in Chapter 11 of the ACI code (ACI-318 2002) include an empirically de-
rived term for the concrete contribution Ve. An improved statistical fit serves as the 
basis for the "more detailed" equations (11-5) through (11-7) for slender members, 
and (11-29) and (11-30) in the special provisions for walls. Recent studies have 
shown that the strength of members without transverse reinforcement decreases with 
increasing effective depth. This effect is not considered in the design equations put 
forward in the current ACI-318 2002 code and in other proposals as well. According 
to the AC! code, the load carrying capacity afforded by the transverse reinforcement 
is calculated using a truss model, in which a crack inclination angle of 45° is conser-
vatively assumed. The truss model currently adopted by the AC! code (ACI-318 
2002) does not account for the effects of axial and cyclic loading on shear strength. 
Another significant shortcoming of the AC! provisions is the lack of a rela-
tionship between the provisions in chapter 11 of the AC! code and Chapter 21, "Spe-
cial Provisions for Seismic Design." For most practical cases, the design provisions 
for beams in Chapter 21 neglect any direct contribution of the concrete to shear 
strength, and rely on spacing limits for transverse reinforcement to avoid a significant 
reduction in the capacity of the truss model under cyclic loading, and to prevent buck-
ling of the longitudinal reinforcement. Additional limits are set to the amount of rein-
forcement, depending on the type of structure. Therefore, by relying on the truss 
mechanism, the AC! code considers indirectly the concrete strength, because the truss 
mechanism depends on the concrete compression field. None of the equations in 
Chapter 21 accounts for the effect of axial load on shear strength, the contribution of 
the uncracked concrete, or the reduction in shear strength with increased deformation 
under cyclic loading. 
A model originally put forward by F. Watanabe and T. Ichinose (Aoyama 
1993; Watanabe and Ichinose 1991) does consider the effects of the shear-span-to-
depth ratio and cyclic shear loading. The original model has been adopted by the Ar-
chitectural Institute of Japan guidelines (AIJ 1988). It consists of an arch contribution 
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to describe the behavior of deep members, and a truss contribution to calculate the 
strength of slender members. Recent research focused on a modification of the AIJ 
guidelines to include effects of axial load and high-strength concrete (Kabeyasawa 
and Hiraishi 1998; Watanabe and Kabeyasawa 1998). However, several assumptions 
of this model seem to be flawed, and the modifications are not based on physical con-
ditions within the member. 
The goal of this study is to find a model based on physical and geometric con-
siderations within an RC member, which can be used to estimate with accuracy the 
shear strength of RC members under various loading conditions, including axial and 
cyclic shear load. The proposed model is intended to represent the various mecha-
nisms that contribute to shear strength, such as arch-action, truss-action, and contribu-
tions from the uncracked compression zone in the member and from friction between 
crack surfaces. The fact that the model is based on the superposition of the different 
load carrying mechanisms makes it easily applicable to several member configura-
tions, such as slender and deep beams, walls, and columns. Various loading condi-
tions, i.e. static shear load and strength degradation due to reversed lateral load, are 
considered. 
The proposed model is developed for members with a single shear span as 
cantilever columns or simply supported beams subjected to a point load applied at the 
center of the span. The development of a model for RC members subjected to distrib-
uted loads or support conditions resulting in non-linear moment distributions is not in 
the scope of the work at hand. 
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An overview of existing shear-design approaches is presented in Chapter 3 in 
the work at hand. This overview focuses on behavior models that are directly applica-
ble, i.e. on methods that do not rely on iterations or that are computer-based. The fol-
lowing Chapter 4 presents an evaluation of the approaches described in Chapter 3, 
and shows the ranges of applicability of the respective proposals. 
The model proposed by the author is developed in Chapter 5, with a summary 
of the shear resisting components in Section 5.3. Chapter 6 shows the influence of the 
effective section depth on the average shear stress, and how the proposed model con-
siders the so-called "size effect". The calibration of the model introduced in Chapter 5 
is described in Chapter 7 of the work at hand. Chapter 7 describes the interaction of 
the previously defined load-carrying components and outlines the applicability of the 
components to the respective member configurations. A summary and evaluation of 
the calibrated model for the monotonic load case is provided in Section 7.4. 
The degradation of flexural strength and shear strength due to cyclic loading is 
developed in Chapter 8. Section 8.1 describes the flexural strength degradation; Sec-
tion 8.2 shows the strength degradation in shear-controlled members. The application 
of the developed strength reduction is demonstrated on a sample set of walls de-
scribed in Section 8.3. 
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2 Objectives 
The main objective of this thesis is to derive a model to calculate the shear 
strength of RC members that ca11 be applied to members of various geometries, and 
members that are axially loaded. The capacity of the members for the basic case of 
monotonic shear load is used as the foundation to describe the strength degradation 
under cyclic shear, ultimately leading to flexural or shear failure. The proposed model 
is intended to be applicable to slender members as beams and columns, as well as to 
deep beams and walls. Member configurations with and without transverse rein-
forcement are examined. 
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3 Literature review 
3.1 Current approaches 
The modeling and analysis of reinforced concrete (RC) members under axial 
compression and variable horizontal loads as considered in the study at hand has been 
examined by various researchers. Five approaches to different aspects of shear design 
of RC members are discussed in the following sections. 
The approach described first, based on work done by Watanabe et al. 
(Aoyama 1993; Watanabe and Ichinose 1991) represents a strut-and-tie approach that 
combines the common truss analogy with an arch model. This model is outlined in 
Section 3.2. Since the approach taken by Watanabe is one of the approaches the pro-
posed model is based on, it is discussed in more detail than some other models. 
Shear design of RC members without web-reinforcement by modeling the ef-
fects of the uncracked compression zone, friction between crack surfaces in the ten-
sion zone, and dowel action of the longitudinal reinforcement is described in Section 
3.3. This method was proposed by Reineck (Reineck 1990, 199lb). The approach 
taken by Reineck is considered as another foundation for the proposed model, and is 
therefore discussed in more detail. 
Section 3.4 describes a shear design method based on the drift limit of RC 
colmnns, which was developed by Pujol et al. (Pujol 2000). The approach taken by 
Pujol provides a recommendation for a definite configuration of transverse rein-
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forcement depending on the ductility demand on the considered member. Therefore, 
it is not applicable to RC members without web reinforcement. 
The analysis model described in Section 3.5 was developed by Priestley et al. 
(Priestley 1994), introducing a shear design method based on the expected ductility 
demand of the considered RC member. This approach models the shear strength of an 
RC member by superposition of concrete and steel components with an arch contribu-
tion that is solely relying on axial compression. 
Section 3.6 discusses the shear-friction-truss model as proposed by Chen and 
MacGregor, which is based on the dry-friction law (Chen and MacGregor 1993). 
The effect of the section depth on the average shear stresses was investigated 
by Ba:l:ant (Bazant 1997; Bazan! and Kim 1984). The fracture mechanics approach 
taken by Bafant to describe "size effect", i.e. the reduction of the nominal shear 
stresses with increasing beam depth, is described in Section 3. 7. 
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3.2 Analysis based on a combined truss and arch model 
A model of combined truss- and arch-action, as it also has been adopted as a 
basic design philosophy for the current Architectural Institute of Japan (AIJ) Design 
Guideline (AIJ 1988), is based on work by Watanabe and Ichinose (Watanabe and 
Ichinose 1991 ). As stated by Watanabe and Ichinose, the method follows the capacity 
design method for RC ductile frames as it was developed by Paulay. The primary 
goal of the capacity design method is to define the desired failure mechanism, and to 
provide the corresponding member strength at all considered member locations. This 
is achieved by providing plastic hinges at the intended deflection points. After deter-
mining the desirable locations for plastic hinges, reinforcement for these areas is cal-
culated, and the remaining elements are designed to fail after the plastic hinge 
mechanism has developed (Bachmann 1995, 2000; Paulay 1990). 
The shear design approach of a combined model of truss- and arch-action as 
proposed by Watanabe et al. (Watanabe and Ichinose 1991) is based on constitutive 
laws for concrete and steel; and a simplified two dimensional stress distribution. The 
same approach has also been described later by Aoyama (Aoyama 1993). Further re-
search is being conducted on the model, with an adjustment by Watanabe and 
Kabeyasawa for high-strength concrete and axial load (Watanabe and Kabeyasawa 
1998); and an adjustment by Kabeyasawa and Hiraishi for deep members 
(Kabeyasawa and Hiraishi 1998). The basis for the subsequent research is outlined 
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here. The improvements for the basic model are described and used in the evaluation 
of Watanabe's model in Chapter 4.2. 
The load carried by the truss mechanism depends on the amount of web rein-
forcement; and the load carried by the arch and the compression members of the truss 
is limited by the strength of the concrete. The strength of the arch mechanism de-
pends not directly on the amount of transverse reinforcement; it is limited by the 
stresses in the truss. The fundamental design equation for the combined approach is 
expressed as 
(3. 1) 
Where V,, = nominal shear force, 
Vu = ultimate shear strength, 
V, = shear strength ascribed to truss action, 




Figure 3-1 Stress conditions and geometry of assumed strut model (Watanabe and Ichinose 1991) 
3.2.1 Arch-action 
The contribution of the arch, depicted in Figure 3-1, is given as the bearing strength 
limit on the nodal zone by 
I 
V =-b·D·G.tanB 
.I 2 .\ (3.2) 
Where b =width of the section [mm], 
D =total depth of the section [mm], 
o, =average stress in the compression strut [MPa], 
e =inclination of the arch. 
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For simplicity, it is assumed that the arch is linear, not bent, and has a depth of 
D/2. According to this assumption the angle is given by the geometry of the member 
as 




- L _ ~L )' l L tan - - - + --
D D D 
(3.3) 
With L =member length [mm]. 
Watanabe et al. assume that (a) the yield strength of the axial reinforcement is infi-
nitely large, meaning the proposed model assumes design for shear failure at a load 
exceeding the flexural strength (Aoyama 1993), and (b) the shear carrying strength is 
maximized to act along a height of D/2 following the lower bound theorem of the 
theory of plasticity. The lower bound theorem of the theory of plasticity was formu-
lated by Nielsen (Nielsen 1999) based on virtual work principles. The theory of plas-
ticity assumes that in a rigid-plastic material stressed to the yield point, arbitrarily 
large deformations, i.e. strains, are possible and permissible without changing the 
magnitude of the stresses. The lower bound theorem describes the conditions that al-
low for a load that causes these stresses at the yield point, while satisfying equilib-
rium and compatibility conditions within the member. If these loads at the yield point 
are not exceeded, the member does not collapse according to the lower bound theo-
rem of plasticity. Applied to a member as depicted in Figure 3-1, the maximmn load 
is applied to the stress field inscribed by A-B-C, if the distance A-B is largest. The 
stress field is assumed to be in a hydrostatic state of stresses with a magnitude of the 
uniaxial stress in the strut (Nielsen 1999). Eq. (3.2) results from the geometry of the 
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assumed arch following the conditions depicted in Figure 3-1. The average stress in 
the compression strut, (J,, is defined by the reduced concrete strength and the relation 
of the inclined stress in the truss to the reduced concrete strength as described later in 
Sections 3.2.3 and 3.2.4. 
The previously outlined arch-model as used by Watanabe et al. is based on a 
model to describe the behavior of RC members earlier proposed by M. P. Nielsen 
(Nielsen 1999). This model assumes a hydrostatic state of stresses, in which the stress 
within the strut as well as on sections A-Band A-C in Figure 3-1 (D-E and D-F on 
the opposite side, respectively) is equal to the effective concrete strength. The model 
proposed by Nielsen assumes that the angle spanning open section A-B is the same 
angle that forms the strut inclination. This does not necessarily need to be true, be-
cause it will depend on the stress distribution along the loading points, if the same 
angle can be assumed. Besides the problem of how to distribute the applied loads 
over large sections A-B and A-C, an extensively long section A - C = D/2 in a more 
squat member would make the strut unreasonably wide. Setting the projected strut 
width equal to half of the member depth does not consider possible cracks. A com-
pression strut cannot develop across cracked sections of the member. As tests have 
shown, shear cracks in a squat member certainly also will develop in the interior of 
the member area (ASCE-ACI Committee 445 1998). A wide strut as it would result 
from using the model developed by Nielsen would have to cross these cracks. Fur-
thermore, it does not seem appropriate to employ the tensile component in the axial 
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reinforcement over such a long distance with the load acting out of center of section 
A-C. 
3.2.2 Truss-action 
The truss mechanism as shown in Figure 3-2 is modeled using the distance be-
tween the centroids of the upper and lower reinforcement for determining the height 
of the truss. It is assumed that the inclined truss force is uniformly distributed by the 
(uniform) web reinforcement. The shear force attributed to truss action is given by 
equilibrium of forces in a free body diagram of the truss model as shown in Figure 
3-2 a): 
V, = b · j, · p,J,,Y cot¢ (3.4) 
The average inclined stress in compression can be calculated from equilibrium of 
stresses in an infinitesimal stringer element following Figure 3-2 b) as 
a,= p,J,,Y(l+cot 2 ¢) (3.5) 
Where a,= average diagonal stress in compression [MPa], 
Pw = web reinforcement ratio, 
fwy= yield strength of the web reinforcement [MPa] with};.,,<::: 25f'c. 
f'c =concrete cylinder strength [MPa], 
¢ = inclination of compressive stress in the concrete to member axis, 
j 1 = distance between upper and lower stringer [mm]. 
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The total shear is calculated by eq. (3 .1) as the superposition of arch- and truss 
contributions, with the truss angle t/; and the arch stress a, being the variables. These 
variables depend on the considered location, that is, whether the desired behavior at 
the respective location is non-ductile or ductile. 
Upper stringer-----, rwa., (Uniformly distributed) 
' I I 1 > ' ' 1 ' ' ' l ' 
a) Analogous truss 
Required bond force 





b) Equilibrium of an infinitesimal stringer element 
Figure 3-2 Assumed analogous truss model (Watanabe and Ichinose 1991) 
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3.2.3 Non-ductile members 
For the limiting shear capacity, the web reinforcement is asswned to have 
reached the yield-point. Using a reduction factor, v0 , which has been proposed by 
Nielsen (Nielsen 1999) as 




and the condition that combined compressive stresses from strut and arch action can-
not be higher than the reduced concrete cylinder strength 
(3.7), 
the ultimate shear strength for a non-ductile section of the RC member can be calcu-
lated from eqs. (3.1), (3.2), and (3.4) as 
V - V V - b · . · f ,1. b D (1 - /3) j'' 11 II - I + .1· - ) I p W wy CQt If' + 2 V 0 C tan (7 (3.8) 
with 
(3.9) 
As a simplification, equation (3.7) asswnes that the stresses under arch action, O's, and 
truss action, a1, act at the same angle. Based on this assumption, eq. (3.8) can be cal-
culated as the superposition of arch and truss action, which is influenced by the fac-
tors described in the following. 
The dimensionless factor jJ is the relation of the average inclined stress in 
compression to the reduced concrete strength 
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(3.10) 
Evaluating equation (3.9), the contribution of arch action is limited by the fraction of 
concrete strength, which exceeds the stresses induced by the truss mechanism. Re-
substituting eq. (3 .10) into the strut contribution, eq. (3 .9) can be rewritten as a differ-
ent form of equation (3. 7): 
(3 .11) 
Equation (3.8) is quadratic in cot¢ since (J is quadratic in cot¢. The total shear capac-
ity V,, increases with the increase of cot ¢in a range of 
cot¢ .:S j, 
D·tane 
(3.12) 
Additional limits to cot ¢ are set by the condition that (a) the diagonal stress in com-
pression can not be larger than the effective strength and (b) by a proposal by Thi.irli-
mann (Thiirlimann 1979) to limit the possible truss angle. Condition (a) results from 
eq. (3.10) as 
cot¢ .:S 1 (3.13) 
Condition (b) was proposed to prevent excessive transverse strains due to loss of ag-
gregate interlock in small inclined trusses as 
cot¢ .:S 2 (3.14) 
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Eq. (3.14) limits the strut inclination to values of¢> 26.5°. 
It is appropriate to choose the smallest cot ¢within the constraints set by eqs. 
(3.12) through (3.14). If eq. (3.13) governs as the smallest value for cot¢, substituting 
eq. (3.13) into eq. (3.10) yields /J= 1. This leads to the disappearance of the term re-
lated to arch-action in eq. (3.8). For a value of jJ < 1, the arch is contributing to the 
total shear capacity depending on the capacity of the truss. If the strength of the truss 
is not sufficient in terms of the reduced concrete strength, the remainder is attributed 
to the arch. The arch contribution of the total shear capacity, V,, is dependent on the 
aspect ratio LID. Figure 3-3 shows the influence of the shear-span-to-depth ratio LID 
on the shear capacity for a hypothetical set of input values. For comparison, Figure 
3-4 shows the direct influence of the aspect ratio on the inclination expressed as tan e. 
As can be seen from Figure 3-3, for low aspect ratios the arch contribution is higher 
and decreases asymptotically with an increasing aspect ratio according to eq. (3.3). 
Watanabe et al. do not set a limit for the inclination of the strut angle e depending on 
the slenderness of the member. However, with an increasing slenderness, tan e be-
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Figure 3-4 Influence of aspect ratio on tan B 
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A relationship between Vu and the uniform stress in the web reinforcement, 
p,/wy, is shown in Figure 3-5. The figure illustrates the varying influences of strut and 
truss action on the shear strength changing with the amount of shear reinforcement in 
terms of reduced concrete strength. 








Only truss action 
c 
Figure 3-5 Relationship between V,, and Pwa~, (Watanabe and Ichinose 1991) 
Figure 3-5 also shows the relation of the inclination of the struts to the arch-
component. As long as an arch component is contributing to the total shear strength, 
the inclination is limited to a value of cot ¢ = 2. As stated by Watanabe et al. 
(Watanabe and Ichinose 1991), the relationship of eq. (3.12) is ignored in the graph 
for simplicity. If, however, cot ¢is also limited to values in which the total shear ca-
pacity increases, eq. (3.12) needs to be applied. 
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3.2.4 Ductile members 
For member sections with required ductile behavior, the effective concrete 
strength is lowered to take into account the intersecting set of inclined cracks in the 
plastic hinge zone. Depending on the expected maximum rotation angle, which for 
small rotations is approximately the drift ratio, the effective strength of the web con-
crete is calculated by eqs. (3.15) and (3.16): 
v = (l-l5RP)v 0 for Rp S 0.05 




with v = strength reduction factor for the web-concrete of a ductile member, 
Rp =expected maximum hinge rotation angle [rad]. 
Additionally, the upper limit of cot ¢in the hinge region is reduced depending on the 
expected hinge rotation angle, Rp: 
(3 .17) 
with Jc= 2-50Rp for Rp S 0.02 (3 .18) 
Jc= 1 for Rp> 0.02 (3 .19) 
For members with uniformly distributed shear reinforcement, the ultimate shear 
strength of a ductile member can be obtained by replacing the effective concrete 
strength v0f', by vf',. In addition, the relationship (3.14) is substituted by (3.15) or 
(3 .16), respectively, to account for the changed conditions along the plastic hinge. 
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The shear design approach described above is conceptually sensible. How-
ever, the model has some shortcomings. It does not take into account a possible axial 
load on the member, because it has been developed primarily for flexural members. 
This shortcoming was overcome by the "New RC proposal" by Watanabe and 
Kabeyasawa (Watanabe and Kabeyasawa 1998), which has been considered in the 
evaluation in the following chapter. 
Because the strut width is taken as a fixed value, it is not possible to adjust to 
a larger strut width. Connecting the strut width to the depth of the compression zone, 
which increases with an applied axial load, appears to reflect the conditions in a 
member more accurately. Furthermore, the assumption that the stresses from both 
mechanisms act at the same angle simplifies the basic equation (3.7) significantly. It 
seems questionable to make this assumption first, and when determining the separate 
contributions treating the respective angles separately as well. 
Additional limits of Watanabe's model are set by the concrete reduction factor 
v0, which was empirically developed for concrete cylinder strengths from 18 to 60 
MPa. For higher strength concrete vof'c reaches a maximum value of24.5 MPa atf'c 
= 70 MPa, with decreasing values for higher strength concrete. Also this shortcoming 
has been addressed in (Watanabe and Kabeyasawa 1998), and is considered in the 
analytical evaluation of the method as described in Section 4.2. 
A truss as depicted in Figure 3-2 can not work in squat members, i.e. in "dis-
turbed" regions ("D-regions" (Schlaich et al. 1987)). Assuming that tensile stresses 
are taken by the strength of the stirrups, the inclined compression field needs to tie 
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back to an adjacent tensile member over its entire length. This is not provided in a 
deep member if the transverse reinforcement is assumed uniformly distributed along 
the entire span. It seems more appropriate to assume the tensile forces lumped in the 
center of the D-region, with the compression field spanning between supports and 
stirrup. 
The model as described by Watanabe et al. is evaluated on different databases 
in Section 4.2. The cases considered are slender beams without transverse reinforce-
ment, web-reinforced slender RC beams, and RC members under axial and cyclic 
shear load. Kabeyasawa proposed a different load reduction factor to account for 
higher strength concrete in the context of walls (Kabeyasawa and Hiraishi 1998). The 
application of the model to RC walls and deep beams with and without transverse re-
inforcement is also evaluated in Section 4.2. 
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3.3 Shear strength of beams without transverse reinforce-
ment 
A model to describe physically the shear strength of slender members without 
transverse reinforcement has been developed by Reineck (Reineck 1990), and was 
summarized in (Reineck 1991 b ). Reineck uses equilibrium conditions in a free-body 












Figure 3-6 RC member with tooth element and its forces in B-region, adapted from (Reineck 
199lb) 
The shear-carrying mechanism of the beam is considered to have three different con-
tributions: 
V" = a contribution of the uncracked compression zone 
Vr = a contribution related to friction between crack surfaces 
Vd = a contribution from dowel-action in the longitudinal reinforcement 
23 
As stated by Reineck, an additional contribution from cantilevering action of the 
tooth from the compression zone is negligible (Reineck 1990, 1991 b ). 
The tooth in Figure 3-6 is subjected to a constant part of the flexural moment 
within the element length. To avoid possible side-effects from a D-region, Reineck's 
proposed method is sought to be valid if the load is applied at a distance 2h from the 
support (Reineck 1990, 199lb). This requirement is equivalent to a condition that the 
aspect ratio aid of the member should be larger than a value of two to ensure the 
analysis is carried out in a B-region of the member. In other words, this method is not 
valid for deep beams and walls. 
The failure criterion formulated by Reineck is that a crack propagates further 
into the compression zone, breaking away the tooth from the compression zone. This 
is related to a rotation of the tooth element related to a critical slip at mid-depth of the 
crack (Reineck 1990). Since the model relies on the conditions within the crack, a 
characterizing crack has to be explicitly modeled. The spacing between cracks was 





d = effective depth of the member 
c = depth of the compression zone 
(3.20) 
According to the author, the cracks are assumed straight cracks with a critical inclina-
tion of /3" = 60°. 
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From equilibrium in therfree-body diagram of Figure 3-6, it is found that the applied 
shear force has to equal the sum of the different contributions named above 
(3 .21) 
Moment equilibrium in the tooth element yields 




bw·Scr bw·fd // 
(3.22) 
Equation (3 .22) constitutes the basic equation for the nominal shear stress as the re-
sultant from a change in the force within the longitudinal reinforcement, b.T. This 
force is equivalent to the bond-force of the longitudinal reinforcement, which is de-
pendent on the change in the bending moment. 
If the axial stresses in the compression zone are assumed linearly distributed 
as depicted in Figure 3-7, the contribution of the compression chord to the shear-
capacity is found by integrating the stress over the uncracked area: 
2 2 c 
V =-c·b ·V =--V 
c 3 w n 3 jd 
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a) constant axial stress, (Jc b) equilibrium for 11rJ, 
Figure 3-7 Equilibrium of stresses in the compression zone of a tooth element, adapted from 
(Reineck 199lb). 
As stated by Reineck, a linear distribution of axial stresses within the tooth 
element can be assumed, because the element itself is uncracked. Consequently, also 
the depth of the compression zone can be calculated from linear elastic bending the-
ory as c = kd . The contribution of the compression chord is eliminated from eq. 
(3.21) by substituting eq. (3.23) into (3.21): 
(3.24) 
To describe the conditions within the cracks, Reineck derives the strain in the longi-
tudinal reinforcement. The strain will be used later to calculate the crack width at 




. d-c ( 2 c) w1thffi= !+--
tan /3" 3 jd 
Assuming a constant distribution of shear stresses related to friction, and a parabolic 
distribution of shear stresses related to dowel action, Reineck derives the shear capac-




w I 4 d -c d 
(3.26) 
The stress field in the tooth element is explained by a truss model developed for prin-
cipal compression and tension stresses in the concrete, inclined at an angle /3c/2. 
The strength resulting from dowel action was derived by Reineck (Reineck 
1990), and is given in (Reineck 199lb) as 
(3.27) 
With the concrete compressive strength taken as J; = 0.95/', [MPa], and the effec-
ti ve member depth d in [ m]. 
Reineck (Reineck 1991 b) proposes the constitutive equation for the ultimate frictional 
shear stress along the crack surfaces based on earlier work on friction transfer at con-
stant crack widths by Walraven (Walraven 1980, 198la) as: 
(3.28) 
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with J;, = 0 .246 · J;213 = tensile strength of concrete 
/:;nu = 0. 9 mm = critical crack width 
= calculated crack width 
According to Reineck, the loss of shear stresses, and therefore the failure of the mem-
ber, is related to a critical slip at mid-depth of the crack. This critical slip is given as a 
function of the crack width /::-,.n by 
b,s,, = 0.336 · L'>n + 0.01 [mm] (3.29) 
From geometrical examination within the crack (Figure 3-8), the in-situ crack width 
can be calculated from the horizontal displacement, L'>u, and the critical slip, /'-,.s,1• In 
(Reineck 1990) it was shown that the horizontal displacement at mid-depth of the 
crack is approximately half of the horizontal displacement at the longitudinal rein-
forcement, which is known from the strain in the reinforcement. 
in which 
L'>u = 0.5/::-,.uL = 0.5 · 8,,,, ·Sa 
= 0.5 ( 8, - 1'>8,) · s" 
L'>s., =strain in the longitudinal reinforcement from (3.25), 
(3.30) 
1'>8, = strain that considers a tension stiffening effect of the 
concrete between the cracks. As stated in (Reineck 1991b), the value for 1'>8, is negli-
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Figure 3-8 Geometry within the crack, adapted from (Reineck 1991b). 
Following a derivation in (Reineck 199lb), and using a critical crack inclina-
ti on of /3" = 60" , the crack width as a function of the strain in the longitudinal rein-
forcement and the critical crack spacing is given as 
(3 .31) 
Using equations (3.25) through (3.31) the shear capacity of an RC member can then 
be calculated from equation (3 .26). 
The ultimate shear capacity, including all contributions, results in: 
V =0.45·f ·b ·;·d(l+0.5 d-c 6.c:.J-0.224(1-.::_)!.c._· J; 1 .)., N 
u d w 11nu .1 d d fc 
(2 L + 0.224(1-.::_) Jd . 1;, . :t) (3.32) +V. 4 d-c d d·tanf3u J; 
d (1+0.224(1-.::_) .. f" .).,. x+fu) 









Since expression (3.32) is rather cumbersome to determine, Reineck suggests the fol-
lowing simplification, "ignoring small terms", and the axial force N. The internal 
lever armjd is taken as jd = 0. 9d, and 6x = 0. Sd (Reineck 1991 b ): 
(3.33) 
It should be noted that the previous model can be extended to RC members 
with transverse reinforcement (Reineck 199la). 
Reineck's model as previously described is physically explainable and con-
siders important factors as shear-span-to-depth ratio, and axial forces. Furthermore, it 
delivers a physical explanation for the contribution of the uncracked compression 
zone, and friction in the tensile zone of the member. 
An evaluation of the model follows in Chapter 4.3. In the evaluation, equation 
(3.33) was applied to a database of 395 slender RC members without web reinforce-
ment that failed in monotonic shear. 
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Since the model as previously derived is rather cumbersome and hard to use 
as a design tool, a simplification is proposed in Chapter 5.2.3. This simplification 
represents one of three contributing shear-resisting mechanisms in the proposed 
model. 
3.4 Analysis based on drift capacity 
The shear capacity of columns under axial and variable horizontal loads as a 
function of maximum axial and shear Lmit stresses, maximum drift ratio, and the 
properties of the colmnn has been examined by S. Pujol, M. Sozen, and J. Ramirez 
(Pujol 2000) based on the observation that "the main function of transverse rein-
forcement is to confine the core subjected to a complex state of stress rather than 
simply resist shear or improve deformability under axial compression." (Pujol 2000) 
This research is based on earlier work by S. Pujol (Pujol 1997). 
According to this study, the yielding of the transverse reinforcement is the 
"defining event" in the specimen behavior: Before yielding, the column is able to 
keep its strength; after yielding very fast strength-decay sets in, ultimately leading to 
failure. The constant axial load reduces the ductility of the column, and thus acceler-
ates the stiffness and strength degradation. It is concluded that the amount of rein-
forcement, and therefore the column shear capacity, has to be determined as a direct 
combination of normal and shear stresses. This is done using the Coulomb criterion 
(Figure 3-9). 
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Figure 3-9 Coulomb's criterion (Pujol 2000) 
The Coulomb criterion consists of a "failure line", C, and a Mohr's circle rep-
resenting a particular combination of axial and shear stresses. Line C is depending on 
the unit stress acting perpendicular to the potential failure plane and is defined by 
(3.34) 
where Vu =unit shear strength 
v0 = ordinate of line representing Coulomb's criterion at a-= 0 
m =slope of line representing Coulomb's criterion 
a-= unit stress acting perpendicular to the potential failure plane. 
Failure of the specimen is defined as the particular combination of axial and shear 
stresses, which results in a Mohr's circle transgressing the line C. 
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Since it is difficult to make a clear statement concerning the equilibrium that 
defines Mohr's circle at the specific location of the failure plane in the column, forces 
instead of unit local stresses are used to construct Mohr's circle at the limiting stage 
of loading under shear reversals. The forces are normalized by the core area of the 
column and are given as (Pttjol 2000): 
= axial stress (3.35), 
= mean shear stress (3.36), 
Aw· fyw 
a=---
, s ·b 
= tensile stress normal to the column axis in the 
c 
plane of shear with transverse reinforcement at yielding (3.37) 
where P =applied axial load, 
T= force in the tensile reinforcement, taken as T= 0.5A,fy, 
V = shear force, 
A, = area of longitudinal reinforcement, 
Aw= area of hoop bars in planes parallel to the shear plane, 
./y = yield stress of longitudinal reinforcement, 
hw = yield stress of transverse reinforcement, 
h, =depth of core (taken as center-to-center from peripheral hoops), 
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b, =width of core (taken as center-to-center from peripheral hoops), 
s = spacing of transverse reinforcement. 
Following an approach by Richart et al. (Richart 1929), which relates the Coulomb 
criterion to the strength of concrete as 
(3.38), 
Pujol et al. define the factor k1 as a variable depending on the drift ratio y. This is 
based on the hypothesis that k1 as the only variable is representing the decay of con-
crete strength due to cumulative effects of micro-cracks resulting from an interaction 
of the number, N, and extent, y, of the loading cycles. Each subsequent loading in the 
same direction will result in further damage of the concrete and therefore weaken the 
concrete strength. Due to a lack of experimental data to define the constants for equa-
tion (3.34), the eqnation is presented in relation to the displacement only; the number 
of loading cycles is not considered. In a preceding study, the "parameter y/Jc was 
found to be suitable for normalizing the d1~ft capacity data from RC members sub-
jected to cyclic shear" (Pujol 1997). The factor Jc represents the ratio of the shear span 
to the effective depth, aid. Following an evaluation of the results of29 tested RC col-
umns; the lower bound of k1 depending on y/Jc is presented as 
k = _1_(1- 1 oo . L) 2 o 
l 7 3 ,,1, (3.39) 
Geometric examination of the failure condition for the Coulomb criterion, the crite-
rion in terms of axial and tensile stresses in the failure surface is expressed as 
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a, 3 5 ~ 2 2 -=-·a+l--a -/3 
(]"a 8 8 




Substituting equation (3.37) into (3.40) results in the required transverse reinforce-
ment ratio: 
Aw [3 5 ~ 2 2] (]"a Pw=--= -·a+l--a -/3 ·-.-
s ·b, 8 8 j yw 
(3 .41) 
Equation (3 .41) gives a design recommendation for transverse reinforcement based 
on the assumed conditions in the member. However, it is not possible to evaluate this 
approach on a set of tested beams that have not been built according to equation 
(3 .41 ), since the equation allows only for one specific web reinforcement configura-
ti on. Nevertheless, equation (3 .41) was solved by the author for an ultimate shear ca-
pacity Vu as follows to allow for a comparison with other analysis models. 
The ultimate shear strength of a RC column can be derived by solving eq. 
(3 .41) for the shear strength Vu with the designations as previously listed: 
(3.42) 
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Pujol et al. assume that the initial shear strength of the column under static shear 
meets the requirements of the ACI 318 (2002) shear equation: 
Wherein the "steel" contribution is calculated as 
A,Jyd v, =---
s 
The "concrete" contribution Ve is determined using eqs. (3.45): 
V, = 0.17 · (1 + CJ'" . A, -TJ ·.fl':· (0.8Ag) (SI units) 
13.8 ·Ag 
V =2·(1+ CJ'" ·A, -TJ· 'f'• ·(0.8A) 






The described approach was derived using experimental results from tested RC col-
umns with a slenderness ratio A from 1.9 to 3.5 and a nominal unit shear stress range 
from 0.5 to I. Ljy;:- MPa. The applied compressive load was in the range from 7 to 
35 percent of the nominal axial compression capacity. The examined columns had 
rectangular cross-sections and confined cores. As is stated by Pujol, the proposed 
model is applicable to columns having an axial stress of O'a ~ 0.35/'c and a nominal 
unit shear stress range from 0.5 to 0.7 R MPa (Pujol 2000). 
An analytical evaluation of equation (3.42) is described in Chapter 4.4 using 
the amount of reinforcement provided in the considered database. 
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3.5 Shear strength as a function of required displacement 
ductility 
Research carried out at the University of California at San Diego (UCSD) es-
tablishes an interaction between the flexural ductility and the shear strength for circu-
lar and rectangular columns. The main body of the work is described by M.J.N. 
Priestley et al. (Priestley 1994). It is based on previous research by Ang et al. (Ang et 
al. 1989) and Wong et al. (Wong 1993). Similar to (Watanabe and Ichinose 1991), the 
shear capacity of RC columns is treated separately comprising an arch component and 
a truss component. The strength enhancement through axial load is treated in the arch 
model, the "concrete component" of the shear strength is considered in the truss 
model, complemented by the contribution from transverse shear reinforcement. Based 
on the work by Ang et al. and Wong et al., Priestley's work tries to compensate for an 
apparent underestimation of the influence of axial load on the shear capacity of RC 
columns in the preceding research (Priestley 1994). Ang and Wong examined circular 
columns subjected to multidirectional load paths. A shear design method was pro-
posed, which was talcing the ductility of the columns into account, and which changed 
the inclination of the compression stmts depending on the transverse reinforcement. 
Priestley et al. propose to describe the shear strength of RC columns with 
three components: a concrete component Ve, of which the magnitude depends on the 
level of required ductility, an axial load component VP that depends on the column 
aspect ratio, and a truss component V,, which is considering the transverse reinforce-
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ment. The nominal shear capacity is given as the superposition of these three compo-
nents as 
(3.46) 
The concrete component is described in a form of 
(3.4 7) 
in which Ae = 0. SA g = effective area, 
k = a reduction factor depending on the required displacement 
ductility level. 
Depending on the required displacement ductility level, µ, Priestley presents a graph 
for the factor kthat can also be expressed as (Priestley 1994) 
0.29 Ji s: 2 
k = [ 0.48-0.19. ~) 2 s: JI s: 4 
0.1 42::p 
with JI = L\n"" = displacement ductility (3 .49) 
t,y 
where 6max = maximum displacement, 
6y = displacement at yielding of longitudinal reinforcement. 
(3.48) 
The axial load component is provided by the projection of the axial load on the shear 
plane: 
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a = inclination of the strut, 
D =total section depth, 
c = depth of the compression zone, 
(3.50) 
a = effective length of the column, taken as L for a cantilever column 
and L/2 for a column in reversed bending. 
Equation (3.50) represents a straight, linear arch as in the Watanabe approach. Unlike 
the arch model proposed by Watanabe et al. it is depending solely on the axial load. 
The concrete strength does not influence the arch capacity. Its depth is dete1mined by 
the depth of the compression zone, c, under design loads. As the axial load and/or the 
applied moment increases, the effective fraction of VP to the overall shear strength 
decreases, since the depth of the compression zone is increasing. VP is not degraded 
by increasing ductility. The compression zone depth is calculated from equilibrium 
conditions of internal forces in the column under the considered load case. Though it 
is desirable to include the effects of axial loads on the shear capacity, it is not clear 
why the axial load should contribute as an inclined resistance to the overall shear ca-
pacity. Instead of a direct contribution on the shear capacity, a possible axial load will 
rather affect the shear resisting mechanisms as aggregate interlock, or, as realized by 
Priestley et al., it will increase the depth of the compression zone. An increasing 
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depth of the compression zone will increase the shear resistance contributed by the 
uncracked compression zone. The arch as a shear resisting mechanism, however, 
should be related to the compressive strength of the concrete and the possible stress 
distribution for stresses related to arch action within the member. 
11te tmss mechanism component, V,, proposed by Priestley et al. implies a 30° 
crack inclination angle, or a comer-to-corner inclination, whichever is larger. For cir-
cular and rectangular columns, respectively, Priestley (Priestley 1994) proposes the 
following equations: 
A f D' 
V =tr '°" yh cot30° 
' 2 s 
Af D' V - ,. yh t'0° 
s - s co " 
with D' =distance between centers of the peripheral hoop or spiral, 
S = spacing of transverse reinforcement, 
A,h, Av= area of peripheral spirals or ties, 
fyh = yield stress of peripheral hoops. 
(3 .51) 
(3.52) 
As stated in Priestley's proposal (Priestley 1994 ), using D' provides a larger effective 
depth for rectangular columns than usually taken. The approach for equations (3 .51) 
and (3.52) has been adopted from the proposals by Ang (Ang et al. 1989) and Wong 
(Wong 1993). 
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The examination of different multi-directional load paths as conducted by 
Wong et al.(Wong 1993) did not yield a considerable change in specimen behavior 
depending on the displacement pattern. The consideration of a simple "b-type" dis-
placement pattern, i.e. a full displacement cycle in each consecutive direction, yielded 
similar results as the use of more complex displacement patterns. Under biaxial dis-
placement patterns, the concrete shear capacity decreased for the second displacement 
path in the same load cycle. "However, the reduction of initial shear strength, and 
ductility capacity of squat columns, subjected to biaxial displacement history was not 
very significant" (Wong 1993). 
A numeric evaluation of the shear design method as proposed by Priestley et 
al. is described in Section 4.5. 
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3. 6 Analysis based on shear-friction 
An approach to describe the shear strength of an RC member by modeling a 
shear-friction mechanism has been developed by Chen and MacGregor (Chen and 
MacGregor 1993). In addition to the truss mechanism as described by Collins et al. 
(Collins 1991 ), a shear-friction mechanism between crack surfaces in the inclined 
compression field is described to contribute to the shear resistance of an RC member. 
According to Chen, shear-friction will form an additional part to the truss model, as it 
will increase the shear capacity of the member by relating the axial force to the resist-
ing stresses in the inclined compression field (Chen and MacGregor 1993). This is 
done through shear-friction along the cracks. Therefore, the inclination ¢ of the 
cracks defines the inclination of the shear-friction component Vs/· The friction forces 
will be mostly dependent on the axial compression force of the truss mechanism, N1• 
Consequently, the effect of shear-friction is closely tied to the truss mechanism. 
According to Chen, the shear transfer along two cracked surfaces can be calculated by 
the dry friction law: 
"The limiting static friction force is directly proportional to the magnitude of 
the normal force N, and is independent on the area in contact." (Chen and 
MacGregor 1993) 
Following this, Chen proposes that the shear force V transferred across two 
cracked surfaces is expressed in terms of an axial force N acting normal to the inter-
face by a coefficient for static friction,µ,: 
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(3.53) 
As described by Chen, if the shear force V has to be transferred along an in-
clined crack as shown in Figure 3-10, the forces can be expressed by their respective 
components, V¢ and N¢: 
v -
v, = V ·sin¢+ N ·cos¢ 
N, = V ·cos¢-N ·sin¢ 
Figure 3-10 Rotation of forces (Adapted from (Chen and MacGregor 1993)) 
Since V¢ and N¢ are perpendicular, eq. (3.53) holds true and becomes: 
Substituting eqs (3.54) and (3.55) into eq. (3.56) yields 
V sin¢+N cos¢=µ, ( N sin¢-V cos¢) 
~ V + N cot¢ = µ, ( N - V cot¢) 
~ V + µ,Vcot¢ = p,N-N cot¢ 





V = µ,-cot¢ N 
1+ µ,cot¢ 
(3.57) 
The coefficient for inclined friction under V and N thus becomes according to Chen: 
(3.58) 
Using the expression in (3.58), equation (3.57) can be rewritten as 
V=µ¢N (3.59) 
With equation (3.59), the friction between two inclined cracked surfaces is described 
by Chen and MacGregor (Chen and MacGregor 1993) as a function of the crack-
angle ¢, if the coefficient for static friction under normal forces, µ,, is known. The 
force N is the longitudinal compression force in the concrete. 
The contribution of the shear-friction mechanism to the overall shear resis-
tance of the member will increase with an increasing axial force N acting on the 
cracked surfaces. With an increase of the axial force N, the area of the compression 
zone will increase. Therefore, the shear transferred by the uncracked compression 
zone will increase. Additionally, the coefficient for inclined friction according to eq. 
(3.58) will increase with an increasing angle ¢.This will also result in an increase of 
the contribution of the shear-friction mechanism. 
It follows that the longitudinal compression force in the concrete, N, can be 
related to the shear-friction mechanism by assuming that the shear contribution of the 
forces in the concrete is directly proportional to the magnitude of the longitudinal 
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compression force in the concrete. According to Chen, the shear contribution of the 
concrete is given by the sum of the transverse components of the frictional forces, 
Fdy, the shear carried by the uncracked compression zone, F,y, and dowel action of the 
tensile reinforcement, Vd (Chen and MacGregor 1993). 
(3.60) 
The internal forces in a cracked beam following Chen's approach are shown 
in Figure 3-11. Figure 3-11 a) shows the state of stresses in the member, whereinfc is 
the compressive stress in the uncracked concrete, and fd is the compressive stress due 
to friction along the crack plane. The forces V, and Vd represent the tensile force in 
the transverse reinforcement and the resisting force from dowel action of the longitu-
dinal reinforcement, respectively. The stresses from friction in the crack plane are 
caused by the relative movement between the two surfaces. Since this relative move-
ment changes along the crack, magnitude and direction of the stresses induced by 
friction gradually change from axial direction and a relatively high amount towards 
the direction of the crack and zero amount of stress. Figure 3-11 b) shows the result-
ing forces of the stresses in Figure 3-11 a), and Figure 3-11 c) shows the longitudinal 
and transverse components of theses forces. Chen assumes that the resultant of the 
lateral components, V,1, is acting at the center of the crack, located at the same point 
as the tensile force in the stirrups, V,, as shown in Figure 3-11 d) (Chen and MacGre-
gor 1993). The resultant C of the compression forces Fdx and Fcx in longitudinal direc-















Figure 3-11 Internal forces for the shear-friction mechanism (Adapted from (Chen and MacGre-
gor 1993)) 
Figure 3-12 shows the shear-friction model as proposed by Chen and Mac-
Gregor applied to the variable angle truss model developed by Collins (Collins 1991). 
The figure displays equilibrium of forces in the crack plane and the adjacent section. 
Additional to the shear resisted by truss-action, Vi, the shear-friction component V,1 is 
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acting on the crack plane. Therefore, the shear resisted by truss-action is extended by 
the shear-friction component to 
(3.61) 
For a combination of the traditional truss model with the shear-friction model, the 
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Figure 3-12 Equilibrium of forces in the combined truss and shear-friction model (Adapted from 
(Chen and MacGregor 1993)) 
Following Chen, the shear carried by the shear-friction mechanism can be 
formulated similar to eq. (3.59) with the inclusion of an efficiency factor v as: 
(3.62) 





Substituting v into equation (3 .62) yields 
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Independent of the efficiency factor v, in terms of the crack inclination ¢, the 
shear-friction component behaves different than the truss mechanism. While the ca-
pacity of the truss mechanism decreases with an increasing value ¢, the contribution 
of the shear-friction mechanism increases with steeper cracks due to an increasing 
shear-friction coefficient (eq.(3.64)). As stated by Chen, the function of the total shear 
resulting from truss-action and shear-friction, defined by the sum Vi+ V,f has a vertex 
with a minimum value (Chen and MacGregor 1993). Shear failure will occur at this 
vertex value at an inclination found by setting the derivative of V with respect to ¢to 
zero: 
a(v; + V,r) = o 
3¢ 
(3.65) 
If the compressive force in the concrete, N, in eq. (3.64) is assumed mainly to be a 
nmction of the bending moment, rather than a function of the crack inclination, equa-









The expression in eq. (3.66) relates the inclination at shear failure to the efficiency 
factor v and the longitudinal force N. Since neither the inclination nor the longitudi-
nal force at shear failure is known, one of the unknowns has to be assumed in order to 
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calculate the shear capacity of the member. Chen proposes to assume the critical 
crack inclination ¢for design (Chen and MacGregor 1993). 
To evaluate Chen's proposed method, Figure 3-13 shows the contribution of 
the shear-friction component Vs1in variation with the angle ¢and the efficiency factor 
v. Values for v have been experimentally derived in (Chen and MacGregor 1993) 
within a range of 3 ~ v ~ 8. For the evaluation, eq. (3.66) is solved for the axial load 
N, and inserted into the basic equation for friction, eq. (3.64). The contribution of the 
stirrups, Awfwyjd / s, resulting from the derivative of the equation for the total capac-
ity of the combined shear-friction I truss model, is assumed for evaluation purposes to 
be a value of 250. This value merely represents a scaling factor for the comparison of 
different efficiency factors. It can be seen that for very small efficiency fac-
tors 0 ~ v0 ~ 1, the contribution of shear-friction would be negative. It can be argued 
that considering the scaling factor of 250, the contribution is effectively zero. How-
ever, for larger efficiency factors and larger crack inclination, the resisting force from 
shear-friction and truss model becomes smaller than the value from truss action alone. 
This would mean that the shear-friction mechanism acts against the truss mechanism. 
For 2 ~ v0 ~ 4, V,1 increases slightly with an increasing assumed crack inclination, 
before it decreases with relatively large values for ¢. This effect becomes more dis-
tinct, the higher the efficiency factor is. For v0 = 5, V,1decreases almost linearly with 
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Figure 3-13 Relation of Vxf' assumed crack inclination, and efficiency factor 
Conceptually, this means that the contribution of the shear-friction mechanism 
to the total strength of the truss decreases, even if the efficiency factor v according to 
eq. (3.63) increases with a steeper crack inclination. This is clearly a contradiction in 
the model proposed by Chen and MacGregor. For a constant axial load N, the contri-
bution from shear-friction should be higher for larger crack inclinations following the 
dry-friction law as stated before. Since the shear-friction contribution should be 
higher, also the overall resistance should be higher than from truss action alone. 
In addition to these conceptual shortcomings, the model is not able to repre-
sent effects of the size of the member, or a direct contribution of the uncracked com-
pression zone. The function represented by the differential equation (3.65) has no op-
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timum regarding the two variables, crack inclination ¢, and axial force N. Assuming 
the crack inclination and solving the equation for N yields several values for the axial 
force, depending also on the efficiency factor. However, in turn, the efficiency factor 
describes the relationship of the axial force to the shear resistance. This makes it im-
possible to determine the actual contribution of the normal force in the concrete to 
shear resistance. 
51 
3. 7 Fracture mechanics approach to "size effect" 
It is commonly acknowledged that an increase in the effective depth of an RC 
beam decreases the average shear stress (ASCE-ACI Committee 445 1998; Bazant 
1997; Bafant and Kim 1984; Collins 1991; Kotsovos and Pavlovic 2004; Tompos and 
Frosch 2002). This so-called "size effect" was investigated from a fracture mechanics 
point of view by Bazant (Bazant and Kim 1984). According to Bazant, the nominal 
shear stress Vu can be calculated from a statistical fit to considerations describing the 
energy release rate at microcracks in a "fracture process zone" eventually forming the 
shear crack at failure. Bafant uses a non-linear approach to fracture mechanics, be-
cause a linear approach (linear in terms of the logarithm of d) would yield too large 
nominal shear stresses (Bafant and Kim 1984). Based on earlier work (Bazant 1984), 
Baiant describes the nominal stress at failure as a function of the tensile strength of 
concrete, the section depth, and the aggregate size. 
with 
(JN= f', rjJ(Jc) 
¢(Jc)= ~l+~/ A,, 
in which Jc = !1._ 
da 
where O"N = nominal stress at failure 




da = aggregate size 
Ao = constant 
According to Bazant, the function ¢ describes the effect of the section depth. 
If the effective section depth is small compared to the aggregate size, the factor I in 
the square root in equation (3.68) controls, and size effect is not of concern. For rela-
tively large values of d, the factor Al Ao controls. As stated by Ba2ant, the function ¢ 
therefore defines a gradual transition from an influence of size effect for large values 
of A to no size effect for small section depth, that is A< Ao (Ba2ant and Kim 1984). 
To illustrate the effect of the section depth in relation to shear-carrying com-
ponents, Bafant describes the shear force as a sum of two components resulting from 
taking the shear force as the derivative of the applied moment (Bafant and Kim 
1984). 
with M = T · jd : 







where T = tensile force in the longitudinal reinforcement 
j = j(x) =variable coefficient describing the internal lever arm 
(3.69) 
(3.70) 
The two components Vi and Vi in equation (3. 70) represent components of the shear 
capacity due to a change in bond stress, and arch-action, respectively. The variable 
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coefficientj(x) is chosen as a ftmction depending on the shear span, a, and the longi-
tudinal reinforcement ratio, p, as 
(3. 71) 
in which k, m, r are constants 
Following Bazant, the component related to bond stress, Vi, is chosen as a function of 
the form 
V, =kpl/2mj'q bd 
1 I c (3. 72) 
with k1, m, q =constants 
Equation (3. 72) relates the shear contribution from bond stress in the longitudinal re-
inforcement to the longitudinal reinforcement ratio and the compressive strength of 
concrete. 
Taking the force in the longitudinal reinforcement as T = cr,pbd, the contribu-
tion from arch-action at a location x = d, according to Bafant, is assumed to be of a 
form shown in equation (3.73) 
pl-m 
V =c bd 2 2 (aid)' 
(3.73) 
in which c2 = constant 
Calculating the average shear stress, v, as v = VI bd, the shear stress from equations 
(3.72) and (3.73) results in 
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V=kpP(j"l+k JP J 1 
' '(aid)' 
(3.74) 
k1, k2 , p, q, r =constants to be determined by the statistical fit 
The average shear stress from equation (3.74) does not consider the effect of the sec-
tion depth on the average shear stress. Therefore, equation (3.74) is multiplied by a 









The statistical fit of equation (3.75) to a database comprising 296 beams (Ba2ant and 
Kim 1984) yielded 
v,, =) ioifP: [ff: +3000~pj(ald/] [psi] 
1 + d/25d . , a 
(3.76) 
Equation (3.76) represents an empirical fit of various parameters related to 
shear strength and size effect. In fact, most of the parameters used in equation (3.76) 
are related to friction, such as the longitudinal reinforcement ratio, concrete strength, 
and aggregate size. However, equation (3. 76) does not describe the mechanisms con-
trolling the effect of the section depth. It appears to be more appropriate to express 
the effect of the section depth on the average shear stress by a model explaining the 
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mechanics related to friction as the model proposed by Reineck (Reineck 1990, 
1991 b ), outlined in Section 3 .3. By relating frictional stresses to the displacements 
due to a rotation of the crack surfaces, Reineck formulates a mechanism that explains 
the reduction of shear stresses with increasing section depth. As the section depth in-
creases, and/or the longitudinal reinforcement ratio decreases, the friction-related 
stresses along the crack surfaces become smaller, decreasing also the average shear 
stress (Reineck 1990, 199lb). In a paper published 13 years after the proposal of 
equation (3.76) (Bafant 1997), Ba.Zant develops a fracture mechanics concept that 
supports equation (3.76) as an approach to shear design taking into account the effect 
of the section depth. This approach describes the failure process in terms of the en-
ergy release in a fractured section of a compression strut in a strut-and-tie model. The 
failure state is defined by a limiting depth of the fracture zone. Though the explana-
tion for the development of the fracture zone is different, this model is similar to de-
fining a critical slip between crack surfaces as employed by Reineck (Reineck 1990), 
based on work by Walraven (Walraven 1981a, b). 
The performance of equation (3.76) on test series by Shioya, by Podgorniak and 
Stanik, and by Yoshida is compared to the method proposed in this work in Chapter 
6. It is shown that while the approach proposed by Bazant generally reflects the size 
effect well, it reveals a different behavior for each of the two considered test series. 
This is attributed to a the term outside the brackets in equation (3.76). 
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3.8 Additional research 
Numerous approaches to shear design of RC members have been published in 
the open literature. However, these works do not primarily propose shear design 
methods, but merely supply to the general knowledge base on shear behavior of RC 
members under axial and variable horizontal loads. In other cases, iterative solutions 
are proposed, which require programming the iteration algorithm for each member to 
be designed. This might give a very good estimate of the shear capacity of the exam-
ined member, but it does not provide a tool for a design "by hand". 
In works following the findings of Watanabe (Watanabe and Ichinose 1991) 
and Aoyama (Aoyama 1993), F. Watanabe et al. developed shear design methods for 
beams, which are iterative methods suitable for computer-analysis of RC beams (Lee 
1996; Nielsen 1999). These empirically developed models are very sensitive concern-
ing the input data for the iterations. Axial load was not considered in the development 
of these approaches. A view on the open literature reveals there are several factors 
contributing to the shear capacity of squat columns under axial load, which are not 
considered in the models developed for RC beams that it does not appear to be appro-
priate to apply approaches as in (Lee 1996) or (Watanabe and Lee 1998) to RC col-
umns. An adjustment to consider axial loads would be necessary. 
Work done by Collins and Vecchio et al. (Collins et al. 1996; Selby et al. 
1996) is based on the modified compression field theory (Collins 1991 ). The first 
work (Collins et al. 1996) proposes a shear design method developed for flexural 
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members, which was established using an experimental data base of beams under 
bending load. The subsequent paper (Selby et al. 1996) is concerned about the ability 
of finite element analyses to accurately describe the behavior of concrete elements 
subjected to shear and axial compression. However, the scope of these proposals lies 
not in the range of members examined in the work at hand, and computer based 
methods as in (Selby et al. 1996) are not considered in the scope of this work. 
After reviewing the evaluation of the methods described above (Chapter 4), 
there seems to be an apparent discrepancy between the different models as they have 
been empirically developed using different databases. Furthermore, the degradation 
of shear strength under cyclic load is not directly addressed. The respective models 
are limited to the range of input data from the examined specimens. A more phe-
nomenological based mechanical model as demanded by Aschheim (Aschheim 2000) 
seems to be more appropriate due to its generality and applicability to a full range of 
squat RC columns. Aschheim uses, similar to (Pujol 2000), the Mohr-Coulomb fail-
ure criterion to describe shear strength degradation in terms of cohesion. The "steel" 
component of the shear capacity is only considered within the confined compression 
zone. It is contributing to the flexural strength of the cross-section. However, the ap-
proach proposed by Aschheim does not take the effects of axial load into account, 
even though he mentions that "other assumptions would be more relevant to columns 
having externally imposed axial loads" (Aschheim 2000). It is an iterative method not 
directly suitable for design purposes. 
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4 Evaluation of current methods 
4.1 Scope of the evaluation 
Four of the previously described methods were evaluated according to their 
respective derivations on several databases from the open literature (Berry et al. 2003; 
Brachmann 2002; Chen and MacGregor 1993; Kabeyasawa and Hiraishi 1998; 
Matamoros and Wong 2003; Reineck et al. 2003; Wood 1990; Zararis 2003). The ap-
proaches as described by Watanabe, Reineck, Pujol, and Priestley were evaluated. 
They are the only models of the previously described that are possible to apply to the 
existing databases. 
A database provided by the University of Washington (UW) comprises 252 
rectangular RC columns with confined cores under variable lateral load and axial load 
as tested by various researchers between 1984 and 2002 (Berry et al. 2003). This da-
tabase was modified and extended by Brachmann (Brachmann 2002), resulting in 139 
considered members that meet the scope of the work at hand. The modified database 
comprises 116 RC members under cyclic shear load and axial compression that re-
portedly developed a flexural mode of failure. Only 30 members reportedly failed in 
shear or due to buckling of the tensile reinforcement after yielding of the transverse 
reinforcement. The shear subset was extended by the author with test results of eight 
members reported by Ichinose (Ichinose et al. 2001). All considered columns were 
exposed to axial compression and cyclic lateral load. The models proposed by 
Priestley, Pujol, and Watanabe will be evaluated on this database. 
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A database comprised by Reineck, Kuchma et al. (Reineck et al. 2003) con-
sists of 395 beams without transverse reinforcement that failed under static shear 
load. This database was suggested by Reineck, Kuchma et al. as a comprehensive da-
tabase for the examination of shear behavior of RC beams without web reinforce-
ment. The combined arch I truss model for non-ductile members as proposed by Wa-
tanabe et al., and the model proposed by Reineck for RC beams without web rein-
forcement will be evaluated using this database for monotonic shear load on RC 
members without transverse reinforcement. 
The database of slender RC members with web reinforcement consists of 168 
RC beams that failed under monotonic shear load. This database was comprised by 
the author from the open literature (Chen and MacGregor 1993; Zararis 2003). It was 
used for an evaluation of the proposal by Watanabe on members with transverse rein-
forcement. 
Watanabe's model and its proposed modifications have also been evaluated on 
databases for deep beams and for walls. The database for deep beams comprises 50 
deep beams without web reinforcement and 146 deep beams that were reinforced. 
The deep beam database was collected by Matamoros et al. (Matamoros and Wong 
2003), and was extended by the author. 
The database for walls was collected from publications by Wood and 
Kabeyasawa (Kabeyasawa and Hiraishi 1998; Wood 1990). It includes 146 RC walls 
with web reinforcement. 
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Properties and calculation results for all examined databases and models are 
provided in a file on the accompanying data CD and in the Appendix. The CD con-
tains a Microsoft® Excel spreadsheet file, and an HTML file that can be opened with 
any application supporting file formats used for world-wide-web publications. Both 
files and the Appendix provide the same information. The respective databases are 
listed in separate worksheets on the CD. Comparisons of measured and calculated 
responses are provided in figures within this text. 
4.1.1 Validation 
To compare the approaches described in Chapter 3 to the model proposed in 
the subsequent chapters, the shear strength was computed and was related to the re-
spective measured shear strength of the tested specimens. Since the model proposed 
in Chapter 5 was calibrated on the same databases, an objective method to validate 
and compare the different proposals was to carry out an n-fold cross validation. For 
then-fold cross validation, the databases were divided into ten subsets n = {1,2,. .. 10} 
comprised of randomly chosen 90 % of the complete set of data. Using the mean val-
ues fl,, = (v;,"' I J/;01 ),, of each sub-database, the average of the mean values and their 




The 95 % confidence interval for an unknown empirical value ;/, is given for this 
mean value and standard deviation as 
( 4.3) 
With a redundant r = n-l = 9, it is t,, 0 975 = 2.26 (Schneider 1998). 
Using these values, an interval can be given in the form of eq. (4.4): 
V IV =x+y% mes cal - ( 4.4) 
The interval shows the expected average value Vm,iVcal with a confidence level of 95 
%. If the considered set of data is very small, n becomes the munber of tests consid-
ered and the value for l,;0975 is changed accordingly. 
The standard deviation of the ratio of measured to calculated shear strength 
and the coefficient of variation will additionally be given for comparisons and evalua-
tion purposes. According to (Schneider 1998), it is not sensible to calculate a confi-
dence interval for the standard deviation for databases of the given size. Therefore, 
standard deviation and coefficient of variation will be calculated using complete da-
tabases with the average value /I= v;,"·'· Iv;"'. 
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4.2 Evaluation of the combined truss and arch model 
The combined truss and arch model as proposed by Watanabe et al. 
(Watanabe and Ichinose 1991) and described by Aoyama (Aoyama 1993) was out-
lined in Section 3 .2. Since this model is considered one of the conceptual foundations 
for the approach proposed by the author, it was evaluated as a frame of reference on 
all applicable data sets. 
The model for non-ductile members was evaluated using the Reineck I Ku-
chma database (Reineck et al. 2003) for members without transverse reinforcement 
and the Chen I Zararis database for web-reinforced members (Chen and MacGregor 
1993; Zararis 2003). The modification for ductile members was evaluated using the 
subset of 3 8 members with reported shear failures from the UW database (Berry et al. 
2003). Adjustments proposed by Watanabe and Kabeyasawa (Watanabe and 
Kabeyasawa 1998) were considered and are described below. The model first pro-
posed by Watanabe, included in the AIJ Guidelines (AIJ 1988), and modified for 
walls and high-strength concrete by Kabeyasawa (Kabeyasawa and Hiraishi 1998) 
was evaluated using the comprised wall database (Kabeyasawa and Hiraishi J 998; 
Wood 1990) and the databases for deep beams (Matamoros and Wong 2003). 
4.2.1 Proposed adjustments for high-strength concrete and axial load 
In ongoing research on the model proposed by Watanabe, the shortcomings of 
the model concerning high-strength concrete and axial load were addressed 
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(Watanabe and Kabeyasawa 1998). The proposed changes were used in the evalua-
ti on of the combined arch - truss approach. 
To allow the applicability of the model for high-strength concrete and axial 
load, the strength reduction factor was changed to 
v f, = I 7(1 + 2n)f, o.661 
0 c . c (4.5) 
with n = Pl(Af'c) =axial load level 
Additionally, the inclination of the truss was changed to account for possible axial 
load. The inclination of the truss was, according to Watanabe and Kabeyasawa, taken 
as the minimum value from equations (4.6), but not smaller than 1.0 (Watanabe and 
Kabeyasawa 1998). 
vf' 









Similar to the original approach as outlined in Chapter 3.2, the modified equation for 
shear capacity is given as 
(4.8) 
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With tan Bgiven by eq. (3.3), and,Bgiven by eq. (3.10): 
((3.3) Repeated) 
CJ" Pwf,w (1 +cot'¢) ,B = --'- = ___ . ----
Vof1c Vof 1c 
((3.10) Repeated) 
A new safety factor ywas introduced, taking the following values: 
r = 0.91 for beams 
r = 0.95 for columns 
(4.9) 
The values for rare applicable if }1 is taken as the distance between centroids of the 
reinforcement under tension and compression (Watanabe and Kabeyasawa 1998). 
4.2.2 Members without web reinforcement under static shear load 
A total of 395 RC beams from the Reineck I Kuchma database were evaluated 
according to equations ( 4.8), neglecting the term related to transverse reinforcement. 
The properties and calculated capacities for all members are listed in the worksheet 
"Slender beams without web reinforcement" in Appendix A2 and on the supplemen-
tary CD. The respective figures are listed at the end of this section. 
The plot of measured to calculated shear strength in Figure 4-1 at the end of 
this section shows that the model applied to RC beams without transverse reinforce-
ment largely overestimated the shear capacity of the members. This is especially true 
for large measured shear strengths. The mean value of VmeslVcal was found to be 1.08 
± 0.42 %, within a 95 % confidence region. The coefficient of variation was 34.6 % 
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resulting from a standard deviation of 0.38. Marked with grey dots in Figure 4-1 and 
the subsequent figures are beams tested by Podgorniak I Stanik, and Yoshida et al. 
(Reineck et al. 2003). Besides their effective depth d, the properties of these beams 
were identically scaled and could be used to evaluate possible size effects related to 
the effective depth of the beam. As can be seen in Figure 4-1, their strength was gen-
erally overestimated. Furthermore, the model proposed by Watanabe also increas-
ingly overestimated the shear strength of these members with an increasing effective 
depth. This is more noticeable in Figure 4-4, showing a plot of the effective depth d 
versus the ratio VmeslVcal· 
Figure 4-2 shows the ratio of measured to calculated shear strength plotted 
against the shear-span-to-depth ratio, aid. With an increasing aspect ratio, Watanabe's 
model becomes increasingly conservative. As previously shown in Chapter 3 .2, this is 
directly related to equation ( 4.8), because the expression becomes small for small 
values of tan(), which is related to the aspect ratio by equation (3.3). 
The ratio of measured to calculated shear strength is plotted against the con-
crete compressive strength in Figure 4-3. A distinct unconservative trend with in-
creasing concrete strength is discernible. Especially the strength of beams with a con-
crete strength larger than approximately 60 MPa was overestimated. 
As mentioned before, Figure 4-4 shows a distinct trend with respect to the ef-
fective depth of the tested beams. This trend is reflected in the five marked specimens 
used to evaluate possible size effects. While the analysis for these members generally 
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overestimated the shear strength, it is obvious that the model yielded increasingly un-
conservative results with an increasing effective depth. 
The graph in Figure 4-5 shows the ratio of measured to calculated shear 
strength plotted against the tensile reinforcement ratio, p,. With the scatter evenly dis-
tributed over the entire range, the trend line is considered to give a good estimate of 
the general trend with respect to the tensile reinforcement ratio. For low values of p,, 
the model proposed by Watanabe overestimated the shear strength of the considered 
beams. Starting at approximately p, = 2 %, the model gave improved results with the 
trend line becoming close to horizontal for larger values of p,. The tensile reinforce-
ment ratio influences the depth of the uncracked compression zone and the crack 
width in the tensile zone. Contributions related to both of these factors are not consid-
ered in the approach proposed by Watanabe. 
4.2.3 Members with web reinforcement under static shear load 
The model proposed by Watanabe for RC beams with web reinforcement was 
evaluated on a total of 168 beams of the combined Chen I Zararis databases (Chen 
and MacGregor 1993; Zararis 2003). The beams are listed in the worksheet "Slender 
beams with web reinforcement" on the added data CD and in Appendix A3. Results 
from an evaluation similar to the one in the previous section are provided for the ap-
plication of equation ( 4.8), which is considered the improved approach for the model 
proposed by Watanabe as previously discussed. 
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The ratio of measured to calculated shear strength, plotted in Figure 4-6, was 
found as V,,,,, I V,,,1 = 1.08 ± 0.56% within a 95 % confidence interval. The standard de-
viation was 0.26 resulting in a coefficient of variation of 24.36 percent. The plot 
shows a trend similar to the one visible in the evaluation of beams without transverse 
reinforcement (Figure 4-1 ). While in low load ranges the model gave a good estimate, 
it showed increasingly unconservative results in higher load ranges. The trend was 
not as distinct as in the model solely relying on arch action. 
The plot of the ratio of measured to calculated shear strength versus aspect ratio in 
Figure 4-7 and the following figures confirm the trends that could be seen for the re-
sults for slender beams without web reinforcement. As is generally expected for 
members with transverse reinforcement, scatter was smaller. 
Figure 4-8 shows the graph of VmeslVcal against the compressive strength of 
concrete. Similar to results seen in the evaluation of the database for beams without 
transverse reinforcement, a negative trend with respect to high-strength concrete 
beams is discernible with the scatter evenly spread out over the full set of data. 
Increasingly unconservative estimates for larger effective depths are evident 
in Figure 4-9. This graph shows the ratio of VmeslVcal plotted against the effective 
depth d. A set of data to investigate solely the effect of member size comparable to 
the beams without web reinforcement tested by Podgorniak I Stanik and Yoshida et 
al. is not available. The fact that the tested data is evenly represented over the covered 
range of effective depths, however, shows that the trend was related to the effect of d. 
68 
The ratio of measured to calculated shear strength is plotted against the tensile 
reinforcement ratio in Figure 4-10. The distinct trend that was visible for slender 
beams without transverse reinforcement diminished slightly. For tensile reinforce-
ment ranges between approximately 0.5 and 1.5 percent, the model gave unconserva-
tive results. The model yielded better results that correspond to the total average value 
of //,,,,,I 11,,,1 = 1.08 ± 0.56% for p, larger than approximately 1.5 percent. 
4.2.4 Columns under cyclic loading 
A database comprised of 38 RC columns of the UW, Brachmann, and Ichi-
nose databases (Berry et al. 2003; Brachmann 2002; Ichinose et al. 2001) that report-
edly failed under cyclic shear was examined using equation ( 4.8), the modification 
of Watanabe's model. Column properties can be found in the "Seismic shear failure" 
worksheet on the accompanying CD and in Appendix A 7. 
While the original approach by Watanabe did include specific regulations for 
ductile members (Aoyama 1993; Watanabe and Ichinose 1991), the modification by 
Watanabe and Kabeyasawa does not explicitly include such provisions. Since Wata-
nabe and Kabeyasawa do not address cyclically loaded columns (Watanabe and 
Kabeyasawa 1998), it was concluded that a further reduction depending on the drift 
ratio is appropriate and a safe assumption. In this evaluation, the reduction factor of 
equations (3 .15) and (3 .16) was used. 





for Rp > 0.05 ( (3 .16) Repeated) 
Figure 4-11 shows a comparison of measured maximum shear strength to calculated 
shear strength. It is apparent that the proposed model underestimated the shear capac-
ity of RC columns for a considerable portion of the examined columns. This confirms 
the trends discernible for static shear load. The mean value of measured to calculated 
shear strength was V,,,,JV,,,1 =0.75±1.31% within a 95 percent confidence interval. 
As can be expected, the scatter for VmeiVcal was considerable, but not excessively 
high for shear failures under cyclic lateral load. The standard deviation was found to 
be 0.30 with a coefficient of variation of39.8 percent. 
A plot of the ratio of measured to calculated shear strength against the aspect 
ratio is shown in Figure 4-12. This plot does not confirm the trend apparent for stati-
cally loaded members. Under lateral load reversals, a slight negative trend towards 
larger aspect ratios is visible. It should be noted, though, that the majority of exam-
ined columns had smaller shear-span-to-depth ratios than previously considered. 
A slight negative trend with respect to the compressive strength of concrete 
can be observed in Figure 4-13, which agrees with similar findings for members un-
der static load. 
Figure 4-14 shows Vm,iVcal plotted against the level of axial load. A slight 
negative trend can be seen, showing increasingly unconservative results for increas-
ing axial loads. Still, axial loads exceeding approximately 30 percent of the axial 
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strength of the member are largely underrepresented. The visible trend could thus also 
be the result of the specific test series by Zhou et al. with Pl(Af'c) = 0.7. It is stated in 
(Watanabe and Kabeyasawa 1998) that axial loads exceeding 60 % of the axial capac-
ity were found to decrease shear strength. This was attributed to additional strain de-
mand in the transverse reinforcement. 
The ratio of measured to calculated shear strength is plotted versus drift ratio 
in Figure 4-15. Obviously, the model overestimated the effect oflateral drift, showing 
unconservative results mostly for small drifts. With increasing deflections, the model 
proposed by Watanabe became increasingly conservative, yielding relatively good 
results at a drift ratio of approximately five percent and larger. 
4.2.5 Deep beams and walls 
The capacity of deep beams and walls was calculated using the modification 
of Watanabe's model by Kabeyasawa and Hiraishi (Kabeyasawa and Hiraishi 1998). 
All walls and deep beams are listed in the "Walls database" and "Deep beams" work-
sheet included in the provided spreadsheet file and in the Appendix. 
Kabeyasawa et al. propose to reduce the compressive strength of concrete by a factor 
( 4.10) 
Reducing the concrete strengthf'c by (4.10), is equivalent to reducingf'c according to 
eq. ( 4.5) if no axial load is considered: 
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v !', = 1.7 /',-1/3, f", 
= 1.7/'//l=1.7 /',0667 
This is not surprising, because the modification for high strength concrete and walls 
by Kabeyasawa et al. was also proposed in the context of the "New RC proposal", 
and comes from the co-author of the previously described adjustment for high-
strength concrete and axial loads (Kabeyasawa and Hiraishi 1998; V/atanabe and 
Kabeyasawa 1998). The original proposal by Watanabe (Watanabe and Ichinose 
1991) was modified by expression ( 4.10) to account for high-strength concrete ac-
cording to Kabeyasawa (Kabeyasawa and Hiraishi 1998) to evaluate the shear 
strength of deep beams and walls. 
4.2.5.1 Deep beams without web reinforcement 
The model was evaluated on 50 deep beams without transverse reinforcement 
of the deep beam database comprised by (Matamoros and Wong 2003). The approach 
proposed by Watanabe relies on arch-action. It was expected to give good estimates 
of the shear strength of deep beams, because arch-action is considered the main load-
carrying mechanism for deep members. Figure 4-16, though, shows that arch-action 
as considered in the proposed model greatly tmderestimated the shear strength of deep 
members. A reason for this could be that calculating the strut width from D/2 might 
overestimate the vertical dimension of the strut and additionally it does not fulfill ba-
sic equilibrium, but it also underestimates the horizontal dimension of the strut. The 
average value of measured to calculated shear strength for the examined data was 
found as V,,w.J V"'' = 1.52 ± 0.94% within a 95 percent confidence region. The three 
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specimens of which the strength was overestimated are beams tested by Kong et al. 
(Kong et al. 1994) with very low aspect ratios of aid= 0.46. Small shear-span-to-
depth ratios increase the value of tan B, therefore increasing the calculated strength. 
The specimens tested by Kong are also visible in Figure 4-17, showing the ra-
tio of measured to calculated strength plotted against the aspect ratio. The majority of 
tested beams had aspect ratios exceeding 1.0, and the scatter for these is evenly dis-
tributed. The three specimens tested by Kong are the only beams with such a small 
aspect ratio in the considered set of data. 
Figure 4-18 shows a distinct trend towards increasingly unconservative values 
with an increasing concrete strength. The two specimens with the highest concrete 
strength, though, are the previously mentioned beams tested by Kong et al. It is there-
fore possible that the marked trend was amplified by other factors as the aspect ratio. 
The third of the mentioned Kong specimens had a concrete strength of approximately 
40 MPa. It is marked by the lowest tick within this strength range. 
Figure 4-19 and Figure 4-20 confirm earlier detected trends with respect to the 
effective depth and the tensile reinforcement ratio. 
4.2.5.2 Deep beams with web reinforcement 
The database used to examine deep beams (Matamoros and Wong 2003) in-
cludes 146 members with web reinforcement. Figure 4-21 through Figure 4-25 show 
the results from an evaluation following the model proposed by Watanabe (Watanabe 
and Ichinose 1991) and modified by Kabeyasawa (Kabeyasawa and Hiraishi 1998). 
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The plot of measured against calculated shear strength in Figure 4-21 reveals 
relatively small scatter and a negative trend that was mostly caused by significantly 
overestimating the strength of six beams. These beams are specimens with relatively 
high ratios of vertical reinforcement (pw = 2.45 % ) tested by Kong et al. (Kong et al. 
1970). Additionally, these beams had very low aspect ratios. The model proposed by 
Watanabe does not limit the angle of the truss for deep members. As briefly discussed 
in Chapter 3.2, a truss as depicted in Figure 3-2 cannot develop in D-regions, because 
the inclined compression field cannot develop in the end regions of a member. As-
suming an evenly distributed truss mechanism over the entire length of a deep beam 
might therefore overestimate the strength of this beam. 
The average of measured to calculated shear strength was 1.04 ± 0.31 % 
within a 95 percent confidence region for the examined dataset. The standard devia-
tion was 0.22, resulting in a coefficient of variation of 20.8 percent. 
Figure 4-22, Figure 4-23, and Figure 4-24 display no visible trends related to 
aspect ratio, concrete strength, and effective depth, respectively. The model as pro-
posed by Watanabe appeared to give good results with evenly spread out scatter over 
the entire respective ranges in deep beams with web reinforcement. This can be seen 
as an indication that conceptually a combination of truss and arch action is sensible 
for stocky members. The slight trend towards increasingly conservative results with 




The modification of Watanabe's model by Kabeyasawa was originally pro-
posed for tbe application on walls. It was evaluated on a database comprised by tests 
considered by Wood (Wood 1990) and Kabeyasawa (Kabeyasawa and Hiraishi 1998; 
Wallace 1998). The database includes 146 wall specimens with varying geometry of 
boundary elements. Barbell-type walls, flanged walls, and rectangular walls were 
considered. The load was applied monotonic, in alternating reversals, or repeatedly in 
the same direction. The model by Kabeyasawa was applied on the wall panels, with-
out considering the boundary elements. Because the approach proposed by Watanabe 
and Kabeyasawa does not consider bi-directional web reinforcement, only the hori-
zontal web reinforcement, i.e. in load direction, was considered. Any strength from 
vertical web reinforcement was neglected. 
Figure 4-26 shows the plot of measured to calculated shear strength of the ex-
amined wall specimens. The same trend as for web reinforced deep beams can be 
seen: With increasing measured strength, the predicted strength became increasingly 
unconservative and scatter became larger. The two walls with the most unconserva-
tive estimates are specimens tested by Paulay (Wl, W3) (Wood 1990). Their strength 
was greatly overestimated by the truss model; the arch component is zero. As was the 
case for the previously mentioned deep beams tested by Kong, specimens Wl and 
W3 have relatively low aspect ratios in combination with a relatively high horizontal 
web reinforcement ratio. The overall scatter in the ratio of measured to calculated 
shear strength was in a reasonable range. The standard deviation was 0.3, the coeffi-
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cient of variation 32.4 percent. The average value of measured to calculated strength 
was found to be 0.93 ± 0.43 % within a 95 percent confidence interval. 
Plots of the ratio measured to calculated shear strength against aspect ratio, 
concrete strength, wall panel length, and tensile reinforcement ratio are shown in 
Figure 4-27, Figure 4-28, Figure 4-29, and Figure 4-30, respectively. They confirm 
the slight trends that were visible for the model applied on other specimens, espe-
cially deep beams. 
Figure 4-31 shows a plot of the ratio of measured to calculated shear strength 
against the axial load level, Pl(Af'c)· Axial loads on the wall specimens were mostly 
very low, between 0 and 0.3 percent. In combination with higher axial loads, a trend 
to be more conservative can be observed. However, if only axial loads between ap-
proximately 7 and 18 percent of the axial strength of the walls are considered, no bias 






































































































Figure 4-1 Measured versus calculated ultimate shear strength for slender beams without trans-
verse reinforcement following Watanabe's approach 
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Figure 4-2 Ratio of measured to calculated shear strength versus aspect ratio following Wata-





+$ .J • f 
• •• •• 
• • _1 










: ·i .... 
••• • 
• • • 
+ .. • • 

















































'"  roc; 
TI 
ru 




Figure 4-3 Ratio of measured to calculated shear strength versus compressive strength of con-
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Figure 4-4 Ratio of measured to calculated shear strength versus effective depth for slender RC 
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Figure 4-5 Ratio of measured to calculated shear strength versus tensile reinforcement ratio for 
slender RC beams without web reinforcement following Watanabe's approach 
81 
0 































Figure 4-6 Measured versus calculated shear strength for slender beams with transverse rein-











Figure 4-7 Ratio of measured to calculated shear strength versus aspect ratio following Wata-
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Figure 4-8 Ratio of measured to calculated shear strength versus compressive strength of con-









































Figure 4-9 Ratio of measured to calculated shear strength versus effective depth for slender RC 
beams with web reinforcement following Watanabe's approach 
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Figure 4-10 Ratio of measured to calculated shear strength versus tensile reinforcement ratio for 
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Figure 4-11 Measured versus calculated shear strength for RC columns under cyclic lateral load 




























Figure 4-12 Ratio of measured to calculated shear strength versus aspect ratio for RC columns 
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Figure 4-13 Ratio of measured to calculated shear strength versus compressive strength of con-































Figure 4-14 Ratio of measured to calculated shear strength versus axial load for RC columns 
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Figure 4-15 Ratio of measured to calculated shear strength versus drift ratio for RC columns 























Figure 4-16 Measured versus calculated shear strength of deep beams without web 




















Figure 4-17 Ratio of measured to calculated shear strength versus aspect ratio of deep beams 




























Figure 4-18 Ratio of measured of measured to calculated shear strength versus concrete strength 


























Figure 4-19 Ratio of measured to calculated shear strength versus effective depth of deep beams 






Figure 4-20 Ratio of measured to calculated shear strength versus tensile reinforcement ratio of 
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Figure 4-21 Measured to calculated shear strength of deep beams with web reinforcement fol-
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Figure 4-22 Ratio of measured to calculated shear strength versus aspect ratio for deep beams 













































Figure 4-23 Ratio of measured to calculated shear strength versus concrete strength for deep 













































Figure 4-24 Ratio of measured to calculated shear strength versus effective depth of deep beams 
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Figure 4-25 Ratio of measured to calculated shear strength versus tensile reinforcement ratio of 
deep beams with web reinforcement following Watanabe's approach 
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Figure 4-28 Ratio of measured to calculated shear strength versus concrete strength of walls fol-
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Figure 4-30 Ratio of measured to calculated shear strength versus tensile reinforcement ratio of 
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Figure 4-31 Ratio of measured to calculated shear strength versus axial load ratio of walls fol-
lowing Watanabe's approach 
107 
4.3 Shear strength of slender RC beams without transverse 
reinforcement 
The calculation of the ultimate shear force following the proposal by Reineck 
as described in Section 3.3 (Reineck 1990, 1991b) was performed using equation 
(3.33) on a database of 395 slender RC members that failed in shear. This database 
was collected by Reineck and Kuch.ma as a comprehensive database for the evalua-
tion of analytical models for the shear behavior of RC members without transverse 
reinforcement (Reineck et al. 2003 ). Beam properties are listed along with the ratios 
of measnred to calculated shear strength on the "Slender beams without web rein-
forcement" worksheet on the accompanying CD and in Appendix A2. Abbreviations 
for the evaluation of equation (3.33) can be found in Chapter 3.3. 
((3.33) Repeated) 
The evaluation of the database yielded generally satisfactory, but slightly con-
servative, results. The mean value of the ratio of measnred to calculated shear 
strength was 1.55 ± 0.46 % within a 95 % confidence region. The standard deviation 
was found to be 0.42, resulting in a coefficient of variation of 27.43 %. Figure 4-32 
shows a plot of measured against calculated shear strength. Only a slight negative 
trend is apparent, which might also be the result of single test specimens. Indicated 
with grey marks are again the specimens scaled to verify the effect of the effective 
depth, d. These beams were previously described in the evaluation of the model pro-
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posed by Watanabe on RC beams without web reinforcement. Compared to the model 
proposed by Watanabe, bias with respect to the effective depth seems to be of less 
concern. Only a slight trend to increasingly unconservative estimates with increasing 
effective depths is to be seen, which is a trend that is confirmed by Figure 4-35, the 
plot of VmesfVcal against the effective depth, d. 
The aspect ratio of the examined beams is plotted against the ratio of meas-
ured to calculated strength in Figure 4-33. The approach proposed by Reineck ap-
pears to be slightly biased for low aspect ratios between 2.5 and 3.5. A reason for this 
could be that this range of the aspect ratio is a transitional range, in which part of the 
shear is carried by arch-action, while the other part is carried by friction and the con-
tribution of the compression zone. The model proposed by Reineck does not account 
for possible arch-action. A transition from arch-action to components relevant for 
slender members will be addressed in the development of the proposal by the author 
in Chapters 5 and 6. 
Figure 4-34 displays bias of the model proposed by Reineck with respect to 
the compressive strength of concrete. The model tends to overestimate the shear 
strengths of members with high-strength concrete. Scatter is spread relatively even 
along the plotted trend line, indicating that the trend line is giving an appropriate es-
timate of member behavior. 
A trend towards increasingly conservative values with increasing ratios of ten-
sile reinforcement is discernible in Figure 4-36. Though the majority of tested beams 
had tensile reinforcement ratios in the range of approximately 0.3 % to 3.5 %, a trend 
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towards larger values of Psis obvious. This could be related to an underestimation of 
the contribution from the compression zone, which increases with an increasing depth 
of the neutral axis, again increasing with larger tensile reinforcement ratios. 
Overall, the model proposed by Reineck seemed to give good results; it might 
not consider additional contributions accordingly, though. The trends with respect to 
the aspect ratio, and the tensile reinforcement ratio, could be lessened by considering 
a contribution from arch-action for small and intermediate shear-span-to-depth ratios. 
The tensile reinforcement ratio indirectly affects a possible arch contribution by in-
creasing the neutral axis depth, and therefore the strut width of a possible arch. 
A combination of arch-action with frictional and compression zone related 














































































Figure 4-32 Measured versus calculated shear strength of slender RC beams without web rein-
forcement following Reineck' s proposal 
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Figure 4-33 Ratio of measured to calculated shear strength versus aspect ratio of slender RC 
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Figure 4-34 Ratio of measured to calculated shear strength versus concrete strength of slender 

















































Figure 4-35 Ratio of measured to calculated shear strength versus effective depth of slender RC 
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Figure 4~36 Ratio of measured to calculated shear strength versus tensile reinforcement ratio of 
slender RC beams without web reinforcement following Reineck's proposal 
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4.4 Drift capacity model 
The analysis model based on drift capacity as proposed by Pujol et al. (Pujol 
2000) was evaluated on the 38 columns of the combined UW I Brachmann I Ichinose 
database of columns under reversed cyclic load that failed in a shear related mode 
(Berry et al. 2003; Brachmann 2002; Ichinose et al. 2001 ). 17 of the available speci-
mens meet the limits listed in Section 3 .4, i.e. these 17 columns had an axial stress Ua 
smaller or equal to 0.35f'c, and a nominal unit shear stress range from 0.5 to 1. llf 
MPa. Computational results and column properties are listed in Appendix A 7 and in 
the "Seismic shear failure" worksheet on the supplementary CD. 
It was expected that solving equation (3 .41) for an ultimate shear capacity 
(equation (3.42)) would not yield reasonable results in its application on tested 
specimens, because the tested specimens were not built according to the proposed de-
sign equation. Formulation (3.41) allows for one specific transverse reinforcement 
ratio related to assumed conditions in the member. 
Aw [3 5~2 ']era Pw =-= -·a+l--a -/3 ·-.-
s·b, 8 8 fyw 
((3.41) Repeated) 
((3.42) Repeated) 
Plotted in Figure 4-37 is the evaluation of the analysis of the 17 colunms analyzed by 
equation (3.42). Even though the number of evaluated data is small, it is obvious that 
the shear capacity of these colunms was greatly underestimated. The mean value of 
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measured to calculated shear strength was 4.47 ± 3.12 % within a 95 % confidence 
interval. The standard deviation was 3.84, resulting in a coefficient of variation of 
86. l percent. 
Because it is obviously not sensible to use the model proposed by Pujol et al. 
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Figure 4-37 Measured to calculated shear strength. of columns under cyclic shear following Pu-
jol' s approach 
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4.5 Influence of ductility demand on shear capacity 
The calculation of the ultimate shear capacity based on displacement ductility 
was described in Chapter 3.5 as proposed by Priestley (Priestley 1994). The verifica-
tion of this method was carried out on 38 RC columns of the combined UW I Brach-
mann I Ichinose database, which was previously used for the evaluation of the model 
proposed by Watanabe for seismically loaded columns (Berry et al. 2003; Brachmann 
2002; Ichinose et al. 2001). The evaluation followed equations (3.46), (3.47), (3.50), 
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Column properties and the ratio of VmeslVcal for the respective specimens are listed in 
Appendix A7 and on the "Seismic shear failure" worksheet on the added CD. 
Figure 4-38 shows that the method as described by Priestley (Priestley 1994) 
considerably overestimated the shear capacity of the examined columns. The evi-
dently large scatter was considered acceptable for this mode of failure. However, a 
mean value of V:,", 1v;,a1 = 0.55±1.67% within a 95 percent confidence region with a 
negative trend towards increasing shear loads is very unconservative. The shear 
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strength of only one column was safely predicted. The standard deviation for the con-
sidered database was 0.21, the coefficient of variation 38.12 percent. 
The fact that no considerably distinct negative trends are visible in the follow-
ing plots indicates that the model proposed by Priestley generally overestimated the 
shear capacity of cyclically loaded members. One reason can be that the "concrete" 
component is reduced with respect to the drift, but not the truss component. Several 
researchers have pointed out that under seismic loads the strength of concrete related 
components and the truss component degrades (Ichinose et al. 2001; Kinugasa 2001; 
Watanabe and Ichinose 1991). 
The model proposed by Priestley showed no bias with respect to the aspect ra-
tio for the specimens considered. The ratio of measured to calculated shear strength is 
plotted against the shear-span-to-depth ratio in Figure 4-39. 
A slight trend can be seen with respect to the compressive strength of con-
crete. Figure 4-40 shows very unconservative estimates of the shear strength of high-
strength concrete columns. However, in view of the small amount of available data in 
this range, no exact statement can be made. 
The same holds true for the effect of axial load. It appears that large axial de-
mands caused the model to overestimate greatly the shear strength (Figure 4-41 ). This 
could be due to the direct relation between axial load and shear capacity by equation 
(3.50). Nevertheless, only limited data was available in the load range of 70 percent 
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of the axial strength, and no data was available between load levels of approximately 
35 % and 70 %. Therefore, the trend could also be the result of single test specimens. 
A slight negative trend with respect to drift is apparent in Figure 4-42. The ra-
tio of measured to calculated shear strength is plotted against displacement ductility 
instead of drift ratio, because the "concrete component" in Priestley's model is re-
duced with respect to displacement ductility. As can be concluded from the evenly 
spread out range of ductilities considered, a negative trend is apparent for increasing 
ductility demand. 
From this evaluation, it can be concluded that the approach proposed by 
Priestley did not only overestimate seismic shear strength of RC columns because it 
neglects strength degradation of the truss component, but the model also underesti-
mated other effects. The direct relation of axial load to shear strength led to increas-
ingly large overestimations of the shear strength with increasing axial load. The ca-











































Figure 4-38 Measured to calculated shear strength of RC columns under cyclic lateral load fol-
lowing Priestley's approach 
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Figure 4-39 Ratio of measured to calculated shear streugth versus aspect ratio for RC columns 

































Figure 4-40 Ratio of measured to calculated shear strength versus concrete strength for RC 























Figure 4-41 Ratio of measured to calculated shear strength versus axial load level of RC columns 
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Figure 4-42 Ratio of measured to calculated shear strength versus displacement ductility for RC 
columns under cyclic load following Priestley's approach 
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5 Proposed model for the load-carrying mechanism 
5.1 Problem statement 
To describe the load-carrying mechanism of an RC member under combined 
axial and cyclic shear load, a model has to be found that represents the different load-
carrying components within the member, and which can be easily adjusted to the 
given design case. Moreover, the concept has to be cohesive, i.e. it has to fulfill re-
quirements set by equilibrium of forces and by compatibility, and the model has to be 
physically explicable. As a design aid, the model to be developed has to be simple to 
apply. 
An RC member subjected to axial and cyclic lateral load will develop a crack 




Figure 5-1 Column under axial and lateral load 
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Resulting from the applied shear load, inclined cracks develop along the 
member axis, directing from the side of loading towards the opposite corner at the 
supports. These cracks will as well develop on the opposite side of the member after 
the shear load is reversed, forming an X-shaped crack pattern in the plane of the lat-
eral load. In general, the member can either fail by a combination of axial load and 
bending moment (flexural failure), or by shear failure along the described inclined 
cracks. The latter is of concern in the work at hand. Because of its brittle and sudden 
nature, a general design objective is to avoid shear failure by keeping the shear resis-
tance of the structural element higher than the flexural resistance. This is one of the 
aspects of the capacity-design approach as extensively described by Paulay and 
Bachmann (Bachmann 1995, 2000; Paulay 1990). 
To develop a model for the shear resisting mechanisms in an RC member un-
der axial and reversed shear load, the influence of effects from crack geometry, axial 
load, shear span-to-depth ratio, member depth, and from possible web reinforcement 
has to be taken into account. One way to illustrate the structural behavior is a repre-
sentation of the load-carrying mechanism by a combination of arch and truss mecha-
nisms, which was also developed by Watanabe and Aoyama for beams under com-
bined bending and shear load (Aoyama; Watanabe and Ichinose 1991). Using a com-
bination of arch- and truss model ensures the applicability of the model for various 
member geometries from stocky members with aspect ratios smaller than 2.5 to slen-
der members with aid 2 2.5. 
128 
It is reasonable to distinguish the two load-carrying mechanisms of arch and 
truss action, since it allows for a wide range of applications. For example, as de-
scribed in a report by F. Watanabe and T. Kabeyasawa (Watanabe and Kabeyasawa 
1998), tests at Tokyo Metropolitan University showed that a relatively small concrete 
core area within beams reduced the effectiveness of the truss action. It follows that a 
distinction between the two models and "shifting" the demand on the truss to the ca-
pacity of the arch will be able to describe the member behavior more accurately. In 
the same report, it is stated that as the effective capacity of the transverse reinforce-
ment was increased, the overall shear strength was increased, independent of the 
amount of axial load (Watanabe and Kabeyasawa 1998). An increase of the amount 
of axial load had a positive effect on the shear capacity up to load levels of P = 0.6 
As tests on slender RC members at the University of Kansas have shown, 
some shear cracks developed first within the confined area of the column, before 
propagating towards the exterior surfaces, or before merging with flexural cracks. 
The crack pattern made clearly visible that an inclined compression field was estab-
lished between the tensile reinforcement up to the compression zone. As the size of 
the compression zone was decreasing in the progression of the test, the cracks devel-
oped further into the compression side of the member. The cracks developed on the 
tension side of the column were inclined first and joined flexural cracks normal to the 
column surfaces. Strut action was not apparent after initial cracking, as expected for 
these relatively slender members with aspect ratios of aid= 3.85 and 2.5. 
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In the following, the nominal shear capacity Vn will be described as a superpo-
sition of arch-action, truss-action, and a "concrete component" that represents the 
shear capacity of the uncracked compression zone of the member and friction in the 
cracked tension zone. In the following, the load-carrying mechanism between two 
cracked surfaces will be referred to as "friction", instead of the widely used term "ag-
gregate interlock", since this mechanism is as well apparent in higher strength con-
cretes, in which due to the fracture of aggregate particles "aggregate interlock" would 
be misleading. In general, the nominal shear capacity is expressed as 
V,,=V,,+V,+V, 
V,, = V0 + V, + ( V" + Vr) 
(5.1) 
A subdivision of the total nominal shear strength into superimposed components al-
lows using various combinations of the components in their respective areas of appli-
cation. Because of their similar range of application, in the following, the sum of 
truss-action and concrete component will be called the "truss model". 
While the subsequent Sections 5.2 and 5.3 describe the respective load-
carrying mechanisms without interaction, Chapter 7 focuses on the calibration of the 
proposed model and on the combination of the different mechanisms for several 
member configurations. Several functions that account for the transition between the 
mechanisms described in Sections 5.2 and 5.3 are described in Chapter 7. It is impor-
tant to distinguish between the combinations and their respective range of applicabil-
ity, and the sole load-carrying mechanisms. A summary of the shear-resisting compo-
nents considered in the proposed model is provided in Section 5 .3. 
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5.2 Proposed combined arch and truss model 
5.2.1 Arch-action 
A non-reinforced concrete panel under lateral load is able to carry the applied 
shear force towards the support by a single compression strut C, as depicted in Figure 
5-2. This is the most direct and lowest energy load path. The longitudinal reinforce-
ment along the member axis carries the axial tensile component T, of the force in the 
diagonal strut. The strut is inclined at an angle e. The tensile capacity of the tie (that 
is, the longitudinal reinforcement), the effective compression strength of the concrete, 
and the geometry of the member define the maximum force in the strut. 
v - b 
Figure 5-2 Panel with inclined strut 
a 
As the angle e decreases with increasing slenderness of the member, tension 
in the reinforcement and compression in the strut increases. For a changing amount of 
shear force and a given tensile capacity of the longitudinal reinforcement, the respec-
tive inclination of the strut would need to be changed by varying the width, b, of the 
member to equilibrate the vertical forces. For example, for an increased lateral force, 
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V, and a given tensile capacity of the reinforcement, the angle ()needs to be increased 
to withstand the higher load by lowering the demand on the tensile reinforcement. On 
the other hand, the maximum load in the strut is limited by its compressive capacity. 
Thus, the capacity of the arch mechanism is limited by the tensile capacity of the !on-
gitudinal reinforcement, and by the compressive capacity of the strut. 
In slender members, another possibility to maintain strut action is to cut the 
part of the strut that extends to the outside of the member, and to move it to the inside 
of the member, while tying it to the original strut with tension chords as shown in 
Figure 5-3 a). This was earlier described by Specht (Specht 1986, 1987). As the slen-
derness of the column increases, an increasing number of strut sections needs to be 
relocated and tied back to their origin, eventually forming a strut-and-tie truss as de-
picted in Figure 5-3 b). A strut-and-tie truss model is described in Chapter 5.2.2 . 
.------.----------
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Figure 5-3 Transformation from strut model to strut-and-tie model 
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By definition, a strut can only develop along uncracked areas within the cross 
section. Therefore, the strut cannot cross cracks, and because the cracks are inclined 
and can propagate from the column base, the strut has to be formed at an angle equal 
to or larger than the crack inclination. Commonly, the inclination of shear cracks in a 
slender laterally loaded RC member without axial load is taken as B = 30° ± 4° 
(ASCE-ACI Committee 445 1998; Specht 1986), with the smallest crack inclination 
being approximately 26°. This is consistent with the limiting value of the arch angle 
in Watanabe's model of cotB :0: 2 (Aoyama; Watanabe and Ichinose 1991), which is 
based on an assumption for the crack width reduction by Thi.irlimann (Thi.irlimann 
1979). Following this discussion, it is safe to assume that the strut-inclination has to 
be larger than the angle of the cracks at failure to maintain its compressive capacity. 
Using the smallest angle within the range of 30° ± 4° results in a lower limit of the 
strut inclination of 
8226° (5.2) 
It can be argued that the angle of the crack inclination is the same as the angle 
of the axis of principal stresses, which is the basic assumption used in the compres-
sion field theory (Collins et al. 1996). However, as reported by ASCE-ACI Commit-
tee 445 (ASCE-ACI Committee 445 1998), researchers found that due to tensile 
stresses normal to the compression struts, or due to shear stresses transferred by fric-
tion along the inclined cracks, the angle of the principal compression stress is smaller 
than the crack inclination (ASCE-ACI Committee 445 1998). Consequently, for the 
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model to be developed, it appears to be more appropriate to use the empirically estab-
lished limit of e = 30°±4°. 
Further limits are set by the geometry of the member, because the strut cer-
tainly has to be located within the member itself if it is not tied back by stim1ps, as 
described before. Since the compression force in the strut is anchored along the ten-






It should be noted, though, that arch-action is also possible in RC members 
with aid> 2. The arch component gradually decreases with increasing slenderness. 
The ultimate state for small aspect ratios is a direct strut under axial compression with 
a negligible lateral component. However, it is not advisable to use arch-action as a 
sole load-carrying mechanism for these members. Additional components as de-
scribed in the following chapters provide additional strength. 
Within the limits defined by equations (5.2) and (5.3), the inclination of the 
strut can be calculated as follows. Referring to Figure 5-4, the strut inclination 6 is 
given by the connection of the loading point of the lateral force V and its resisting 
counterpart at the support. This connection forms the centerline of the strut. The 
width of the strut does not necessarily need to be equal along its length. It is more 
likely that the strut has a tapered or a "bottle" shape (Schlaich et al. 1987). However, 
for a given concrete strength and a given applied load V, the capacity of the strut will 
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be limited to the stress at its smallest cross-section. The smallest cross-section of the 
strnt is located at the point of loading or the support 
Figure 5-4 Definition of strut inclination 
Taking I as the distance from the column base to the loading point and r/2 as 
the distance from the colmnn base to the resisting force in the support, e can be ex-
pressed as 
cotB= 1 +r/2 
d 
with d= effective depth of the member 
(5.4) 
r = maximum depth of the strut along the column axis, limited by the 
effective compressive bearing strength of the concrete at the nodes, /Jnf'c: 
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(5.5) 
with b = member width 
/Jn = strength reduction factor 
5.2.1.1 Strength reduction factor for monotonic load 
The strength reduction factor for the nodal zones, /Jn, depends on the support 
conditions for the member. A common situation is that the member to be designed is 
located in an RC structural frame and thus is supported by beams on both sides of the 
members. For the node, this means the strut is supported by one tension zone and two 
zones under compression as shown in Figure 5-5. The tension zone will be formed by 
the tensile reinforcement in the beam. A similar situation will occur at the loading 
point in a cantilevering member supported by a foundation. In Figure 5-4, this is the 
node on top of the member. For a wall, the governing node, and therefore strut width, 
is the loading point, since, due to its relative size, the influence of the compression 





Figure 5-5 CCT Node 
According to the ACI Building Code 2002 (ACI-318 2002), the compressive 
strength of the concrete at CCT nodes is reduced by a factor of /Jn= 0.68. This value 
agrees with the effective stress level introduced by Schlaich et al. for tensile strains 
and/or reinforcement at one nodal zone (Schlaich et al. 1987). Based on the state of 
stresses at the nodes in strut-and-tie models, Schlaich et al. proposed effective 
strength factors that are depending on the concrete compressive design strength. 
Those factors are considering the stress distribution, i.e. they reduce the concrete 
compression design strength, due to tensile stresses at the nodes. The factor of 
0.8J;: = 0.8 · 0.85 f ', = 0.68/', is applied "if tensile strains in the cross direction or 
transverse tensile reinforcement may cause cracking parallel to the strut with normal 
crack width; this applies also to node regions where tension steel bars are anchored or 
crossing"(Schlaich et al. 1987). 
More effective stress levels in concrete struts are listed by the ASCE-ACI Committee 
445 on Shear and Torsion (ASCE-ACI Committee 445 1998) in Table 5-1. 
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In the work at hand, the reduction factor for the effective compressive strength 
of concrete, f3n, is taken as a fimction of the compressive strengthf'c· The calibration 
of the model in Chapter 7 showed that using this function yielded better results for 
high strength concrete than merely limiting the strength to 68% of the cylinder 
strength. 
The effective concrete strength within the arch is reduced by a coefficient /3n taken as 
/3,, =0.85-0.004/',;;: 0.5 (5.6) 
It should be noted that the reduction factor /3n according to (5.6) is different 
from the reduction factor for the reduced effective concrete strength in the struts of a 
truss. The factor f3n accounts for the "bottle-shaped" stress pattern starting at the 
nodes of the strut, and flexural and shear cracking or tensile deformation in the or-
thogonal direction of the strut (Kabeyasawa and Hiraishi 1998). However, the com-
pression strength of the struts in the truss is reduced to account for tensile stresses 
along the cracks and the effects of friction under cyclic loading. 
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Effective Concrete struts Reference 
stress level 
0.8f', Undisturbed and uniaxial state of compressive stress that may (Schlaich et al. 
exist for prismatic struts 1987) 
0.68f',. Tensile strains and/or reinforcement perpendicular to the axis (Schlaich et al. 
of the strut may cause cracking parallel to the strut with nor- 1987) 
ma! crack width 
0.51 f', Tensile strains causing skew cracks and/or reinforcement at (Schlaich et al. 
skew angles to the strut's axis 1987) 
0.34 f', For skew cracks with extraordinary crack width. Skew cracks (Schlaich et al. 
would be expected if modeling of the struts departed signifi- 1987) 
cantly from the theory of elasticity's flow of internal forces 
0.85 /', Moderately confined diagonal struts going directly from point (Alshegeir and 
load to support with shear span to depth ratio less than 2.0 Ramirez 1990) 
0.75/', Struts forming arch mechanism (Alshegeir and 
Ramirez 1990) 
0.50 f', Arch members in prestressed beams and fan compression (Alshegeir and 
members Ramirez 1990) 
0.95f',. Undisturbed and highly stressed compression struts (Alshegeir and 
Ramirez 1990) 
V2f'c Uncracked uniaxially stressed struts or fields (MacGregor 
1997) 
v,(0.80)/', Struts cracked longitudinally in bulging compression fields (MacGregor 
with transverse reinforce1nent 1997) 
v2(0.65)f',. Struts cracked longitudinally in bulging compression fields (MacGregor 
without transverse reinforcement 1997) 
vi(0.60)f', Struts in cracked zone with transverse tensions fro1n transverse (MacGregor 
reinforcement 1997) 
v2(0.30)f', Severely cracked webs of slender beams with (} = 30° (MacGregor 
1997) 
v2(0.55)f', Severely cracked webs of slender beams with (} = 45° (MacGregor 
1997) 
Note: v, = 0.5 + 1.25/ /', in MPa after Bergmeister (Bergmeister et al. 199 l) 
Table 5-1 Effective stress levels in concrete struts (ASCE-ACI Committee 445 1998) 
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5.2.1.2 Geometry of the strut 
Equation (5.4) equals eq. (5.3), with the shear span, a, being equal to the dis-
tance between the loading points 
a=l+r/2 (5.7) 
Looking at the supported side of the member, equation (5.4) holds true as long 
as the length r lies within the compression zone c, of the supporting member. 
(5.8) 
This condition results from the fact that the strut has to be located within uncracked 
sections. If r is larger than c,, it is appropriate to assume that the reaction force V acts 
at a distance c/2. This assumption decreases the width of the strut, decreasing the al-
lowable force within the strut. Therefore, this is a safe assumption. 
If condition (5.4) holds true, the width of the strut, w, is given by: 
w= r·sinB (5.9) 
Following the requirement that the strut is located within sections of the 
member under compression, the strut width is also limited to the projection of w on 
the depth of the compression zone, c, of the member. Consequently, the following 
requirement has to be met: 











Equation (5.11) implies that the resulting force within the strut acts in the center of 
the strut. The width of the strut is then defined by the projection of c/2 on an axis 
normal to the strut as 
w=c·cose (5.12) 
The previous conditions assume that the width of the strut at the support is 
smaller than the width of the strut at the loading point. This is not necessarily true. 
Given the situation, a column is fixed at both ends as in a building frame, the afore-
mentioned conditions hold true also for the opposite end of the column. Depending on 
the smallest compression zone depth in the supports, the governing condition from 
equations (5.4), (5.11) is used. 
Additionally, the width of the strut can be limited by the effective develop-
ment depth of the longitudinal reinforcement, 2cR, and the size of the loading plate, h 
(Figure 5-6). It is assumed that the longitudinal tie distributes the stress from the strut 
onto a horizontal projection of twice the cover of the reinforcement. Following this, 
the width of the strut is also limited by 
w=h" ·cosB+l,, ·sinB (5.13) 
where ha= 2cR = embedment depth of tensile reinforcement 
lb= length of the loading plate in the plane of the truss 
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It is noteworthy that the latter case is the most common for deep beams. Using 
the depth of a support is not sensible, as is the use of the compression zone depth. In 
very stocky members, especially those in which the arch comes close to a uniaxially 
loaded member, it is not practical to assume a distinct compression zone depth, since 
the whole member is under compression. Thus, Eq. ( 5 .13) represents the governing 
case for deep members. 
vllllll 
Figure 5-6 Definition of strut width in a deep beam 
In summary, the width of the strut is given as the smallest value found from 
eqs. (5.9), (5.12), or (5.13). This will ensure the smallest possible width of the strut, 
and is therefore a safe assumption. Depending on the condition of equation (5 .10), the 
strut inclination is given by eqs. (5.4) or (5.11). A sensible simplification is to define 






5.2.1.3 Influence of aspect ratio 
The data analysis and calibration of the proposed model in Chapter 7 revealed 
a dependency of arch- and truss-action on the aspect ratio aid. To account for this de-
pendency and to use a function of the aspect ratio for a "smooth" transition between 
stocky and slender members, a coefficient ks is introduced. The factor k, reduces the 
contribution of the arch with an increasing shear-span-to-depth ratio aid. The numeri-
cal form varies for members with and without transverse reinforcement, as described 
in the respective chapters dealing with the calibration of the proposed model. The 
general form for ks is: 
. x 
k\' = w 
· y+z(a/d) 
(5 .15) 
with k_, = 1.0 for a/ d = 0 
w, x, y, z = coefficients depending on transverse reinforcement 
5.2.1.4 Capacity of the arch in unreinforced stocky members 
Using the inclined component of the applied lateral force V, the maximum ca-
pacity of the arch is defined by the effective reduced compression strength of con-
crete and the inclination of the strut, eq. (5.16). An ultimate limit can also be set by 
the capacity of the longitudinal reinforcement, eq. (5.17): 
Va= fJ,,k_J' 0 w·b·sinB (5.16) 
Va = T ·tan B = A,fy tan B (5.17) 
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For members with aid ratios exceeding a value of approximately 2.5, tension 
members (ties) as described above are necessary to maintain the shear capacity of the 
member. This can be done by transitioning from a strut into a truss model as men-
tioned before. This also agrees with the findings of the ASCE-ACI Committee 445 
report (ASCE-ACI Committee 445 1998). For a series of beams tested by Kani (Kani 
et al. 1979), strut models without transverse reinforcement were only accurate for as-
pect ratios of aid< 2.5. Sectional models were found to be "more appropriate" for 
larger aspect ratios. As aid increased the resistance of the strut-and-tie models with-
out transverse reinforcement decreased rapidly. 
The behavior of the compression strut in a truss mechanism is considerably 
different from that of concrete loaded uniaxially in compression. A fraction of the to-
tal shear is transferred through friction between the cracks, and thus the load-carrying 
mechanism depends on parameters defined by the conditions in the cracked part of 
the cross section. Additional strength will be provided by the uncracked compression 
zone of the member. This makes it necessary to treat the truss and "concrete compo-
nent" as separate load-carrying mechanisms. The contribution of friction and un-
cracked compression zone is described in section 5.2.3. 
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5.2.2 Truss-action 
Truss-action is the main load transfer mechanism in lieu of arch-action in 
slender members, or can provide additional shear strength in deep members. The truss 
is commonly assumed to consist of a diagonal compression field that is inclined par-
allel to the cracks, of ties formed by stirrups in the direction of the shear force, and of 
a force couple in direction of the longitudinal axis (Collins 1991 ). A general truss is 
shown in Figure 5-7, in which C1 is the longitudinal resulting force in the compression 
zone, T, is the longitudinal tension force in the reinforcement. ft is the inclined com-
pression stress resulting from the forces in the truss, and fws is the tensile stress in the 
web reinforcement. These four components and their respective capacities define the 
truss-action. 
The shear resistance through truss-action can be expressed in a single term, Vi, 
which considers the diagonal compressive stresses ft, and the capacity of the web-
reinforcement. The longitudinal forces C1 and T1 have a more capacity-limiting char-
acter on the direct shear resistance Vi. Subsequently, the shear capacity of the truss-
action will be developed as a function of the stresses in the compression struts and in 
the web reinforcement. The following developed relationships agree with the vari-
able-angle truss model as described by Collins and Mitchell (Collins 1991). 
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5.2.2.1 Direct load-carrying mechanism V, 
The shear force carried by the truss component is limited by the tensile capac-
ity of the transverse steel, its distribution along the member axis, and by the compres-
sive strength of the concrete in the web. Equilibrium conditions for the truss model at 
a zero-moment location are shown in Figure 5-8. 
Figure 5-8 Equilibrium conditions within the truss 
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The diagonal force D has to be equal to the diagonal component of the compression 
stress in the inclined compression field, ft: 
D = J; · b · jd ·cos¢ (5.19) 
with b = member width 
jd = distance between C1 and T1 
¢=inclination of the truss 
Substituting eq. (5 .18) into (5.19) and solving for the compression stress/, yields 
{' v, 
Jt - . ,/, b 'd ,/, 
Slllr· . J COSr 
v: 





Figure 5-9 Element between stirrups 
Figure 5-9 shows the equilibrium conditions in a section of Figure 5-8 enclos-
ing the influence area of one stirrup in the tensile region of the member. Taking equi-
librium of forces from the free-body diagram in Figure 5-9, the diagonal compressive 
force, f, · b · s ·sin¢ , has to be counteracted by the tensile force in the stirrup, its 
maximum equal to Aw fwy· Multiplying the diagonal compression force by sin ¢yields 
~fwy= f, ·b·s·sin2 ¢ (5.21) 
with fwy = tensile strength of transverse reinforcement 
s = spacing between stirrups 
Substituting equation (5.20) into (5.21) results in the shear capacity of the truss as 
~f, = V, ·s·sin¢ 
wy jd cos¢ 
A r "d 




Equation can also be expressed m terms of the transverse reinforcement ratio, 
(5.23) 
In case the transverse reinforcement is inclined at an angle o., eq. (5.22) becomes: 
Awfw jd . 
V, = , (cot¢+cota)sma 
s 
(5.24) 
In order to express the inclined compression stress in the web in terms of the force in 
the transverse reinforcement and of the strut inclination, equation (5.22) is substituted 
into equation (5.20): · 
f, = Awfwy 
t b . 2 d. S· ·Slll 'I' 
(5.25) 
9 
f, = Pwf,y 
t • 2 d. 
sm 'I' 
Equation (5.25) is also obtained by taking the axial projection of the force in the stir-
rups, Aw fwy/ sin¢ , and distributing this force over an area b · s ·sin¢ : 
J, = Aw/,ey 1 
' sin¢ b·s·sin¢ 
f, 
_ Aw/,ey 
<=> ,- 2 
s·b·sin ¢ 
(5.26) 
This expression indicates the compression stress in the web as a function of the truss 
inclination and the stress in the transverse reinforcement. 
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In addition to the tensile stresses induced by the compression field, stresses 
are generated in the transverse reinforcement due to lateral expansion of the concrete 
in the core under axial compression. Pujol indicated that several researchers found 
that the confinement demand on the stirrups increases with an increasing ductility 
demand. Furthermore, Pujol found that the function of the confining reinforcement is 
not only to resist shear forces, but rather to resist a complex state of stresses formed 
by axial and shear forces (Pujol 2000; Wight and Sozen 1973). Consequently, for 
high axial loads and high ductility demand, the shear resisting capacity of the web 
reinforcement will need to be reduced. 
5.2.2.2 Axial components of the inclined compression force D 
From equilibrium in Figure 5-8, the projection of the shear force Vi on the ten-
sile reinforcement in axial direction results in 
N, = V, cot¢ (5.27) 
In agreement with the variable angle truss model (Collins 1991 ), this force is counter-
acted by forces equal to 0.5N1 in the tensile and in the compression cord. 
0.5N, = 0.5V, cot¢ (5.28) 
In terms of the diagonal compression force, D, in the web, N1 is described as 
(5.29) 
In addition to reacting to the axial force induced by shear, the longitudinal re-
inforcement carries the moment M applied by the exterior shear force, V. The effect 
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of shear load on the capacity of the longitudinal reinforcement was also mentioned in 
the ASCE-ACI Committee 445 report on shear and torsion (ASCE-ACI Committee 
445 1998). In this report, it is stated that the shear load has to be considered in the de-
sign of the tensile reinforcement. Therefore, the normal forces resulting from arch-
and truss mechanisms have to be considered in the design of the longitudinal rein-
forcement. It follows for cases in which linear bending theory is applied that 
(5.30) 
In eq. (5.30), Mis the flexural moment, Ji'., cot B represents the demand on the tensile 
reinforcement from arch-action. The term 0.5Ji'. cot¢ is the demand on the tensile re-
inforcement according to eq. (5.28). 
5.2.2.3 Shortcomings of the truss-component 
The tmss-model as previously described is not able to model the influence of 
axial load or member depth on shear strength. Axial load generally will increase the 
shear capacity. Increasing the effective depth also enhances the shear strength of an 
RC member. Additionally, the shear capacity of members without transverse rein-
forcement cannot be calculated. A "concrete component" superimposed on the truss 
component can compensate for these shortcomings. 
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5.2.3 Concrete components 
RC members without transverse reinforcement are considered to have two 
components that contribute to the shear capacity of the member. These are contribu-
tions by the uncracked compression zone, Vm and by friction between crack surfaces 
in the tension zone, Vj. The shear-resisting component of friction along crack surfaces 
in the tensile zone of the RC member, Vj, will be expressed as a modification of the 
proposal suggested by K.-H. Reineck (Reineck 1990, !99la, b), described in Chapter 
3.3. 
The different load-carrying mechanisms in an RC member without transverse 
reinforcement can be determined by examining the conditions in the cracked member. 
It is assumed that the uncracked compression zone contributes to the shear capacity of 
the member by a function related to the area of the compression zone and the tensile 
strength of concrete,fc,, taken as 
(5.31) 
The cracked tension zone of the member contributes to the shear-resistance by 
friction between two adjacent crack surfaces. Walraven described the friction mecha-
nism by relating the transferable stresses between the cracks to the contact areas of 
aggregate particles (Walraven 198lb). As the crack width increases, the contact areas 
become smaller, decreasing the transferable stresses. An ultimate state can be defined 
by establishing a critical crack width related to a critical slip between surfaces that 
does not allow for a sufficient stress transfer. Such a critical slip, as presented later in 
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this section, was established by Reineck (Reineck 1990), based on earlier work by 
Walraven (Walraven 1980, 1981a). 
The concrete contribution to shear-resistance will be derived for beams under 
static load. This basic case will establish the foundation for describing the influence 
of axial load and cyclic shear later in this thesis. 
As depicted in Figure 5-10, the applied shear force Vis resisted by a compo-
nent for dowel-action, Vd, by a friction component Vj along the crack surfaces, and by 
a shear-carrying component Vcz in the uncracked compression zone. The evaluation of 
Reineck's proposal (Chapter 3.3) has shown that the effect of dowel-action is of mi-
nor importance. Focusing on the major contributions of shear-resisting mechanisms, 
subsequently, dowel-action will be neglected. 
1 Ser 1 
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Figure 5-10 Equilibrium and designations in a RC member with tooth element in the center of 
the figure, adapted from (Reineck 1991b) 
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The change of the applied. bending moment along the member axis leads to 
shear stresses in the member. As described by Reineck (Reineck 1991 b ), the shear 
failure of RC members is constituted when a concrete tooth formed by two cracks 
breaks away from the member. In order to describe the behavior between two adja-
cent cracks, the cracks have to be modeled and the spacing between the cracks has to 
be known. According to Reineck (Reineck 1990, 199lb), the distance between two 
adjacent cracks is given as a linear function of the depth of the tension zone as 
(5.32) 
The constant C in equation (5.32) is calibrated from the evaluation of the model in 
Chapter 7 for RC members with and without transverse reinforcement. Following an 
investigation in (Reineck 1990), and as stated in (Reineck 1991b), "the depth of the 
compression zone is only slightly influenced by the shear force". Consequently, the 
depth of the compression zone c is taken as the depth of the compression zone calcu-
lated from the flexural analysis of the beam, kd. 
Following the procedure proposed by Reineck (Reineck 1991 b), first equilib-
rium conditions of the member in Figure 5-10 are established. Equilibrium of vertical 
forces and neglecting the minor contribution of dowel-action gives 
(5.33) 
Taking the sum of moments around point Pin the "tooth" depicted in Figure 5-10 
yields: 
154 
v;, · s" + V1 · s" = !:,T · jd 
~ V·s" =/:,T-jd 
(5.34) 
with !:,T = change of the tensile force in the longitudinal reinforcement within 
the tooth element. 
Equation (5.34) can be expressed in terms of a nominal shear stress, Vn, by dividing 
both sides of the equation through s"jd · b. This relates the nominal shear stress to 
the change in force in the reinforcement. 
V t:,T 
v =--=--
" ;"d·b s ·b 
" 
(5.35) 
5.2.3.1 Contribution of the uncracked compression zone 
The contribution of the uncracked compression zone is taken as a function of 
the area of the compression zone and the tensile strength of concrete,fc,. 
It is reasonable to assume a linear distribution of axial stresses in the previ-
ously described tooth-element, since the element itself is uncracked. Therefore, the 
depth of the compression zone, c, is calculated from linear elastic bending theory: 
where n= E, 
E,. 
p" =longitudinal reinforcement ratio 
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(5.36) 
The internal lever arm, jd, between the acting points of axial tension- and compres-





The contribution of the uncracked compression zone to the shear resistance of 
the member is taken as a function of the tensile strength of concrete and the area of 
the compression zone: 
~, = D· J;, ·b·c 
=D·if/':·b·kd 
(5.38) 
The coefficient D is a function of the shear-span-to-depth ratio, which will be estab-
lished in the calibration of the model. Vcz varies with the effective section depth d, 
and with the longitudinal reinforcement ratio, which is influencing the depth of the 
compression zone, kd. A possible axial load is increasing the depth of the compres-
sion zone, therefore increasing the shear capacity related to the uncracked concrete 
under compression. 
5.2.3.2 Contribution of the friction component 
The friction component is calculated from the average shear stress along the 
cracked tooth. The average shear stress is related to a calculated crack width ,0, w and a 
critical crack width ,0,w,, defined at mid-depth of the crack. The critical crack width 
was considered by Reineck (Reineck 1990) at mid-depth of the crack to be able to 
build on the investigations by Walraven, who examined friction under a constant 
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crack width (Walraven 1981b). The dimension of the critical crack width depends on 
the moment at the considered location. 
According to Reineck (Reineck 1990, 199lb), following a proposal by Wal-
raven (Walraven 1980, 1981a), the critical shear stress related to friction is assumed 
to be given by a linear relationship with the critical crack width L'iwu at mid-depth of 
the crack as: 
(5.39) 
with fc, = axial tensile strength of concrete 
L'iwu= 0.9mm 
In the calibration of the model in Chapter 7, the critical shear stress will be expressed 
in a form 
T1" =const·f"(l- :~) (5.40) 
The tensile strength of concrete,fc1, is given by equation (5.31). The constant and the 
critical crack width L'iwu will be re-established in Chapter 7. 
The friction component of the shear resisting forces in the concrete, V1, is de-
termined by integrating the shear stresses along the crack surfaces. As mentioned ear-
lier, the contribution of dowel-forces from the longitudinal reinforcement was found 
negligible. Therefore, only the contribution of frictional stresses is considered. In 
agreement with the proposal by Reineck (Reineck 1990, 1991 b ), the part of the 
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stresses related to friction is assumed to be constant along the cracked surface as dis-
played in Figure 5-11 a). Figure 5-11 b) shows the stress field within the tooth related 
to friction. The friction shear stresses r1 induce an inclined compression field equili-
brated by a tension field perpendicular to the compression field. It follows that the 
transferable shear stresses are a function of the axial tensile strength of concrete, fc,. 
The inclination of the compression field is taken as ¢12, half of the crack inclination. 
As pointed out by Reineck (Reineck 1991 b ), even though the biaxial tension-
compression field is defined by the axial tensile and compression strength of con-
crete, it will not govern the shear failure. The shear failure is reached when the me-
chanical transfer of frictional stresses along the crack surfaces is lost (Reineck 1990). 
This is related to the crack opening and the critical slip between crack surfaces. 
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b) stress field in tooth element from 
constant friction stresses along the 
crack 
Figure 5-11 Distribution of stresses related to friction at tooth element, adapted from (Reineck 
199lb) 
The capacity of the friction component of the "concrete contribution" to shear 
resistance is given by integrating the constant frictional shear stresses 'fa over the area 
of the cracked region of the member: 
(5.41) 
The failure criterion for the friction component is not defined by the crack opening 
t.w, but rather by the slip between two adjacent crack surfaces due to the rotation 
while the crack opens. The ultimate state of deformation is adapted from Reineck' s 
proposal (Reineck 1990, 199lb) as 
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/';su = 0.336L\w+ 0.01 [mm] (5.42) 
The actual crack width related to the critical slip is determined from geometry within 
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Figure 5-12 Kinematics within the crack, adapted from (Reineck 199Ib) 
With a given horizontal displacement L\u and the critical slip Llsu, the corresponding 





The horizontal displacement at mid-depth, L\u, is calculated from the strain in the Ion-
gitudinal reinforcement, £,, and the crack spacing as 
(5.44) 
Inserting equations (5.32) and (5.36), 
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tiu = 0.5 · 6, · C( d - kd) (5.45) 
With the critical slip according to eq. (5.42) and the horizontal displacement, the 
crack width is therefore given as 
i'iw= 0.5·6., ·s" + 0.336tiw, +0.01 [mm] 
sin fa tan fa 
(5 .46) 
With the strain in the longitudinal reinforcement !mown, it is possible to monitor the 
shear strength for different load stages. The ultimate failure crack width is reached for 
tiw = i'iwu. Solving equation (5.46) for i'iwu yields: 
(5.47) 
The strain in the longitudinal reinforcement is found by taking moment equilibrium of 
the free-body diagram in Figure 5-10: 
M=V x+-- -J;A ·;d+V ------N·z =0 ( d-c) . 2 c tan¢ ' ' 1 3 tan¢ ' 
with£,= f,E, and c = kd: 
I [ ( d-kd) 2 kd ] <::>6.= V x+ +V ----N·z 
"EA.d t ,1, 10 t ,1, ' ,\' sl an'f' .) ancp 
Substituting V1 = V -V'.,, 
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5
·' = E,~,Jd {v( x+ ~~~)+(ft:¢)-~, (ft::¢ )-N·z,] 
Wiilijd = d- kd: 
3 
<:=>s = · V x+-- -V --- -N·z 1 [ ( jd J (2 kd ) ] 
' E,A,jd tan¢ "' 3 tan¢ ' 
Since in design it is more common to use the longitudinal reinforcement ratio instead 
of ilie amount of reinforcement, ilie strain becomes: 
B = · V x+-- -V --- -N·z 1 [ ( jd ) ( 2 kd ) ] 
' E, · p, · bd · jd tan¢ " 3 tan¢ ' 
(5.48) 
with A., = p, · bd 
z, = distance from centroid to center of ilie compression zone 
To calculate the strain from equation (5.48) is rather cumbersome for design 
practice. The evaluation of the model in Chapter 7 has shown that a good agreement 
between tested and calculated results can also be obtained for members wiiliout axial 
load by calculating the strain from linear bending theory as 
J; M M 
B =-· = =-----
' E, jd ·A.,E., p, ·bd · jd ·E, 
(5.49) 
Because it is simpler, this way to determine the strain is advised and used for 
the calibration of the model for members without axial load. An evaluation using 
equation ( 5 .48) for RC beams under static shear and axial load follows in Chapter 7.3. 
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According to the ACI code (ACI-318 2002), the critical section for shear de-
sign is located at a distance d from the support of a simply supported beam. To be 
consistent with the code, the moment used to calibrate the model is determined at this 
location. However, if the strain is calculated at a different location, the critical crack 
width t,wu is to be taken as a different value. At the point ofa higher (or of the maxi-
mum) moment, the strain in the longitudinal reinforcement is larger, opening the 
crack wider, but a larger critical crack width can also be expected. Values for differ-
ent locations are provided in the calibration of the proposed model in Chapter 7. 
In summary, and anticipating the results from Chapter 7, the shear resistance 
of the concrete contributions is given by 
~=~,+Vr 
~v =D·' ·b·kd+C·' ·b·(d-kd)(l- t,w) c Jc1 Jct 
8-w, 
(5.50) 
For beams with transverse reinforcement (V = V, + Vcz + Vj), the evaluation of a data-
base comprising 168 slender and 66 stocky beams that failed under static shear load 
yielded 
lwu = 1.0 mm 
Ser = (d- kd) [mm] 
C · J;, = 0.4 · Vf': [MP a] 
and a critical crack inclination of r/Jcr = 3 0° 
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For beams without transverse reinforcement, the concrete contribution was calibrated 
from a database comprised of 395 slender and 49 stocky beams that failed in shear. 
The corresponding coefficients were found to be 
L'i.wu = 1.0 mm 
Ser =(d-kd)[mm] 
C·J;, =0.5-(T: [MPa] 
The critical crack inclination was taken as r/Jcr = 3 0°. 
Inserting the respective values, equation (5.50) becomes: 
• For web-reinforced beams: 




L'i.wu = 1.0 mm 
L'i.w= O.S·s, ·s" + O.Ol·cot30" [mm] 
sin30" ( 1- 0.336 cot 30") 1-0.336 ·cot 30" 
Ser =(d-kd) [mm] 
V-d 
&~=-----
. p, ·bd·jd·E, 
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• For beams without web-reinforcement: 




t;w,, = 1.0 mm 
0.5·6' ·Sa 0.0l·cot30° [mm] 
L';w = ·' +------
sin 30° ( 1- 0.336 cot 30°) I - 0.336 · cot30° 
s" = (d-kd) [mm] 
V·d 
E\'=-----
. p, ·bd·jd·E., 
It should be noted that the values for the coefficients in eqs. (5.51) and (5.52) 
have been derived considering the contributing arch components, and therefore the 
respective transition factor related to the aspect ratio aid. The complete derivation of 
all coefficients is presented in Chapter 7. 
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5.3 Summary of shear resisting components 
In summary, the shear capacity of RC members under axial and cyclic lateral 
load can be described as the sum of the components for arch-action (Section 5 .2.1) 
and truss-action. The truss-action is subdivided into the traditional truss component 
(Section 5.2.2), related to the transverse reinforcement, and additional "concrete" 
components with contributions of the uncracked compression zone and friction in the 
tension zone (Section 5.2.3). 
((5.1) Repeated) 
Each of the components of the nominal shear capacity Vn is limited to its applicability 
as described in the respective previous sections. 
5.3.1 Arch component 
Arch-action is formed by a single strut directed from the loading point to-
wards the support. The tensile longitudinal component of the compression strut is 
formed by the longitudinal reinforcement. From the geometry of the member and test 
results on the inclination of shear cracks, it can be stated that arch-action can only de-
velop as a single shear resisting mechanism in deep members as walls, deep beams, or 
columns with an aspect ratio of approximately a/ d S: 2.5 . The inclination of the strut 





( ( 5 .14) Repeated) 
The effective shear-span a has to be determined by taking the geometric conditions of 
the support and loading-points into consideration. 
The compressive strength of the strut is defined by the reduced effective com-
pressive strength of concrete as 
/3n = 0.85-0.004/',?: 0.5 ((5.6) Repeated) 
The capacity of the strut depends on the width of the strut, w. This width is ei-
ther calculated from the embedded length of the strut in the compression zone of the 
supporting member, r, from the depth of the compression zone of the member, c, or 
from the effective development depth of the longitudinal reinforcement, ha. The ac-
cording width w is given by equations (5.9), (5.12), and (5.13), respectively. The 
smallest width results in the lowest capacity of the strut. 
w= r ·sinB 







If r >-c-, the width of the strut will exceed the depth of the compression zone. The 
tanB 






The width of the strut is then defined by 
w=c·costl ((5.12) Repeated) 
If the effective development depth of the longitudinal reinforcement governs the 
width of the strut and/or the dimensions of the loading plates are known, w is calcu-
lated as 
w = ha ·cos ti+ l;, ·sin ti ((5.13) Repeated) 
The limiting capacity of the strut component as a sole load-carrying mechanism is 
given by equation (5 .16): 
((5.16) Repeated) 
5.3.2 Truss component 
The capacity of the truss component is calculated from equilibrium conditions 
of the variable angle truss model. From the diagonal force D, the stress in the corn-
pression field, j,, is determined by taking equilibrium of forces in the free-body-










I . ,/, "d ,A smr·t·; cosr 
v 
<=> f, = -'. (tan</>+ cot</>) 
t· ;d 
((5.20) Repeated) 
Equilibrium in the free-body-diagram in Figure 5-9, page 148, yields 
A + = f,. t · s · sin2 "' wl wy t Y' ((5.21) Repeated) 
Substituting equation (5.20) into (5.21) results in the shear capacity of the truss as 
A,,J: = V, · s ·sin¢> 
wy jd COS </J 
A ' .d 
V wlwyJ t ,/, <;:::> I = CO 'f' 
( ( 5 .22) Repeated) 
s 
Or, in terms of the transverse reinforcement ratio, as 
((5.23) Repeated) 
The stress in the inclined compression field is found from equation (5.25) in terms of 
the force in the transverse reinforcement and of the angle of the strut. 
f, = Awf~y 
1 
s·b·sin2 </J 





5.3.3 Concrete components 
The shear capacity of RC members without transverse reinforcement is calcu-
lated by taking the sum of a component related to the uncracked compression zone, 
V cz, and a component attributed to friction in the tension zone, Vr 
((5.33) Repeated) 
The contribution of the compression zone, Vcz, is formulated as a function of 
the tensile strength of concrete,.fc,, and the area of the compression zone, kdb. 
V -D.+ ·b·c CZ - Jc/ 
=D·ef"T:·b·kd 
((5.38) Repeated) 
By defining a critical crack spacing, equilibrium conditions can be used to re-
late the average shear stress to the tensile force in the longitudinal reinforcement. The 
critical crack spacing is assumed as a function of the effective depth, d, of the mem-
ber, and the depth of its compression zone, c: 
((5.32) Repeated) 
The average shear stress is related to critical crack spacing and the change in 
force within the tensile reinforcement: 
V 6T 
v =--=--
n ;"d·b S ·b a 
((5.35) Repeated) 
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The friction component is determined from the average friction stress, Tf, inte-
grated over an areajd·b. With the friction stress given by equation (5.40), the friction 
component becomes 




The crack width 6w in the preceding equations results from geometry within 
the crack. The crack width is determined by equation (5.43) from a critical slip, Lisu 
and the horizontal displacement at mid-depth of the crack, Liu. 
Liw=~+~ 
sin¢,, tan¢,, 
Lis,, =0.3361'.iw+O.Ol [mm] 
6.u = 0.5 · s, ·C(d -kd) 
, 0.5 · s,. ·s 0.3361'.iw., + 0.01 [mm] 
LlW= . er+---~" --




( ( 5 .46) Repeated) 
The various parameters in the aforementioned equations are calibrated for different 
fields of application in the following chapter. Additionally, the combination of the 
basic models for arch-action, truss-action, and the concrete component is derived in 
Chapter 7. 
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6 Effect of the section depth on shear stresses 
Many researchers (ASCE-ACI Committee 445 1998; Batant and Kim 1984; 
Collins 1991; Kotsovos and Pavlovic 2004; Tompos and Frosch 2002) found that the 
magnitude of shear stresses in shear-controlled members is dependent on the effective 
depth of the section. In the proposed model, from the components contributing to the 
shear capacity defined in Chapter 5, only the stresses related to the friction compo-
nent are affected by the effective depth d. Taking the nominal shear stress as 
v,, = v;, I bd, the effective depth cancels out of the terms related to the shear strength 
of the compression zone and the truss mechanism. According to the proposed model, 
size effect is not of concern in disturbed regions, because the section depth affects 
only the stresses related to the friction component Vj. 
Equation (6.1) shows the stress related to friction as a function of din a beam 
without transverse reinforcement. The strength of the friction component, Vj, is taken 
from equation (5.52), anticipating results from the calibration on beams without 
transverse reinforcement in Chapter 7 .1. 
v = Vr =0.5· 3 ff':(l-k)(l- L'iwJ 1 bd V 1 ' L'iw 
" (6.1) 
<c:>v.=0.5 ·efi':(l-k)(l--l ( 0.5·s,·d(I-k) + O.Olcot¢ )J 1 w,, l sin¢(1-0.336cot¢) l-0.336cot¢ 
Shear strength is affected by the size of the effective depth as long as friction contrib-
utes to the strength of the member. The friction component, on the other hand, de-
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creases with increasing strains in the longitudinal reinforcement, increasing the crack 
width L'>.w. According to the proposed model, it follows that ifthe strain in the longi-
tudinal reinforcement increases such that the crack width exceeds the critical crack 
width, size effect is not of concern, because the friction component has vanished. The 
section width does not influence the shear stresses resulting from the components 
considered in the proposed model for shear strength. Dividing any of the contributing 
components defined in Chapter 5 to gain the average shear stress, cancels out the 
width b. Thus, the width of the section has no effect on the member strength. 
Among test series carried out to investigate the effect of beam depth on the 
average shear strength are the beams tested by Podgorniak and Stanik and by Yoshida 
et al., and a test series by Shioya. The beams tested by Podgorniak and Stanik, and by 
Yoshida et al. (Reineck et al. 2003) were previously mentioned in the evaluation of 
other models. The test series by Shioya was used by Collins to describe the effect of 
the section depth (Collins 1991 ). The tests by Shioya were conducted on five simply 
supported beams subjected to a distributed vertical load. The specimens did not have 
transverse reinforcement; the only varying parameters were the section depth and 
width, which ranged from 203 to 3000 mm, and 152 to 1500 mm, respectively. The 
widths of the beams were adjusted accordingly to maintain a tensile reinforcement 
ratio of p, = 0.4 %. Properties and dimensions of the beams are listed in Table 6-1. 
The average shear stress is given at the critical section, taken at a distance d from the 
support. 
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The test series conducted by Podgorniak and Stanik, and by Yoshida (Reineck 
et al. 2003) was carried out on single-span beams under a concentrated point load. 
The major variable was the section depth, ranging from 110 to 1890 mm. The beam 
width was 300 mm for all specimens; all other parameters were approximately equal. 
The beam properties are listed in Table 6-1. 
Test b d f'c h Ps Vu,test 
[mm] [mm] [MPa] [MPa] [%] [MPa] 
Shioya - 1 1500 3000 24.1 386 0.40 0.37 
Shioya - 2 · 1000 2000 24.l 386 0.40 0.39 
Shioya - 3 500 1000 24.l 386 0.40 0.49 
Shioya - 4 300 600 24.1 386 0.40 0.78 
Shioya - 5 152 203 24.1 386 0.40 1.06 
Yoshida et al. -
YB2000/0 300 1890 32 455 0.74 0.45 
Podgorniak I Stanik 
BNlOO 300 925 35 550 0.76 0.69 
Podgorniak I Stanik 
BN50 300 450 35 486 0.81 0.98 
Podgorniak I Stanik 
BN25 300 225 35 437 0.89 1.08 
Podgorniak I Stanik 
BN12.5 300 110 35 458 0.91 1.22 
Table 6-1 Properties of beams from test series carried out to investigate size effect 
Table 6-2 lists the strains at midspan and at the critical section, as well as the 
calculated crack width l'.w. None of the tested specimens was a flexure-controlled 
beam according to the ACI code, which requires a strain of s, 2'. 0.005 in the flexural 
reinforcement (ACI-318 2002). 
The calibration of the proposed model in the following chapter limits the 
crack width to a value l'.wu = 1.0 mm. If size effect is only of concern for members 
that develop a shear resistance related to friction, the effect becomes negligible for 
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members in which the crack width exceeds the critical crack width. This was the case 
for the first four beams of the test series carried out by Shioya, and the beam tested by 
Yoshida. 
Test &, at d &, at midspan t.w 
[-] [-] [mm] 
Shioya - 1 0.0005 0.0017 2.86 
Shioya - 2 0.0005 0.0016 1.88 
Shioya - 3 0.0006 0.0020 1.20 
Shioya - 4 0.0010 0.0032 1.14 
Shioya - 5 0.0014 0.0044 0.55 
Yoshida et al. 
YB2000/0 0.0003 0.0010 1.12 
Podgomiak I Stanik 
BNlOO 0.0005 0.0015 0.83 
Podgorniak I Stanik 
BNSO 0.0007 0.0019 0.54 
Podgorniak I Stanik 
BN25 0.0007 0.0020 0.29 
Podgorniak I Stanik 
BN12.5 0.0007 0.0022 0.18 
Table 6-2 Strains and calculated crack width for beams by Shioya and Podgorniak 
According to the model, the change in shear stress with section depth becomes 
smaller as the friction component decreases. This is represented and confirmed in the 
curve for the tested specimens in Figure 6-1. Figure 6-1 shows the measured and cal-
culated average shear stresses for the Podgomiak I Yoshida, and the Shioya test se-
nes. 
For the first four beams tested by Shioya, and the beam tested by Yoshida, the 
proposed method set a limit to the effect of the section depth in terms of the critical 
crack width. As the crack width exceeded the limiting value, the contribution from 
friction became zero. Therefore, the shear stress was only calculated from the contri-
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bution of the compression zone. Figure 6-1 shows the measured and calculated aver-
age shear stresses, as well as the value of 0.166Jl': [MPa], proposed by the ACI 
code as the limiting average shear stress (ACI-318 2002). Compared to the results of 
both test series, the proposed method gave a conservative estimate of the shear 
stresses. According to the proposed model, arch action contributed to the capacity of 
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Figure 6-1 Stresses at failure, taken at a distanced from the support, versus effective depth 
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Evaluation of the representation of size effect proposed by Baf,ant 
Figure 6-2 shows the performance of the approach proposed by Bazant as out-
lined in Section 3.7 on the tests series by Shioya and by Podgorniak I Stanik and Yo-
shida. The average shear stress was calculated for the beams in the test series accord-
ing to equation (3.76). 
v, = ~ lOifP": [JT: +3000~p,/(a!d)'] [psi]((3.76)Repeated) 
l+d/25dil . 
The maximum aggregate size da in the specimens tested by Shioya was 25 mm 
(Collins 1991 ), for the test series by Podgorniak I Stanik and Yoshida, it was assumed 
da = 19 mm. As can be seen from Figure 6-2, the method proposed by BaZant re-
fleeted the test results from the series by Shioya well for beams with larger section 
depths than d = 1000 mm. For beams with d < 1000 mm, BaZant's method was very 
conservative. The performance on the test series by Podgorniak I Stanik and Yoshida 
was different. For this test series, the member behavior was modeled relatively well, 
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Figure 6-2 Stresses at failure, taken at a distance d from the support, versus effective depth; cal-
culated following the proposal by Bafant 
The difference in performance for the two test series shows that the term out 
of the brackets in equation (3.76) does not fully reflect the actual behavior of the 
tested beams. Table 6-3 lists the calculated values from the first and second terms, as 
well as the nominal shear stress calculated from equation (3.76). Since the beams in 
the respective test series were identically scaled, the values resulting from the term 
within the brackets are equal for each test series. The specimen tested by Yoshida had 
a slightly lower concrete strength than the specimens tested by Podgorniak and 
Stanik, resulting in a slightly lower value of the second term of equation (3.76). Be-
cause the second terms in each test series are similar, the deviation of the model with 
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respect to the test results has to be related to the first term, defined by the longitudinal 
reinforcement ratio, the effective depth, and the maximum aggregate size. The values 
for p, in the test series by Shioya were 0.4 percent. In the test series by Podgorniak I 
Stanik and Yoshida the longitudinal reinforcement ratio ranged from 0.74 to 0.91 per-
cent (see Table 6-1). The maximum aggregate sizes were equal within each test se-
ries. However, the values for d were comparable for the two test series. It follows that 
the deviation in behavior of the model proposed by Baiant on the two test series must 
be related to the first term in equation (3.76), which is a function of the section depth 
and the longitudinal reinforcement. For larger longitudinal reinforcement ratios in 
combination with larger depths, Bazant's method yields progressively less conserva-
tive values; for low values of p, and d, the model was conservative, and appears to 
become more conservative as the effective depth increases. It should be noted that the 
reinforcement ratio used in the Podgorniak I Stanik and Yoshida test series is similar 
to that used in practice, and approximately twice of the amount used in the test series 
conducted by Shioya. 
179 
Test 1'' term 2"" term v,, 
[-] [MPa] [MPa] 
Shioya - 1 0.66 0.42 0.28 
Shioya - 2 0.78 0.42 0.33 
Shioya - 3 0.99 0.42 0.42 
Shioya - 4 1.13 0.42 0.48 
Shioya - 5 1.38 0.42 0.58 
Yoshida et al. 
YB2000/0 0.86 0.60 0.51 
Podgorniak I Stanik 
BNlOO 1.12 0.62 0.69 
Podgorniak I Stanik 
BN50 1.41 0.62 0.87 
Podgorniak I Stanik 
BN25 1.68 0.62 1.04 
Podgorniak I Stanik 
BN!2.5 1.86 0.62 1.16 
Table 6-3 First and second terms, and nominal shear stress from equation (3.76) 
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Reduction of the friction component with increasing section depth 
Equation (6.1) was solved for an effective depth at which the friction compo-
nent becomes zero, because the limiting crack-width L'.wu = 1 mm is reached. This is 
expressed in equation (6.2) as a function of the strain in the tensile reinforcement and 
the reinforcement ratio: 
with n = E_, 
E, 
d=~-(~5~00_-_1_7_3·_c~ot=¢=)s=in=¢==4 
250&, (1 + np, -~np, (2+np,)) 
(6.2) 
Following eq. (6.2), according to the proposed model, four parameters have an influ-
ence on whether size effect is of concern in a beam. The critical crack inclination de-
fines the sliding component of two adjacent crack surfaces due to rotation. If the 
crack is normal to the beam axis, sliding of the surfaces, and therefore friction, is 
minimal. The ratio of the modulus of elasticity of the reinforcing steel to that of the 
concrete and the reinforcement ratio are the two main parameters that affect the depth 
of the compression zone, and therefore the depth of the crack. The modular ratio may 
also be expressed in terms of the compressive strength of concrete by adopting a rela-
tionship between the modulus of concrete and compressive strength. According to the 
proposed model, the strain in the longitudinal reinforcement directly influences the 
width of the crack and therefore the amount of friction. With increasing strains, the 
effective depth at which the friction component vanishes, decreases. 
181 
The term in the brackets in equation (6.1), extracted in (6.3), can be viewed at 
as a reduction factor for the friction component, depending on the section depth, the 
strain, the crack inclination, and k. 
l-R=l--1 ( 0.5·&,·d(l-k) + O.Olcot¢ J 
w,, l sin¢(1-0.336cot¢) 1-0.336cot¢ (6.3) 
Resolving &, into the average shear stress v,, at a distance d from the support yields: 
v 
E: = u 
·' E. (1-k/3) 1·Ps 
(6.4) 
Therefore, the reduction term in ( 6.3) becomes: 
R=-1 . l.5d(k-l)v,, 
w,, (l-0.336cot¢)sin¢·E,p,(k-3) 
(6.5) 
Equation (6.5) indicates that the reduction of the friction component, and therefore 
the average shear stresses, is not only a function of the section depth, but also of the 
tensile reinforcement ratio, and, if k is taken as in eq. (5.36), of the compressive 
strength of concrete, with E, = 4733Jl': [MPa] (Pauw 1960). 
Evaluating a critical crack inclination of 30 degrees, E, = 200,000 MPa, a 




p.[ 235·1 O' p, ff.+ 83606 f'« 55737 
(6.6) 




Equation (6.6) was solved in equation (6.7) for the section depth din dependence of 
the reduction R. This could be evaluated for different reduction factors, giving the 
largest effective depth that allows for the wanted reduction due to the effect of the 
section depth d. 
d o R,~;:~ p.[ 2.35·10" p, JI':+ 83606 f', + 55737 
(6.7) 
p,(1785p,+84.sJT:) 'l 
f 'c . Jc 
Equation (6.7) was evaluated for reduction values of R = 0.1, 0.2, and 0.3, which are 
equivalent to a reduction of the friction component due to "size effect" by 10, 20, and 
30 percent, respectively. These values were plotted for several tensile reinforcement 
ratios and concrete strengths in Figure 6-3 through Figure 6-11. The charts indicate 
the allowable combination of concrete strength, reinforcement ratio, and section depth 
for the respective reduction in the average shear stress. The horizontal bold line indi-
cates a limit value of vu= O.I66JT: [MPa], which is the maximmn allowable aver-
age shear stress according to the current ACI-318 code (ACI-318 2002). 
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For example, if only a reduction of the friction component by 10 percent is 
acceptable, a maximum section depth of only d = 37 mm is allowable, at a concrete 
strength of 3 5 MPa, and a reinforcement ratio of p, = 0. 5 %, at an average shear stress 
of Vu= 0.8 MPa. An acceptable reduction by 30 percent would allow ford= 163 mm, 
if the other parameters are kept equal to the first case. Alternatively, an increase of 
the tensile reinforcement ratio top,= 2.0 percent would make a beam depth of 163 
mm at a 10 percent reduction of the friction component possible. 
Tensile reinforcement ratios ranging from 0.4 to 0.8 percent would be typical 
values for slabs. According to the proposed model, the effect of the section depth 
would therefore also be of concern for slabs, if the average shear stresses were close 
to the permissible value of v" = 0.166~. Lowering the average shear stress would 
increase the maximum effective depth for which "size effect" would not reduce the 
friction component Jlr. This is especially true for tensile reinforcement ratios oflarger 
than 0.5 percent, which can be considered typical for beams. 
Apparent from the graphs is the considerable effect of concrete strength. Ac-
cording to the proposed model, high-strength concrete beams appeared to be very 
sensitive with respect to an effect of the section depth on the average shear stress. 
This is related to the decrease of the depth of the neutral axis with increasing com-
pressive strength. Decreasing the depth of the neutral axis increases the crack width, 
therefore reducing the friction capacity following the proposed model. 
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Figure 6-3 Section depth versus average shear stress for a 10 % reduction of the friction 
component v1,f', ~ 35 MPa 
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Figure 6-4 Section depth versus average shear stress for a 10 % reduction of the friction 
component ~,f', ~ 70 MPa 
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Figure 6-5 Section depth versus average shear stress for a 10 % reduction of the friction 
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Figure 6-6 Section depth versus average shear stress for a 20 % reduction of the friction 






'"' 1.0 • 







20% Reduction,f0 =70MPa 
600 
rho=0.5% -
""' 1000 d[mm} 
rho=1.0% 
1200 1400 1600 1800 
rho"1.5% --rho=2% --0.166 SQRT(fc) 
2000 
Figure 6-7 Section depth versus average shear stress for a 20 % reduction of the friction 
component J};/', = 70 MPa 
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Figure 6-8 Section depth versus average shear stress for a 20 % reduction of the friction 
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Figure 6-9 Section depth versus average shear stress for a 30 % reduction of the friction 
component Vi;f', = 35 MPa 
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Figure 6-10 Section depth versus average shear stress for a 30 % reduction of the friction 
component Vi•f', = 70 MPa 
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Figure 6-11 Section depth versus average shear stress for a 30 % reduction of the friction 
component "J;f', = 100 MPa 
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7 Calibration of the proposed model for the static 
load case 
7.1 Members without transverse reinforcement 
7.1.1 Transition from contributing components in deep members to 
slender members 
The shear strength of members without transverse reinforcement is contrib-
uted to components related to arch-action, Va, and the concrete contributions, Vcz and 
V;: The respective contribution of the components is described by transition functions 
related to the aspect ratio al d. 
In deep members, arch action is the main load-carrying mechanism. It is as-
sumed that in a member with a shear-span-to-depth ratio of aid smaller than approxi-
mately 2.5 no distinct compression and tension zones will develop, chiefly represent-
ing "disturbed" D-regions as described by Schlaich (Schlaich et al. 1987). Following 
this, it appears to be not sensible to attribute a shear capacity to a compression zone 
while the whole member is mostly under compression. Respectively, the arch is rep-
resenting the shear resistance taken by the compression zones of the member. With-
out a distinct tension zone, no flexural cracks will develop that allow for a load carry-
ing mechanism through friction along these cracks. 
In slender members, however, distinct compression and tension zones enable a 
contribution of Vcz and V1- Additionally, an arch component will contribute to the 
shear resistance in a transition zone, in which Va decreases with an increasing shear-
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span-to-depth ratio. For relatively large aspect ratios, the arch contribution is negligi-
ble. 
To allow for a decrease of the arch component with an increasing value of the 
aspect ratio aid, a factor ks as a function of aid was introduced in Section 5.2.1.3, 
page 143. The factor ks reduces the contribution of the arch with an increasing shear-




( ( 5 .15) Repeated) 
For a "smooth" transition from arch-action in deep members to the contribution of 
components related to stresses in the concrete in slender members, k, has to take a 
value of one for a theoretical aspect ratio aid= 0 and has to vanish for aid larger than 
approximately 2.5. The exact values for the variables, as well as the limiting aspect 
ratio were found from the calibration of the model on a large database comprising 
deep and slender members without transverse reinforcement that failed in shear. This 
calibration is described later in this section. 
The gradual increase of the components related to the compression zone of the 
member and friction along crack surfaces with an increasing aspect ratio can be de-
scribed as a function kc defined as 
1 
k. =l+ :::o 
' x+ y(a/dr 
(7.1) 
where the variable w is taken as the same value as in eq. (5.15). 
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To account for the transition from deep to slender members, the term related to the 
concrete contributions Ve= Vcz + Vr is then reduced by kc: 
(7.2) 
Figure 7-1 shows a plot of the reduction factors k, and kc versus the aspect ratio with 
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7.1.2 Calibration of the model for members without web reinforcement 
The coefficients of the proposed model were calibrated on a database col-
lected from a database of slender RC members without transverse reinforcement that 
failed in shear (Reineck et al. 2003), and a database of RC members with an aspect 
ratio of aid< 2.5 for the same mode of failure (Matamoros and Wong 2003). Theda-
tabase comprises 3 95 slender beams and 50 deep beams, resulting in 445 RC mem-
bers without transverse reinforcement yielding shear failures. Both databases are 
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listed separately in the Appendix and on the supplementary worksheets on the data 
CD to allow for a comparison with other models. 
The calibration was carried out with the goal to achieve relatively small scat-
ter and to give mostly conservative results. The latter seems to be justified by the high 
variance that RC members without transverse reinforcement generally show with re-
spect to their behavior under shear load. 
7.1.2.1 Capacity of deep members 
The capacity of the deep members was calculated using equation (5.16) 
V =/Jkf' ·w·b·sin8 a n .1· c ((5.16) Repeated) 
The strut width for the stocky members was calculated from the size of the 
loading plates and the location of the tensile reinforcement as the governing cases for 
deep beams. As a safe assumption, the strut width was taken as the smallest value of 
w = h
0 




w= ha cos8 
where ha= 2cR =effective embedment depth of tensile reinforcement 







The reduction factors /Jn and k, were calibrated using the complete database, 
including deep and slender beams. Taking their functions as follows gave the best fit 
for the data: 
/Jn =0.85-0.004/', :2:0.5 ((5.6) Repeated) 
1 
k, = 3 
. l+O.l(a/d) 
(7.5) 
The calibration of the deep beam subset of the database yielded an average 
value of measure to calculated shear strength of 1.11 ± 0.8 % within a 95 % confi-
dence region. The coefficient of variation was 23 % for a standard deviation of 0.25. 
These values do not reflect possible contributions from the Ve tenns in the transition 
zone. 
Figure 7-2 through Figure 7-4 show graphs plotting the measured versus cal-
culated shear strength, the ratio of measured to calculated shear strength versus aspect 
ratio, and the ratio of measured to calculated shear strength versus the compressive 
strength of concrete, respectively, and the respective trend lines. As for the aforemen-
tioned average value and coefficient of variation, these graphs show the results for 













































































































Figure 7-4 Ratio of measured to calculated shear strength versus concrete compressive strength, 
deep members, arch-action only 
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7.1.2.2 Capacity of deep and slender members 
The main load-carrying mechanisms of slender members without transverse 
reinforcement are the shear resistance related to the uncracked compression zone, and 
the shear resistance related to friction as described in Section 5.2.3, page 152. The 
contributions were previously formulated in equations (5.38) and (5.41): 
v;, =D·ff:·b·kd ((5.38) Repeated) 
((5.41) Repeated) 
Taking the sum of both components, v; = v;, + V1 , nonlinear regression analysis 
yielded the following parameters: 




b = width of the beam 
kd = depth of the neutral axis from flexural linear analysis 
Liw,,=1.0mm 
Liw= 0.5·s, ·s"" +_O_.O_l_·_co_t_3_0°_ [mm] 
sin30° ( 1-0.336 cot 30°) 1-0.336 · cot30° 
s" =(d-kd) [mm] 
V·d 
&\.::::-----
. p, · bd · jd · E, 
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The transition from deep members to slender members was done by the factor 
kc, introduced in equation (7.1). The nonlinear regression analysis on the full data-
base, including slender and deep members resulted in 
k, = 1- 1 J > 0 
0.9+0.02(a/d) 
(7.7) 
Following equation (7.2), the contribution of the concrete components was re-
duced as 
((7.2) Repeated) 
The shear strength of all 448 members of the database was calculated by 
(7.8) 
No data was available about the size of the loading plates of the slender mem-
hers. As a safe assumption, the width of the strut for Va was calculated for the slender 
members by 
w =min{ ha,kd} ·cosB (7.9) 
The mean value of measured to calculated shear strength was calculated as 
1.36 ± 0.33% within a 95 % range of confidence. The standard variation was found as 
0.39, resulting in a coefficient of variation of28.6 percent. As mentioned before, em-
phasis was put on a conservative estimate, and, reflecting the generally large amount 
of scatter, on conservative trends. Figure 7-5 through Figure 7-9 show various plots 
representative of the calibration of the model. Included are five specimens that were 
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scaled to demonstrate the effect of a change in the effective depth. These are indi-
cated in the plots by large grey circles. As can be seen, the proposed model yielded 
reasonable results considering size effects. 
Figure 7-5 shows a plot of measured to calculated shear strength of all speci-
mens in the database. The thick line represents the trend line of the complete data set. 
Values representative for size effects are lining up along the trend line within reason-
able range. 
The ratio of measured to calculated shear strength versus aspect ratio is plot-
ted in Figure 7-6. The Scatter is largest in the transition zone ranging between ap-
proximately 2.5 s a/ d s 4. The scatter can partly be attributed to the sum of the two 
reduction factors k, and kc. However, this particular range of aspect ratios also repre-
sents the majority of tested beams, such that scatter can be expected to be higher in 
this area. Since the scatter is only on the conservative side with VmeiVcal > 1, it is con-
sidered acceptable. 
The same as said about a higher variation of VmeiVcal values is discernible in 
the subsequent plots as Figure 7-7, showing a plot of measured to calculated shear 
strength versus concrete compressive strength. Also here, the concrete compression 
strength of the majority of test specimens was in a range of approximately 20 to 30 
MPa, representing normal strength concrete in the respective tests. The relatively 
small amount of variance for higher strength concretes between 40 and 105 MPa with 
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no distinct trend is seen as an indicator for the applicability of the proposed model 
over an extensive range of concrete strength. 
Figure 7-8 shows the influence of the effective depth. The beams that were 
scaled to demonstrate the effect of the member depth are marked by large grey dots. 
No trend is apparent over the considered effective depth range between 127 and 1890 
mm. The trend line for the beams that were used to evaluate the effect of the effective 
depth is plotted as the dashed line in Figure 7-8. 
The plot of measured to calculated shear strength versus the tensile reinforce-
ment ratio is an indicator for possible bias related to the amount of tensile reinforce-
ment, p, =A, !(bd). Both components responsible for the shear strength of slender 
members are influenced by p,. The depth of the neutral axis as calculated by eq. 
(5.36) is directly related to the tensile reinforcement ratio. The shear resistance com-
ponent attributed to friction Vr is influenced by the amount of flexural reinforcement, 
since it is related to the strain in the flexural reinforcement, from which the crack 
width is calculated. Figure 7-9 shows the plot of VmeslVcal versus the tensile rein-
forcement ratio of the tested specimens. No distinct trend is perceptible from this 
graph. 
7.1.3 Influence of critical section considered 
It was mentioned earlier that if the strain in the longitudinal reinforcement is 
calculated at a different location than at a distance d measured from the support, the 
critical crack width, 6 Wu, has to be changed due to different crack geometries and 
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wider allowable cracks towards the center of a simply supported beam. As the mo-
ment increases, the strain in the longitudinal reinforcement increases. For simply sup-
ported beams, the critical crack width has to be changed depending on the considered 
location where the moment is taken. This effect was studied for different locations. 
Table 7-1 shows different values of the critical crack width changing with the mo-
ment location. For simplicity, only the values for the critical crack width, l\wu were 
changed, the critical crack spacing Sa was kept constant with respect to the initial lo-
cation of the considered moment at a distance d from the support. The calibration was 
carried out aiming at similar responses in terms of the ratio of measured to calculated 
shear strength to keep the same level of conservatism. Only the slender members of 
the database were considered, because an influence of friction in deep members is not 
relevant, as described before. 
Moment Awu Vmes I Veal Standard Coefficient ofvaria-
[mm] deviation tion [%] 
M=V·d 1.0 1.39 0.39 28.0 
M=V·(a-I.Sd) 2.2 1.38 0.37 27.2 
M=V·a 3.5 1.38 0.38 27.4 
Table 7-1 Alternative values for the critical crack width at different moment locations for mem-
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Figure 7-6 Ratio of measured to calculated shear strength versus aspect ratio for deep and slen-
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Figure 7-7 Ratio of measured to calculated shear strength versus concrete compressive strength 
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Figure 7-8 Ratio of measured to calculated shear strength versus effective depth for deep and 
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Figure 7-9 Ratio of measured to calculated shear strength versus tensile reinforcement ratio for 
deep and slender beams without web reinforcement 
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7.2 Members with transverse reinforcement 
Members with web-reinforcement can be handled in a similar way as mem-
bers without transverse reinforcement. Aside from the contributing concrete and arch-
components, the term for the truss was added, yielding the calculated shear strength 
as previously given: 
( ( 5 .I) Repeated) 
The form of the expressions for the contributions of friction, uncracked com-
pression zone, and arch-action remains equal to the ones described in the previous 
section. For simplicity, it was tried to keep most of the coefficients within the equa-
tions for arch- and concrete contribution as in the case of RC members without trans-
verse reinforcement. However, introducing truss action to the shear resisting mecha-
nisms of the member results in a different distribution of internal stresses within the 
member. The calibration made it necessary to change some of the parameters to ac-
count for the changed distribution of stresses. Mainly the coefficients in the transition 
functions (5.15) and (7.1) were changed. This and other changes will be listed later in 
this section. 
Deep members as deep beams and walls are often reinforced with horizontal 
and vertical web reinforcement. Accordingly, the general term for Vi has to be 
changed depending on the considered geometry. In addition, the stresses in the in-
clined compression field induced by the truss interact with the stresses in the inclined 
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strut representing arch-action. If it is assumed that the truss develops its full strength, 
the allowable stresses in the arch need to be reduced. 
7.2.1 Deep members with horizontal and vertical web reinforcement 
7.2.1.1 Deep beams 
Arch action 
The shear capacity of deep beams consists of resistances from arch-action and 
truss action. Arch-action is represented by a direct strut from the applied shear force 
V to the support. The inclination of the arch is defined by the shear span, a, and the 
depth of the member, d. The general geometry for arch action within a deep beam is 
shown in Figure 7-10. 
Figure 7-10 Geometry of a deep beam 
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Without considering the transverse reinforcement, the strength of the arch was given 
before by equation ( 5 .16): 
V =/Jkf' ·w·b·sinB a n s c ( ( 5 .16) Repeated) 
The concrete strength related reduction-parameter /Jn for the nodal strength is 
independent of possible transverse reinforcement. Therefore, it is taken as previously 
derived for equation (5.6). However, the coefficients in the factor for the transition 
from slender to deep members, k,, need to be altered, because the internal stress dis-
tribution changes by adding transverse reinforcement. The form of ks is kept constant. 
The width of the strut is calculated in the same way as described for members 
without transverse reinforcement in Section 7.1.2.1. 
Truss action 
The capacity of the truss within a deep member is calculated according to 
Chapter 5.2.2 by 
v; = p,Jwyb · jd ·cot¢ ((5.23) Repeated) 
Attention, though, has to be paid to the inclination of the compression field. Figure 




Figure 7-11 Geometry of a vertical truss in a deep beam 
The strength of the stirrups is assumed to be bundled in one stirrup at a loca-
tion x = a/2. It is apparent that truss action can only fully develop if the inclined com-
pression field lies within the member, which is only possible if the steel is to act in 






The limit of B < ¢is set by geometry. If the inclination of the truss-induced compres-
sion field, ¢, becomes smaller than the arch inclination, B, it is not defined by the 
shear-span-to-depth ratio anymore, but becomes variable as in a slender member. 
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It should be noted that it appears justified to use the depth of the member to 
calculate the capacity in a deep member, because distinct tension and compression 
zones do not develop. For deep beams, equation (5.23) thus becomes for members 
with vertical web reinforcement: 
(7 .11) 
Similar to the vertical truss, the geometry of horizontal web reinforcement is 
depicted in Figure 7-12. It is convenient to introduce a new angle, l/f, for the inclina-
tion of the compression field resulting from the horizontal truss. 
N 
'O 
Figure 7-12 Geometry of a horizontal truss in a deep beam 
Following Figure 7-12, the inclination of the compression field resulting from hori-
zontal web reinforcement can be calculated as 
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Using this angle, the capacity of the horizontal truss is calculated similar to the verti-
cal truss (Section 5.2.2.1) as 
(7.13) 
The stress in the inclined compression field is given by 
(7.14) 
Combined truss and arch action 
If truss- and arch-mechanisms act simultaneously, both mechanisms place a 
demand on the concrete under compression. In the following, it is assumed that the 
truss mechanism, as the most reliable shear-carrying mechanism, develops its full ca-
pacity. The allowable remaining fraction of the concrete compressive strength can be 
determined as follows: 
Both contributing mechanisms rely on compressive stresses in terms of .ft and 
fJ,,f'n for truss and arch components, respectively. The stress .ft is the stress in the di-
agonal compression field of the truss as defined by eqs. (5.25) and (7.14). The equiva-
lent compressive stress in the arch is the effective compression strength, fJ,,f'c· The 
contribution of the vertical truss component can be expressed as a function of the 
fraction of the effective compression strength: 
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(7.15) 
Where ft. v = stress in the compression field resulting from vertical web reinforcement. 
The resistance factor Rv is related to two limitations to the shear-carrying mecha-
msms: 
1) If J,,, 2 flnf',, the stresses in the inclined compression field ex-
ceed the allowable compressive stresses. Accordingly, the contri-
bution from the truss has to be lowered by the fraction that the 
stresses exceed the capacity. Therefore, Vi has to be reduced by the 
inverse of the Rv: 
(7. 16) 
2) If Rv is viewed at as a resistance factor related to the truss, Ra could 
be defined as a resistance factor related to arch action. It is sensible 
to take the sum of resistances as unity (Hwang et al. 2001). 
(7.17) 
Solving for Ra gives the allowable relative resistance the arch can provide 




This factor is in agreement with the term (3.10) described by Watanabe (Watanabe 
and Ichinose 1991 ). 
Similarly, the relative resistance can be derived for the contribution of a hori-
zontal truss. If the horizontal truss in the deep beam is assumed to develop its full ca-
pacity independent of the vertical truss, a resistance fraction can be formulated as 
(7.19) 
with J\:h = stress in the compression field resulting from horizontal web rein-
forcement. 
Setting the sum of all three relative resistances equal to unity gives 
(7.20) 
Equation (7 .20) can be solved for the allowable resistance of the arch, Ra, by calculat-
ing the resistance ratios of the vertical truss relative to the arch, and of the horizontal 
truss relative to the arch mechanism: 
(7.21) 
(7.22) 
Solving equations (7.20), (7.21) and (7.22) for Ra yields the necessary reduction of 
the arch contribution due to truss induced compressive stresses: 
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R = (/Jnf'c - J;,h )(/Jnf', - J;,) 
a (/Jnf ', )' - J;,hJ;' 
(7.23) 
Equation (7.23) is the general form for the reduction of the arch if truss action is 
added. For the case that no horizontal web reinforcement is present, eq. (7.23) be-
comes equal to (7.18) withfr,h = 0. 
Following this, the shear capacity of the arch in a deep beam is calculated by reducing 
the general equation for arch action (5.16) by Ra: 
V,, = R0 /3,,k.J "· · w · b ·sin B (7.24) 
7.2.2 Calibration of the components 
Contributing components 
The shear strength of deep and slender RC members with web reinforcement 
is calculated from a modification of equation (5.1): 
v;, = v;, + v; + k)1, 
V,, = V0 + V, + k, (v" + V1 ) 
(7.25) 
The general forms of the components in equation (5.1) were given previously as 
V -R fJ. k f' ·W·b·s1'nB a - a n s c ( (7 .24) Repeated) 
with the variable parameter k, for the transition from deep to slender members 
k = x 
' y+z(a/dr 
( ( 5 .15) Repeated) 
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The contribution of the vertical truss was derived previously as 
((5.23) Repeated) 
Similarly, the contribution of the horizontal truss is 
( (7.13) Repeated) 
with: 
A. 
Pw, =--'-"'- = ratio of transverse reinforcement in the vertical direction 
· b·s 
f.,y,v =yield strength of vertical web reinforcement 
A,.h 
Pw,h =-b = 
·S 
ratio of transverse reinforcement in the horizontal direction 
f wy,h = yield strength of horizontal web reinforcement 
s = spacing of stirrups in the direction considered 
As mentioned before, for deep beams it is appropriate to use the full effective 
depth d instead of the internal lever arm jd. Furthermore, during the calculation the 
stresses in the inclined compression fields,/,,,, and/,,h, need to be monitored. If/, ex-
ceeds the allowable effective compressive strength of concrete, jJ,,f'c, Vi has to be re-
duced by the ratio of effective concrete strength to truss-induced stress in the com-
pression field ( eq. (7. 16)). 
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The concrete strength related components apply for slender members only. 
The contribution of the uncracked compression zone was given previously by equa-
tion (5.38): 
v;, =D·efl':·b·kd ((5.38) Repeated) 
The constant D was previously found in the calibration of the proposed model for 
members without transverse reinforcement as D = 0.5. Since adding transverse rein-
forcement does not change the state of stresses in the compression zone considerably, 
this value should not change drastically. The calibration on members with transverse 
reinforcement yielded D = 0.4. 
The friction-related component Tjwas derived in Section 5.2.3.2, page 156, as 
equation (5.41) 
( ( 5 .41) Repeated) 
with r 1, =canst· J;1 (1- .6.w) . .6.w ,, ((5.40) Repeated) 
in which 
.6.w = 0.5 . c., . s" + _O_.O_l_· c_o_t ¢~"~ [mm] ( ( 5 .4 7) Repeated) 
" sin(<t(l-0.336cot~t) l-0.336·cot¢" 
s" =C(d-kd) ((5.32) Repeated) 
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As for the members without transverse reinforcement, the constant C influencing the 
critical crack spacing has to be found from the calibration. For simplicity, this value 
was kept constant for the two different cases. 
The concrete contributions Vcz and Vr in eq. (7.25) need to be adjusted for the 
transition from deep to slender members by a factor 
1 
kc =l+ ~ 0 
x+ y(a/dr 
((7.1) Repeated) 
Database of deep and slender beams 
The database for the calibration of the model for deep and slender members 
with web reinforcement was comprised from the open literature. It consists of 168 
slender members with vertical web reinforcement, which were taken from (Chen and 
MacGregor 1993; Zararis 2003). This data was extended by 146 deep beams previ-
ously investigated by Matamoros and Wong (Matamoros and Wong 2003). 66 of 
these deep beams had solely vertical transverse reinforcement. A member was con-
sidered a deep beam in the latter database if the shear-span-to-depth ratio was below 
2.5. Accordingly, members in the database of slender beams had an aspect ratio ex-
ceeding aid= 2.5. The maximum aspect ratio considered was aid= 7. Both databases 
are provided in Appendices A3 and A4 and the worksheets "Slender beams with web 
reinforcement", and "Reinforced deep beams" on the accompanying CD, respec-
tively. 
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The proposed model was calibrated on the combined database of slender 
beams and deep beams with vertical web reinforcement. Subsequently, it was verified 
on the complete database of deep beams. The contributions of Vcz and flt were ne-
glected for deep beams. 
7.2.3 Calibration for slender and deep beams 
The database comprising 168 slender beams and 66 vertically web-reinforced 
deep beams was calibrated to the components listed in the previous section. 
The strut width of the arch in deep beams was calculated as for deep members 
without transverse reinforcement from the support conditions by equation (5.13) 
W = ha ·cos()+ l,, ·sin() ( ( 5 .13) Repeated) 
Since no data was available for the size of the loading plates of the slender members, 
the strut width of the arch in slender members was determined by equation (7.9) 
w =min {ha, kd} ·cos() ((7.9) Repeated) 
Nonlinear regression analysis yielded the following coefficients in the various pa-
rameters: 
The concrete contribution in slender members was found to be 





b = width of the beam 
kd = depth of the neutral axis from flexural linear analysis 
The best fit for the other parameters yielded: 
t.wu =l.0 mm 
A 0.5·s.·s,. O.Ol·cot30' [mm] 
l.lW = .1 ' +------
sin 30' ( 1..:: 0.336cot 30') 1-0.336 · cot30' 
s" = (d-kd) [mm] 
V·d 
&\.=-----
. p, · bd · jd · E, 
Therefore, the parameters that are related to critical crack width and to critical spac-
ing remained constant compared to the equivalent values for deep and slender mem-
bers without transverse reinforcement (Section 7.1.2.2). 
The coefficients related to the transition from deep members to slender mem-
bers were changed due to the changed relation of stresses in the member. Adding 
truss-induced stresses changes the relation between arch component and the V, term, 
because the arch component is reduced by Ra. The curve fit for the examined data 
yielded 
k = 4.6 
' 6.5+0.13(a/d)' 
(7.27) 
During the calibration, it was tried to keep the form of ks such that ks = 1 for a 
theoretical value of aid= 0. However, this seemed to impose an unconservative trend 
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on the calculated shear strength. A possible explanation for lowering the initial value 
for ks might be that the inclined stresses in the arch are not directed in the same direc-
tion as the inclined stresses induced by truss action. This could possibly weaken the 
strut due to a two-axial state of stresses in the arch. 
The parameter for the contributions of Vcz and Va in eq. (7.25) was found as 





Figure 7-13 shows a plot of the two transition functions against the shear-span-to-
depth ratio. The transition filnction related to the strut, k,, has an initial value of 0.71 
and becomes negligible at approximately aid= 3.5 as it approaches the x-axis asymp-
totically. This means arch action had no effect for aspect ratios exceeding this value. 
The transition function for the shear-resistance contributions related to the develop-
ment of distinct tension and compression zones, kc, starts at an initial aspect ratio of 
aid= 2.46. From this point onward, the fUnction increases rapidly until it becomes 
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Figure 7-13 Reduction functions related to aspect ratio, web reinforced members 
Using the parameters as listed above gave an average value of measured to 
calculated shear strength of the 243 considered beams of 1.16 ± 0.13 % within a 95 
percent confidence interval. The coefficient of variation for the examined data was 
14.25 percent with a standard deviation of0.16. The subset of sole slender beams had 
a mean value of Vme/Vcaz = 1.14 ± 0.2 % within a 95 percent confidence interval, and 
a coefficient of variation of 14.67 % with a standard deviation of 0.17. The subset of 
deep beams with vertical web reinforcement yielded a mean value of Vme,!Vcal = 1.22 
± 0.41%withina95 % confidence region. The coefficient of variation was 12.1 % at 
a standard deviation of 0 .15. 
Figure 7-14 shows a plot of measured to calculated shear strength for all slen-
der and deep beams with vertical web reinforcement. The bold trend line does not 
show any distinct trend and represents the mean value well. Three of the examined 
beams show considerably higher measured shear strength than their respective calcu-
lated strength. These beams were tested by Roller and Russell (specimens 1, 8, and 
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9), and were pointed at in the respective publication (Roller and Russell 1990). High 
strength concrete withf'c =120.2 for specimen 1, and 125.4 MPa for specimens 8 and 
9 was used, while the tensile reinforcement ratio was relatively low at 1.65, 1.88, and 
2.35 %, respectively. As mentioned by Roller and Russell, specimens 1 and 8 were 
reinforced with approximately the minimum amount for web reinforcement required 
by the ACI-318-83 code; specimen 9 had approximately twice the amount of required 
transverse reinforcement. The code requirements have changed following the investi-
gation by Roller and Russell, making the minimum required amount of transverse re-
inforcement a function of the compressive strength of concrete (ACI-318-02, Section 
11.1.2). Specimens 1, 8, and 9 do not satisfy the current code provision (ACI-318 
2002), and are therefore not considered representative in the work at hand. 
The ratio of measured to calculated shear strength versus shear-span-to-depth 
ratio is shown in Figure 7-15. No trend is discernible as indicated by the trend line 
running almost parallel to the x-axis at the average value of VmeslVcal· As it was seen 
before for the beams without transverse reinforcement, scatter was higher around aid 
= 3. This can again be attributed to the transition from deep to slender members. It 
can as well be attributed to the fact that the majority ohested beams fell in this range, 
thus naturally increasing scatter within this range. 
The same can be seen again in Figure 7-16, plotting the ratio of measured to 
calculated shear strength against the compression strength of concrete. While again it 
is obvious that the scatter was largest in the range in which the compressive strength 
of the majority of tested beams fell, no distinct trend can be seen. It is possible that 
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the three previously mentioned specimens tested by Roller and Russell (Roller and 
Russell 1990) introduced a small amount of bias towards high strength concrete. 
Aside from these beams, specimens with concrete strengths up to 120 MPa followed 
the trend line parallel to Vme/Vcal = l. 
The ratio of measured to calculated shear strength is plotted against the effec-
tive depth d in Figure 7-17. Relatively large scatter is visible in the range from ap-
proximately d = 200 to 400 mm. Due to common design practice, most of the tested 
specimens fell in this range. Since the scatter is on the conservative side, it is possible 
that it introduces the negative trend toward larger beam depths. Not enough data is 
available to malce a statement about beams with depths exceeding 800 mm. 
Figure 7-18 shows a plot of the ratio of measured to calculated shear strength 
versus the tensile reinforcement ratio, which is influencing the contributions from Vcz 
and Vr The scatter that was visible as concentrated over certain ranges in the preced-
ing graphs is now spread evenly over the examined range of 0.5:;; p, :;; 4.5. Figure 
7-18 is taken as an indicator that the contributions of uncracked compression zone 




































































Figure 7-15 Ratio of measured to calculated shear strength versus aspect ratio, deep and slender 
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'Figure 7-16 Ratio of measured to calculated shear strength versus concrete compressive 
strength, deep and slender beams with vertical web reinforcement 
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Figure 7-17 Ratio of measured to calculated shear strength versus effective depth, deep and slen-
der beams with vertical web reinforcement 
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Figure 7-18 Ratio of measured to calculated shear strength versus tensile reinforcement ratio, 
deep and slender beams with vertical web reinforcement 
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7.2.4 Influence of critical section considered 
As was described in the section on slender and deep members without trans-
verse reinforcement (Section 7.1.3), the critical crack width L'l.wu, calculated for the 
friction component v1, is dependent on the location of the considered moment. In the 
calibration of the proposed model on the database described previously, the moment, 
and therefore the strain in the longitudinal reinforcement, was calculated at a distance 
d measured from the support. To account for varying crack geometries along the 
beam span, the critical crack width was calculated for different locations, summarized 
in Table 7-2. As before for the case of beams without web reinforcement, for simplic-
ity L'l.wu was taken as the sole variable. All other factors were kept constant with re-
spect to the calibration for a moment location of x = d measured from the support. 
Only slender members of the database were considered, since the friction contribution 
is neglected in deep members due to a lack of a distinct tension zone. 
The study of the influence of the considered location for the calculation of 
strains in the longitudinal reinforcement gave the following values at the sections 
considered. Criterion was a comparable Vme/Vcat ratio to ensure the same degree of 
safety for the model. 
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Moment t/Jcr Awu Vmes f Standard Coefficient of varia-
[deg] [mm] Veal deviation tion [%] 
M=V·d 30 1.0 1.14 0.17 14.7 
M=V·(a-l.5d) 30 1.7 1.14 0.17 14.6 
M=V·a 30 2.5 1.14 0.16 14.5 
Table 7-2 Alternative values for the critical crack width at different moment locations for mem-
bers with transverse reinforcement 
7.2.5 Evaluation on deep beams and walls 
The model as calibrated as before was evaluated on the "complete" database 
of deep beams and on a database for walls that reportedly failed in shear. The derived 
parameters were kept constant to verify their applicability on different datasets. 
Different components need to be taken into account for deep beams and walls. 
Deep beams rely on arch action in interaction with horizontal and vertical truss 
mechanisms, walls rely on the same mechanisms and an additional contribution from 
the compression zone, which can be very distinct in walls as opposed to deep beams. 
This is described in Section 7.2.5.2. Furthermore, geometric definitions need to be 
adjusted to apply the model to walls, because the load is applied horizontally instead 
of vertically on deep beams. 
7.2.5.1 Deep beams with horizontal and vertical reinforcement 
The database for. deep beams was taken from (Matamoros and Wong 2003). It 
includes 146 members with horizontal and vertical, and members with vertical web 
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reinforcement only. Properties and computational results are listed in Appendix A4 
and in the worksheet "Reinforced deep beams" on the accompanying data CD. 
The shear capacity was calculated as the sum of arch- and truss mechanisms, 
(7.29) 
In which the truss components were calculated from equations (7 .11) and (7 .13): 
v;·" = Pwf.,,Yb · d ·cot¢ ((7.11) Repeated) 
((7.13) Repeated) 
Depending on the amount of stresses in the respective compression fields, the values 
were reduced by condition (7.16), if necessary. 
/l,,f ', :<_; 1.0 
J,,, 
The contribution of the arch was calculated from eq. (7.24) 
((7 .16) Repeated) 
((7.24) Repeated) 
With the reduction factors for interaction with the truss mechanisms, and for effective 
compressive strength, and the transition factors calculated from equations (7.23), 
(5.6), and (7.27), respectively. 
R =(ff,,/', - J,,h )(fl,,/', - /,,,) 
a (fJ,J ', )2 - J,,hJ,," 
((7.23) Repeated) 
fl,, =0.85-0.004/', ?:0.5 ((5.6) Repeated) 
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k = 4.6 
' 6.5+0.13(a/d)' 
((7 .27) Repeated) 
Figure 7-19 shows the ratio of measured to calculated shear strength. The av-
erage value was VmeiVcal = 1.20 ± 0.24 % within a 95 percent confidence interval. 
The standard deviation was 0.16, resulting in a coefficient of variation of 12.98 %. As 
can be seen, the included trend line shows no discernible negative trend, running par-
allel to the line representing Vme/Vcal = 1.0. 
This is also true for the plot of the ratio of measured to calculated strength 
versus aspect ratio. Compared to the respective graph plotted for slender and deep 
beams (Figure 7-15), Figure 7-20 shows a scatter that is spread out more evenly over 
the full considered range of 0.2:::: a/ d:::: 2.5. 
The ratio of measured to calculated strength is plotted against the compressive 
strength of concrete in Figure 7-21. Again, the trend line is parallel to the gridline for 
Vm,/Vcal = I. Figure 7-21 also indicates a larger amount of scatter at relatively low 
concrete strengths and at two distinct test series (Shin et al. 1999). For both series, the 
trend line represents the average of the test data accurately. 
Figure 7-22 shows the ratio VmeslVcal plotted against the effective depth, d. As 
in the graphs before, the calculation yielded excellent results, that is, no trend is visi-
ble. The considered effective depths ranged from 216 to 940 mm with the whole 
























Figure 7-19 Measured versus calculated shear strength for deep beams with web reinforcement 
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Figure 7-21 Ratio of measured to calculated shear streugth versus compressive strength of con-





































Figure 7-22 Ratio of measured to calculated shear strength versus effective depth, deep beams 
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7.2.5.2 Walls 
The database for walls was comprised from databases collected from the open 
literature (Kabeyasawa and Hiraishi 1998; Wallace 1998; Wood 1990). 27 of the 146 
examined walls were axial! y loaded with an average axial stress varying from 7 to 18 
percent of the compressive strength of concrete; the average applied axial stress was 
less than 0.5 % in the remaining walls. 56 of the wall specimens were exposed to re-
versed lateral load, 4 specimens were repeatedly loaded in the same direction; and 
monotonic lateral load was applied to the remaining 86 specimens. Wall dimensions 
and properties are provided in Appendix A9 and in the "Wall database" worksheet on 
the added CD. 
It was found that neither the axial load nor the alternating lateral load had a 
considerable effect on the shear strength of the walls. This might be related to some 
of the different factors that have to be considered for walls: 
(1) The walls were equipped with boundary elements like flanges, 
heavy reinforcement on the edges of rectangular walls, or were 
built as barbell sections. Since the axial loads were applied on the 
whole sections, the boundary elements acted like columns, carry-
ing most of the axial load. 
(2) The boundary elements on the opposite side of the load application 
represent very distinct compression zones. These compression 
zones are heavily reinforced. Thus, different from deep beams, 
these boundary elements should be considered in the calculation of 
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the shear strength. However, the function for the transition from 
deep to slender members is assumed to be constant with kc= 1. 
(3) A contribution from friction in the tensile zone is neglected as a 
safe assumption for the same reasons it is not considered for the 
shear capacity of deep beams. 
(4) The applied axial loads on the examined walls were very small. 
Most of the considered walls had no axial load; the majority of 
axially loaded walls were exposed to an axial load level 
P /(A· f 'J of smaller than 0.3 %. Only the walls tested by 
Kabeyasawa had higher axial load levels between approximately 7 
and 14 percent (Kabeyasawa and Hiraishi 1998). 
(5) So far, in this work, shear loads had been vertically applied. The 
horizontal application of shear forces on walls makes it necessary 
to look at the changed geometry for the considered strength con-
tributions: 
Arch-action 
For arch-action, the angle of the direct strut is taken as the angle spanning at 
the support counterclockwise from axial direction as shown in Figure 7-23. The hori-
zontal dimension of the arch is assumed the effective depth d. The effective depth dis 
assumed to span between the center of the boundary element in tension and the outer 
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No information about dimensions of loading plates was given for the exam-
ined walls. However, it is common to apply the lateral load as a line load on top of the 
wall (Lopes 2001 ), thus diluting a distinct loading point for the arch and smearing the 
applied lateral load along the wall length lw. It appears not sensible to define a strut 
width from the wall length. However, while the strut width at the location of the load 
application cannot be defined, the strut has to end at the support within a zone under 
compression. Such a fan-shaped strut can be idealized as a direct strut forming under 
the assumed inclination B, which crosses the compression zone. It is a safe assump-
tion to calculate the strut width solely from the depth of the compression zone, i.e. the 






I w = wall I ength 
h1= depth of the boundary element 
d = effective depth 
a = shear span 
e = strut inclination 
Figure 7-23 Geometric definitions for arch-action in walls 
Truss action 
Truss action in walls is defined similar to truss action in deep beams with 
horizontal and vertical reinforcement. The strength of the trusses is calculated by 
equations (7 .11) through (7 .14 ), with the vertical direction for deep beams becoming 
the horizontal direction for walls, and the horizontal direction for deep beams becom-
ing the vertical direction for walls. 
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Shear strength of walls 
As previously mentioned, the boundary elements of walls represent a distinct 
compression zone that has to be reflected in the calculation of the shear strength. The 
shear strength of walls was calculated by adding the term for the contribution from 
the compression zone to equation (7 .29): 
(7.31) 
The contributions of truss action, V,," and V,,h, and from arch action, V0 , are 
calculated as for deep beams, with the necessary adjustments to the different geome-
try. These are equations (7.11) through (7.14), with the combination of truss- and 
arch-action by eq. (7.24). No adjustments were made to the factor k, describing the 
decreasing influence of arch-action with an increasing aspect ratio. Thus, k, is given 
as for deep and slender beams by eq. (7.27). The contribution related to the compres-
sion zone is calculated from the same expression as for slender members with trans-
verse reinforcement: 
(7.32) 
It should be noted that the width b can change according to the geometry of the 
boundary element. 
Figure 7-24 shows a plot of measured versus calculated shear strength of the 
146 walls. Generally, a relatively large amount of scatter can be seen, which is re-
flected in a standard deviation of 0.47. The average value of VmeslVcal was found to be 
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1.28±0.76%within a 95 % confidence region, yielding a coefficient of variation of 
36.6 %. The trend line in Figure 7-24 indicates no distinct negative trend. However, 
the strength of some walls with higher measured shear capacities between approxi-
mately 1700 and 3200 kN was overestimated. It should be noted that all specimens 
with a higher calculated shear strength than approximately 2500 kN come from a test 
series by Sugano (Wood 1990). These walls had a very low aspect ratio of aid= 0.23. 
Their width was 120 mm with a wall length of3960 mm. While no definite statement 
can be made, it is assumed that these walls might have failed in a failure mode more 
related to axially loaded members than to shear. The calculations indicated that as ex-
pected, the contributions from vertical truss-action and arch-action are negligible, and 
the sole horizontal truss component is overestimating the strength of these walls. It is 
possible that these walls rather failed due to concrete crushing than in shear. 
The test series by Sugano is also visible in the graph showing a plot of the ra-
tio of measured to calculated shear strength versus shear-span-to-depth ratio (Figure 
7-25). Because these walls have the lowest aspect ratio, they influence the trend line 
with respect to small aspect ratios. For higher aspect ratios, the scatter was spread out 
relatively wide, indicating that the trend line gives a good estimate over the whole 
range. 
Figure 7-26 shows a plot of VmeslVcal against concrete compression strength. 
The concrete strength of the majority of walls ranged from approximately 14 to 50 
MPa, seven of the 146 specimens had a concrete strength between 70 and 80 MPa, 
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and the concrete strength of two walls exceeded 100 MP a. The trend line indicates no 
distinct trend, representing the mean value of VmeslVcal· 
Scatter for the length of the tested walls, lw, is spread out more evenly over the 
entire range from 430 to 3960 mm. No trend is visible in Figure 7-27. Since the effec-
tive depth d was calculated as d = lw - h1 I 2, this graph represents also the plot of the 
ratio of measured to calculated strength versus d. 
Likewise, the graph of the ratio of measured to calculated shear strength 
against the tensile reinforcement ratio shows no distinct trend with respect to Pbe 
(Figure 7-28). The reinforcement ratio of the bolmdary elements ranged from ap-
proximately 0.7 to 8.3 percent. 
Figure 7-29 shows a plot of the ratio of measured to calculated shear strength 
against the axial load level. Most of the tested walls had very low or no axial load. 
Walls with higher axial load levels between 7 and 18 percent do not indicate any 
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Figure 7-25 Ratio of measured to calculated shear strength versus aspect ratio for walls 
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Figure 7-26 Ratio of measured to calculated shear strength versus compressive strength of con-
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Figure 7-28 Ratio o'f measured to calculated shear strength versus tensile reinforcement ratio in 
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Figure 7-29 Ratio of measured to calculated shear strength versus axial load ratio for walls 
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7.3 Columns under static shear 
No additional parameters are needed to account for effects of axial load with 
the proposed model. The effect of axial load is already considered in the derived 
components of the shear capacity. Some considerations have to be pointed out: 
Exposing a beam to axial load is reflected in the changed depth of the neutral 
axis. Therefore, axial load influences the contributions from the uncracked compres-
sion zone, Vm from friction, 1/r, and from arch-action, Va. The compression zone be-
comes larger, increasing the influence of Vcz· Changing the height of the cracks also 
directly influences the critical crack width related to the friction mechanism, i'lw. In 
addition, an axial load is reflected in the equilibrium conditions leading to the friction 
component in Section 5.2.3.2. 
7.3.1 Contribution of the compression zone, Vcz 
The depth of the neutral axis, c, calculated by flexural analysis for members 
under axial and flexural load defines a smallest possible compression zone depth, and 
is therefore a safe assumption. The actual depth of the compression zone under shear 
loads can be larger than c, and was previously taken as the compression zone depth 
calculated from linear bending theory, kd. Under axial loads, however, a closed form 
solution for kd is not readily at hand. It appears sensible to take the smallest possible 
depth of the compression zone as a conservative assumption. Assuming that the outer 
fiber of the column in compression has reached the ultimate strain of concrete, the 
neutral axis depth can be found iteratively as described later in Section 8.1.1 on page 
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276. The ultimate strain of concrete under compression is taken as &cu= 0.003. In de-
sign practice, a compression zone depth can be determined based on the interaction of 
moment and.axial load. For evaluation purposes, c has to be determined by iterations 
for the given ultimate shear and axial load. The depth of the compression zone di-
rectly influences the contribution of the compression zone to the shear capacity of the 
member. 
7.3.2 Arch-action 
The depth of the compression zone also influences arch-action. If the strut 
width is calculated from the smallest value of either the depth of the compression 
zone or the embedment depth of the tensile reinforcement, ha, the strut width is di-
rectly influenced by c. Since, however, the smallest value governs to yield the small-
est strut width, and therefore the highest stresses in the strut, it is very likely that the 
embedment depth will govern the definition of the strut width. The values for c and ha 
should be compared with this respect. 
7.3.3 Friction component, v, 
The friction component Vi is influenced by the depth of the neutral axis, and 
therefore by axial load, in two ways: First, the depth of the neutral axis defines the 
depth of the crack, taken as d-c. A larger compression zone decreases the crack width, 
Liw, increasing the frictional forces. Furthermore, the axial load was already consid-
ered in equilibrium conditions of the free body diagram in Figure 5-10, page 153. No 
additional adjustments need to be made. However, the simplified calculation of the 
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strain in the tensile reinforcement, eq. (5.49), cannot be used anymore, since this for-
mulation does not include axial load. Therefore, the exact formulation in equation 
(5.48) has to be used. 
7.3.4 Evaluation 
The performance of the proposed model under static shear strength and axial 
compression was studied on the set of data that was used to derive the current ACI 
code provisions for shear under axial load (ACI-318 2002). The data was talcen from 
three test series of beams and knee-frames without web reinforcement (Baldwin and 
Viest 1958; Diaz De Cossio and Siess 1960; Morrow and Viest 1957), which were 
later considered for evaluation purposes of the current code (ACI-ASCE committee 
326 1962; MacGregor and Hanson 1969). The range oftest data covers members that 
are representative of stocky and slender columns as well. The beam properties and 
loads are listed in Appendix A5 and the "Axial load" spreadsheet on the supplemen-
tary CD. Each of the three test series revealed a distinctly different behavior from the 
other series. For this reason, the separate series are shown in Figure 7-30 through 
Figure 7-35. While the series varied in their response to the proposed model, bias 
with respect to the axial load was not of concern. 
Concrete strength, tensile steel ratio and aspect ratio were the considered vari-
ables in the 20 tests reported by Diaz De Cossio and Siess (Diaz De Cossio and Siess 
1960). Two of the reported specimens failed in a flexural mode. They were not con-
sidered in the evaluation. The concrete strength varied from 19.4 to 31.5 MPa, aspect 
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ratios varied from aid= 2 to 6, and tensile steel ratios of 1 and 3.33 percent were 
used. The axial load was not varied. However, the beams tested by Diaz De Cossio 
were cast in pairs, in which one beam of each pair was axially loaded with 89 kN, and 
the other beam was not axially loaded. This allows for a direct comparison with re-
spect to axial compression. As shown in Figure 7-31, adding axial compression did 
not have an effect on the accuracy of the proposed model. 
The tests reported by Morrow and Viest (Morrow and Viest 1957) and Bald-
win and Viest (Baldwin and Viest 1958) are considered to be a continued tests series. 
The first part of the series, conducted by Morrow and Viest, comprised 33 knee-
frames of which 29 failed in shear compression or due to diagonal tension cracks. 
Test variables were the shear span, concrete compressive strength, and tensile rein-
forcement ratio. The axial load ratio, Pl(Af'c), varied from 2.5 percent to approxi-
mately 10 percent, while the axial load was kept equal to the shear load. 
Being a continuation of the preceding test series, the second part conducted by 
Baldwin and Viest focused almost entirely on a varying axial load, i.e. a varying axial 
to shear load ratio. The shear-span-to-depth ratio was kept mostly constant at 1.93; 
only one knee-frame with aid =1.45 and one member with aid= 2.62 were addition-
ally tested. Concrete compressive strength was planned as 24 MPa, and varied from 
21.2 MPa to 37.6 MPa. 
As mentioned previously, scatter among the ratios of measured to calculated 
shear strength for the three test series was relatively large. As can be seen in Figure 
7-30, the largest variation is apparent for the knee-frames tested by Baldwin, indi-
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cated by triangular markers. Since only two of the members tested by Baldwin were 
not under axial compression, no statement can be made concerning the effect of axial 
load. Figure 7-31, though, shows that a varying amount of axial load did not induce 
bias on the calculated shear strength. The shear strength of the knee-frames tested by 
Baldwin was generally overestimated. 
A direct comparison between beams with and without load is possible using 
Diaz De Cossio' s data. The same amount of axially loaded members and beams with-
out axial compression is available for similar beams in each category. Marked by a 
diamond shape in Figure 7-30 and Figure 7-31, the shear capacity was calculated with 
comparable deviation from the measured values. The same was true for the evaluation 
of knee-frames of the first investigation by Morrow and Viest. The scatter for this test 
series was slightly smaller compared to the series by Diaz De Cossio. 
The plots of the measured to the calculated shear strength against concrete 
compressive strength, aspect ratio, effective depth, and tensile reinforcement ratio 
(Figure 7-30 through Figure 7-35) show no discernible common trends with respect to 
each parameter. The mean value of measured to calculated shear strength was found 
to be 1.37 ±0.63% within a 95 percent confidence interval. The standard deviation 
was 0.36, resulting in a coefficient of variation of 26.1 percent. These values are 
comparable to the values found for deep and slender members without axial load and 
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Figure 7-31 Ratio of measured to calculated shear strength versus axial load level of members 
without web reinforcement 
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Figure 7-32 Ratio of measured to calculated shear strength versus concrete strength for axially 
loaded members without web reinforcement 
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Figure 7-33 Ratio of measured to calculated shear strength versus aspect ratio for axially loaded 
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Figure 7-34 Ratio of measured to calculated shear strength versus effective depth of axially 














































Figure 7-35 Ratio of measured to calculated shear strength versus tensile reinforcement ratio for 
axially loaded members without web reinforcement 
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7.4 Evaluation of the calibrated components 
Using the results from the previous calibrations, the monotonic shear capacity 
can be calculated for members with and without web reinforcement in a range from 
slender to deep members and walls. A possible axial load can be considered following 
the previous Section 7.3. 
7.4.1 Members without web reinforcement 
Summarizing, the strength of RC members without web reinforcement was 
calculated by the superposition of arch-action with the contributions from the com-
pression zone and the friction mechanism. 
((7.8) Repeated) 
The strength related to arch-action was calculated using equation (5.16), with 
the effective strength of concrete in the nodal zones given by equation (5.6), and the 
transition function ks provided in equation (7.5): 
v = R k f' ·W·b·sinB a 1-'n s c ( ( 5 .16) Repeated) 





The contributions from the compression zone and friction were multiplied by 
the function kc to consider the transition from slender to stocky members. 
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1 3?'.0 
0.9 + 0.02 (a/ d) 
((7.7) Repeated) 
The capacity of the combined contributions from the compression zone and 
friction was given previously in equation (7.6) within the constraints listed in Section 
7.1.2.2, page 198. 
V =05·' ·b·kd+05·' ·b·(d-kd)(I- 6.wJ c • Jct · let A 
DW
11 
<=> ~ = 0.5·ffc·bd[ k+(I-k)(1- :;, JJ 
((7.6) Repeated) 
Using an n-fold cross validation, the proposed model can objectively be com-
pared to other proposals outlined in Chapter 3, and evaluated in Chapter 4. The pro-
cedure of then-fold cross validation was described in Section 4.1.1. The individual 
results for each calibrated member configuration are provided in the respective sec-
tions of the Appendix and on the accompanying data CD in the respective work-
sheets. Table 7-3 summarizes the evaluation in terms of the ratio of measured to cal-
culated strength, VmeJVca/, and the respective coefficient of variation ( C. V ). 
The performance of the proposed model on the deep beam database was com-
pared to the proposal by Watanabe (Watanabe and Ichinose 1991), considering the 
modifications in (Watanabe and Kabeyasawa 1998). The proposed model revealed 
less scatter, and less conservatism with respect to the calculated shear capacity of 
deep beams. Nevertheless, the proposed method provided safe estimates of the shear 
strength of deep beams. 
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The performance of the proposed model on the database of slender members 
without transverse reinforcement showed slightly less scatter compared to the ap-
proach proposed by Reineck (Reineck 1990, 1991 b ), and a significantly smaller coef-
ficient of variation than the Watanabe-model. Contrary to the results for deep beams, 
the model put forward by Watanabe was the least conservative with a ratio of meas-
ured to calculated shear strength of 1.08 ± 0.42 % within a 95 % confidence region. 
The model proposed by Reineck had the highest ratio of measured to calculated shear 
strength of 1.55 ± 0.46 % within a 95 % confidence interval; the model in this work 
gave a conservative estimate of Vme/Vcal = 1.36 ± 0.33 % within a 95 % confidence 
region. 
Researcher VmesfVcal c. v. 
Deep beams Proposed model 1.11 ±0.80% 22.97 % 
Watanabe 1.52 ± 0.94 % 29.34 % 
(Watanabe and Ichinose 1991; 
Watanabe and Kabeyasawa 1998) 
Slender Proposed model 1.36 ± 0.33 % 28.58 % 
beams 
Watanabe 1.08 ± 0.42 % 34.59 % 
(Watanabe and Ichinose 1991; 
Watanabe and Kabeyasawa 1998) 
Reineck 1.55 ± 0.46 % 27.43 % 
(Reineck 1990, 1991b) 
Table 7-3 Evaluation of deep and slender members without web reinforcement 
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7.4.2 Members with web reinforcement 
The introduction of an additional term for truss action makes the proposed 
model applicable to various member configurations with web reinforcement. The 
general form of the shear capacity of members with web reinforcement was given in 
equation (5.1): 
((5.1) Repeated) 
The contribution from the truss-mechanism, V1, was applied according to Sec-
tions 5.2.2 and 7.2, with the modifications necessary for the application of truss-
action in deep members described in Section 7.2.1. 
According to these sections, the strength of the truss is given in its general 
form by equation (5.23): 
V, = Pwfwyb · jd ·cot¢ ((5.23) Repeated) 
The inclination of the compression field, ¢, was assumed equal to 30 degrees. 
In deep members, the inclination of the compression field was limited to en-
sure equilibrium within the compression field. For the vertical truss mechanism, this 
limit was set by equation (7.10); a possible horizontal truss mechanism in deep beams 










The strength of the horizontal truss was provided in equation (7.13): 
((7.12) Repeated) 
((7.13) Repeated) 
To reduce the demand on the nodal zone due to stresses related to the arch 
mechanism in the presence of truss-induced stresses, a reduction factor Ra was ap-
plied to the arch component. The general form of Ra was given in (7.23); the reduced 
capacity of the arch mechanism was defined in equation (7.24): 
R = (/Jnf',-J,h)(/Jnf',- /,,,) 
a (/J,J •J' - /,,hf,,., 
((7.23) Repeated) 
((7.24) Repeated) 
The transition function related to the arch mechanism, k,, was calibrated as 




The calibration of the proposed model on the database of slender and deep members 
with web reinforcement yielded the parameters listed in Section 7.2.3 on page 220. 
The strength of the combined contributions from the compression zone and friction 
components was given in equation (7.26): 
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V',_ = 0.4 · J;, ·b ·kd +0.4· fa ·b ·(d kd)(l- L'.w) 
6.wu 
Q v: =0.4·ffcbd[ k+(l-k{l- :~ )] 
((7.26) Repeated) 
The transition function for the compression zone and friction components was cali-
brated as 
k =l c 
1 
t 5 ::: 0 
0.1+0.0l(a;d) 
((7.28) Repeated) 
Similar to the capacity of web reinforced deep beams the capacity of walls was calcu-
lated in Section 7.2.5.2. 
The calibrated proposed model was compared to other proposed models in an 
n-fold cross validation. Table 7-4 summarizes the results from this evaluation. With 
the exception of the application to walls, the proposed model showed smaller scatter 
than the approach put forward by Watanabe (Watanabe and Ichinose 1991; Watanabe 
and Kabeyasawa 1998). Applied to the databases for deep and for slender members, 
the proposed model gave a more conservative estimate with ratios of Vme/Vcal = 1.20 
± 0.24 %, and VmeslVcal = 1.14 ± 0.20 %, respectively. This can be attributed to the 
calibration. One objective of the calibration of the proposed method was to provide a 
safe assumption of shear strength. Considering the higher amount of scatter in the 
model proposed by Watanabe, the low ratios of measured to calculated strength re-
suited in a significant number of members of which the strength was considerably 
overestimated. 
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This is especially true for the application of the approach proposed by Wata-
nabe to walls. Even though the coefficient of variation is lower than for the method 
proposed in this work, the low value of VmeiVcal resulted in a significant number of 
unsafe estimates of the shear strength of walls. 
Researcher VmesfVcal c.v. 
Deep beams Proposed model 1.20 ± 0.24 % 12.98 % 
Watanabe 1.04±0.31% 20.81 % 
(Watanabe and Ichinose 1991; 
Watanabe and Kabeyasawa 1998) 
Slender Proposed model 1.14±0.20% 14.67 % 
beams 
Watanabe 1.08 ± 0.56% 24.36 % 
(Watanabe and Ichinose 1991; 
Watanabe and Kabeyasawa 1998) 
Walls Proposed model 1.28 ± 0.76 % 36.63 % 
Watanabe 0.93 ± 0.43 % 32.38 % 
(Watanabe and Ichinose 1991; 
Watanabe and Kabeyasawa 1998) 
Table 7-4 Evaluation of deep members, slender members, and walls with web reinforcement 
It can be concluded that, compared to the models put forward by Watanabe 
and by Reineck, the proposed model generally resulted in safe estimates of the mono-
tonic shear strength with relatively small coefficients of variation. Independent of the 
performance with respect to the shear strength, the performance with respect to influ-
encing parameters has to be considered. This was described in detail in the chapter 
about the evaluation of current proposals, and the calibration of the method proposed 
in the work at hand. 
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7.5 Possible simplifications 
In the previous sections, it was shown that the contributing components gave a 
good performance on the available data sets. However, while the forms for truss ac-
tion, arch-action, and contribution of the uncracked compression zone are relatively 
simple to use, it can be argued that the friction component is very complex compared 
to the other components. In the following, suggestions are made to simplify the calcu-
lations. 
7.5.1 Strain calculations for the friction component 
One simplification was already used in the calculation of the Vr term for 
members without axial load. The strain in the tensile reinforcement, and therefore the 
horizontal crack opening, was calculated from linear flexural analysis by equation 
(5.49). The previously described calibrations were carried out using this simplified 
approach. It was pointed out that for axially loaded members the strain has to be cal-
culated according to eq. (5.48) to account for the effect of axial load on the strain in 
the tensile reinforcement. 
Using the simplified form for the calculation of strains leads to another possi-
ble simplification. If the strain in the tensile reinforcement is calculated from linear 
bending theory, it is assumed that the frictional forces do not affect the strains, which 
is equivalent to assuming the crack is not inclined. If the crack runs perpendicular to 
the member axis, frictional forces V1 act parallel to the crack, thus reducing the lever 
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arm to zero. The assumption of a perpendicular crack can be used to simplify the fric-
tion model further by simplifying the crack width calculation. 
7.5.2 Crack width 
The crack width L'.w was calculated in Chapter 5.2.3.2 by geometric considera-
tions in an inclined crack. The crack opening perpendicular to the crack surface was 
related to a critical slip 6s parallel to the surface, which made it possible to account 
for friction between the crack surfaces. This approach can be numerically simplified 
by assuming a crack normal to the member axis. It should be noted, though, that this 
is an assumption leading to a numerical simplification. Eliminating the critical slip 
from the Vr term, means eliminating the frictional stresses along the crack. A crack 
normal to the member axis cannot develop a contribution to shear resistance without 
displacement in the same direction. Furthermore, the rotation of the crack opening 
induces a vertical displacement. To simplify the design process, however, the as-
sumption is made that the crack is not inclined. 
The assumed geometry is depicted in Figure 7-36. For an assumed crack in-
clination of¢,= 90', equation (5.43) becomes 
L'.w=L'.u (7.33) 
with tanrjJ-t oo, and sin¢= 1 
The crack width therefore becomes, with eq. (5.44): 
(7.34) 
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The strain in the tensile reinforcement is given in its simplified form from linear 
bending theory by equation (5.49). 




- ·- - .,. t.u = 0.5 t.uL 
Figure 7-36 Kinematics in an assumed crack with no inclination 
' ' 
Using equation (7.34), the contribution from friction can be calculated as 
shown in Chapter 5.2.3.2 for members with or without web reinforcement by equa-
tions (5.51) and (5.52), respectively. 
Because only changes were made to the calculation of the crack width, only 
parameters related to the crack width should be changed in the evaluation of the pro-
posed simplification. The only parameter directly related to the crack width is the 
critical crack width t.wu. 
The database mostly related to the calibration of the friction component is the 
database for deep and slender beams without web reinforcement. A new critical crack 
width for the simplified approach is found for this database. The established value is 
expected to give good results also on members with transverse reinforcement. 
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The calibration on the previously used database for deep and slender members 
yielded a critical crack width of 
fl.Wu =0.2 mm (7.35) 
It is clear that this is a numerical value with little physical relevance for the reasons 
described above. Computing the ratio of measured to calculated shear strength for 
deep and slender members without transverse reinforcement using the simplified ap-
proach yielded a mean value of V,,,,) V"'' = 1.35 ± 0.34% within a 95 percent confi-
dence interval. The standard deviation for all 448 members was found as 0.39 result-
ing in a coefficient of variation of28.65 %. These values indicated only slightly more 
scatter than found for the same database using the "exact" equations. 
Similar results were found using the simplified Vr term on the previously used 
database for deep and slender members with web reinforcement. Using the estab-
lished parameters, while changing only the calculation of the crack width and setting 
the limit value to fl.wu = 0.2 mm, the mean value of measured to calculated strength 
was found to be V,,,,.,IV'"' =l.16±0.18%within a 95 % confidence region. The stan-
dard deviation was 0.16, resulting in a coefficient of variation of 14.24 %. Values 
found using the detailed calculation of the crack width were approximately equal to 
the values using the simplified calculations. 
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8 Cyclic loading 
Columns subjected to cyclic loading can either fail in a mode related to decay 
of the flexural strength, or due to loss of shear-capacity. Consequently, the possible 
modes of failure have to be treated using separate procedures. 
If the behavior of a column is mainly controlled by flexure, the column is as-
sumed to have reached its limiting capacity at the displacement in which the lateral 
load is reduced to 80 percent of the maximum applied lateral force. In flexure-
controlled members, the maximum lateral load is limited by yielding of the longitudi-
nal reinforcement. An envelope curve for the load - deflection response can be de-
fined as shown by the bold line in Figure 8-1. 
For columns with failures related to shear, a 20 percent reduction in shear 
strength is not the limiting criterion. In the following, it is assumed that a column 
looses its shear strength if the transverse reinforcement yields. The dashed envelope 
curve in Figure 8-1 represents the degression of shear strength with increasing dis-
placement under cyclic load. The design objective is that the shear-failure line should 
not transgress the envelope curve for flexural failure, ensuring a ductile failure mode. 
Different parameters influence the reduction in strength due to cyclic loading. 
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Figure 8-1 Envelope curves for different failure modes under cyclic loading 
8.1 Strength degradation in flexure-controlled members 
The strength degradation of flexure controlled members has been investigated 
on a subset of 116 columns from a combined database provided by the University of 
Washington (UW) (Berry et aL 2003), and by Brachmann (Brachmann 2002). As 
stated in the UW database, these columns reportedly failed due to flexure. Column 
properties and calculation results are summarized in Appendix A6 and in the work-
sheet "Seismic flexural failure" on the accompanying data CD. 
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8.1.1 Flexural yield load of members with axial loads below balanced 
load 
The flexural capacity of a member can be computed from flexural analysis of 
the columns as the flexural yield load. Since the column is under axial compression, 
the neutral axis depth has to be determined from equilibrium conditions within the 
member, according to Figure 8-2. 
As1 As2 As3 As4 
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Figure 8-2 Equilibrium conditions and strain distribution in a column 
The strain of the longitudinal reinforcement is computed from similar trian-
gles with an (for evaluation purposes) unknown neutral axis depth c. The stress in the 
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reinforcement is then calculated by /,; = c,;E,. Since no information regarding the 
modulus of elasticity, Es, was provided in the databases, it was assumed for all 
specimens Es = 200,000 MPa. The corresponding forces are found from the provided 
area of steel. Equilibrimn of forces including the axial load P is then used to find the 
neutral axis depth iteratively. For design purposes, a neutral axis depth is chosen, giv-
ing the required moment - axial load interaction. Taking equilibrium of moments 
about the center of the cross section gives the flexural design moment My. The lateral 
load related to flexural yielding is found from 
M v =-y 
y, flex . a 
where a= shear span of the column 
(8.1) 
The flexural yield load determined for the members of the database is plotted 
against the measured flexural yield load in Figure 8-3. The mean value of measured 
to calculated strength is 1.08 ± 0.39% within a 95 % confidence region. The coeffi-
cient of variation of the calculated strength ratio is 14.48 % with a standard deviation 
of0.16. 
Using the flexural yield load and the drift ratio at yield, 5Y = L'.Y I a, a dimen-
sionless ratio m can be defined for the strength degradation due to cyclic loading. The 
flexural degradation ratio m is taken as the ratio of strength degradation to the corre-
sponding change in the displacement: 
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Figure 8-3 Measured versus calculated flexural yield load for columns under cyclic shear 
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8.1.2 Flexural strength degradation 
The strength degradation in flexural members is assumed dependent on five 
dimensionless parameters: 
1) The aspect ratio aid: Intuitively, it is expected that the strength of 
stocky members degrades at a faster rate with respect to displace-
ment than the strength of slender members. 
2) The ratio of gross area to core area of the cross section: A relatively 
larger confined area is expected to sustain larger displacements 
without significant loss in strength than relatively small cores. 
3) The confinement ratio, taken as the effective yield stress in the web 
reinforcement divided by the compressive strength of concrete, 
Pwf~r/ f',: Low values for pwfwy are expected to yield a larger 
slope m, that is, a smaller limiting drift ratio. 
4) The ratio of flexural to shear strength: A low ratio means the mem-
ber is flexure-controlled, allowing for a larger limiting drift ratio. 
5) The axial load level Pj( Agf',): Large compressive axial stresses 
are known to reduce the ductility of RC members (Legeron and 
Paultre 2000). 
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The flexural degradation ratio m can be used to determine a combination of 
the previously listed parameters for a chosen limiting drift ratio 1'1/imflex· Alternatively, 
taking the given conditions, a limiting drift ratio can be calculated. 
It is necessary to realize that an exact estimate of the limiting drift ratio, and 
therefore an accurate estimate of the degradation ratio m in seismic design, is difficult 
to obtain given the uncertainty of parameters that control the behavior. Nevertheless, 
in the following, it is attempted to give a safe assumption based on the provided data-
base with an emphasis on safety in a reasonable amount of scatter. This can provide 
good insight on how strength degradation is affected by the parameters listed above. 
Since none of the parameters could be extracted exclusively from the given 
database, a feedforward neural network was trained .on values for m calculated from 
measured values by eq. (8.2) with measured input values provided by the database. 
The neural network was trained using 104 training data sets and 12 validation data 
sets, representing approximately ten percent of the available data. It consisted of one 
hidden layer with three neurons with an activation function of sigmoid type (Wolfram 
2002): 
1 
f(x)= l+e-x (8.4) 
None of the five input parameters was fixed. A schematic illustration of the 
used network is shown in Figure 8-4. The values X; on the left of the figure represent 
the previously described input parameters. Each parameter, plus a unity bias parame-
ter ("l "), is an input value of the hidden neurons, symbolized by ~a: The used net-
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work had one hidden layer that consisted of three neurons. Each neuron performs a 
weighted summation of the inputs following equation (8.5). 
(8.5) 
The weights w1 and b1 are represented by the arrows from the input parameters to the 
hidden neurons in Figure 8-4. The inner summation in equation (8.5) is performed on 
the input parameters, which in the examined case are five; the outer summation is 
performed on the three hidden neurons. The output Of the trained network is per-
formed in an output layer as another weighted summation of the outputs of the re-




Figure 8-4 Feedforward neural network (FF network) with five input parameters and one hid-
den layer including three neurons 
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Using the resulting output function, each one of the five parameters could be 
varied and plotted against m, while the other parameters were fixed at values repre-
sentative of the database (for example, aid= 4, P/(Ag/'c) = 0.2). This could be used to 
give a reasonable assumption about the form of the function relating the considered 
parameter to the degradation ratio. 
Figure 8-5 and Figure 8-6 show the functions of the input parameters as de-
rived from the trained neural network plotted against the degradation ratio. The 
graphs in Figure 8-5 indicate that the amount of axial load had a very distinct influ-
ence on the relation between strength degradation and the ratio of flexural to shear 
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Figure 8-6 Degradation ratio m versus input parameters as calculated by the neural network 
Using the exact resulting forms of the respective functions would be too tedi-
ous to c<1lculate in relation to the accuracy of the complete estimate of m. Therefore, 
the functions were further simplified to mostly linear equations. The calculated flex-
ural degradation ratio was then taken as the product of the considered parameters. 
meal ::::: c. maid 'm A
11 
I A.:ore • mconjinemenl • mstrengthratio . mPl(A·f'c) (8.6) 
with C = constant, and: 
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(8.7) 
The calibration of the variables { x,y, w}, on measured values of the database yielded 
the following functions: 
c = 0.43 
A 
m = 0.5 + 0.05-• = k2 Ag/ Ac,,re A 
ore 
m -5-28Pwfwy =k 











' A f' 
g ' 
(8.8) 
The values k1 denominate the respective multiplier in Figure 8-8 through Figure 8-12. 
As mentioned earlier, emphasis was put on a conservative estimate of the degradation 
ratio m. Using the parameters listed above to calculate m according to eq. (8.6) 
285 
yielded an average value of m,,,,, I m'"1 = 1.45±1.24%. The standard deviation was 
found to be 0.62 with a coefficient of variation of 42.5 %. Figure 8-7 shows a graph 
of measured against calculated values form. While the scatter is expectedly large, the 
trend is towards an increasingly conservative estimate for larger m values, i.e. for val-
ues representing a greater strength degradation. This was one of the objectives of the 
calibration to ensure safe estimates for increasingly sensitive members. 
Figure 8-8 through Figure 8-12 show graphs of the degradation ratio mmes de-
termined from test results plotted against the contributing parameters in meal· The 
"measured" flexural degradation ratio was normalized by the calculated multipliers 
for all remaining parameters m1• For example, in the plot of the degradation ratio 
against the aspect ratio, mmes was normalized to all multipliers of meal except for the 
parameter related to the aspect ratio, maid· These plots were used to determine whether 
the assumed trends, i.e. the influence of the respective parameters, behaved as ex-
pected, or if further adjustments were necessary. The graphs were plotted to the scale 
of the largest normalized m. This scale does not necessarily represent the actual calcu-
lated value for m, normalizing with respect to values smaller than one will increase 
the scale. Plotting to the same scale can give an indication of the influence of the ex-
amined parameter. The shear span was designated L instead of a in the figures to dis-
tinguish them from the several variables. 
The normalized flexural degradation ratio was plotted against the aspect ratio 
in Figure 8-8. As can be seen for the range of the columns in the data set, the aspect 
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ratio did not influence the strength degradation as was previously assumed. There-
fore, the multiplier maid was set equal to one for the subsequent calculations. 
In addition, the ratio of gross area to core area, displayed in Figure 8-9, did 
not have a significant effect on the strength degradation of the examined specimens. 
This confirms findings by Brachmann (Brachmann 2002). It follows, that also the 
multiplier related to the ratio of gross to core area will be set equal to one in the fol-
lowing calculations. 
The normalized degradation ratio was plotted against the ratio of effective 
tensile strength of transverse reinforcement to concrete strength in Figure 8-10. The 
existing form was kept, even though the solid trend line indicates that adopting a 
similar equation for mconfinement and ms1"ngthrauo would give results that are more accu-
rate. This had three reasons: First, the existing form is simple. Second, the distinct 
curvature in the trend line resulted from three specimens with p,.fw/f', :S 0.3. Looking 
at the remaining 114 specimens, a conservative linear curve can give a reasonable es-
timate on the relation between m and pwfwylf',, which is shown by the dashed trend 
line. Third, a linear form reflects the results from the neural network, shown in Figure 
8-6. 
Figure 8-11 shows the degradation ratio plotted against the ratio of calculated 
flexural strength to shear strength. It is apparent that, if compared to the influence of 
other parameters, the strength ratio did not have a considerable effect on the strength 
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degradation for the examined columns. Thus, the multiplier mstrengthmtfo will be set to 
unity in a new calibration of the degradation ratio m. 
A distinct influence of the axial load level on strength degradation can be seen 
in Figure 8-12. Even though the scatter is naturally high, it is apparent that an in-
crease in axial load accelerates strength degradation on cyclically loaded members. 
The form of the function seemed to give a reasonable simplification of the curve plot-
ted in Figure 8-7. 
After this evaluation of the considered parameters, the degradation ratio was 
calculated again with a new calibration of the two remaining parameters, mconfinement, 
and mPl(Af',J . The form of the functions as linear approximations was kept. Since only 
linear approximation functions were used, the scaling constant C could be set to 
unity, and the coefficients in the two parameters were used to scale the degradation 
ratio m, given by the product of the two parameters. Following the new calibration, 
equations (8.8) become: 
C=l 
maid =l=k, 
m =l=k Ag f Acnre 2 
3 0 Pwf,y k 
mconjinement = -1 T = 3 
m =l=k strenglhratio 4 
p 




Figure 8-13 shows a plot of the measured against the calculated degradation 
ratio after elimination of the insignificant parameters. Apparently, scatter became 
more significant, and the calculated degradation ratio gave a very conservative esti-
mate of the calculated ratio. This is a natural effect of decreasing the number of con-
tributing parameters. The mean value of measured to calculated degradation ratio was 
1.67±1.71 % ; the standard deviation was 0.93, resulting in a coefficient of variation 
of 55.6 percent. 
It can be concluded that even if eqs. (8.6) and (8.9) did not give a very accu-
rate estimate on flexural strength degradation, they gave a safe assumption consider-
ing important influence factors in a confirmed form. 
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Figure 8-7 Measured versus calculated flexural degradation ratio 
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Figure 8-8 Normalized degradation ratio versus aspect ratio 
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Figure 8-10 Normalized degradation ratio versus the ratio of effective yield strength of trans-
















































Figure 8-11 Normalized degradation ratio versus the ratio of calculated yield strength to calcu-
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Figure 8-13 Measured versus calculated flexural degradation ratio after eliminating insignificant 
parameters 
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8.2 Strength degradation in shear-controlled members 
The degradation of shear strength under cyclic lateral load can be described as 
a function defined by the initial static shear strength of the member (i.e. with no dis-
placement) and the shear force causing yielding of the transverse reinforcement in 
relation to the drift reached at yielding of the web reinforcement. This was indicated 
by the dashed line in Figure 8-1. Generally, the design goal is to avoid a brittle shear 
failure by keeping the initial shear strength well above the flexural yield strength of 
the member. If, however, the degradation of shear strength with cyclic loading occurs 
at a higher rate than the degradation of flexural strength, the two failure lines can 
transgress, making the ultimate failure envelope for the member a combination of the 
two modes, with the risk of brittle failure in the shear-controlled range. It is therefore 
important to have a safe estimate for both failure modes. 
The initial shear strength is given by the combination of arch-action, truss-
action, and the components related to the compression zone of the member and fric-
tion. Under cyclic loading, only the first three components contribute to the degrading 
shear capacity. The contribution from friction as a load-carrying mechanism under 
cyclic load is neglected, because the load reversals are assumed to destroy the crack 
surfaces increasingly as cycling progresses, and because the tensile stresses in the re-
inforcement are significantly high. This degradation mechanism of crack surfaces is 
not controllable. It is therefore a safe assumption to neglect any contribution from 
friction for the cyclic load case. A detailed investigation on the friction mechanism 
under repeated loading was made by Walraven (Walraven 1986; Walraven et al. 
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1987). With progressing cycling, the contributions from arch-action and concrete in 
compression decrease, because the initially uncracked compression zone is repeatedly 
cracked and closed again. Each time the crack is opened wider aggregate particles 
break off the surface and stay within the crack, thus creating increasingly diverse 
crack surfaces that do not match upon closing of the crack within the next load cycle. 
As strength degradation of the arch- and concrete mechanisms progresses, an in-
creased demand is shifted on the truss mechanism at the same rate as the capacity de-
creases. The increased demand on the truss causes faster strength degradation after 
the loss of arch and compression zone contributions. 
Shear failure in the following is defined as the onset of yielding of the trans-
verse reinforcement. Few data is available about the strength degradation process re-
lated to shear strength. Of the 38 members in the collected database that reportedly 
failed in shear, detailed information about strain in the transverse reinforcement is 
available for only 20 members (Ichinose et al. 2001; Matamoros 1999; Wight and 
Sozen 1973). This study will focus on these members. 
Even though only limited data with respect to member behavior and the state 
of stresses and strains within the member is available, the tests by Ichinose give valu-
able insight in the previously described failure mechanisms. Seven of his eight tests 
provide useful data to evaluate the degradation process; data provided for one test 
(specimen D16N) does not show a strain - displacement curve that can be evaluated. 
Four tests failed in shear after flexural yielding without reaching the yield strain. 
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Ichinose relates these shear failures to increased axial strains "due to accumulations 
of residual strain in the longitudinal bars" (Ichinose et al. 2001 ). 
The tests were conducted on eight cantilever columns with an aspect ratio of 
aid= 1.93. Tested columns had a cross section of 250 x 250 mm, the force was ap-
plied at a distance of 450 mm. Measured yield strength of the transverse reinforce-
ment with 9 mm diameter was 319 MPa. The yield strength of the tensile reinforce-
ment ranged from 377 MPa to 391 MPa, two specimens (P22) withfy = 1080 MPa 
were tested. The concrete compressive strength was measured at an average of 28.74 
MPa. Details on the test procedure and specimens are provided in (Ichinose et al. 
2001 ). The maximum strain in the transverse reinforcement was measured at a dis-
tance x = 160 mm from the support. Additional strain measurements were taken at x = 
80 mm and x = 240 mm. However, these strains were smaller than the strains meas-
ured atx = 160 mm. 
Figure 8-14 shows the strain - deflection diagram for specimen D l 9S, which 
will be used as an example for the discussion of strength degradation. Specimen 
D l 9S was reinforced with inner and outer ties. The solid black line in Figure 8-14 
represents the behavior of the inner ties; the dashed black line shows the behavior of 
the outer ties, which developed smaller strains and did not yield. The bold grey line 
represents the calculated yield strain of liw,y = 0.0016. The strain - deflection diagram 
shows how the demand on the stim1ps increased up to a strain of cw= 0.0014 at a 
positive deflection of Lie = 9.3 mm. Yield strain was not reached so far. This point is 
assumed to represent the maximum increase of demand on the truss. If it is assumed 
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that with progressive cycling the arch and compression zone contributions decrease, 
the loss of their contributions is an increasing demand on the truss component. At the 
deflection of l'ic = 9 .3 mm, the arch and concrete components have degraded to zero 
contribution, while the demand on the truss mechanism has increased at the same 
rate. A relationship will be defined later to describe the decay of arch and concrete 
components. 
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Figure 8-14 Strains in transverse reinforcement, Ichinose specimen D19S (Ichinose et al. 2001) 
After reaching a first peak at l'ic = 9.3 mm, the strain in the ties of specimen 
D l 9S decreased under positive deflections. Yielding was first reached under negative 
deflections, then, with progressing loss of strength, was also reached under positive 
deflections. Strength degradation of the truss mechanism is even more visible for the 
outer ties, printed in a dashed line. Because the calculated yield strains were not 
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markedly exceeded, further strength degradation of the truss mechanism is also visi-
ble after the peak strain was reached on the negative deflection side. This can also be 
related to yielding within the same loading cycle in the positive direction. 
Figure 8-15 through Figure 8-21 show the deflection - strain diagrams for the 
other tests conducted by Ichinose (Ichinose et al. 2001 ). A degradation of the truss 
mechanism is not only indicated by the decreasing strains at increasing deflections 
after contributions from Va and Vcz have vanished, but is also clearly visible in each 
load-cycle. Before the loss of arch and compression zone components, the strain at 
the peak of each cycle increases at a slower rate with increasing deflections, or, for 
some specimens does not increase at all. The fact that the strain curves become in-
creasingly horizontal before Va and Vcz have vanished is taken as an indicator that the 
demand on the truss mechanism was increasing, therefore also increasingly weaken-
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Figure 8-19 Strains in transverse reinforcement, Ichinose specimen D22S (Ichinose et al. 2001) 
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Figure 8-21 Strains in transverse reinforcement, Ichinose specimen P22S (Ichinose et al. 2001) 
The calculated contributions of arch-action, compression zone, and truss-
action of all members considered in the evaluation are compared in Table 8-1 to the 
measured yield strengths and maximum shear capacities (Ichinose et al. 2001; Mata-
moros 1999; Wight and Si:izen 1973). For all specimens except for two columns 
tested by Wight and Si:izen, and members in the Ichinose test series, the calculated 
capacity of the truss was higher than the measured strength at yielding of the trans-
verse reinforcement, Vy,. Four of the specimens tested by Ichinose did not reach yield-
ing of the transverse reinforcement, specimens D22S and P22S had larger measured 
than calculated capacities at yielding of the web reinforcement. It is apparent from the 
results in Table 8-1 that even with the components for compression zone and arch ac-
tion fully degraded, i.e. Ve + Va = 0, also the truss component must have degraded to 
the smaller measured load at yielding of the stirrups. 
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Specimen Ve+ Va v, Vy1 (VyrVc+aYVt Vmax 
fkN] fkN] fkNl f-1 fkN] 
No. 
Wight & Sozen 40.067E 15.9 124.2 92.0 0.61 92.2 
No. 
Wight & Sozen 40.067W 15.9 124.2 95.0 0.64 91.8 
No. 
Wight & Sozen 25.033E 15.3 64.2 81.0 1.02 84.9 
No. 
Wight & Sozen 25.033W 15.3 64.2 93.0 1.21 90.3 
Matamoros et al. C5-20N 21.3 178.7 45.0 0.13 72.5 
CIO-
Matamoros et al. 05N 15.0 197.6 57.0 0.21 70.3 
Matamoros et al. C5-20S 22.2 176.1 49.0 0.15 72.5 
CJO-
Matamoros et al. ION 16.9 247.6 77.0 0.24 95.6 
Matamoros et al. C5-40N 34.9 202.0 69.0 0.17 84.5 
Matamoros et al. C5-40S 34.9 199.8 69.0 0.17 84.5 
CIO-
Matamoros et al. 20N 34.5 218.3 73.0 0.18 107.6 
Matamoros et al. CI0-20S 29.5 221.4 73.0 0.20 103.6 
Ichinose et al. Dl6S 21.2 211.6 n/a n/a 140.0 
Ichinose et al. Dl9S 21.2 209.0 155.0 0.64 191.0 
Ichinose et al. D19N 21.2 209.0 n/a n/a 196.0 
Ichinose et al. D22S 21.2 205.7 251.0 1.12 254.0 
Ichinose et al. D22N 21.2 205.7 n/a n/a 252.0 
Ichinose et al. P22S 21.2 180.3 273.0 1.40 309.0 
Ichinose et al. P22N 21.2 180.3 n/a n/a 290.0 
Table 8-1 Measured and calculated shear strength components 
The ratio of the difference between yield strength and Vc+a is plotted against 
the drift ratio at yielding of the transverse reinforcement in Figure 8-22. It is clear 
that, for the specimens considered, the truss mechanism degraded with increasing 
drift. The capacity of the truss at yielding of the stirrups was considerably lower than 
the initial strength of the truss for all members, except for specimens 25.033E, and 
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25.033W tested by Wight and Sozen (Wight and Sozen 1973); and specimens D22S, 
and P22S from the test series by Ichinose et al. (Ichinose et al. 2001 ). 
Figure 8-23 shows a similar graph for the ratio of the difference between yield 
strength and Vc+a plotted against the axial load. Even though the trend for the degra-
dation of the truss mechanism with increasing axial load is not as apparent as the 
trend related to drift, an increasing degradation of the truss with increasing axial loads 
can be noticed. The function for degradation of the truss mechanism will be derived 
later as a function of the drift ratio at yielding of the transverse reinforcement, and of 
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Figure 8-22 Ratio of measured truss strength at yielding of the transverse reinforcement to initial 
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Figure 8-23 Ratio of measured truss strength at yielding of the transverse reinforcement to initial 
strength of the truss versus axial load level 
Table 8-2 lists displacements, strains, and stresses at the first peak strains be-
fore yielding, i.e. the point at .which Vc+a = 0, for all specimens tested by Ichinose 
(Ichinose et al. 2001). The stresses in the stirrups,fs, were below the yield strength of 
319 MPa. Resulting from the stresses in the stirrups, the stresses in the inclined com-
pression field of the truss were calculated. As shown in the last column of Table 8-2, 
these were approximately one quarter of the compressive strength of concrete. This 
was taken as an indication that the degradation of truss action was not related to ex-
cessive stresses in the compression field. 
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Specimen Oc = 11,!a lit,, fs( lit,c) ft( lit,c) ft( lit,c)!f' c 
x 10-6 [MP a] [MPa] 
D16S 2.4% 1390 278.0 6.84 0.24 
D19S 2.8% 1474 294.8 7.25 0.25 
D19N 2.4% 1056 211.2 5.19 0.18 
D22S 1.2% 1560 312.0 7.67 0.27 
D22N 1.7% 1477 295.4 7.26 0.25 
P22S 2.0% 1540 308.0 7.57 0.26 
P22N 1.6% 1581 316.2 7.77 0.27 
Table 8-2 Properties at loss of arch and compression zone contributions for specimens tested by 
Ichinose (Ichinose et al. 2001) 
To describe the strength degradation of the contributing components, a gen-
era! model of the following form was adopted: 
v,, =(l-77)(v;, +V,,)+xv; (8.10) 
In which 7J and x are degradation functions for the respective component. 
Vn was defined as the capacity of the members at yielding of the transverse rein-
forcement, Vyt· 
Because only very limited data was available to establish the respective deg-
radation functions, two assumptions were necessary: 
1) The function 77 for the degradation of the compression zone and arch compo-
nents was calibrated on the Va terms calculated for the specimens tested by 
Ichinose. These members lie in the transition zone between stocky and slender 
members with aid= 1.93. According to the previously derived transition func-
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tion for the static load case, kc, the compression zone contribution is negligible 
in these members compared to the contribution from the arch component. 
Nevertheless, it was assumed that the strength degradation for both compo-
nents behaves similar in the transition zone. Therefore, it was assumed that, in 
the transition zone between stocky and slender members, the degradation of 
the compression zone component could be modeled by the degradation of the 
arch component. The degradation r; is taken as a linear function of the drift ra-
tio 0, and a function of the confinement, p,J;,Jf'c· 
2) If the compression zone component is derived as a linear function of the dis-
placement A,, taken as the displacement at the first peak in strains from the 
Ichinose test series, the degraded compression zone component could be cal-
culated for other test specimens at the drift related to yielding of the transverse 
reinforcement. This was used to establish the degradation of the tmss in slen-
der members by subtracting the reduced V c+a component from the strength at 
maximum displacement and reducing the tmss component accordingly (eq. 
(8.11)). The degradation of the tmss, x, was taken as a function of the axial 
load and the drift ratio at yielding of the transverse reinforcement. 
VY, -(l-r;)~, x= v, (8.11) 
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8.2.1 Degradation of the compression zone contribution 
According to the previous assumptions, the degradation of the compression 
zone could be modeled as the degradation of the arch component within the transition 
zone from stocky to slender members. If a relationship could be found that described 
the strength degradation of arch and concrete components, and this degradation was 
linear, it would also be applicable to determine the strength degradation up to the 
yield deflection of the transverse reinforcement. For the members from the Ichinose 
test series the strength degradation was known. The shear strength component Vcz de-
graded to zero at a drift ratio of be = 11/a, where t'1c is the displacement at the first 
peak strain in the stirrups before yielding and a is the shear span. The function de-
scribing the strength degradation, 17, was calibrated on the displacements related to 
the peak strain before yielding from the tests conducted by Ichinose. Its general form 
was taken as 
X·b 
7]= f If' PwJwy/ ,+y 
where x, y = variables depending on the calibration 
p,/wy = effective yield strength of the transverse reinforcement 
f'c = compressive strength of concrete 
5 = drift ratio 
(8.12) 
With the shear strength at the first peak before yielding of the stirrups known to be 
Ve,, 17 can be determined by 
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(l -17 )f'c+a = f'c+a,reduced 
(8.13) 
<::;. 17 =I for 5 = 5, = 1'1, I a and ~+a,nduwd = 0 
The calibration on the seven tests by Ichinose yielded 
(8.14) 
Equation (8.14) implements that the degradation is larger for small confinement ra-
tios, and that the combined contributions from compression zone and arch action de-
grade at a fast rate, if no confinement is provided. For simplicity, the added term in 
the denominator of eq. (8.14) can be neglected. However, in this case, arch action and 
compression zone would not contribute to shear strength under cyclic loading, if no 
confinement is provided. 
This function for 17 provided a safe assumption for condition (8.13) with a 
mean value of 17 = 1.07 ± 4.3% within a 95 % confidence interval. The standard 
variation was expectedly high for a small data set at 0.3; the coefficient of variation 
was 28.1 %. 
Figure 8-24 shows a plot of 17 with versus the confinement ratio and the drift 
ratio for the range of input data considered in the Ichinose tests. The form of equation 
(8.13) sets a limit of 17 = I, which defines when the contributions from compression 
zone and arch action are fully degraded. The degradation function for the compres-
sion zone increases with increasing drift ratios, reducing the compression zone com-
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ponent; 7J is very large at a theoretical confinement ratio of zero and decreases with 
increasing confinement ratios, diminishing the reduction. 
0.2 
Figure 8-24 Strength degradation function for the compression zone component, 7J 
The degradation of arch and compression zone is plotted against the confine-
ment ratio for varying drift ratios from 1 to 2.5 percent in Figure 8-25. This graph can 
be used to determine the rate of degradation in relation with the confinement. It can 
be seen that, according to the proposed model, a relatively high amount of confine-
ment is necessary to allow for contributions of arch-action and compression zone at 
large drift ratios. Doubling the drift ratio would require more than twice as much con-
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Figure 8-25 Strength degradation function for the compression zone component, T/, for different 
drift ratios 
If the strength degradation of the compression zone and arch resistances is as-
sumed linear, 77 describes the degradation over the entire range of displacements. The 
degraded contribution from the compression zone is then given by 
~+a,red = ~+a -1] ~+a 
(8.15) 
with 77 :S: 1 
Using the degradation of the Vc+a term, the degradation of the truss up to yielding of 
the transverse reinforcement was found as follows. 
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8.2.2 Degradation of the truss mechanism 
Detailed information about strain in the transverse reinforcement was avail-
able for all 20 of the specimens in the database. The yield strain in the transverse rein-
forcement was reached in 15 of these. The respective capacities of the columns are 
listed in Table 8-1. For all 15 columns, the reduced contributions from the compres-
sion zone and arch-action were calculated at the deflection related to yielding of the 
web reinforcement. Using this value, the ratio of measured applied load at yielding to 
the sum of truss-action and Vc+a.red was calculated. For eleven specimens, the meas-
ured load at yielding of the web reinforcement was smaller than V, +(l-77)V,.
0 
(see 
Table 8-1 ). A function describing the strength degradation of the truss component 
from initial strength to yielding was established for these members. 
As seen before in Figure 8-22 and Figure 8-23, the degradation of truss action 
was found dependent on the level of axial load and on the drift ratio. Moreover, ac-
cording to those graphs, the strength of the truss degraded at an increasingly faster 
rate due to increasing axial stresses and drift. The truss has to develop its full static 
capacity if the drift is zero, independent of the amount of axial load. According to the 
proposed model, for the monotonic load case, the axial load is carried by the rela-
tively larger compression zone and by a larger friction contribution. A function that 
results in a degradation coefficient equal to one for various amounts of axial load at 






l+a·o ·b' yl 
(8.16) 
/'; yl f oy, = T = drift ratio at yielding o the transverse reinforcement. 
:i = c+d ·P l(Af',)' 
The influence of the confinement ratio on the degradation of the truss component was 
considered as well, but it was found negligible for the specimens considered. 
Equation (8.16) was calibrated on the eleven columns of the available dataset, 
in which the strains were known to exceed the yield strain. The following degradation 
function showed a good fit for the measured values of the examined specimens: 
1 x= , 
1+1.5·5yl ·6 (8.17) 
and :i = 1+2 · P l(Af'J035 
Figure 8-26 shows the degradation function (8.17) plotted against the input 
parameters. An increase of both, axial load demand and drift ratio, decreases ;r, re-
ducing the truss contribution. For a drift ratio ~1 = 0, the degradation function is zero, 
independent of the axial load. According to the proposed model, an increased drift 
ratio results in a fast degradation of the arch and compression zone components. A 
fast degradation of the arch and compression zone components results in an increas-
ing demand on the truss under axial load, therefore degrading the truss component at 
a fast rate under axial load. The influence of the axial load on the degradation rate is 
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displayed in Figure 8-27 for drift ratios varying from 0 to 5 percent. This graph also 
shows the decreasing influence of the drift ratio, discernible in the decreasing dis-
tances between the respective curves. 
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Figure 8-27 Degradation function of the truss component for different drift ratios 
The calculated shear strength at yielding of the transverse reinforcement was 
calculated for the considered columns by eq. (8.18): 
vyt.cal =xv; +(l-17)V:+a (8.18) 
Because the dataset used for calibration was very limited, the objectives of the 
calibration were a conservative estimate, and to capture the influence of axial load 
and drift ratio accurately. 
Comparison of the measured to the calculated shear load at yielding of the 
web reinforcement resulted in a mean value of VY'·"'" I VY'·'"' = 1.51±2.8% within a 95 
percent confidence interval. The standard variation was 0.63, resulting in a relatively 
high coefficient of variation of 41.6 percent. The mean value reflects the multiplicator 
a= 1.5 of the drift ratio in equations (8.16) and (8.17). Figure 8-28 shows a graph of 
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measured against calculated shear strength at yielding of the reinforcement. State-
ments about trends should be made carefully for very small amounts of data as con-
sidered here. Overall, the method seemed to give a reasonable assumption of the 
shear strength at yielding of the reinforcement. 
For the examined columns, the ultimate reported shear strength was slightly 
higher than the reported strength at yielding of the web reinforcement. This is espe-
cially true for the members tested by Matamoros (Matamoros 1999), which failed due 
to buckling of the axial reinforcement after yielding of the stirrups. This type of fail-
ure was still considered a shear related failure, since the tensile reinforcement would 
not have buckled without yielding of the stirrups. However, it is obvious that such 
specimens could still sustain a certain amount of additional loads, even after the shear 
resistance was lost. Such extended capacity should not be relied on though, since the 
failure is not controllable after the loss of shear strength. 
Figure 8-29 shows a plot of the measured ultimate shear strength against the 
calculated strength Vyt· The scatter decreased slightly, while the level of conservatism 
increased considerably. The mean of measured to calculated strength ratio was 
V,,,,,,,, I Vyi,wt = 1.87 ±2.1 % , the standard deviation 0.58, and the coefficient of varia-
tion 31.2 % for the eleven considered specimens. 
The ratio of measured to calculated yield strength was plotted against the drift 
ratio at yielding in Figure 8-3 0. For the specimens considered, no negative trend was 
visible. The same ratio was plotted against the axial load in Figure 8-31. Here, a slight 
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trend to increasingly conservative values with increasing axial load can be seen. 
However, as mentioned before, it is difficult to make a clear statement about distinct 
trends in a very small dataset. 
The application of the proposed functions for degradation of the truss mecha-
nism, and for arch- and compression zone components will be demonstrated on tested 
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Figure 8-30 Ratio of measured to calculated strength versus drift ratio at yielding of the trans-
verse reinforcement 
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Figure 8-31 Ratio of measured to calculated strength at yielding of the transverse reinforcement 
versus axial load level 
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8.3 Application to shear walls 
The degradation functions developed in the previous sections can be used to 
estimate the reduced shear strength for a limiting drift ratio (Figure 8-1 ). In slender 
walls, the initial shear strength has to be large enough to ensure safe behavior of the 
member under cyclic loading. The envelope curve for the flexural response is deter-
mined using the slope m as described in Section 8.1.2. The calculated shear strength 
at yielding of the transverse reinforcement would have to be larger than the respective 
flexural value to ensure that the member would not fail in shear. 
In walls with low aspect ratios, it is unlikely that yielding of the vertical rein-
forcement due to flexure will be the limiting factor. In these cases, walls must be pro-
portioned so that the elastic seismic demand is smaller than the shear capacity of the 
wall. 
The proposed procedure was applied to several walls that failed in shear either 
before or after yielding of the longitudinal reinforcement. The capacity of the walls 
under monotonic loads and the strength degradation due to cyclic loads were calcu-
lated and compared with the envelope of the measured hysteresis curve. 
To determine the failure envelope, the following values have to be computed 
first: The elastic deflection, the flexural strength at yielding of the longitudinal rein-
forcement, and the initial shear strength. 
The total deflection at the onset of yielding was calculated as the sum of de-
flections due to flexure, bar slip, and shear deformations. Deformations due to sliding 
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of the wall panel along its base were not considered, because the related mode of fail-
ure was not an objective in the study at hand. Nevertheless, the failure envelope was 
calculated for specimen K4, tested by Ogata et al. (Ogata and Kabeyasawa 1985), 
which failed in sliding shear. The calculated envelope curve for this wall shows a 
change from flexure-controlled behavior to shear-controlled behavior. 
The component of the drift ratio related to yielding of the longitudinal reinforcement 
was calculated as 
(8.19) 
where L = wall height 
rpy =curvature at yielding determined from eq. (8.20): 
(8.20) 
The drift ratio resulting from slip in the longitudinal reinforcement was calculated by 
(Lopez 1988): 
(8.21) 
The component of the drift ratio related to shear was calculated as (von Ramin et al. 
2002): 
v 
0 = Y.' 




with Vy, = shear related to yielding of the longitudinal reinforcement 
Aeff= total area of the wall 
G = E, and v = 1/6 
' 2(I+v) 
The moment at yielding of the longitudinal reinforcement was calculated from 
an approximate design equation, which is based on flexural theory (Kabeyasawa and 
Hiraishi 1998): 
(8.23) 
where As, be= area of steel in the boundary element 
Av =area of vertical steel in the web 
fy,be = yield strength oflongitudinal steel in the boundary element 
/vy = yield strength of vertical steel in the web 
N = axial load 
lw = wall length 
Dividing My, by the shear span, i.e. in this case the wall height, results in the respec-
live shear force, Vys· 
The initial shear strength of the walls was determined following the procedure 
described in Section 7.2.5.2. 
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The functions proposed for the degradation of flexural strength (equations (8.6) and 
(8.9)), and for the reduction of shear strength (equations (8.15) and (8.17)) were then 
used to construct the respective envelope lines. 
Two different failure definitions were applied: 
• If the calculated shear strength was below the flexural strength at 
yielding of the reinforcement, the wall response was considered elas-
tic, because the wall displacement was smaller than the displacement 
at yielding of the longitudinal reinforcement. The shear capacity at this 
displacement is then given by the shear capacity under monotonic 
loading, according to the proposed model. 
• If the calculated shear strength exceeded the flexural strength, the 
strength at failure was defined as the strength at which the degrading 
envelope of the shear strength transgressed the flexural envelope. 
The calculated failure envelopes are indicated by a solid black line in the following 
figures, showing the calculated and measured envelope curves. 
According to the proposed method, the reduction of the shear strength is a di-
rect function of the drift ratio. The maximum displacement reached in the tests was 
used to determine the reduced shear strength. In a design situation, this value would 
have to be chosen. The reduced flexural strength, however, was assumed as 80 per-
cent of the initial strength at yielding of the longitudinal reinforcement, following the 
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proposed method. The flexural degradation slope m was calculated and used to obtain 
the change in displacements between to Vys and 0.8 Vys: 
0.2 
m=---
L'i - "' " y (8.24) 
The described procedure was carried out on walls tested by Barda et al. (Barda 
et al. 1977), by Ogata and Kabeyasawa (Ogata and Kabeyasawa 1985), by 
Kabeyasawa and Hiraishi (Kabeyasawa and Hiraishi 1998), and. by Oesterle et al. 
(Oesterle et al. 1980; Oesterle et al. 1976). The walls tested by Barda, and by Ogata 
failed in shear before yielding of the longitudinal reinforcement; the specimens tested 
by Kabeyasawa failed after yielding of the longitudinal reinforcement. The specimens 
tested by Oesterle et al. are representative cases of slender wall behavior. Properties 
of the set of walls are provided in Appendix Al 0 and in the respective worksheet on 
the provided data CD. 
Figure 8-32 shows the calculated and measured response of specimen B7-5 
tested by Barda et al. The wall panel had a very low aspect ratio of 0.25, and failed in 
shear before reaching its flexural yield strength. Figure 8-33 shows the dimensions 
and cross-sectional properties representative for the test series by Barda (Barda et al. 
1977). The reinforcement ratio of the horizontal and vertical web reinforcement was 
0.5 percent; the reinforcement ratio in the boundary elements was very high with 4.17 
percent. The axial load applied to specimen B7-5 was relatively low with an axial 
stress demand of P/(Af'c) = 0.2 %. 
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The flexural capacity of specimen B7-5 greatly exceeded the calculated and 
the measured shear strength. This case is representative of a squat wall, where the 
wall would be proportioned based on the monotonic shear strength obtained with the 
proposed model. A hysteresis curve for this specimen is therefore not provided. Be-
cause failure will occur at a small fraction of the flexural yield load, it is assumed that 
the wall looses its load carrying capacity after shear failure. The calculated shear 
strength, indicated by the solid grey line, was slightly conservative. The measured 
failure envelope is displayed as a straight line from the origin to the limiting drift at 
the maximum load. 
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Figure 8-33 Cross-sectional properties of specimens in test series by Barda (Barda et al. 1977) 
The envelope curve for a specimen with a higher calculated shear capacity 
than flexural capacity is shown in Figure 8-35. Specimen K4 failed in sliding shear 
before yielding of the longitudinal reinforcement (Ogata aud Kabeyasawa 1985). 
Specimen K 4 had a low shear span ratio of 0. 7 5; normal strength concrete and normal 
strength reinforcement was used. The axial stress demand for specimen K 4 was re la-
lively high with 9 .3 percent. The web reinforcement ratio was comparatively high. 
With 0.8 percent, the web reinforcement ratio was higher than in auy other test 
specimen described in this section. The longitudinal reinforcement ratio in the bound-
ary element was 1.43 precent, which is low compared to the other described test 
specimens. Figure 8-34 shows reinforcement details aud cross-sectional dimensions 
of specimen K4 as provided in (Ogata aud Kabeyasawa 1985). 
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Figure 8-34 Dimensions and reinforcement details of specimen K4 (Ogata and Kabeyasawa 1985) 
The calculated failure envelope for specimen K4, plotted in Figure 8-35, is 
represented by a line connecting the origin with points A to C. The calculated re-
sponse is first dominated by the flexural capacity, i.e. until point B. However, the 
failure line related to the shear strength transgresses the flexural curve very soon, and 
dominates the response between points B and C. The calculated displacement at the 
onset of yielding of the longitudinal reinforcement was much smaller than the meas-
ured drift. This could be related to the failure mode. Since the wall failed in sliding 
shear, a considerable amount of the lateral deflection has to be attributed to sliding of 
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the wall panel. As mentioned earlier, the method used to determine the drift ratio at 
yielding does not account for these deformations. The hysteresis curve for specimen 
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Figure 8-35 Measured and calculated failure envelope for specimen K4 (Ogata and Kabeyasawa 
1985) 
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Figure 8-36 Hysteresis curve for specimen K4 (Ogata and Kabeyasawa 1985) 
An example for a wall that reached yielding of the longitudinal reinforcement 
is shown for specimen NW! (Kabeyasawa and Hiraishi 1998) in Figure 8-38. This 
wall failed after the tensile reinforcement in the boundary element and the longitudi-
nal reinforcement in the web ruptured. Specimen NW! had a shear span ratio of2 and 
was axially loaded with P = 1764 kN, which is equivalent to an axial stress demand 
of approximately 11 percent. As stated by Kabeyasawa, the axial load was chosen 
equivalent to an axial load imposed on the wall by 20 to 30 stories. The wall speci-
men had a barbell - cross section with a longitudinal reinforcement in the boundary 
element of Pbe = 2.14 %. The yield strength of the longitudinal reinforcement in the 
boundary element was J;.be = 776 MPa, the yield strength of the vertical and horizon-
tal web reinforcement was 1001 MPa. High-strength concrete was used with a com-
pressive strength off'c = 87.6 MPa. The wall panel was framed by the vertical bound-
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ary elements and by horizontal boundary elements to accommodate the load applica-
tion. Cross-sectional drawings of specimen NWl are shown in Figure 8-37 
(Kabeyasawa and Hiraishi 1998). 
The calculated flexural and shear response were similar to specimen K4, i.e. 
the calculated failure envelope was first dominated by the flexural response, and, 
starting at point B, the calculated response was limited by the shear capacity. In this 
case, the estimate of strength was conservative. It appears appropriate to assume that 
the high axial load and the heavily reinforced boundary elements suppressed the fail-
ure of the wall until the boundary element and the vertical web reinforcement ulti-
mately ruptured. Figure 8-39 shows the measured hysteresis curve for specimen NW! 
(Kabeyasawa and Hiraishi 1998). The measured failure envelope curve for specimen 







Figure 8-37 Cross-sectional properties of specimen NWI (Kabeyasawa and Hiraishi 1998) 
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Figure 8-39 Hysteresis curve for specimen NWI (Kabeyasawa and Hiraishi 1998) 
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The behavior of slender walls is illustrated using specimens that were tested 
by Oesterle et al. (Oesterle et al. 1980; Oesterle et al. 1976). These walls, designated 
Bl, B2, B3, and BS, had barbell cross-sections, and an aspect ratio of2.4. The cross-
sectional dimensions of the wall panels are shown in Figure 8-40, taken from 
(Oesterle et al. 1980). No axial load was applied to the walls tested by Oesterle et al. 
The wall panels had web reinforcement in the vertical and horizontal directions of 
approximately 0.3 percent, the horizontal web reinforcement in specimens B2 and BS 
was more than twice as much with Ph= 0.62S percent. 
l io. :t 25.4 mm 
l fL ' 0.305 m 
Figure 8-40 Dimensions of specimens Bl, B2, B3, BS as provided in (Oesterle et al. 1980) 
Specimens B 1 and B3 developed considerable flexural strength after yielding 
of the longitudinal reinforcement. Both specimens were identically constructed, ex-
cept that more confinement was provided in the boundary element of specimen B3. 
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Wall B 1 failed because of buckling of the main vertical reinforcement in a boundary 
element, after the boundary column core lost concrete while it was loaded in tension. 
The comparable specimen B3 provided more confinement in the boundary elements 
and could develop larger displacements. The computed and measured failure enve-
lopes for specimens B 1 and B3 are shown in Figure 8-41 and Figure 8-42, respec-
tively. Figure 8-43 shows the hysteresis behavior of specimens Bl and B3 as pro-
vided in (Oesterle et al. 1980). The calculated initial shear strength of specimen Bl 
greatly exceeded the flexural capacity. After yielding of the longitudinal reinforce-
ment, the calculated shear strength degraded at a very fast rate; however, the calcu-
lated shear strength at the measured maximum drift ratio was slightly larger than the 
measured strength of 271 kN. The calculated strength at failure is indicated by point 
B. 
A similar response as for specimen Bl can be seen in Figure 8-42 for speci-
men B3. As previously mentioned, the wall developed higher ductility, but failed at 
essentially the same load. The calculated flexural capacity and the calculated initial 
shear strength are equal to the strengths calculated for specimen B 1. Because the wall 
B3 was able to withstand larger deformations than B 1, the slope of the shear degrada-
tion function changed accordingly. Since the larger drift ratio yielded a larger reduc-
tion of shear strength, the calculated failure load at the obtained drift ratio provided a 
safe estimate of the failure load. The calculated failure point C is in relatively good 
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Figure 8-42 Measured and calculated failure envelope for specimen B3 (Oesterle et al. 1980) 
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Figure 8-43 Hysteretic response of specimens Bl and B3 as provided in (Oesterle et al. 1980) 
Wall specimens B2 and B5 were built similar to walls B 1 and B3. The differ-
ence was that these walls had a higher amount of longitudinal reinforcement in the 
boundary elements, which changed from Pbe = 1. 1 % in specimens B 1 and B3 to Pbe = 
3. 7 % in specimens B2 and B5. Similar to the first pair of walls, the amount of trans-
verse reinforcement in the boundary element was higher in specimen B5 than in 
specimen B2. According to Oesterle et al., the capacity of both walls was limited by 
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web crushing. The boundary elements in specimen B2 lost their strength prior to web 
crushing; in specimen BS, they maintained their strength until after web crushing 
(Oesterle et al. 1976). 
Figure 8-44 shows the measured and calculated capacity of wall specimen B2. 
The calculated flexural strength was higher than the measured strength at yielding of 
the longitudinal reinforcement. The initial shear strength was considerably higher 
than the flexural strength; however, the calculated shear strength degraded rapidly 
with increasing drift ratio. The calculated ultimate shear strength, indicated by point 
B, gave a conservative estimate of the measured response. Point B is very close to the 
calculated flexural failure envelope, indicating a change in member behavior from a 
flexure- to a shear-controlled member. This was consistent with the experimental ob-
servations. The measured hysteresis curve for specimen B2, taken from (Oesterle et 
al. 1980), is shown in Figure 8-4S. The higher amount of transverse reinforcement in 
the boundary elements of specimens B2 and BS is also shown in Figure 8-4S. 
The concrete compressive strength, and the yield strength of the web rein-
forcement, of specimen BS were lower than in B2, resulting in different calculated 
failure envelopes. The limiting shear strength of this specimen, indicated by point B 
in Figure 8-46, was underestimated, whereas the calculated flexural strength (point A) 
exceeded the measured capacity. Point B represents the point at which the calculated 
member behavior changes from flexural to shear-controlled behavior. The measured 
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Figure 8-44 Measured and calculated failure envelope for specimen B2 (Oesterle et al. 1980) 








" A 6 
" I . aoo 






obser.ed failure load: 762 kN, 2.a % drift 








• ·•· -measured enwlope -- calculated ffexural enwlope calculated shear envelope 
Figure 8-46 Measured and calculated failure envelope for specimen BS (Oesterle et al. 1980) 
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Figure 8-47 Hysteresis curve for specimen BS as provided in (Oesterle et al. 1980) 
6% 
The proposed model is sensitive to the chosen limiting drift ratio, because the 
slope and amount of the shear strength degradation are controlled by the limiting drift 
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ratio. Figure 8-48 shows the envelope curves for the shear strength degradation at hy-
pothetical drift ratios of 1.0, 1.5, 2.0, and 3.0 % for specimen BS. According to the 
proposed method, the change in the response of the wall from flexure- to shear-
controlled behavior would have set in at points A through D. The end-points of the 
respective curves for shear strength degradation indicate, compared to flexural 
strength degradation, a faster degradation of the shear strength with increasing drift 
ratio. 
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Figure 8-48 Change in shear response of specimen BS at different drift ratios 
It can be concluded that the application of the proposed method on walls gave 
relatively accurate results in terms of the developed strength at the limiting drift ratio. 
However, the proposed method is only able to give estimates of the strength at the 
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limiting drift ratio. Increases in lateral load after yielding of the longitudinal rein-
forcement cannot be modeled with the proposed method. 
For some walls, the calculated estimate of shear strength was very conserva-
tive. An example for this is specimen NW!, tested by Kabeyasawa et al. According to 
the proposed model, the wall would have failed at point B in Figure 8-38. The tested 
wall, though, developed a considerable amount of strength exceeding the reduced ca-
pacity determined following the proposed model. The calculated ultimate flexural 
displacement was largely overestimated; however, for the walls considered, this was 
not of concern, because their strength was limited by the shear capacity. The change 
between flexural and shear-controlled response was modeled well for the walls B2 
and B5 tested by Oesterle et al. The displacement at yielding of the longitudinal rein-
forcement was underestimated for the walls that failed in shear and in sliding shear, 
because displacements related to sliding shear were not taken into account by the 
proposed model. 
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9 Summary and conclusions 
The static shear capacity of reinforced concrete members was modeled using 
the superposition of different shear carrying mechanisms. The degradation of shear 
strength under cyclic load was calculated based on the calculated static shear strength. 
Five different approaches to shear design of RC members were examined with 
respect to their applicability to various design configurations. Approaches by Wata-
nabe and Reineck were found useful as a basis for further investigations (Reineck 
1990; Watanabe and Ichinose 1991). However, a narrow range of applicability or 
conceptual shortcomings made it necessary to develop their conceptual ideas further 
into a general analysis tool for the design of RC members under monotonic shear 
load. This model was shown to be applicable to members of different geometries, 
with or without shear reinforcement, or with or without axial load. The strength deg-
radation under seismic loads was modeled by considering the most significant pa-
rameters. 
All components of the developed model were calibrated using available test 
data. The derived parameters were evaluated using n-fold cross validation, yielding 
good results with respect to the examined databases. 
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9. 1 Monotonic shear capacity 
It was shown that the shear capacity of RC members subjected to monotonic 
loads could be modeled by a superposition of arch-action, truss-action, and resis-
tances related to the uncracked compression zone and friction between crack surfaces. 
Depending on the existence of transverse reinforcement, the previously listed 
components contribute differently to the shear capacity of an RC member. 
9.1.1 Members without web reinforcement 
The load carrying mechanisms in members without web reinforcement were 
assumed as arch-action, friction, and the contribution from the uncracked compres-
sion zone, which is related to the tensile strength of concrete. 
The strength of the arch component was chiefly related to the strut width, de-
fined by the depth of the compression zone, or by the cover of the tensile reinforce-
ment. The geometry of the loading plates also was important for the strut geometry in 
deep members, because it defines the axial dimension of the strut width. According to 
the proposed model, the strut has to be located in a section of the member that is un-
der compression, because the compressive strut cannot transfer stresses across cracks. 
For squat members, it was assumed that the main load carrying mechanism is 
arch-action; for slender members, the shear strength was calculated from the other 
two remaining components, friction and the shear carried by the compression zone. 
Furthermore, it was assumed that arch-action is present to some extent in slender 
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members, and the contributions from friction and compression zone are present to 
some extent in deep members as well. To account for the transition from deep to 
slender members, two transition functions, ks and kc, were introduced that decrease 
the arch component and increase the friction and compression zone components with 
an increasing aspect ratio. In the transitional range of shear-span-to-depth ratios of 
approximately 2 S a Id S 6, all three components contribute to the shear capacity of 
the member. 
9.1.2 Members with web reinforcement 
For members with web reinforcement, the contribution from the truss model 
was added to the aforementioned components. While in slender beams only a vertical 
truss component is present, the web of deep beams and walls is often reinforced verti-
cally and horizontally. Both truss mechanisms have to be considered. However, sim-
ply adding the truss components yielded too high demand for the compression field in 
the web. A resistance fraction R was established that controls the demand on the indi-
vidual shear-carrying contributions. It was assumed that the truss mechanisms de-
velop their full capacity; the stresses in the compressive strut were reduced accord-
ingly through Ra. 
Additionally, the geometry of the truss in deep beams and walls was consid-
ered. The angle of the inclined compression field was limited in such a way that two 
compressive struts can develop to assure equilibrium within the member. This effec-
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tively limited the inclination of the compression field m deep members to 
cot¢.'.".: a/2d. 
To compensate for the lack of a distinct compression and tension zone in deep 
beams, the contributions from friction and uncracked compression zone were ne-
glected. In walls, however, it was assumed that boundary elements form distinct load 
paths for the vertical load couple. Thus, in walls, a contribution from the compression 
zone was considered. 
9.1.3 Axial load 
The effect of axial load was considered in the modeling of the shear-resisting 
mechanisms. Following the proposed model, applying axial compression increases 
the depth of the compression zone, and therefore the contributions from uncracked 
compression zone and friction. According to the proposed method, the contribution of 
arch action generally does not increase with axial load, because although the depth of 
the compression zone increases, it becomes more likely that the cover of the tensile 
reinforcement governs the effective strut width. 
Moreover, axial load was considered in the equilibrium conditions related to 
the friction component. Axial compression reduces the strain in the tensile reinforce-
ment, and therefore the crack width. Decreasing the crack width increases the shear 
resistance related to friction consistent with the proposed model. 
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9. 1.4 Effect of the section depth 
The decrease of the average shear stress with increasing section depth is 
treated in the proposed model by the friction component. The decrease of average 
shear stresses was found not only related to the effective depth of the members, but 
also related to a combination of section depth, average shear stress, compressive 
strength of concrete, and tensile reinforcement ratio. The proposed model represented 
the decrease of average shear stresses with increasing section depth well. Design 
charts were provided which give the allowable combination of effective depth, con-
crete strength, tensile reinforcement, and average shear stress for reductions of the 
friction component by 10, 20, and 30 percent. 
9.2 Seismic shear capacity 
The main objective in seismic design is to maintain a higher static shear 
strength than flexural capacity. However, the different degradation rate of both ca-
pacities due to cyclic loading results in either flexural or shear failure under lateral 
load reversals. It was concluded that the strength degradation for both capacities had 
to be examined. 
9.2.1 Degradation of flexural strength 
It was shown that the flexural strength found from elastic analysis was a good 
estimate of the lateral load at yielding of the longitudinal reinforcement in the cycli-
cally loaded columns that were considered. The lateral load at failure was taken as 80 
percent of the flexural capacity. A dimensionless strength reduction function, m, was 
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introduced that represents the degradation of shear strength between the displacement 
at yielding of the tensile reinforcement and the reduced strength at 80 % of Vy. 
Out of several variables that were examined, two parameters were found to 
have an important effect on strength degradation: The confinement ratio, taken as the 
ratio of effective yield strength of the transverse reinforcement, Pwfwy, to the compres-
sive strength of concrete,f'c, and the axial load level, Pl(Af'c). The slope representing 
the flexural strength degradation was computed as the product of functions of these 
parameters. 
9.2.2 Degradation of shear strength 
Similar to flexural strength degradation, the decay of shear strength can be 
viewed as a function of the static shear strength. The shear corresponding to yielding 
of the transverse reinforcement was assumed as the ultimate shear capacity. It was 
assumed that the additional contributions from arch-action and compression zone 
would have degraded partially or totally at this loading stage. 
According to the proposed model, the degradation of shear strength stems 
from the degradation of the contributions from arch-action and compression zone, and 
a degradation of the truss mechanism. Using test data by Ichinose (Ichinose et al. 
2001), the degradation of the arch and compression zone contributions was calculated 
as a function of the drift at the point of loss of arch- and compression zone contribu-
tions, and the confinement ratio, pwf,,0/f'c· 
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The test data showed that a full degradation of concrete-related components of 
shear strength was not sufficient to account for the total reduction in strength, and that 
degradation of the truss mechanism took place. 
Available information about the drift at yielding of the transverse reinforce-
ment was used to describe further strength decay as a function of the axial load level, 
Pl(Af'c), and the drift ratio at yielding of the transverse reinforcement, l::iy/ L. 
The proposed model was applied to walls that failed in shear before and after 
yielding of the longitudinal reinforcement, and to walls that lost their capacity in a 
flexural failure mode. The calculated strengths of the wall specimens were within rea-
sonable limits compared to the measured failure envelope curves. 
9.3 Conclusions 
I. The monotonic shear capacity for a wide range of member configurations 
can be modeled by a superposition of arch-action, truss-action, friction, and a contri-
bution of the compression zone. However, simply superimposing the individual com-
ponents does not reflect the actual member behavior. Functions transitioning between 
squat and slender members, as well as between reinforced members and members 
without web reinforcement, are necessary to model the member behavior accurately. 
2. According to the proposed model, the contribution from the friction com-
ponent can be used to control the so-called "size effect." It was found that the "size 
effect" is not only an effect of the section depth, but is also influenced by the com-
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pressive strength of concrete, the tensile reinforcement ratio, and the average shear 
stress. 
3. In the cyclic load case, the shear strength degradation under reversed lateral 
loads was found to be not only a strength reduction of the components related to fric-
tion and the compression zone, but also as a reduction of the truss mechanism. Flex-
ural strength and shear strength degrade at different rates. To define a failure enve-
lope curve in the design case, the envelopes for flexural and shear strength degrada-
tion have to be constructed separately. If the member behavior changes from flexure-
controlled to shear-controlled behavior, the interception of the two curves gives the 
design strength. 
4. The shear analysis according to the proposed model gives more accurate re-
sults than the other models considered in the study at hand. Moreover, with the excep-
tion of the approach proposed by Watanabe, compared to other methods, it is the only 
model applicable to a wide range of member configurations. 
5. The proposed model has the following limitations: Applicable member ge-
ometries range from axially loaded walls to slender beams. Within the scope of this 
work, only members subjected to point loads with a single shear span, such as simply 
supported beams or cantilever columns, were investigated. To account for distributed 
loads, changes to the arch mechanism would be necessary. The calibration was car-
ried out at a critical location of a distance d from the support. The application of the 
proposed model at different locations with different strains in the longitudinal rein-
forcement would yield different contributions from the friction component. For RC 
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members subjected to point loads altered values of the critical crack width related to 
the friction component were presented. 
6. The proposed model does not reflect safety factors used for shear analysis. 
Nevertheless, one objective of the respective calibrations was to provide a certain 
level of conservatism. However, the level of conservatism attributed to the various 
components reflects mostly the scatter in the calculated response of the investigated 
data set. 
9.4 Suggested further research 
Test data on the degradation of shear strength under seismic load is very lim-
ited. The shear strength degradation under cyclic load in this work was treated as em-
pirical relationships of important parameters influencing strength decay. Additional 
tests with focus on the physical behavior within a member could provide helpful in-
formation for physically modeling the degradation process. In order to obtain this, 
strains in the transverse reinforcement and in the concrete core would have to be 
measured and correlated to lateral load. In addition, changes are necessary to make 
the proposed model applicable to different loading types. For example, the arch-
model has to be adjusted to reflect a distributed lateral load. 
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(1954) 
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(1954) 
Moody et al. 
(1954) 
Moody et al. 
(1954) 
Moody et al. 
(1954) 
Moody et al. 
(1954) 
Moody et al. 
(1954) 
Moody et al. 
(1954) 
Moody et al. 
(1954) 

































I - 1 
l-2 
II - 3 
II - 4 
III - 5 
III - 6 
IV - 7 
IV - 8 
v -9 
v - 10 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
203 .. 2 153.2 178 533 810 1.52 
203.2 153.2 178 533 810 1.52 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
101.6 108.5 203 403 609 1.51 
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Mathey and 
22 Watstein (1963) VI - 11 101.6 108.5 203 403 609 1.51 
Mathey and 
23 Watstein (1963) VI - 12 101.6 108.5 203 403 609 1.51 
Mathey and 
24 Watstein (1963) v - 13 101.6 108.5 203 403 609 151 
Mathey and 
25 Watstein (1963) v - 14 101.6 108.5 203 403 609 151 
Mathey and 
26 Watstein (1963) VI - 15 101.6 108.5 203 403 609 1.51 
Mathey and 
27 Watstein (1963) VI-16 101.6 108.5 203 403 609 1.51 
28 Karri (1967) 41.00 203.2 22.9 153 141 340 2.41 
29 Karri (1967) 45.00 203.2 38.9 151 133 271 2.04 
30 Kani (l 967) 46.00 203.2 32.8 151 136 272 2.00 
31 Kani (1967) 53.00 203.2 40.9 151 132 136 L03 
32 Karri (1967) 54.00 203.2 32.8 151 136 136 LOO 
33 Karri (1967) 94.00 203.2 63.5 153 273 543 1.99 
34 Kani (1967) 95.00 203.2 59.7 153 275 677 2.46 
35 Kani (1967) 98.00 203.2 59.7 153 275 679 2.47 
36 Kani (1967) 99.00 203.2 65.5 152 272 680 2.50 
37 Kani (1967) 100.00 203.2 69.6 153 270 545 2.02 
38 Kani (1967) 61.00 203.2 135.1 156 542 1084 2.00 
39 Karri (1967) 67.00 203.2 163.3 157 528 544 1.03 
40 Kani (1967) 69.00 203.2 135.1 155 542 542 1.00 
41 Kani (1967) 72.00 203.2 12 L2 152 549 1076 1.96 
42 Kani (1967) 304 LOO 203.2 244.3 152 1097 2194 2.00 
43 Kani (1967) 3042.00 203.2 248.4 154 1095 2738 2.50 
Rogowsky et al. 
44 (1986) BM1/L5Tl 200.0 130.0 200 535 1000 1.87 
Rogowsky et al. 
45 (1986) BMl/2.0TI 200.0 89.9 200 455 JOO! 2.20 
Kong and Teng 
46 (1994) N-la 200.0 150.0 150 525 900 L71 
Kong and Teng 
47 (1994) N-lb 200.0 100.0 150 550 900 1.64 
Kong and Teng 
48 (1994) DBI 100.0 100.0 100 700 325 0.46 
I<ong and Teng 
49 (1994) DB2 100.0 100.0 100 700 325 0.46 
Kong and Teng 
50 (1994) DB3 100.0 100.0 100 700 325 0.46 
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I Moody et al. (1954) 24a 18 2.7 296 1.23 1.80 
2 Moody et al. (1954) 24b 21 2.7 303 1.10 1.67 
3 Moody et al. (1954) 25b 17 3.5 289 1.23 1.79 
4 Moody et al. (1954) 26a 22 4.3 420 1.45 2.22 
5 Moodv et al. (1954) 26b 21 4.3 396 1.44 2.18 
6 Moody et al. (1954) 27a 21 2.7 347 1.22 1.86 
7 Moody et al. (1954) 27b 23 2.7 356 1.17 1.82 
8 Moody et al. (1954) 28a 23 3.5 303 0.99 1.54 
9 Moody et al. (1954) 28b 22 3.5 340 1.15 1.77 
IO Moody et al. (1954) 29a 22 4.3 389 1.36 2.07 
11 Moody et al. (1954) 29b 25 4.3 436 1.34 2.11 
Mathey and Watstein 
12 (1963) I - 1 25 3.1 313 1.35 1.73 
Mathey and Watstein 
13 (1963) I - 2 23 3 .1 311 1.46 1.84 
Mathey and Watstein 
14 (1963) II - 3 22 1.9 262 1.28 1.60 
Mathey and Watstein 
15 (1963) II - 4 26 1.9 313 130 1.69 
Mathey and Watstein 
16 (1963) III - 5 26 1.9 289 1.23 1.58 
Mathey and Watstein 
17 (1963) Ill - 6 26 1.9 291 1.24 1.60 
Mathey and Watstein 
18 (1963) IV - 7 24 1.9 291 1.31 1.66 
Mathey and W atstein 
19 (1963) IV - 8 25 1.9 304 1.33 1.70 
Mathey and Watstein 
20 (1963) V-9 23 1.2 224 1.05 1.32 
Mathey and Watstein 
21 (1963) V - IO 27 1.2 269 1.10 1.43 
Mathey and Watstein 
22 (1963) VI - l l 25 1.2 224 0.97 1.25 
Mathey and Watstein 
23 (1963) VI - 12 26 1.2 269 1.15 1.47 
Mathey and Watstein 
24 (1963) v - 13 22 0.8 222 1.07 1.34 
Mathey and Watstein 
25 (1963) v - 14 27 0.8 224 0.92 1.20 
Mathey and Watstein 
26 (1963) VI-15 25 0.8 180 0.77 0.99 
Mathey and Watstein 
27 (1963) VI-16 23 0.8 189 0.89 1.12 
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28 Kani (1967) 41.00 27 2.6 51 1.05 1.55 
29 Kani (1967) 45.00 25 2.8 65 0.76 1.88 
30 Kani (1967) 46.00 25 2.8 69 0.80 1.93 
31 Kani (1967) 53.00 27 2.8 155 0.48 2.53 
32 Kani (1967) 54.00 27 2.8 158 0.49 2.44 
33 Kani (1967) 94.00 25 2.8 111 1.03 1.52 
34 Kani (1967) 95.00 25 2.8 73 1.26 1.21 
35 Kani (1967) 98.00 26 2.7 76 1.30 1.24 
36 Karri (1967) 99.00 26 2.7 77 1.32 1.29 
37 Kani (1967) 100.00 27 2.7 112 0.98 1.50 
38 Kani (1967) 61.00 27 2.6 136 0.83 0.90 
39 Kani (1967) 67.00 30 2.8 548 0.97 1.97 
40 Karri (1967) 69.00 27 2.7 586 1.21 2.18 
41 Karri (1967) 72.00 25 2.7 197 1.34 1.36 
42 Kani (1967) 3041.00 27 2.7 326 1.40 1.09 
43 Kani (1967) 3042.00 26 2.7 237 1.77 0.97 
Rogowsky et al. 
44 (1986) BM!/1.5Tl 42 1.1 303 0.88 1.09 
Rogowsky et al. 
45 (1986) BMl/2.0T! 43 0.9 177 0.92 0.86 
Kong and Teng 
46 (1994) N-la 37 1.9 243 0.81 1.21 
Kong and Teng 
47 (1994) N-lb 40 0.9 205 0.72 0.89 
Kong and Teng 
48 (1994) DBI 40 0.5 287 0.87 0.65 
Kong and Teng 
49 (1994) DB2 53 0.5 410 1.02 0.77 
Kong and Teng 
50 (1994) DB3 65 0.5 525 1.15 0.86 
1.11 ± 1.52 ± 
mean 0.8% 0.94% 
std-dev 0.25 0.45 
c.v. 22.97% 29.34% 
(Kong et al. 1994; Matamoros and Wong 2003) 
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1 Adebar P., Collins ST! 360 310 278 64 soo 2.SS 
M.P. (1996) 
2 Adebar P., Collins ST2 360 310 27S 64 soo 2.SS 
M.P. (1996) 
3 Adebar P., Collins ST3 290 310 278 64 soo 2.SS 
MP. (1996) 
4 Ade bar P ., Collins STS 290 310 278 64 soo 2.SS 
M.P. (1996) 
5 Ade bar P., Collins ST16 290 210 178 64 soo 4.49 
M.P. (1996) 
6 Adebar P., Collins ST23 290 310 278 64 soo 2.SS 
M.P. (1996) 
7 Ahmad, Kahloo Al 127 254 203 102 Sl3 4.00 
(19S6) 
s Ahmad, Kahloo A2 127 254 203 102 610 3.00 
(19S6) 
9 Ahmad, Kahloo A3 127 254 203 102 549 2.70 
(19S6) 
10 Ahmad, Kahloo AS 127 254 20S 92 624 3.00 
(1986) 
11 Ahmad, Kahloo Bl 127 254 202 105 S07 4.00 
(19S6) 
12 Ahmad, Kahloo B2 127 254 202 105 605 3.00 
(19S6) 
13 Ahmad, Kahloo B3 127 254 202 105 545 2.70 
(19S6) 
14 Ahmad, Kahloo B7 127 254 20S 92 S32 4.00 
(l 9S6) 
15 Ahmad, Kahloo BS 127 254 20S 92 624 3.00 
(19S6) 
16 Ahmad, Kahloo B9 127 254 208 92 562 2.70 
(19S6) 
17 Ahmad, Kahloo Cl 127 254 1S4 140 737 4.00 
(19S6) 
JS Ahmad, Kahloo C2 127 254 1S4 140 552 3.00 
(l 9S6) 
19 Ahmad, Kahloo C3 127 254 1S4 140 497 2.70 
(19S6) 
20 Ahmad, Kahloo C7 127 254 207 95 S26 4.00 
(19S6) 
21 Ahmad, Kahloo cs 127 254 207 95 620 3.00 
(19S6) 
22 Ahmad, Kahloo C9 127 254 207 95 55S 2.70 
(l 9S6) 
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23 Al-Alusi A.F. (19S7) 7 76 146 127 38 S72 4.SO 
24 Al-Alusi A.F. (19S7) 10 76 146 127 38 S08 4.00 
25 Al-Alusi A.F. (19S7) 11 76 146 127 38 432 3.40 
26 Al-Alusi A.F. (19S7) 18 76 146 127 38 S72 4.SO 
27 Angelakos D., Bentz DBI20 300 1000 92S ISO 2700 2.92 
E. C. , Collins M. P. 
() 
28 Angelakos D., Bentz DB130 300 1000 925 lSO 2700 2.92 
E. C. , Collins M. P. 
() 
29 Angelakos D., Bentz DB140 300 1000 92S ISO 2700 2.92 
E. C. , Collins M. P. 
() 
30 Angelakos D., Bentz DBl6S 300 1000 92S lSO 2700 2.92 
E. C. , Collins M. P. 
() 
31 Angelakos D., Bentz DB180 300 1000 925 ISO 2700 2.92 
E. C. , Collins M. P. 
() 
32 Angelakos D., Bentz DB230 300 1000 89S 210 2700 3.02 
E. C. , Collins M. P. 
() 
33 Angelakos D., Bentz DBOS30 300 1000 92S ISO 2700 2.92 
E. C. , Collins M. P. 
(2000) 
34 Aster; Koch (1974) 2 1000 281 250 62 920 3.68 
3S Aster; Koch (1974) 3 1000 289 2SO 77 920 3.68 
36 Aster; Koch (1974) 8 1000 S44 soo 88 27SO S.50 
37 Aster; Koch (1974) 9 1000 S44 soo 88 27SO S.SO 
38 Aster; Koch (1974) 10 1000 S44 500 88 27SO 5.SO 
39 Aster; Koch (1974) 11 1000 S39 soo 77 182S 3.6S 
40 Aster; Koch (1974) 12 1000 S40 soo 80 182S 3.6S 
41 Aster; Koch (1974) 16 1000 794 7SO 88 27SO 3.67 
42 Aster; Koch (1974) 17 1000 794 7SO 88 27SO 3.67 
43 Bhal (1968) Bl 240 3SO 300 100 900 3.00 
44 Bhal (1968) B2 240 650 600 100 1800 3.00 
4S Bhal (1968) B3 240 9SO 900 100 2700 3.00 
46 Bhal (1968) B4 240 12SO 1200 100 3600 3.00 
47 Bhal (1968) BS 240 6SO 600 100 1800 3.00 
48 Bhal (1968) B6 240 6SO 600 100 1800 3.00 
49 Bhal (1968) B7 240 9SO 900 100 2700 3.00 
so Bhal (1968) BS 240 950 900 100 2700 3.00 





53 Bresler, Scordelis OA-3 307 556 462 189 3124 6.77 
(1963) 
54 Cederwall K., 734-34 135 260 234 52 800 3.42 
Hedman 0., Losberg 
A. (1974) 
55 Chana (1981) 37623 203 406 356 100 1068 3.00 
56 Chana (1981) 37654 203 406 356 100 1068 3.00 
57 Chana (1981) 37682 203 406 356 100 1068 3.00 
58 Collins, Kuchma B!OO 300 1000 925 150 2701 2.92 
(1999) 
59 Collins, Kuchma Bl OOH 300 1000 925 150 2701 2.92 
(1999) 
60 Collins, Kuchma BlOOB 300 1000 925 150 2701 2.92 
(1999) 
61 Collins, Kuchma B!OOL 300 1000 925 150 2701 2.92 
(1999) 
62 Collins, Kuchma BlOO-R 300 1000 925 150 2701 2.92 
(1999) 
63 Collins, Kuchma B!OOL-R 300 1000 925 150 2701 2.92 
(1999) 
64 Diaz de Cossio, Siess A2 152 305 254 102 762 3.00 
(1960) 
65 Diaz de Cossio, Siess A3 152 305 254 102 1016 4.00 
(1960) 
66 Diaz de Cossio, Siess A-12 152 305 254 102 762 3.00 
(1960) 
67 Diaz de Cossio, Siess A-13 152 305 254 102 1016 4.00 
(1960) 
68 Diaz de Cossio, Siess A-14 152 305 254 102 1270 5.00 
(1960) 
69 Elzanaty, Nilson, Fl 178 305 270 70 1080 4.00 
Slate (1986) 
70 Elzanaty, Nilson, F2 178 305 268 73 1073 4.00 
Slate (1986) 
71 Elzanaty, Nilson, FlO 178 305 267 76 1067 4.00 
Slate (1986) 
72 Elzanaty, Nilson, F9 178 305 268 73 1073 4.00 
Slate (1986) 
73 Elzanaty, Nilson, FIS 178 305 268 73 1073 4.00 
Slate (1986) 
74 Elzanaty, Nilson, F6 178 305 268 73 1610 6.00 
Slate (1986) 
75 Elzanaty, Nilson, Fl 1 178 305 270 70 1080 4.00 
Slate (1986) 
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77 Elzanaty, Nilson, F8 178 305 273 64 1092 4.00 
Slate (1986) 
78 Elzanaty, Nilson, Fl3 178 305 270 70 1080 4.00 
Slate (1986) 
79 Elzanaty, Nilson, Fl4 178 305 268 73 1073 4.00 
Slate (1986) 
80 Feldman, Siess L-2A 152 305 252 105 762 3.02 
(1955) 
81 Feldman, Siess L-3 152 305 252 105 1016 4.02 
(1955) 
82 Feldman, Siess L-4 152 305 252 105 1270 5.03 
(1955) 
83 Feldman, Siess L-5 152 305 252 105 1524 6.04 
(1955) 
84 Ferguson P.M. F2 101 210 189 41 610 3.23 
(1956) 
85 Ferguson P.M., Al 102 241 210 64 711 3.39 
Thompson NJ. 
(1953) 
86 Ferguson P .M., A2 102 241 210 64 711 3.39 
Thompson NJ. 
(1953) 
87 Ferguson P.M., A3 102 241 210 64 711 3.39 
Thompson NJ. 
(1953) 
88 Ferguson P.M., A4 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
89 Ferguson P.M., AS 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
90 Ferguson P.M., A6 102 241 210 64 711 3.39 
Thompson NJ. 
(1953) 
91 Ferguson P.M., DI 178 241 210 64 711 3.39 
Thompson N .J. 
(1953) 
92 Ferguson P.M., D2 178 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
93 Ferguson P.M., NI 108 191 178 25 711 4.00 
Thompson NJ. 
(1953) 




, lz!~~i~i~~i, i~'·'.~~f~J 
95 Ferguson P.M., N3 108 191 178 25 711 4.00 
Thompson N.J. 
(1953) 
96 Ferguson P.M., Bl 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
97 Ferguson P.M., B2 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
98 Ferguson P.M., B3 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
99 Ferguson P.M., B4 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
100 Ferguson P.M., BS 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
101 Ferguson P.M., Cl 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
102 Ferguson P.M., C2 102 241 210 64 711 3.39 
Thompson N.J. 
(1953) 
103 Ferguson P.M., Ll 108 191 159 64 711 4.48 
Thompson N.J. 
(1953) 
104 Ferguson P.M., L3 108 191 159 64 711 4.48 
Thompson N.J. 
(1953) 
105 Grimm, R. (1997) s 1.1 300 200 153 94 570 3.73 
106 Grimm, R. (1997) sl.2 300 200 152 96 570 3.75 
107 Grimm, R. (1997) sl.3 300 200 146 108 570 3.90 
108 Grimm, R. ( 1997) s2.2 300 400 348 104 1230 3.53 
109 Grimm, R. (1997) s2.3 300 400 348 104 1230 3.53 
110 Grimm, R. (1997) s2.4 300 400 328 144 1230 3.75 
l 11 Grimm, R. (1997) s3.2 300 800 718 164 2630 3.66 
112 Grimm, R. (1997) s3.3 300 800 746 108 2630 3.53 
113 Grimm, R. (1997) s3.4 300 800 690 220 2630 3.81 
114 Grimm, R. (1997) s4.1 300 200 153 94 570 3.73 
115 Grimm, R. (1997) s4.2 300 200 152 96 570 3.75 
116 Grimm, R. (1997) s4.3 300 200 146 108 570 3.90 
117 Hallgren ( 1994) B90SB13-2- 163 233 192 82 700 3.65 
86 
118 Hallgren (1994) B90SB14-2- 158 235 194 82 700 3.61 
86 
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119 Hallgren (1994) B90SB22-2- 158 234 193 82 700 3.63 
85 
120 Hallgren ( 1994) B91SC2-2-62 155 237 196 82 700 3.57 
121 Hallgren (1994) B91SC4-2-69 156 236 195 82 700 3.59 
122 Hallgren ( 1994) B90SB17-2- 157 232 191 82 700 3.66 
45 
123 Hallgren (1994) B90SB1S-2- 155 235 194 82 700 3.61 
45 
124 Hallgren ( 1994) B90SB21-2- 155 235 194 82 700 3.61 
S5 
125 Hallgren (1994) B91SC1-2-62 156 234 193 S2 700 3.63 
126 Hallgren (1994) B91SD1-4-61 156 247 194 106 700 3.61 
127 Hallgren (1994) B9 l SD2-4-6 l 156 24S 195 106 700 3.59 
12S Hallgren (1994) B91SD3-4-66 156 24S 195 106 700 3.59 
129 Hallgren ( 1994) B9 l SD4-4-66 155 24S 195 106 700 3.59 
130 Hallgren (1994) B91SD5-4-58 156 249 196 106 700 3.57 
131 Hallgren (1994) B91SD6-4-5S 150 249 196 106 700 3.57 
132 Hallgren (1994) B90SB5-2-33 156 232 191 S2 700 3.66 
133 Hallgren (1994) B90SB6-2-33 156 235 194 S2 700 3.61 
134 Hallgren (1994) B90SB9-2-3 l 156 233 192 S2 700 3.65 
135 Hallgren ( 1994) B90SB10-2- 157 234 193 S2 700 3.63 
31 
136 Hallgren (1996) B3 262 240 208 64 550 2.64 
137 Hallgren (1996) BS 2S3 240 211 58 550 2.61 
13S Hallgren ( 1996) B7 337 240 208 64 550 2.64 
139 Hamadi; Regan Gl 100 400 370 60 1255 3.39 
(l 9SO) 
140 Hamadi; Regan 02 100 400 372 56 1255 3.37 
(1980) 
141 Hamadi; Regan 04 100 400 372 56 2195 5.90 
(1980) 
142 Hanson J.A. (1958) SA-X 152 305 267 76 660 2.4S 
143 Hanson J.A. (1958) SA 152 305 267 76 660 2.4S 
144 Hanson J.A. (1958) SB 152 305 267 76 660 2.48 
145 Hanson J.A. (1958) SC 152 305 267 76 660 2.4S 
146 Hanson J.A. (1958) SD 152 305 267 76 660 2.48 
147 Hanson (1961) SA4 152 305 267 76 1321 4.95 
14S Hanson (1961) 8B4 152 305 267 76 1321 4.95 
149 Hanson (1961) SBW4 152 305 267 76 1321 4.95 
150 Hanson (1961) 8B2 152 305 267 76 1321 4.95 
151 Hanson (1961) 8B3 152 305 267 76 660 2.48 
152 Islam M.S., Pam MlOO-SO 150 250 203 94 800 3.94 
H.J., Kwan A.K.H. 
(l 99S) 
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Islam M.S., Pam MlOO-Sl 150 250 203 94 600 2.96 
H.J., Kwan A.K.H. 
(1998) 
154 Islam M.S., Pam M100-S3 150 250 203 94 600 2.96 
H.J., Kwan A.K.H. 
(1998) 
155 Islam M.S., Pam M100-S4 150 250 203 94 800 3.94 
H.J., Kwan A.K.H. 
(1998) 
156 Islam M.S., Pam M80-SO 150 250 203 94 800 3.94 
H.J., Kwan A.K.H. 
(1998) 
157 Islam M.S., Pam M80-Sl 150 250 203 94 600 2.96 
H.J., Kwan A.K.H. 
(1998) 
158 Islam M.S., Pam M80-S3 150 250 203 94 600 2.96 
H.J., Kwan A.K.H. 
(1998) 
159 Islam M.S., Pam M80-S4 150 250 203 94 800 3.94 
H.J., Kwan A.K.H. 
(1998) 
160 Islam M.S., Pam M60-SO 150 250 207 86 800 3.86 
H.J., Kwan A.K.H. 
(1998) 
161 Islam M.S., Pam M60-Sl 150 250 207 86 600 2.90 
H.J., Kwan A.K.H. 
(1998) 
162 Islam M.S., Pam M60-S3 150 250 207 86 600 2.90 
H.J., Kwan A.K.H. 
1998) 
163 Islam M.S., Pam M60-S4 150 250 207 86 800 3.86 
H.J., Kwan A.K.H. 
(1998) 
164 Islam M.S., Pam M40-SO 150 250 205 90 800 3.90 
H.J., Kwan A.K.H. 
(1998) 
165 Islam M.S., Pam M40-Sl 150 250 205 90 600 2.93 
H.J., Kwan A.K.H. 
(1998) 
166 Islam M.S., Pam M40-S3 150 250 205 90 600 2.93 
H.J., Kwan A.K.H. 
(1998) 
167 Islam M.S., Pam M25-SO 150 250 207 86 800 3.86 
H.J., Kwan A.K.H. 
(1998) 
168 Islam M.S., Pam M25-S3 150 250 207 86 600 2.90 
H.J., Kwan A.K.H. 
(1998) 
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169 Karri (1967) 3044 152 1219 1097 244 4364 3.98 
170 Kani (1967) 3045 155 1219 1092 254 5461 5.00 
171 Kani (1967) 3046 155 1219 1097 244 7681 7.00 
172 Kani (1967) 3047 155 1219 1095 249 8758 8.00 
173 Karri (1967) 63 154 610 543 134 2170 4.00 
174 Kani (1967) 64 156 610 541 138 4340 8.03 
175 Kani (1967) 66 156 610 541 137 3255 6.01 
176 Kani (1967) 79 153 610 556 107 3805 6.84 
177 Kani (1967) l 152 610 524 171 1631 3 .11 
178 Kani (1967) 71 155 610 544 131 1628 2.99 
179 Kani (1967) 272 611 305 271 68 1359 5.02 
180 Kani (1967) 273 612 305 271 67 1087 4.01 
181 Kani (1967) 274 612 305 270 69 815 3.02 
182 Kani (1967) 52 152 152 138 28 544 3.93 
183 Karri (1967) 48 151 152 133 38 678 5.09 
184 Kani (1967) 81 153 305 274 61 1628 5.93 
185 Kani (1967) 84 151 305 271 68 1085 4.00 
186 Kani (1967) 96 153 305 275 59 1085 3.94 
187 Kani (1967) 83 156 305 271 67 814 3.00 
188 Kani (1967) 97 152 305 276 57 815 2.95 
189 Kani (1967) 3043 154 1219 1092 254 3277 3.00 
190 Kani (1967) 56 153 152 137 30 476 3.46 
191 Kani (1967) 58 152 152 138 28 476 3.44 
192 Kani (1967) 60 155 152 139 27 407 2.93 
193 Kani (1967) 91 154 305 269 72 1628 6.06 
194 Karri (1967) 92 152 305 270 70 1899 7.03 
195 Karri (1967) 41 152 152 141 22 340 2.41 
196 Karri (1967) 59 154 152 140 25 373 2.67 
197 Karri (1967) 65 150 610 552 114 1359 2.46 
198 Kani (1967) 95 153 305 275 59 678 2.47 
199 Kani (1967) 98 153 305 275 60 679 2.47 
200 Kani (1967) 99 152 305 272 66 679 2.50 
201 Kani (1967) 3042 154 1219 1095 249 2737 2.50 
202 Krefeld, Thurston 11A2 152 381 314 134 851 2.71 
(1966) 
203 Krefeld, Thurston 12A2 152 305 238 135 851 3.58 
(1966) 
204 Krefeld, Thurston 18A2 152 381 316 130 851 2.69 
(1966) 
205 ](refold, Thurston 18B2 152 381 316 130 851 2.69 
(1966) 




-... 'l1 I ! < ," )·;'>.: 207 Krefeld, Thurston 18D2 1S2 381 316 130 8Sl 2.69 (1966) 
208 Krefeld, Thurston 16A2 1S2 30S 240 130 8Sl 3.SS 
(1966) 
209 Krefeld, Thurston 17A2 1S2 30S 243 124 8Sl 3.SO 
(1966) 
210 Krefeld, Thurston 3AC 1S2 30S 2S6 99 11S6 4.S2 
(1966) 
211 Krefeld, Thurston 3CC 1S2 30S 2S6 99 1461 S.72 
(1966) 
212 Krefeld, Thurston 3AAC 1S2 30S 2S6 99 8Sl 3.33 
(1966) 
213 Krefeld, Thurston 4AAC 1S2 30S 2S4 102 8Sl 3.3S 
(1966) 
214 Krefeld, Thurston SAAC 1S2 30S 2S2 105 8Sl 3.37 
(1966) 
21S Krefeld, Thurston 6AAC 1S2 30S 2SO 109 8Sl 3.40 
(1966) 
216 Krefeld, Thurston 3AC 1S2 30S 2S6 99 l 1S6 4.S2 
(1966) 
217 Krefeld, Thurston 4AC 1S2 30S 2S4 102 11S6 4.SS 
(1966) 
218 Krefeld, Thurston SAC 1S2 305 2S2 lOS 11S6 4.S8 
(1966) 
219 Krefeld, Thurston 6AC 1S2 30S 2SO 109 11S6 4.61 
(1966) 
220 Krefeld, Thurston 4CC 1S2 30S 2S4 102 1461 S.7S 
(1966) 
221 Krefeld, Thurston sec 152 30S 2S2 lOS 1461 S.78 
(1966) 
222 Krefeld, Thurston 6CC 1S2 305 2SO 109 1461 5.83 
(1966) 
223 Krefeld, Thurston c 203 533 483 102 1461 3.03 
(1966) 
224 Krefeld, Thurston OCA 152 305 254 102 1461 5.75 
(1966) 
225 lvefeld, Thurston OCB 152 305 254 102 1461 5.75 
(1966) 
226 Krefeld, Thurston OCA 254 508 4S6 105 1765 3.87 
(1966) 
227 Krefeld, Thurston OCB 2S4 S08 456 lOS 1765 3.87 
(1966) 
228 Krefeld, Thurston 15A2 152 381 316 130 914 2.89 
(1966) 
229 Krefeld, Thurston 15B2 152 381 316 130 914 2.89 
(1966) 
230 Kulkarni S.M., Shah B4JL20-S 102 178 152 S2 760 5.00 
S.P. (1998) 
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231 Kulkarni S.M., Shah B3NOIS-S 102 178 1S2 S2 608 4.00 
S.P. (1998) 
232 Kulkarni S.M., Shah B3N030-S 102 178 1S2 S2 S32 3.SO 
S.P. (1998) 
233 Kling (198S) c 140 230 200 60 soo 2.SO 
234 Kling (198S) D 140 230 200 60 soo 2.SO 
23S Kling (198S) E 140 230 200 60 soo 2.50 
236 Kling (198S) F 140 230 200 60 soo 2.SO 
237 Kling (1985) E-1 140 230 200 60 soo 2.SO 
238 Lambotte H., Taerwe NS-0.97 200 4SO 41S 70 12SO 3.01 
L.R. (1990) 
239 Lambotte H., T aerwe NS-l.4S 200 4SO 41S 70 12SO 3.01 
L.R. (1990) 
240 Laupa, Siess (l 9S3) S2 1S2 30S 269 72 129S 4.82 
241 Laupa, Siess (19S3) S3 1S2 30S 265 79 I29S 4.89 
242 Laupa, Siess (19S3) S4 152 30S 263 83 I29S 4.92 
243 Laupa, Siess (19S3) SS 1S2 30S 262 86 I29S 4.9S 
244 Laupa, Siess (19S3) Sll JS2 30S 267 76 129S 4.8S 
24S Laupa, Siess (J9S3) S13 1S2 30S 262 86 129S 4.9S 
246 Leonhardt (1962) P8 S02 168 148 40 490 3.3 J 
247 Leonhardt (1962) P9 soo 166 146 40 490 3.36 
248 Leonhardt (1962) SI 190 320 270 100 810 3.00 
249 Leonhardt ( 1962) Sr 190 320 270 100 810 3.00 
2SO Leonhardt (J962) 61 J90 320 270 JOO 1100 4.07 
2SI Leonhardt ( 1962) 6r 190 320 270 JOO 1100 4.07 
252 Leonhardt (I 962) 7-1 190 320 278 84 1390 S.00 
2S3 Leonhardt ( J 962) 7-2 J90 320 278 84 1390 5.00 
254 Leonhardt ( 1962) 8-1 190 320 278 84 1668 6.00 
2SS Leonhardt (1962) 8-2 190 320 274 92 1644 6.00 
2S6 Leonhardt (1962) D2/J 100 160 140 40 420 3.00 
257 Leonhardt (1962) D2/2 100 160 140 40 420 3.00 
2S8 Leonhardt (1962) D3/I lSO 240 210 60 630 3.00 
259 Leonhardt (1962) D3/21 ISO 240 210 60 630 3.00 
260 Leonhardt (1962) D3/2r ISO 240 210 60 630 3.00 
261 Leonhardt (1962) D4/I 200 320 280 80 840 3.00 
262 Leonhardt (1962) D4/2l 200 320 280 80 840 3.00 
263 Leonhardt (1962) D4/2r 200 320 280 80 840 3.00 
264 Leonhardt (1962) CI 100 180 ISO 60 4SO 3.00 
26S Leonhardt (I 962) C2 lSO 330 300 60 900 3.00 
266 Leonhardt ( 1962) C3 200 soo 4SO 100 13SO 3.00 
267 Leonhardt (1962) C4 22S 670 600 140 1800 3.00 
268 Leonhardt (1962) P12 SOI 162 142 40 3SO 2.46 
269 Leonhardt (1962) 41 190 320 270 100 670 2.48 
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270 Leonhardt (1962) 4r 190 320 270 100 670 2.48 
271 Leonhardt (1962) EA! 190 320 270 100 750 2.78 
272 Leonhardt (1962) EA2 190 320 270 100 750 2.78 
273 Marti; Pralong; PS! 1 400 180 162 36 640 3.95 
Thtirlimann ( 1977) 
274 Mathey, Watstein !lla- 17 203 457 403 109 1524 3.78 
(1963) 
275 Mathey, Watstein Illa-18 203 457 403 109 1524 3.78 
(1963) 
276 Mathey, Watstein Va-19 203 457 403 109 1524 3.78 
(1963) 
277 Mathey, Watstein Va-20 203 457 403 109 1524 3.78 
(1963) 
278 Mathey, Watstein Vla-24 203 457 403 109 1524 3.78 
( 1963) 
279 Mathey, Watstein Vla-25 203 457 403 109 1524 3.78 
(1963) 
280 Mathey, Watstein Vlb-21 203 457 403 109 1143 2.84 
(1963) 
281 Mathey, Watstein Vlb-22 203 457 403 109 1143 2.84 
(1963) 
282 Mathey, Watstein Vlb-23 203 457 403 109 1143 2.84 
(1963) 
283 Moody K.G. (1954) Al 178 305 262 86 775 2.96 
284 Moody K.G. (1954) A2 178 305 267 76 775 2.90 
285 Moody K.G. (1954) A3 178 305 268 74 775 2.89 
286 Moody K.G. (1954) A4 178 305 270 70 775 2.87 
287 Moody K.G. (1954) Bl 178 305 267 76 775 2.90 
288 Moody K.G. (1954) B2 178 305 268 74 775 2.89 
289 Moody K.G. (1954) B3 178 305 270 70 775 2.87 
290 Moody K.G. (1954) B4 178 305 272 67 775 2.85 
291 Moody K.G. (1954) 1 152 305 268 73 914 3.41 
292 Moody KG. (1954) 2 152 305 268 73 914 3.41 
293 Moody K.G. (1954) 3 152 305 268 73 914 3.41 
294 Moody K.G. (1954) 4 152 305 268 73 914 3.41 
295 Moody K.G. ( 1954) 5 152 305 268 73 914 3.41 
296 MoodyK.G. (1954) 6 152 305 268 73 914 3.41 
297 MoodyK.G. (1954) 7 152 305 268 73 914 3.41 
298 Moody KG. (1954) 9 152 305 268 73 914 3.41 
299 Moody K.G. (1954) 10 152 305 268 73 914 3.41 
300 Moody K.G. (1954) 11 152 305 268 73 914 3.41 
301 MoodyK.G. (1954) 12 152 305 268 73 914 3.41 
302 Moody K.G. (1954) 14 152 305 268 73 914 3.41 
303 Moody K.G. (1954) 15 152 305 268 73 914 3.41 
304 Moody KG. (1954) 16 152 305 268 73 914 3.41 
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306 Morrow, Viest B56 A4 305 406 375 64 1511 4.03 
(1957) 
307 Morrow, Viest B56 B4 305 406 368 76 1511 4.10 
(1957) 
308 Morrow, Viest B56 E4 305 406 368 76 1511 4.10 
(1957) 
309 Morrow, Viest B56 A6 308 406 356 102 1511 4.25 
(1957) 
310 Morrow, Viest B56 B6 305 406 372 70 1511 4.07 
(1957) 
311 Morrow, Viest B70 B2 305 406 365 82 1867 5.1 l 
( 1957) 
312 Morrow, Viest B70A4 305 406 368 76 1867 5.07 
(1957) 
313 Morrow, Viest B70A6 305 406 356 102 1867 5.25 
(1957) 
314 Morrow, Viest B84B4 305 406 363 86 2222 6.11 
(1957) 
315 Morrow, Viest B40B4 305 406 368 76 1105 3 .00 
(1957) 
316 Mphonde, Frantz A0-3-3b 152 337 298 76 1041 3.49 
(1984) 
317 Mphonde, Frantz A0-3-3c 152 337 298 76 1041 3.49 
(1984) 
318 Mphonde, Frantz A0-7-3a 152 337 298 76 1041 3.49 
(1984) 
319 Mphonde, Frantz A0-7-3b 152 337 298 76 1041 3.49 
(1984) 
320 Mphonde, Frantz A0-1 l-3a 152 337 298 76 1041 3.49 
(1984) 
321 Mphonde, Frantz A0-11-3b 152 337 298 76 1041 3.49 
(1984) 
322 Mphonde, Frantz A0-15-3a 152 337 298 76 1041 3.49 
(1984) 
323 Mphonde, Frantz A0-15-3b 152 337 298 76 1041 3.49 
(1984) 
324 Mphonde, Frantz A0-15-3c 152 337 298 76 1041 3.49 
(1984) 
325 Mphonde, Frantz A0-3-2 152 337 298 76 721 2.41 
(1984) 
326 Mphonde, Frantz A0-7-2 152 337 298 76 721 2.41 
(1984) 
327 Mphonde, Frantz A0-11-2 152 337 298 76 721 2.41 
(1984) 
328 Mphonde, Frantz A0-15-2a 152 337 298 76 721 2.41 
(1984) 
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Mphonde, Frantz 721 
(1984) 
330 Podgorniak-Stanik BRLlOO 300 1000 925 150 2663 2.88 
B.A. (1998) 
331 Podgorniak-Stanik BNlOO 300 1000 925 150 2663 2.88 
B.A. (1998) 
332 Podgomiak-Stanik BHIOO 300 1000 925 150 2663 2.88 
B.A. (1998) 
333 Podgorniak-Stanik BN50 300 500 450 100 1313 2.92 
B.A. (1998) 
334 Podgorniak-Stanik BH50 300 500 450 100 1313 2.92 
B.A. (1998) 
335 Podgorniak-Stanik BN25 300 250 225 50 664 2.95 
B.A. (1998) 
336 Podgomiak-Stanik BNl2.5 300 125 110 30 326 2.96 
B.A. (1998) 
337 Rajagopalan; S-13 152 311 265 92 1118 4.22 
Ferguson (1968) 
338 Rajagopalan; S-1 154 311 259 105 1016 3.93 
Fer uson (1968) 
339 Rajagopalan; S-2 154 311 265 92 1016 3.83 
Ferguson (1968) 
340 Rajagopalan; S-3 152 311 267 89 1118 4.19 
Fer uson (1968) 
341 Rajagopalan; S-4 152 311 268 86 1118 4.17 
Ferguson (1968) 
342 Rajagopalan; S-5 152 311 262 99 1118 4.27 
Ferguson (1968) 
343 Rajagopalan; S-9 152 311 262 99 1118 4.27 
Ferguson (1968) 
344 Rajagopalan; S-6 151 311 267 87 1118 4.18 
Ferguson (1968) 
345 Rajagopalan; S-7 152 311 268 86 1118 4.17 
Ferouson (1968) 
346 Rajagopalan; S-12 153 311 268 85 1118 4.16 
Ferguson (1968) 
347 Reineck; Koch; NS 500 250 226 48 791 3.50 
Schlaich (1978) 
348 Reineck; Koch; N6 500 250 226 48 565 2.50 
Schlaich ( 1978) 
349 Reineck; Koch; N7 500 250 225 so 563 2.50 
Schlaich (1978) 
350 Remmel (1991) s l l 150 200 165 70 660 4.00 
351 Remmel (199 l) sl_2 150 200 165 70 505 3.06 
352 Remmel (1991) sl 4 150 200 160 80 640 4.00 
353 Remmel (1991) sl_5 150 200 160 80 490 3.06 
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354 Ruesch, Haugli x 90 134 111 46 400 3.60 
(1962) 
355 Ruesch, Haugli y 120 229 199 60 717 3.60 
(1962) 
356 Ruesch, Haugli z 180 302 262 80 947 3.62 
(1962) 
357 Scholz (1994) A-2 200 400 372 56 1116 3.00 
358 Scholz (1994) D-2 200 400 362 76 1086 3.00 
359 Scholz (1994) D-3 200 400 362 76 1448 4.00 
360 Taylor (1968) IA 203 406 370 73 1118 3.02 
361 Taylor (1968) 2A 203 406 370 73 1118 3.02 
362 Taylor (1968) 1B 203 406 370 73 1118 3.02 
363 Taylor (1968) 2B 203 406 370 73 1118 3.02 
364 Taylor (1968) 3B 203 406 370 73 1118 3.02 
365 Taylor (1968) SA 203 406 370 73 914 2.47 
366 Taylor (1968) SB 203 406 370 73 914 2.47 
367 Taylor (1972) Bl 200 500 465 70 1395 3.00 
368 Taylor (1972) B2 200 500 465 70 1395 3.00 
369 Taylor (1972) B3 200 500 465 70 1395 3.00 
370 Taylor (1972) Al 400 1000 930 140 2790 3.00 
371 Taylor ( 1972) A2 400 1000 930 140 2790 3.00 
372 Thorenfeldt, Bll 150 250 221 58 663 3.00 
Drangshold (1990) 
373 Thorenfe ldt, Bl3 150 250 207 86 828 4.00 
Drangshold (1990) 
374 Thorenfeldt, Bl4 150 250 207 86 621 3.00 
Drangshold (I 990) 
375 Thorenfeldt, B21 150 250 221 58 663 3.00 
Drangshold (1990) 
376 Thorenfeldt, B23 150 250 207 86 828 4.00 
Drangshold (1990) 
377 Thorenfeldt, B24 150 250 207 86 621 3.00 
Dranoshold ( 1990) 
378 Thorenfeldt, B33 150 250 207 86 828 4.00 
Drangshold ( 1990) 
379 Thorenfeldt, B34 150 250 207 86 621 3.00 
Drangshold ( 1990) 
380 Thorenfeldt, B43 150 250 207 86 828 4.00 
Drangshold (1990) 
381 Thorenfeldt, B44 150 250 207 86 621 3.00 
Drangshold (]990) 
382 Thorenfeldt, B51 150 250 221 58 663 3.00 
Drangshold (1990) 
383 Thorenfeldt, B53 150 250 207 86 828 4.00 
Dranoshold (1990) 
381 
384 Thorenfeldt, B54 150 250 621 3.00 
Drangshold ( 1990) 
385 Thorenfeldt, B61 300 500 442 116 1326 3.00 
Drangshold (1990) 
386 Thorenfeldt, B63 300 500 414 172 1656 4.00 
Drangshold (1990) 
387 Thorenfeldt, B64 300 500 414 172 1242 3.00 
Drangshold (1990) 
388 Walraven (1978) A2 200 450 420 60 1260 3.00 
389 Walraven (1978) A3 200 750 720 60 2160 3.00 
390 Xie, Ahmad, Yu NNN-3 127 254 216 76 648 3.00 
(1994) 
391 Xie, Ahmad, Yu NHN-3 127 254 216 76 648 3.00 
(1994) 
392 Yoon, Y.S.; Cook, Nl-S 375 750 655 190 2113 3.23 
W.D.; Mitchell, D. 
(1996) 
393 Yoon, Y.S.; Cook, Ml-S 375 750 655 190 2113 3.23 
W.D.; Mitchell, D. 
(1996) 
394 Yoon, Y.S.; Cook, Hl-S 375 750 655 190 2113 3.23 
W.D.; Mitchell, D. 
(1996) 
395 Yoshida Y., Bentz YB2000/0 300 2000 1890 220 5405 2.86 
E., Collins M. (2000) 
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1 Adebar P., STl so 1.6 o.ooos S36 109 169 0.2 
Collins M.P. 
(1996) 
2 Adebar P., ST2 so 1.6 0.0004 S36 109 169 0.2 
Collins M.P. 
(1996) 
3 AdebarP., ST3 47 1.9 0.0004 S36 118 160 0.2 
Collins M.P. 
(1996) 
4 Adebar P., ST8 44 1.9 0.0003 S36 118 160 0.2 
Collins M.P. 
(1996) 
s Adebar P., ST16 49 3.0 0.0003 S36 88 90 0.1 
Collins M.P. 
(1996) 
6 Adebar P., ST23 S6 1.0 0.0006 S36 91 187 0.3 
Collins M.P. 
(1996) 
7 Ahmad, Kahloo Al S9 3.9 0.0003 414 109 94 0.1 
(1986) 
8 Ahmad, Kahloo A2 S9 3.9 0.0004 414 109 94 0.1 
(1986) 
9 Ahmad, Kahloo A3 S9 3.9 0.0004 414 109 94 0.1 
(1986) 
10 Ahmad, Kahloo AS S9 1.8 0.0006 414 SS 123 0.2 
(1986) 
11 Ahmad, Kahloo Bl 6S S.O 0.0002 414 117 85 0.1 
(1986) 
12 Ahmad, Kahloo B2 65 5.0 0.0003 414 117 85 0.1 
(1986) 
13 Ahmad, Kahloo B3 65 S.0 0.0005 414 117 85 0.1 
(1986) 
14 Ahmad, Kahloo B7 6S 2.2 0.0004 414 93 115 0.2 
(1986) 
15 Ahmad, Kahloo BS 65 2.2 o.ooos 414 93 115 0.2 
(1986) . 
16 Ahmad, Kahloo B9 65 2.2 0.0008 414 93 115 0.3 
(1986) 
17 Ahmad, Kahloo Cl 63 6.6 0.0002 414 116 68 0.1 
(1986) 
18 Ahmad, Kahloo C2 63 6.6 0.0003 414 116 68 0.1 
(1986) 
19 Ahmad, Kahloo C3 63 6.6 0.0003 414 116 68 0.1 
(1986) 
20 Ahmad, Kahloo C7 63 3.3 0.0003 414 105 102 0.1 
(1986) 
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22 Ahmad, Kahloo C9 
(1986) 
23 Al-Alusi A.F. 7 
(1957) 
24 Al-Alusi A.F. 10 
(1957) 
25 Al-Alusi A.F. 11 
(1957) 
26 Al-Alusi A.F. 18 
( 1957) 
27 Angelakos D., DB 120 
BentzE. C., 
Collins M. P. () 
28 Angelakos D., DBl30 
Bentz E. C., 
Collins M. P. () 
29 Angelakos D., DB140 
Bentz E. C., 
Collins M. P. () 
30 Angelakos D., DB165 
Bentz E. C., 
Collins M. P. () 
31 Angelakos D., DB180 
Bentz E. C., 
Collins M. P. () 
32 Angelakos D., DB230 
BentzE. C., 
Collins M. P. () 
33 Angelakos D., DB0530 
Bentz E. C., 
Collins M. P. 
(2000) 
34 Aster; Koch 2 
(19741 
3 5 Aster; Koch 3 
(1974) 
3 6 Aster; Koch 8 
(1974) 
3 7 Aster; Koch 9 
(1974) 
3 8 Aster; Koch 1 0 
(1974) 
3 9 Aster; Koch 11 
(1974) 
•.. · .. · 
63 3.3 0.0003 414 105 102 0.1 
24 2.6 0.0003 366 60 67 0.1 
27 2.6 0.0003 366 60 67 0.1 
27 2.6 0.0004 366 60 67 0.1 
26 2.6 0.0003 366 60 67 0.1 
20 1.0 0.0004 550 304 621 0.6 
30 1.0 0.0004 550 304 621 0.6 
36 1.0 0.0004 550 304 621 0.6 
62 1.0 0.0004 550 304 621 0.6 
76 1.0 0.0003 550 304 621 0.6 
30 2.1 0.0003 550 389 506 0.4 
30 0.5 0.0006 550 228 697 1.0 
26 0.6 0.0007 554 68 182 0.4 
26 0.9 0.0005 535 79 171 0.3 
30 0.6 0.0005 536 135 365 0.5 
19 0.6 0.0004 536 135 365 0.4 
19 0.6 0.0004 536 135 365 0.4 
23 0.5 0.0006 535 118 382 0.6 
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40 Aster; Koch 12 26 0.7 0.0005 535 138 362 0.5 
(1974) 
41 Aster; Koch 16 29 0.4 0.0007 536 171 579 LO 
(1974) 
42 Aster; Koch 17 27 0.4 0.0006 536 171 579 0.9 
(1974) 
43 Bhal (1968) Bl 22 1.3 0.0004 434 108 192 0.2 
44 Bhal (1968) B2 28 L3 0.0004 434 215 385 0.4 
45 Bhal (1968) B3 26 L3 0.0003 434 323 577 0.5 
46 Bhal (1968) B4 24 L3 0.0003 434 431 769 0.6 
47 Bhal ( 1968) B5 25 0.6 0.0006 434 162 438 0.7 
48 Bha! (1968) B6 23 0.6 0.0007 430 162 438 0.8 
49 Bhal (1968) B7 26 0.6 0.0005 434 244 656 09 
50 Bha! (1968) BS 26 0.6 0.0005 430 244 656 0.8 
51 Bresler, OA-1 21 l.8 0.0004 555 190 271 0.3 
Scordelis 
(1963) 
52 Bresler, OA-2 23 2.3 0.0003 555 209 257 0.2 
Scordelis 
(1963) 
53 Bresler, OA-3 36 2.7 0.0003 552 220 241 0.2 
Scordelis 
(1963) 




55 Chana (1981) 37623 37 1.7 0.0004 478 145 211 0.3 
56 Chana (1981) 37654 31 1.7 0.0004 478 145 211 0.2 
57 Chana (1981) 37682 34 1.7 0.0005 478 145 211 0.3 
58 Collins, BlOO 34 1.0 0.0005 550 304 621 0.7 
Kuchma (1999) 
59 Collins, Bl OOH 93 1.0 0.0004 550 304 621 0.6 
Kuchma (1999) 
60 Collins, BlOOB 37 1.0 0.0004 550 304 621 0.6 
Kuchma (1999) 
61 Collins, BlOOL 37 1.0 0.0004 483 304 621 0.7 
Kuchma (1999) 
62 Collins, BlOO-R 34 1.0 0.0005 550 304 621 0.8 
Kuchma (1999) 
63 Collins, BlOOL-R 37 1.0 0.0005 483 304 621 0.7 
Kuchma (1999) 
64 Diaz de Cossio, A2 30 1.0 0.0006 469 83 171 0.3 
Siess (1960) 
65 Diaz de Cossio, A3 18 1.0 0.0005 452 83 171 0.2 
Siess ( 1960) 
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66 Diaz de Cossio, A-12 25 3.3 0.0003 314 130 0.1 
Siess ( 1960) 
67 Diaz de Cossio, A-13 21 3.3 0.0002 393 130 124 0.1 
Siess (1960) 
68 Diaz de Cossio, A-14 26 3.3 0.0003 364 130 124 0.1 
Siess (1960) 
69 Elzanaty, Fl 62 1.2 0.0006 434 95 175 0.3 
Nilson, Slate 
(1986) 
70 Elzanaty, F2 62 2.4 0.0003 434 123 145 0.2 
Nilson, Slate 
(1986) 
71 Elzanaty, FlO 62 3.2 0.0003 434 134 132 0.1 
Nilson, Slate 
(1986) 
72 Elzanaty, F9 75 1.6 0.0005 434 106 162 0.2 
Nilson, Slate 
(1986) 
73 Elzanaty, FIS 75 2.4 0.0003 434 123 145 0.2 
Nilson, Slate 
(1986) 
74 Elzanaty, F6 60 2.4 0.0003 434 123 145 0.1 
Nilson, Slate 
(1986) 
75 Elzanaty, Fl 1 20 1.2 0.0004 434 95 175 0.2 
Nilson, Slate 
(1986) 
76 Elzanaty, F12 20 2.4 0.0003 434 123 145 0.1 
Nilson, Slate 
(1986) 
77 Elzanaty, F8 38 0.9 0.0006 434 87 186 0.3 
Nilson, Slate 
(1986) 
78 Elzanaty, F13 38 1.2 0.0005 434 95 175 0.2 
Nilson, Slate 
(1986 
79 Elzanaty, Fl4 38 2.4 0.0003 434 123 145 0.2 
Nilson, Slate 
(1986 
80 Feldman, Siess L-2A 35 3.4 0.0004 283 129 123 0.2 
(1955 
81 Feldman, Siess L-3 27 3.4 0.0002 310 129 12;3 0.1 
(1955 
82 Feldman, Siess L-4 25 3.4 0.0002 303 129 123 0.1 
(1955) 
83 Feldman, Siess L-5 27 3.4 0.0002 331 129 123 0.1 
(1955) 
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85 Ferguson P.M., 
Thompson NJ. 
(1953) 
86 Ferguson P.M., 
Thompson NJ. 
(1953) 
87 Ferguson P.M., 
Thompson NJ. 
(1953) 
88 Ferguson P.M., 
Thompson NJ. 
(1953) 
89 Ferguson P.M., 
Thompson NJ. 
(1953) 
90 Ferguson P.M., 
Thompson N.J. 
(1953) 
91 Ferguson P.M., 
Thompson NJ. 
(1953) 
92 Ferguson P.M., 
Thompson N.J. 
(1953) 
93 Ferguson P.M., 
Thompson N.J. 
(1953) 
94 Ferguson P.M., 
Thompson N.J. 
(1953) 
95 Ferguson P.M., 
Thompson N.J. 
(1953) 
96 Ferguson P.M., 
Thompson N.J. 
(1953) 
97 Ferguson P.M., 
Thompson N.J. 
(1953) 
98 Ferguson P.M., 
Thompson N.J. 
(1953) 


















28 4.8 0.0002 276 120 90 0.1 
26 4.8 0.0002 276 120 90 0.1 
33 4.8 0.0002 276 120 90 0.1 
33 4.8 0.0002 276 120 90 0.1 
43 4.8 0.0002 276 120 90 0.1 
37 4.8 0.0002 276 120 90 0.1 
30 2.7 0.0003 276 JOO 110 0.1 
28 2.7 0.0003 276 JOO 110 0.1 
20 3.0 0.0002 276 87 90 0.1 
20 3.0 0.0003 276 87 90 0.1 
17 3.0 0.0002 276 87 90 0.1 
34 4.8 0.0002 276 120 90 0.1 
32 4.8 0.0002 276 120 90 0.1 
38 4.8 0.0002 276 120 90 0.1 
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100 Ferguson P.M., B5 39 4.8 0.0002 276 120 90 0.1 
Thompson N.J. 
(1953) 
101 Ferguson P.M., Cl 32 4.8 0.0003 276 120 90 0.1 
Thompson N.J. 
(1953) 
102 Ferguson P.M., C2 32 4.8 0.0002 276 120 90 0.1 
Thompson N.J. 
(1953) 
103 Ferguson P.M., LI 21 3.3 0.0003 276 81 78 0.1 
Thompson N.J. 
(1953) 
104 Ferguson P.M., L3 21 3.3 0.0003 276 81 78 0.1 
Thompson N.J. 
(1953) 
105 Grimm,R. sl.l 86 1.3 0.0006 660 56 97 0.2 
(1997) 
106 Grimm, R. sl.2 87 2.2 0.0004 517 67 85 0.1 
(1997) 
107 Grimm, R. sl.3 89 4.2 0.0003 487 80 66 0.1 
(1997) 
108 Grimm,R. s2.2 87 1.9 0.0006 469 145 203 0.3 
(1997) 
109 Grimm,R. s2.3 89 0.9 0.0007 469 111 237 0.4 
(1997) 
110 Grimm, R. s2.4 89 3.8 0.0004 487 174 154 0.2 
(1997) 
111 Grimm, R. s3.2 89 1.7 0.0004 487 290 428 0.5 
(1997) 
112 Grim1n, R. s3.3 90 0.8 0.0006 487 226 520 0.8 
(1997) 
113 Grimm, R. s3.4 89 3.6 0.0003 487 360 330 0.3 
(1997) 
114 Grimm, R. s4. I 105 1.3 0.0007 660 56 97 0.2 
(1997) 
115 Grimm, R. s4.2 105 2.2 0.0005 517 67 85 0.1 
(1997) 
116 Gri1nm, R. s4.3 105 4.2 0.0004 487 80 66 0.1 
(1997) 
117 Hallgren ( 1994) B90SB13- 82 2.2 0.0007 630 85 107 0.2 
2-86 
118 Hallgren (1994) B90SBl4- 82 2.2 0.0007 630 86 108 0.2 
2-86 
119 Hallgren ( 1994) B90SB22- 80 2.2 0.0007 630 86 107 0.2 
2-85 
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121 Hallgren (1994) B9ISC4- 66 2.2 0.0006 443 87 108 0.2 
2-69 
122 Hallgren (1994) B90SBI 7- 43 2.3 0.0005 630 85 106 0.2 
2-45 
123 Hallgren (1994) B90SB18- 43 2.3 0.0005 630 87 107 0.2 
2-45 
124 Hallgren (1994) B90SB21- 80 2.3 0.0006 630 87 107 0.2 
2-85 
125 Hallgren (1994) B91SCI- 59 2.3 0.0006 443 86 107 0.2 
2-62 
126 Hallgren (1994) B91SDI- 58 4.0 0.0004 494 105 89 0.1 
4-61 
127 Hallgren (1994) B91SD2- 58 4.0 0.0005 494 105 90 0.1 
4-61 
128 Hallgren (1994) B91SD3- 62 4.0 0.0004 494 105 90 0.1 
4-66 
129 Hallgren (1994) B91SD4- 62 4.0 0.0004 494 106 89 0.1 
4-66 
130 Hallgren (1994) B91SD5- 55 3.9 0.0004 494 106 90 0.1 
4-58 
131 Hallgren (1994) B91SD6- 55 4.1 0.0004 494 107 89 0.1 
4-58 
132 Hallgren (1994) B90SB5- 31 2.3 0.0005 651 86 105 0.2 
2-33 
133 Hallgren (1994) B90SB6- 31 2.2 0.0005 651 86 108 0.2 
2-33 
134 Hallgren (1994) B90SB9- 30 2.3 0.0004 651 86 106 0.1 
2-31 
135 Hallgren (1994) B90SB10- 30 2.2 0.0005 651 85 108 0.2 
2-31 
136 Hallgren (1996) B3 88 0.7 0.0010 632 60 148 0.4 
137 Hallgren (1996) B5 87 1.1 0.0009 604 71 140 0.4 
138 Hallgren (1996) B7 81 0.6 0.0012 630 54 154 0.5 
139 Hamadi; Regan GI 29 1.7 0.0004 400 149 221 0.3 
(1980) 
140 Hamadi; Regan G2 22 Ll 0.0006 460 126 246 0.4 
(1980) 
141 Hamadi; Regan G4 21 LI 0.0004 800 126 246 0.3 
(1980) 
142 Hanson J.A. 8A-X 24 2.5 0.0005 333 123 143 0.2 
(1958) 
143 Hanson J.A. 8A 26 2.5 0.0003 333 123 143 0.2 
(1958) 
144 Hanson J.A. SB 35 2.5 0.0005 333 123 143 0.2 
(1958) 
145 Hanson J.A. 8C 55 5.0 0.0004 333 155 112 0.1 
(1958) 
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147 Hanson (1961) 8A4 20 1.2 0.0004 611 95 171 0.2 
148 Hanson (1961) 8B4 29 1.2 0.0005 611 95 171 0.2 
149 Hanson (1961) 8BW4 28 1.2 0.0004 611 95 171 0.2 
150 Hanson (1961) 8B2 29 2.5 0.0003 637 124 143 0.1 
151 Hanson (1961) 8B3 29 1.2 0.0005 334 95 171 0.3 
152 Islam M.S., MJOO-SO 79 3.2 0.0004 532 103 100 0.1 
Pam H.J., Kwan 
A.K.H. (1998) 
153 Islam M.S., MlOO-Sl 79 3.2 0.0007 532 103 100 0.2 
Pam H.J., Kwan 
A.K.H. (1998) 
154 Islam M.S., M100-S3 79 3.2 0.0006 532 103 100 0.2 
Pam H.J., Kwan 
A.K.H. (1998) 
155 Islam M.S., M100-S4 79 3.2 0.0005 532 103 100 0.2 
Pam H.J., Kwan 
A.K.H. (1998) 
156 Islam M.S., M80-SO 69 3.2 0.0004 532 103 100 0.1 
Pam H.J., Kwan 
A.K.H. (1998) 
157 Islam M.S., M80-Sl 69 3.2 0.0007 532 103 100 0.2 
Pam H.J., Kwan 
A.K.H. (1998) 
158 Islam M.S.; M80-S3 69 3.2 0.0007 532 103 100 0.2 
Pam H.J., Kwan 
A.K.H. (1998) 
159 Islam M.S., M80-S4 69 3.2 0.0004 532 103 100 0.1 
Pam H.J., Kwan 
A.K.H. (1998) 
160 Islam M.S., M60-SO 48 2:0 0.0004 554 89 118 0.2 
Pam H.J., Kwan 
A.K.H. (1998) 
161 Islam M.S., M60-Sl 48 2.0 0.0009 554 89 118 0.3 
Pam H.J., Kwan 
A.K.H. (1998) 
162 Islam M.S., M60-S3 48 2.0 0.0008 554 89 118 0.3 
Pam H.J., Kwan 
A.K.H. (1998) 
163 Islam M.S., M60-S4 48 2.0 0.0005 554 89 118 0.2 
Pam H.J., Kwan 
A.K.H. (1998) 
164 Islam M.S., M40-SO 33 3.2 0.0003 320 103 102 0.1 






































Pam H.J., Kwan 
A.KH. (1998) 
Islam M.S., 
Pam H.J., Kwan 
A.K.H. (1998) 
Islam M.S., 





































































































0.0005 320 103 102 0.2 
0.0004 350 89 118 0.2 
0.0005 350 89 118 0.2 
0.0002 376 524 574 0.3 
0.0002 381 520 573 0.3 
0.0002 360 522 575 0.3 
0.0002 376 520 575 0.3 
0.0002 352 261 282 0.2 
0.0002 352 259 282 0.2 
0.0002 352 259 282 0.2 
0.0002 381 265 291 0.2 
0.0003 367 254 270 0.2 
0.0003 373 258 286 0.2 
0.0003 377 129 141 0.1 
0.0003 377 129 142 0.1 
0.0003 377 129 141 0.2 
0.0003 392 66 73 0.1 
0.0003 392 64 69 0.1 
0.0003 343 132 143 0.1 
0.0003 342 131 140 0.1 
0.0003 335 132 143 0.1 
0.0003 343 130 141 0.2 
0.0003 366 131 145 0.2 
0.0002 376 521 572 0.3 
0.0003 403 65 72 0.1 
0.0003 417 66 73 0.1 
0.0004 392 66 73 0.1 
0.0003 364 128 141 0.1 
0.0002 369 129 141 0.1 
0.0005 381 66 75 0.1 
0.0005 392 66 74 0.1 
0.0003 374 267 286 0.2 
0.0004 338 132 143 0.2 
0.0004 366 130 144 0.2 
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200 Karri (1967) 99 25 2.7 0.0004 366 130 142 0.2 
201 Karri (1967) 3042 25 2.7 0.0003 375 521 574 0.5 
202 I<refeld, l 1A2 29 3.4 0.0003 401 162 152 0.1 
Thurston (1966) 
203 Krefeld, 12A2 29 4.5 0.0002 401 134 104 0.1 
Thurston ( 1966) 
204 Krefeld, 18A2 18 2.7 0.0003 478 150 166 0.2 
Thurston (1966) 
205 Krefeld, 18B2 19 2.7 0.0003 478 150 166 0.2 
Thurston ( 1966) 
206 Krefeld, 18C2 21 2.7 0.0003 478 150 166 0.2 
Thurston (1966) 
207 Krefeld, 18D2 21 2.7 0.0003 478 150 166 0.2 
Thurston (1966) 
208 Krefeld, 16A2 21 1.8 0.0004 478 98 142 0.2 
Thurston (1966) 
209 I<refeld, 17A2 21 2.1 0.0003 408 106 137 0.2 
Thurston (1966) 
210 Krefeld, 3AC 20 2.0 0.0003 386 109 146 0.2 
Thurston (1966) 
211 Krefeld, 3CC 19 2.0 0.0003 386 109 146 0.1 
Thurston (1966) 
212 Krefeld, 3AAC 33 2.0 0.0004 386 109 146 0.2 
Thurston (1966) 
213 Krefeld, 4AAC 28 2.6 0.0003 401 120 134 0.2 
Thurston (1966) 
214 Krefeld, SAAC 31 3.4 0.0003 378 129 123 0.1 
Thurston (1966) 
215 Krefeld, 6AAC 33 4.3 0.0002 368 139 112 0.1 
Thurston (1966) 
216 Krefeld, 3AC 30 2.0 0.0004 386 109 146 0.2 
Thurston (1966) 
217 Krefeld, 4AC 29 2.6 0.0003 401 120 134 0.1 
Thurston (1966) 
218 Krefeld, SAC 31 3.4 0.0003 378 129 123 0.1 
Thurston (1966) 
219 Krefeld, 6AC 32 4.3 0.0002 368 139 112 0.1 
Thurston (1966) 
220 Krefeld, 4CC 36 2.6 0.0003 401 120 134 0.1 
Thurston (1966) 
221 Krefeld, sec 36 3.4 0.0003 378 129 123 0.1 
Thurston (1966) 
222 Krefeld, 6CC 36 4.3 0.0002 368 139 112 0.1 
Thurston (1966) 
223 Krefeld, c 16 1.6 0.0003 401 188 295 0.3 
Thurston (1966) 
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224 Krefeld, OCA 34 2.6 0.0003 369 120 134 0.1 
Thurston (1966) 
225 Krefeld, OCB 37 
Thurston (1966) 
226 Krefeld, OCA 36 
Thurston (1966) 
227 Krefeld, OCB 36 
Thurston (1966) 
228 Krefeld, 15A2 19 
Thurston (1966) 
229 Krefeld, 15B2 20 
Thurston (1966) 
230 Kulkarni S.M., B4JL20-S 39 
Shah S.P. 
(1998) 
231 Kulkarni S.M., B3N015- 40 
Shah S.P. S 
(1998) 
232 Kulkarni S.M., B3N030- 41 
Shah S.P. S 
(1998) 
233 Kilng(1985) C 19 
234 Kling (1985) 
235 Kling (1985) 
236 Kling (1985) 
237 Kling (1985) 
238 Lambotte H., 
Taerwe L.R. 
(1990) 
239 Lambotte H., 
Taerwe L.R. 
(1990) 
240 Laupa, Siess 
(1953) 
241 Laupa, Siess 
(1953) 
242 Laupa, Siess 
(1953) 
243 Laupa, Siess 
(1953) 
244 Laupa, Siess 
(1953) 














s 11 14 
S13 25 
PS 24 
2.6 0.0003 368 120 134 0.1 
2.2 0.0003 367 203 253 0.2 
2.2 0.0003 366 203 253 0.2 
1.3 0.0004 386 116 200 0.2 
1.3 0.0005 386 116 200 0.3 
1.4 0.0005 518 57 95 0.2 
1.4 0.0006 518 57 95 0.2 
1.4 0.0006 518 57 95 0.2 
0.6 0.0009 504 52 148 0.4 
0.8 0.0007 497 60 140 0.3 
1.1 0.0008 492 68 132 0.3 
1.8 0.0006 507 83 117 0.2 
1.1 0.0007 492 68 132 0.3 
1.0 0.0009 545 134 281 0.6 
1.5 0.0009 545 158 257 0.6 
2.1 0.0003 284 117 152 0.1 
2.5 0.0003 410 123 142 0.1 
3.2 0.0003 309 133 130 0.1 
4.1 0.0002 315 143 119 0.1 
1.9 0.0003 328 112 155 0.1 
4.1 0.0002 304 143 119 0.1 
0.9 0.0007 427 47 101 0.2 
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24 7 Leonhardt P9 24 1.9 0.0005 427 61 85 0.1 
(1962) 
248 Leonhardt 51 27 2.1 0.0003 465 117 153 0.2 
(1962) 
249 Leonhardt 5r 27 2.1 0.0004 465 117 153 0.2 
(1962) 
250 Leonhardt 61 27 2.1 0.0003 465 117 153 0.2 
(1962) 
251 Leonhardt 6r 27 2.1 0.0004 465 117 153 0.2 
(1962) 
252 Leonhardt 7-1 29 2.0 0.0003 465 119 159 0.2 
(1962) 
253 Leonhardt 7-2 29 2.0 0.0004 465 119 159 0.2 
(I 962) 
254 Leonhardt 8-1 29 2.0 0.0004 465 119 159 0.2 
(1962) 
255 Leonhardt 8-2 29 2.0 0.0004 465 118 156 0.2 
(1962) 
256 Leonhardt D2/l 30 1.6 0.0005 427 55 85 0.2 
(1962) 
257 Leonhardt D2/2 30 1.6 0.0006 427 55 85 0.2 
(1962) 
258 Leonhardt D3/l 32 1.6 0.0005 413 83 127 0.2 
(1962) 
259 Leonhardt D3/21 32 1.6 0.0005 413 83 127 0.2 
(1962) 
260 Leonhardt D3/2r 32 1.6 0.0005 413 83 127 0.2 
(1962) 
261 Leonhardt 04/l 33 1.7 0.0005 439 112 168 0.2 
(! 962) 
262 Leonhardt 04/21 33 1.7 0.0004 439 112 168 0.2 
(1962) 
263 Leonhardt 04/2r 33 1.7 0.0004 439 112 168 0.2 
(1962) 
264 Leonhardt CJ 36 1.3 0.0006 425 55 95 0.2 
(1962) 
265 Leonhardt C2 36 1.3 0.0006 425 110 190 0.3 
(1962) 
266 Leonhardt C3 36 1.3 0.0005 425 166 284 0.4 
(1962) 
267 Leonhardt C4 36 1.3 0.0005 425 221 379 0.5 
(1962) 
268 Leonhardt Pl2 12 1.0 0.0008 427 46 96 0.2 
(1962) 
269 Leonhardt 41 27 2.1 0.0004 465 117 153 0.2 
(1962) 
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270 Leonhardt 4r 27 2.1 0.0005 465 117 153 0.2 
(1962) 
271 Leonhardt EAi 19 1.8 0.0004 439 112 158 0.2 
(1962) 
272 Leonhardt EA2 19 1.8 0.0005 490 111 159 0.2 
(1962) 
273 Marti; Pralong; PS 11 28 1.4 0.0006 542 60 102 0.2 
Thtirlimann 
(1977) 
274 Mathey, Illa- 17 28 2.5 0.0003 505 188 215 0.2 
Watstein (1963) 
275 Mathey, Illa-18 24 2.5 0.0002 505 188 215 0.2 
Watstein (1963) 
276 Mathey, Va-19 22 0.9 0.0005 690 128 274 0.3 
Watstein (1963) 
277 Mathey, Va-20 24 0.9 0.0005 690 128 274 0.4 
Watstein (1963) 
278 Mathey, Vla-24 25 0.5 0.0008 696 96 , 307 0.6 
Watstein (1963) 
279 Mathey, Vla-25 25 0.5 0.0007 696 96 307 0.6 
Watstein (1963) 
280 Mathey, Vlb-21 25 0.8 0.0006 707 123 280 0.4 
Watstein (1963) 
281 Mathey, Vlb-22 25 0.8 0.0005 707 123 280 0.4 
Watstein (1963) 
282 Mathey, Vlb-23 29 0.8 0.0006 707 123 280 0.4 
Watstein (1963) 
283 Moody K.G. Al 29 2.2 0.0003 310 115 146 0.2 
(1954) 
284 Moody K.G. A2 29 2.1 0.0004 310 117 150 0.2 
(1954) 
285 Moody K.G. A3 29 2.2 0.0004 310 119 149 0.2 
(1954) 
286 Moody K.G. A4 30 2.4 0.0004 310 123 147 0.2 
(1954) 
287 Moody K.G. Bl 20 1.6 0.0004 310 105 162 0.2 
(1954) 
288 Moody K.G. B2 21 1.6 0.0004 310 106 162 0.2 
(1954) 
289 Moody K.G. B3 18 1.6 0.0004 310 106 164 0.2 
(1954) 
290 Moody K.G. B4 16 1.6 0.0004 310 108 164 0.2 
(1954) 
291 Moody K.G. 1 35 1.9 0.0004 310 113 156 0.2 
(1954) 
292 Moody K.G. 2 16 1.9 0.0003 310 113 156 0.1 
(1954) 
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293 Moody K.G. 3 25 1.9 0.0004 310 113 156 0.2 
(1954) 
294 Moody K. G. 4 15 1.9 0.0003 310 113 156 0.2 
(1954) 
295 Moody K.G. 5 29 1.9 0.0004 310 113 156 0.2 
(1954) 
296 Moody K.G. 6 15 1.9 0.0003 310 113 156 0.1 
(1954) 
297 Moody K.G. 7 29 1.9 0.0004 310 113 156 0.2 
(1954) 
298 Moody K.G. 9 39 1.9 0.0004 310 113 156 0.2 
(1954) 
299 MoodyK.G. 10 23 1.9 0.0004 310 113 156 0.2 
(1954) 
300 Moody K.G. 11 36 1.9 0.0005 310 113 156 0.2 
(1954) 
301 Moody K.G. 12 19 1.9 0.0004 310 113 156 0.2 
(1954) 
302 Moody K.G. 14 21 1.9 0.0003 310 113 156 0.2 
(1954) 
303 Moody K.G. 15 36 1.9 0.0004 310 113 156 0.2 
(1954) 
304 Moody K.G. 16 16 1.9 0.0003 310 113 156 0.1 
(1954) 
305 Morrow, Viest B56 B2 14 1.9 0.0003 471 153 215 0.2 
(1957) 
306 Morrow, Viest B56 A4 24 2.4 0.0003 330 171 203 0.2 
(1957) 
307 Morrow, Viest B56 B4 26 1.9 0.0003 441 153 215 0.2 
(1957) 
308 Morrow, Vies! B56 E4 27 1.2 0.0004 429 131 237 0.3 
(1957) 
309 Morrow, Vies! B56A6 38 3.8 0.0003 439 189 166 0.1 
(1957) 
310 Morrow, Vies! B56B6 43 1.8 0.0004 466 154 218 0.2 
(1957) 
311 Morrow, Vies! B70 B2 16 1.9 0.0002 462 152 213 0.2 
(1957) 
312 Morrow, Vies! B70A4 26 2.5 0.0003 436 170 199 0.2 
(1957) 
313 Morrow, Viest B70A6 43 3.8 0.0003 435 190 166 0.1 
(1957) 
314 Morrow, Vies! B84 B4 26 1.9 0.0003 465 152 212 0.2 
(1957) 
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316 Mphonde, A0-3-3b 20 3.3 0.0003 414 153 146 0.1 
Frantz (1984) 
317 Mphonde, A0-3-3c 26 2.3 0.0004 414 135 164 0.2 
Frantz (1984) 
318 Mphonde, A0-7-3a 37 3.3 0.0003 414 153 146 0.2 
Frantz (1984) 
319 Mphonde, A0-7-3b 41 3.3 0.0003 414 153 146 0.2 
Frantz (1984) 
320 Mphonde, AO-l l-3a 73 3.3 0.0004 414 153 146 0.2 
Frantz (1984) 
321 Mp hon de, AO-l l-3b 73 3.3 0.0004 414 153 146 0.2 
Frantz (1984) 
322 Mphonde, A0-15-3a 79 3.3 0.0004 414 153 146 0.2 
Frantz (1984) 
323 Mphonde, A0-15-3b 91 3.3 0.0004 414 153 146 0.2 
Frantz (1984) 
324 Mphonde, A0-15-3c 89 3.3 0.0004 414 153 146 0.2 
Frantz (1984) 
325 Mphonde, A0-3-2 20 3.3 0.0003 414 153 146 0.1 
Frantz (1984) 
326 Mphonde, A0-7-2 44 3.3 0.0005 414 153 146 0.2 
Frantz (1984) 
327 Mphonde, A0-11-2 77 3.3 0.0004 414 153 146 0.2 
Frantz (1984) 
328 Mphonde, A0-15-2a 82 3.3 0.0007 414 153 146 0.3 
Frantz (1984) 
329 Mph on de, A0-15-2b 68 3.3 0.0008 414 153 146 0.3 
Frantz (1984) 
330 Podgorniak- BRLlOO 89 0.5 0.0006 550 228 697 LO 
StanikBA 
(1998) 
331 Podgorniak- BN!OO 35 0.8 0.0005 550 271 654 0.8 
Stanik B.A. 
(1998) 
332 Podgorniak- BHJOO 94 0.8 0.0005 550 271 654 0.8 
Stanik BA 
(1998) 
333 Podgorniak- BN50 35 0.8 0.0007 486 136 314 0.5 
Stanik BA 
(1998) 
334 Podgorniak- BH50 94 0.8 0.0007 486 136 314 0.5 
Stanik BA 
(1998) 
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336 Podgorniak- BN12.5 35 0.9 0.0007 458 35 75 0.2 
StanikB.A. 
(1998) 
337 Rajagopalan; S-13 23 1.7 0.0003 655 107 157 0.2 
Ferguson 
(1968) 
338 Rajagopalan; S-1 35 1.4 0.0004 655 97 161 0.2 
Ferguson 
(1968) 
339 Rajagopalan; S-2 31 1.0 0.0005 655 86 179 0.3 
Ferguson 
(1968) 
340 Rajagopalan; S-3 28 0.8 0.0005 524 80 186 0.3 
Ferguson 
(1968) 
341 Rajagopalan; S-4 31 0.6 0.0006 524 73 195 0.3 
Ferguson 
(1968) 
342 Rajagopalan; S-5 27 0.5 0.0009 1779 66 196 0.4 
Ferguson 
(1968) 
343 Rajagopalan; S-9 24 0.5 0.0006 1779 66 196 0.3 
Ferguson 
(1968) 
344 Rajagopalan; S-6 29 0.3 0.0010 1779 56 211 0.6 
Ferguson 
(1968) 
345 Rajagopalan; S-7 27 0.3 0.0015 1779 49 219 0.9 
Ferguson 
(1968) 
346 Rajagopalan; S-12 28 0.3 0.0013 1779 49 220 0.7 
Ferguson 
(1968) 
347 Reineck; Koch; N8 24 0.8 0.0006 501 67 159 0.3 
Schlaich (1978) 
348 Reineck; Koch; N6 24 0.8 0.0007 501 67 159 0.3 
Schlaich (1978) 
349 Reineck; Koch; N7 23 1.4 0.0005 441 84 141 0.2 
Schlaich ( 1978) 
350 Remmel (1991) sl 1 81 1.9 0.0006 523 69 96 0.2 
351 Remmel (1991) sl 2 81 1.9 0.0006 523 69 96 0.2 
352 Remmel (1991) sl 4 80 4.1 0.0004 474 87 73 0.1 
353 Remmel (1991) sl 5 80 4.1 0.0004 474 87 73 0.1 -
354 Ruesch, Haugli x 22 2.7 0.0003 481 52 59 0.1 
(1962) 
355 Ruesch, Haugli y 22 2.7 0.0003 407 94 105 0.1 
(1962) 
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356 Ruesch, Haugli z 23 2.6 0.0003 412 124 138 0.1 
(1962) 
357 Scholz (1994) A-2 77 0.8 0.0008 500 112 260 0.5 
358 Scholz (1994) D-2 92 1.9 0.0005 500 1S3 209 0.3 
3S9 Scholz (1994) D-3 92 1.9 o.ooos 500 IS3 209 0.3 
360 Taylor (1968) IA 27 1.0 0.0004 3SO 123 247 0.3 
361 Taylor (1968) 2A 32 I.S o.ooos 350 144 226 0.3 
362 Taylor ( 1968) lB 27 1.0 o.ooos 350 123 247 0.4 
363 Taylor (1968) 2B 32 1.5 0.0005 3SO 144 226 0.3 
364 Taylor (1968) 3B 30 1.0 0.0006 350 123 247 0.4 
365 Taylor (1968) SA 28 1.0 0.0006 3SO 123 247 0.4 
366 Taylor (1968) SB 28 1.0 0.0006 350 123 247 0.4 
367 Taylor (1972) Bl 26 1.4 0.0005 420 172 293 0.4 
368 Taylor (1972) B2 21 1.4 0.0004 420 172 293 0.3 
369 Taylor (1972) B3 27 1.4 0.0004 420 172 293 0.3 
370 Taylor (1972) Al 27 1.4 0.0004 420 343 S87 0.6 
371 Taylor (1972) A2 22 1.4 0.0004 420 343 587 0.6 
372 Thorenfeldt, Bl I 51 1.8 0.0006 500 91 130 0.2 
Drangshold 
(1990) 
373 Thorenfeldt, Bl3 51 3.2 0.0004 soo 105 102 0.1 
Drangshold 
(1990) 
374 Thorenfeldt, Bl4 SI 3.2 o.ooos soo IOS 102 0.2 
Drangshold 
(1990) 
37S Thorenfeldt, B21 74 1.8 0.0007 soo 91 130 0.2 
Drangshold 
(1990) 
376 Thorenfeldt, B23 74 3.2 o.ooos 500 105 102 0.2 
Drangshold 
(1990) 
377 Thorenfeldt, B24 74 3.2 0.0005 soo 105 102 0.2 
Drangshold 
(1990) 
378 Thorenfeldt, B33 55 3.2 0.0004 500 !OS 102 0.1 
Drangshold 
(1990) 
379 Thorenfeldt, B34 SS 3.2 0.0005 500 105 102 0.2 
Drangshold 
(1990) 




381 Thorenfeldt, B44 82 0.0006 500 105 102 0.2 
Drangshold 
(1990) 
382 Thorenfeldt, B51 93 1.8 0.0005 500 91 130 0.2 
Drangshold 
(1990 
383 Thorenfeldt, B53 93 3.2 0.0005 500 105 102 0.2 
Drangshold 
(1990) 
384 Thorenfeldt, B54 93 3.2 0.0005 500 105 102 0.2 
Drangshold 
(1990) 
385 Thorenfeldt, B61 74 1.8 0.0004 500 183 259 0.3 
Drangshold 
(l 990) 
386 Thorenfeldt, B63 74 3.2 0.0003 500 209 205 0.2 
Drangshold 
(1990) 
387 Thorenfeldt, B64 74 3.2 0.0004 500 209 205 0.2 
Drangshold 
(1990) 
388 Walraven A2 23 0.7 0.0006 440 122 298 0.5 
(1978 
389 Walraven A3 23 0.8 0.0005 440 215 505 0.6 
(1978 
390 Xie, Ahmad, NNN-3 37 2.1 0.0004 421 94 122 0.2 
Yu(l994) 
391 Xie, Ahmad, NHN-3 96 2.1 0.0005 421 94 122 0.2 
Yu (1994) 
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I Adebar P., ST! 12S l.14 0.65 LOS 
Collins M.P. 
(1996) 
2 Adebar P., ST2 119 1.06 0.60 LO! 
Collins M.P. 
(1996) 
3 AdebarP., ST3 !OS 1.22 0.71 l.16 
Collins M .P. 
(1996) 
4 Adebar P., STS SI 0.94 0.55 0.90 
Collins M.P. 
(1996) 
5 Adebar P., ST16 75 1.09 LOS 1.21 
Collins M.P. 
(1996) 
6 Adebar P., ST23 90 0.97 0.52 0.93 
Collins M.P. 
(1996) 
7 Ahmad, Kabloo Al 5S 1.42 1.24 1.62 
(19S6) 
s Ahmad, Kahloo A2 69 1.32 1.12 1.90 
(19S6) 
9 Ahmad, Kabloo A3 69 LI 1 LO! LS9 
(19S6) 
10 Ahmad, Kahloo AS 49 1.07 0.79 L3S 
(19S6) 
11 Ahmad, Kahloo Bl 51 1.19 1.03 1.34 
(19S6) 
12 Ahmad, Kahloo B2 69 1.22 1.05 1.79 
(19S6) 
13 . Ahmad, Kahloo B3 100 1.49 us 2.5S 
(19S6) 
14 Ahmad, Kahloo B7 44 LIO 0.S9 1.19 
(l 9S6) 
15 Ahmad, Kahloo BS 47 0.91 0.71 1.22 
(19S6) 
16 Ahmad, Kahloo B9 so 1.34 LIO 2.07 
(l 9S6) 
17 Ahmad, Kahloo Cl 54 1.29 1.12 L5S 
(l 9S6) 
18 Ahmad, Kahloo C2 76 1.29 1.18 2.18 
(1986) 
19 Ahmad, Kahloo C3 69 0.97 0.98 1.98 
(1986) 
401 
Ahmad, Kahloo 1.1 l 0.93 1.22 
(1986) 
21 Ahmad, Kahloo cs 44 0.86 0.70 l.17 
(1986) 
22 Ahmad, Kahloo C9 45 0.75 0.64 1.19 
(1986) 
23 Al-Alusi A.F. 7 14 l.42 l.7 l 1.8 l 
(1957) 
24 Al-Alusi A.F. 10 15 l.58 l.53 l.81 
(1957) 
25 Al-Alusi A.F. ll 17 1.98 l.55 2.13 
(1957) 
26 Al-Alusi A.F. 18 14 l.44 1.7 l 1.80 
(1957) 
27 Angelakos D., DB120 179 1.41 0.63 1.17 
BentzE. C., 
Collins M. P. () 
28 Angelakos D., DBl30 185 1.14 0.49 0.98 
BentzE. C., 
Collins M. P. () 
29 Angelakos D., DBl40 180 1.00 0.43 0.88 
BentzE. C., 
Collins M. P. () 
30 Angelakos D., DB165 185 0.77 0.3 l 0.71 
Bentz E. C., 
Collins M. P. () 
31 Angelakos D., DB180 172 0.64 0.25 0.61 
Bentz E. C., 
Collins M. P. () 
32 Angelakos D., DB230 257 l.20 0.70 1.22 
Bentz E. C., 
Collins M. P. () 
33 Angelakos D., DB0530 165 1.40 0.44 1.11 
Bentz E. C., 
Collins M. P. 
(2000) 
34 Aster; Koch 2 216 1.21 0.86 1.25 
(1974) 
35 Aster; Koch 3 221 1.07 0.84 1.20 
(1974) 
36 Aster; Koch 8 281 0.69 0.77 1.06 
(1974) 
37 Aster; Koch 9 254 0.70 0.94 1.16 
(1974) 
38 Aster; Koch 10 255 0.70 0.94 1.16 
(1974) 
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Diaz de Cossio, 
Siess (1960) 
Diaz de Cossio, 


























392 1.85 0.51 
349 1.41 0.47 
70 1.20 0.85 
117 1.29 0.65 
162 1.56 0.64 
177 1.51 0.56 
104 1.52 0.62' 
112 1.78 0.70 
135 1.90 0.54 
123 1.58 0.48 
167 1.40 1.25 
178 1.33 1.61 
189 1.02 1.79 
41 1.74 1.15 
96 1.30 0.84 
87 1.31 0.85 
99 1.42 0.92 
225 1.38 0.55 
193 0.67 0.24 
204 1.15 0.47 
223 1.30 0.52 
249 1.58 0.61 
235 1.39 0.55 
42 1.13 0.74 
34 1.19 I.I I 
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Diaz de Cossio, A-12 59 1.47 1.17 1.90 
Siess (1960) 
67 Diaz de Cossio, A-13 47 1.33 1.39 1.73 
Siess ( 1960) 
68 Diaz de Cossio, A-14 55 1.29 1.74 1.78 
Siess (1960) 
69 Elzanaty) Nilson, Fl 57 1.01 0.71 0.98 
Slate (1986 
70 Elzanaty, Nilson, F2 66 1.05 0.81 1.02 
Slate (1986) 
71 Elzanaty, Nilson, FlO 75 1.18 0.92 1.14 
Slate ( 1986) 
72 Elzanaty, Nilson, F9 62 0.97 0.68 0.91 
Slate (1986) 
73 Elzanaty, Nilson, Fl5 66 0.99 0.72 0.92 
Slate (1986) 
74 Elzanaty, Nilson, F6 60 0.82 1.12 1.01 
Slate (1986) 
75 Elzanaty, Nilson, Fl l 44 1.22 1.16 1.45 
Slate (1986) 
76 Elzanaty, Nilson, Fl2 53 1.38 1.41 1.69 
Slate ( 1986) 
77 Elzanaty, Nilson, F8 45 0.99 0.77 1.04 
Slate (1986) 
78 Elzanaty, Nilson, Fl3 48 1.0 l 0.81 1.07 
Slate (1986) 
79 Elzanaty, Nilson, Fl4 63 1.25 1.09 1.33 
Slate (1986) 
80 Feldman, Siess L-2A 80 1.62 1.29 2.11 
(1955) 
81 Feldman, Siess L-3 53 1.35 1.36 1.70 
(1955) 
82 Feldman, Siess L-4 51 1.23 1.71 1.74 
(1955) 
83 Feldman, Siess L-5 51 1.11 1.94 1.68 
(1955) 
84 Ferguson P.M. F2 22 1.45 0.98 1.39 
(1956) 
85 Ferguson P.M., Al 29 1.45 1.14 1.57 
Thompson N.J. 
(1953) 
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87 Ferguson P.M., A3 34 1.54 1.19 1.63 
Thompson N.J. 
(1953) 
88 Ferguson P.M., A4 32 1.45 l.12 1.54 
Thompson NJ. 
(1953) 
89 Ferguson P.M., A5 34 1.36 1.01 1.39 
Thompson NJ. 
(1953) 
90 Ferguson P.M., A6 36 1.55 l.18 1.62 
Thompson NJ. 
(1953) 
91 Ferguson P.M., DJ 49 1.37 1.06 J .48 
Thompson NJ. 
(1953) 
92 Ferguson P.M., D2 52 1.51 l.18 1.64 
Thompson NJ. 
(1953) 
93 Ferguson P.M., NJ 24 1.62 1.66 1.83 
Thompson N.J. 
(1953) 
94 Ferguson P.M., N2 24 1.64 1.68 1.85 
Thompson NJ. 
(J 953) 
95 Ferguson P.M., N3 21 1.56 1.68 1.84 
Thompson N.J. 
(1953) 
96 Ferguson P.M., Bl 35 1.61 1.24 1.70 
Thompson N.J. 
(1953) 
97 Ferguson P.M., B2 32 1.48 Ll5 . 1.58 
Thompson N.J. 
(1953) 
98 Ferguson P.M., B3 39 1.69 1.27 1.76 
Thompson N.J. 
(1953) 
99 Ferguson P.M., B4 44 1.80 l.34 J.86 
Thompson N.J. 
(1953) 
100 Ferguson P.M., B5 38 1.62 1.22 1.68 
Thompson N.J. 
(1953) 




Ferguson P.M., 1.41 1.94 
Thompson N.J. 
(1953) 
103 Ferguson P.M., Ll 27 1.67 2.07 2.28 
Thompson N.J. 
(1953) 
104 Ferguson P.M., L3 27 1.65 2.04 2.25 
Thompson N.J. 
(1953) 
105 Grimm, R. sl.l 70 0.96 0.59 0.93 
(1997) 
106 Grimm,R. sl.2 76 0.94 0.64 0.96 
( 1997) 
107 Grimm,R. sl.3 99 1.15 0.84 1.23 
(1997) 
108 Grimm,R. s2.2 187 1.26 0.74 1.15 
(1997) 
109 Grimm, R. s2.3 123 0.89 0.48 0.87 
(1997) 
110 Grimm, R. s2.4 230 1.31 0.94 1.35 
(1997) 
111 Grimm,R. s3.2 259 1.00 0.52 0.93 
(1997) 
112 Grimm, R. s3.3 193 1.11 0.37 0.89 
(1997) 
113 Grimm, R. s3.4 379 1.22 0.79 1.18 
(1997) 
114 Grimm, R. s4.l 74 0.91 0.54 0.87 
(1997 
115 Grimm,R. s4.2 90 1.00 0.66 1.01 
(1997) 
116 Grimm, R. s4.3 122 1.28 0.94 1.37 
(1997) 
117 Hallgren (1994) B90SB13- 83 1.57 1.10 1.60 
2-86 
118 Hallgren (1994) B90SB14- 77 1.48 1.04 1.52 
2-86 
119 Hallgren (1994) B90SB22- 76 1.47 1.05 1.52 
2-85 
120 Hallgren (1994) B91SC2- 70 1.54 1.18 1.70 
2-62 
121 Hallgren (1994) B91SC4- 74 1.57 1.17 1.69 
2-69 
122 Hallgren (1994) B90SB17- 59 1.54 1.28 1.79 
2-45 
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r'1··•·•·•••···· • rH· ••.· . .. ... •• 123 Hallgren (1994) B90SB18- 63 1.65 1.35 1.90 
2-45 
124 Hallgren (1994) B90SB21- 69 1.36 0.97 1 .41 
2-85 
125 Hallgren (1994) B91SC1- 71 1.60 1.23 1.76 
2-62 
126 Hallgren (1994) B91SD1- 89 1.72 1.46 2.13 
4-61 
127 Hallgren (1994) B91SD2- 90 1.74 1.47 2.16 
4-61 
128 Hallgren (1994) B91SD3- 82 1.51 1.26 1.86 
4-66 
129 Hallgren (1994) B91SD4- 79 1.47 1.23 1.81 
4-66 
130 Hallgren (1994) B91SD5- 78 1.52 130 1.91 
4-58 
131 Hallgren (1994) B91SD6- 83 1.67 1.43 2.10 
4-58 
132 Hallgren (1994) B90SB5- 56 1.73 1.51 2.08 
2-33 
133 Hallgren ( 1994) B90SB6- 54 1.63 1.40 1.96 
2-33 
134 Hallgren ( 1994) B90SB9- 49 1.54 1.35 1.88 
2-31 
135 Hallgren ( 1994) B90SB10- 54 1.67 1.45 2.03 
2-3 l 
136 Hallgren (1996) B3 76 0.76 0.43 0.88 
137 Hallgren (1996) B5 104 0.97 0.54 1.05 
138 Hallgren (1996) B7 89 0.80 0.41 0.88 
139 Hamadi; Regan Gl 45 1.68 1.06 l .48 
(1980) 
140 Hamadi; Regan G2 41 1.95 l.15 1.66 
(1980) 
141 Hamadi; Regan G4 30 0.90 1.53 1.43 
([980) 
142 Hanson I.A. 8A-X 80 2.11 1.37 2.55 
(1958) 
143 Hanson J.A. 8A 58 1.42 0.93 1.73 
(1958) 
144 Hanson J.A. SB 90 1.81 1.20 2.25 
(1958) 
145 Hanson J.A. 8C 127 1.88 1.26 2.32 
(195S) 
146 Hanson J.A. SD 165 2.15 1.39 2.58 
(1958) 
147 Hanson (1961) 8A4 34 0.93 1.28 1.35 
407 
Hanson (1961) 8B4 43 1.05 1.25 1.36 
149 Hanson (1961) 8BW4 40 0.99 1.20 1.30 
150 Hanson (1961) 8B2 52 1.19 1.53 1.54 
151 Hanson (1961) 8B3 46 1.08 0.70 1.35 
152 Islam M.S., Pam MlOO-SO 65 1.25 0.97 1.30 
H.J., Kwan 
A.K.H. (1998) 
153 Islam M.S., Pam MlOO-Sl 108 1.59 1.22 2.11 
H.J., Kwan 
A.K.H. (1998) 
154 Islam M.S., Pam Ml00-S3 97 1.43 J.!O 1.90 
H.J., Kwan 
A.K.H. (1998) 
155 Islam M.S., Pam Ml00-S4 81 1.56 1.21 1.62 
H.J., Kwan 
A.K.H. (1998) 
156 Islam M.S., Pam M80-SO 58 1.17 0.95 1.27 
H.J., Kwan 
A.K.H. (1998) 
157 Islam M.S., Pam M80-Sl 117 1.85 1.46 2.52 
H.J., Kwan 
A.K.H. (1998) 
158 Islam M.S., Pam M80-S3 115 1.81 1.44 2.48 
H.J., Kwan 
A.K.H. (1998 
159 Islam M.S., Pam M80-S4 72 1.47 1.19 1.58 
H.J., Kwan 
A.K.H. (1998) 
160 Islam M.S., Pam M60-SO 46 1.11 0.93 1.26 
H.J., Kwan 
A.K.H. (1998) 
161 Islam M.S., Pam M60-Sl 92 1.85 1.43 2.48 
H.J., Kwan 
A.K.H. (1998) 
162 Islam M.S., Pam M60-S3 90 1.81 1.40 2.43 
H.J., Kwan 
A.K.H. (1998) 
163 Islam M.S., Pam M60-S4 52 1.27 1.06 1.43 
H.J., Kwan 
A.K.H. (1998) 
164 Islam M.S., Pam M40-SO 55 1.57 1.47 1.91 
H.J., Kwan 
A.K.H. (1998) 




166 Islam M.S., Pam 
H.J., Kwan 
A.K.H. (1998) 
167 Islam M.S., Pam 
H.J., Kwan 
A.K.H. (1998) 
168 Islam M.S., Pam 
H.J., Kwan 
A.K.H. (1998) 
169 Kani (1967) 
170 Kani (1967) 
171 Kani (1967) 
172 Kani (1967) 
173 Kani (1967) 
174 Kani (1967) 
175 Kani (1967) 
176 Kani(1967) 
177 Kani (1967) 
178 Kani ( 1967) 
179 Kani (1967) 
180 Kani (1967) 
181 Kani (1967) 
182 Kani (! 96 7) 
183 Kani (1967) 
184 Kani(l967) 
185 Kani (1967) 
186 Kani (! 967) 
187 Kani (1967) 
188 Kani (1967) 
189 Kani (1967) 
190 Kani (1967) 
191 Kani (1967) 
192 Kani (1967) 
193 Kani (1967) 
194 Kani(l967) 
195 Kani(!967) 
196 Kani (196 7) 
197 Kani (1967) 
198 Kani (1967) 
199 Kani(l967) 








































































l.59 l.49 1.96 
l.70 1.35 2.29 
l.15 0.97 1.33 
0.95 l.17 1.38 
0.84 l.72 1.59 
0.76 l.87 1.60 
1.30 1.22 1.5 l 
0.77 2.05 l .45 
0.98 l.74 1.55 
0.85 1.87 1.47 
1.51 1.09 1.73 
1.56 0.98 1.56 
1.33 1.84 1.78 
1.38 1.33 1.57 
1.86 1.23 1.88 
1.63 1.56 1.79 
1.28 1.90 1.77 
1.06 1.92 1.58 
1.50 1.44 1.70 
l.59 1.50 !.77 
1.90 1.24 1.90 
2.02 1.20 1.84 
1.34 0.81 1.36 
1.64 l.25 1.63 
l.73 1.29 1.68 
2.52 1.50 2.26 
1.06 1.94 1.60 
0.91 2.05 1.48 
3.62 l.64 2.90 
3.38 1.76 2.87 
1.77 0.94 1.73 
2.25 l.24 2.22 
2.29 1.27 2.29 
2.21 1.31 2.35 
l.83 0.99 1.91 
409 
Krefeld, 11A2 73 1.18 0.98 1.77 
Thurston (1966) 
203 Krefeld, 12A2 64 1.47 l.39 2.03 
Thurston (1966) 
204 Krefeld, 18A2 63 1.43 1.12 2.04 
Thurston 1966) 
205 Krefeld, 18B2 72 1.60 1.26 2.28 
Thurston ( 1966) 
206 Krefeld, 18C2 73 1.48 1.18 2.14 
Thurston (1966) 
207 Krefeld, 18D2 60 1.23 0.98 1.78 
Thurston ( 1966) 
208 Krefeld, 16A2 42 1.32 1.10 1.66 
Thurston ( 1966) 
209 Krefeld, 17A2 44 l.34 1.15 1.72 
Thurston ( 1966) 
210 Krefeld, 3AC 44 1.25 1.53 1.74 
Thurston (1966) 
211 Krefeld, 3CC 36 0.89 1.58 1.45 
Thurston (1966) 
212 Krefeld, 3AAC 56 1.31 1.03 1.56 
Thurston ( 1966) 
213 Krefeld, 4AAC 58 1.46 1.20 1.79 
Thurston (1966) 
214 Krefeld, SAAC 57 1.32 1.10 1.62 
Thurston (1966) 
215 Krefeld, 6AAC 60 1.33 1.13 1.66 
Thurston (1966) 
216 Krefeld, 3AC 53 1.29 1.40 1.62 
Thurston (1966) 
217 Krefeld, 4AC 54 1.29 1.46 1.65 
Thurston (1966) 
218 Krefeld, SAC 54 1.24 1.41 1.58 
Thurston (1966) 
219 Krefeld, 6AC 59 1.31 1.51 1.67 
Thurston (1966) 
220 Krefeld, 4CC 53 1.05 1.54 1.43 
Thurston (1966) 
221 Krefeld, sec 57 1.14 1.72 1.56 
Thurston (1966) 
222 Krefeld, 6CC 63 1.23 1.88 1.68 
Thurston (1966) 
223 Krefeld, c 85 1.61 0.99 1.55 
Thurston (1966) 
224 Krefeld, OCA 49 0.99 1.49 1.38 
Thurston (1966) 
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Thurston (1966) 
226 Krefeld, OCA 147 1.34 1.05 l.38 
Thurston ( 1966) 
227 Krefeld, OCB 134 1.21 0 96 J.25 
Thurston (1966) 
228 Krefeld, 15A2 46 1.18 0.85 1.49 
Thurston (1966) 
229 Krefeld, 1582 52 1.32 0.95 1.67 
Thurston (1966) 
230 Kulkarni S.M., B4JL20·S 20 l.05 l.23 1.28 
Shah S.P. (1998) 
231 Kulkarni S.M., B3N015· 23 1.31 J.13 1.43 
Shah S.P. (1998) s 
232 Kulkarni S.M., B3N030- 24 1.37 l.03 1.47 
Shah S.P. (1998) s 
233 Kling (1985) c 26 1.40 0.78 1.52 
234 Kling (1985) D 30 1.46 0.93 1.76 
235 Kling (1985) E 43 2.05 l.31 2.45 
236 Kung (1985) F 54 2.52 1.64 3.02 
237 Kung (1985) E-l 40 1.83 J.18 2.21 
238 Lambotte H., NS-0.97 127 2.44 1.05 1.79 
Taerwe L.R. 
(1990) 
239 Lambotte H., NS-1.45 180 3.43 1.58 2.52 
Taerwe L.R. 
(l 990) 
240 Laupa, Siess S2 42 1.03 l.33 1.37 
(1953) 
241 Laupa, Siess S3 53 1.19 1.49 1.52 
(l 953) 
242 Laupa, Siess S4 56 1.25 !.62 1.63 
11953) 
243 Laupa, Siess SS 50 1.1 l 1.49 1.47 
(l 953) 
244 Laupa, Siess SJ 1 34 1.02 l.59 1.60 
(1953) 
245 Laupa) Siess S13 50 1.17 !.62 1.60 
(1953) 
246 Leonhardt PS 91 1.62 1.15 1.66 
(1962) 
247 Leonhardt P9 106 1.80 1.37 1.90 
(l 962) 
248 Leonhardt 51 60 1.14 0.87 1.42 
(1962) 
41 l 
Leonhardt 5r 1.10 1.81 
(1962) 
250 Leonhardt 61 61 1.20 1.17 1.47 
(1962) 
251 Leonhardt 6r 68 1.36 1.32 1.65 
(1962) 
252 Leonhardt 7-1 62 l.11 1.42 1.46 
(1962) 
253 Leonhardt 7-2 68 1.22 1.56 1.60 
(1962) 
254 Leonhardt 8-1 66 1.07 1.79 1.58 
(1962) 
255 Leonhardt 8-2 66 1.08 1.79 1.60 
(1962) 
256 Leonhardt D2/J 21 1.62 1.10 1.71 
(1962) 
257 Le.onhardt D2/2 23 1.78 1.20 1.88 
(1962) 
258 Leonhardt D3/J 46 1.53 1.02 1.62 
(1962) 
259 Leonhardt D3/21 43 1.41 0.94 1.49 
(1962) 
260 Leonhardt D3/2r 43 1.41 0.94 1.49 
(1962) 
261 Leonhardt . D4/l 74 1.36 0.90 1.45 
(1962) 
262 Leonhardt D4/21 71 1.31 0.86 1.40 
(1962) 
263 Leonhardt D4/2r 71 1.31 0.86 1.40 
(1962) 
264 Leonhardt Cl 22 1.19 0.87 1.45 
(l 962) 
265 Leonhardt C2 65 1.75 0.95 1.52 
(1962) 
266 Leonhardt C3 102 1.33 0.74 1.25 
(1962) 
267 Leonhardt C4 152 1.34 0.73 1.30 
(1962) 
268 Leonhardt Pl2 100 2.63 1.57 2.90 
(1962) 
269 Leonhardt 41 82 1.26 0.98 1.90 
(1962) 
270 Leonhardt 4r 87 1.35 1.05 2.03 
(1962) 
271 Leonhardt EA! 58 1.32 0.98 1.72 
(1962) 
412 
i}~;i' ;'; :~~i '·• 
, .. · ; . ,,,, ~ I 
V-"' ;y~~'Y"~1 <.J7~ (']1 ...... ~'.'"'c?'1~· .• > 
·'· - . : ... . .< ;h./ ·_,~ ·. 
:>. . " ;~~.i.' i·'···1 < ... / : : :' ,;@•t ·'· .• .., .. f~\; ; ;:!;[']'• . . --. -- c"'.i.L <_<;/::;.--
272 Leonhardt EA2 75 1.71 1.26 2.20 
(1962) 
273 Marti; Pralong; PSI I 97 1.74 1.51 1.82 
Thtirlimann 
(1977) 
274 Mathey, Illa- 17 88 1.20 1.03 1.34 
Watstein (1963) 
275 Mathey, Illa-18 81 1.17 1.04 1.34 
Watstein (1963) 
276 Mathey, Va-19 63 1.09 0.85 1.23 
Watstein (1963) 
277 Mathey, Va-20 66 1.10 0.84 1.22 
Watstein (1963) 
278 Mathey, Vla-24 54 1.18 0.68 1.17 
Watstein (1963) 
279 Mathey, Vla-25 50 1.05 0.63 1.08 
Watstein (1963) 
280 Mathey, Vlb-21 71 1.16 0.68 1.25 
Watstein (1963) 
281 Mathey, Vlb-22 62 I.OJ 0.60 1.10 
Watstein (1963) 
282 Mathey, Vlb-23 75 1.11 0.65 1.20 
Watstein (1963) 
283 MoodyK.G. Al 60 1.29 0.93 1.51 
(I 954) 
284 MoodyK.G. A2 67 1.50 1.00 1.62 
(1954) 
285 Moody K.G. A3 76 1.73 1.12 1.83 
(1954) 
286 MoodyK.G. A4 71 1.64 1.04 1.68 
(1954) 
287 Moody K.G. Bl 56 1.63 1.08 1.77 
(1954) 
288 Moody K.G. B2 60 1.75 1.14 1.85 
(1954) 
289 MoodyK.G. B3 56 1.78 1.13 1.83 
(1954) 
290 Moody K.G. B4 56 1.97 1.23 1.99 
(1954) 
291 MoodyK.G. 1 58 1.48 1.05 1.50 
(I 954) 
292 MoodyK.G. 2 36 1.33 1.09 1.51 
(1954) 





295 Moody K.G. 5 52 1.45 1.06 1.51 
(1954) 
296 MoodyK.G. 6 34 1.32 1.10 1.52 
(1954) 
297 MoodyK.G. 7 51 1.42 1.04 1.48 
(1954) 
298 MoodyK.G. 9 53 1.28 0.90 1.29 
(1954) 
299 MoodyK.G. 10 49 1.54 1.18 1.66 
(1954) 
300 MoodyK.G. 11 60 1.51 1.06 1.52 
(1954) 
301 MoodyK.G. 12 47 1.62 1.27 1.78 
(1954) 
302 MoodyK.G. 14 43 1.39 1.08 1.52 
(1954) 
303 MoodyK.G. 15 51 1.29 0.92 1.31 
(1954) 
304 MoodyK.G. 16 38 1.43 l.18 1.63 
(1954) 
305 Morrow, Viest B56 B2 100 1.33 1.50 1.74 
(1957) 
306 Morrow, Viest B56A4 138 1.51 1.43 1.66 
(1957) 
307 Morrow, Viest B56 B4 122 1.29 1.21 1.46 
(1957) 
308 Morrow, Viest B56 E4 109 1.21 1.05 1.33 
(1957) 
309 Morrow, Viest B56 A6 178 1.45 1.40 1.62 
(1957) 
310 Morrow, Viest B56 B6 137 1.20 0.95 1.19 
(1957) 
311 Morrow, Viest B70B2 89 0.94 1.54 1.49 
(1957) 
312 Morrow, Viest B70 A4 132 1.17 1.61 1.57 
(1957) 
313 Morrow, V iest B70 A6 178 1.26 1.61 1.55 
(1957) 
314 Morrow, Viest B84 B4 111 0.91 1.63 1.42 
(1957) 
315 Morrow, Viest B40B4 156 1.71 0.97 1.54 
(1957) 
316 Mphonde, Frantz A0-3-3b 65 1.90 1.56 2.07 
(1984) 
414 
318 Mphonde, Frantz A0-7-3a 
(1984) 
319 Mphonde, Frantz A0-7-3b 
(1984) 
320 Mphonde, Frantz AO-l l-3a 
(1984) 
321 Mphonde, Frantz AO-l l-3b 
(1984) 
322 Mphonde, Frantz A0-15-3a 
(1984) 
323 Mphonde, Frantz A0-15-3b 
(1984) 
324 Mphonde, Frantz A0-15-3c 
(1984)_ 
325 Mphonde, Frantz A0-3-2 
(1984) 
326 Mphonde, Frantz A0-7-2 
(1984) 
327 Mphonde, Frantz AO-l l-2 
(1984) 
328 Mphonde, Frantz AO-l5-2a 
(1984) 
329 Mphonde, Frantz A0-15-2b 
(1984) 
330 Podgorniak- BRLIOO 
StanikB.A. 
(1998) 
331 Podgorniak- BNIOO 
Stanik B.A. 
(1998) 
332 Podgorniak- BHIOO 
Stanik B.A. 
(1998) 
333 Podgorniak- BN50 
StanikB.A. 
(1998) 
334 Podgorniak- BH50 
Stanik B.A. 
(1998) 
335 Podgorniak- BN25 
Stanik B.A. 
(1998) 























1.82 1.33 1.80 
1.75 1.26 1.71 
1.46 0.92 1.28 
1.46 0.92 1.28 
1.48 0.91 1.27 
1.50 0.88. 1.25 
1.48 0.88 ].23 
2.21 1.33 2.47 
1.91 1.20 2.25 
1.3 l 0.78 1.48 
2.07 1.20 2.29 
2.61 1.57 2.98 
0.73 0.21 0.76 
1.25 0.46 1.03 
0.73 0.24 0.71 
1.26 0.63 l.l9 
0.74 0.33 0.73 
1.26 0.71 1.18 
1.22 0.78 1.25 
337 Rajagopalan; S-13 40 1.10 l.17 1.41 
Ferguson (1968) 
338 Rajagopalan; S-1 36 0.83 0.72 0.99 
Ferguson(! 968) 
339 Rajagopalan; S-2 37 0.99 0.79 1.12 
Fer uson (1968) 
340 Rajagopalan; S-3 31 0.88 0.79 1.06 
Ferguson (1968) 
341 Rajagopalan; S-4 28 0.79 0.65 0.93 
Ferguson (1968) 
342 Rajagopalan; S-5 34 l.18 0.89 l .30 
Ferguson (1968) 
343 Rajagopalan; S-9 24 0.82 0.70 1.00 
Ferauson (1968) 
344 Rajagopalan; S-6 27 1.11 0.67 l.l l 
Ferauson (! 968) 
345 Rajagopalan; S-7 30 2.04 0.76 l.40 
Ferguson (1968) 
346 Rajagopalan; S-12 25 1.27 0.61 1.13 
Ferguson (1968) 
347 Reineck; Koch; NS 102 1.29 0.89 1.26 
Schlaich (! 978) 
348 Reineck; Koch; N6 118 1.44 0.75 1.39 
Schlaich (1978) 
349 Reineck; Koch; N7 140 1.66 0.92 1.66 
Schlaich (1978) 
350 Remmel (1991) s I I 46 1.16 0.87 1.16 
351 Remmel (I 991) sl 2 48 0.98 0.69 l.17 
352 Remmel (1991) sl 4 58 1.34 1.08 1.41 
353 Remmel (1991) sl 5 60 l.10 0.87 1.46 
354 Ruesch, Haugli x 15 l.59 1.47 1.99 
(! 962) 
355 Ruesch, Haugli y 30 1.53 1.33 1.74 
(1962) 
356 Ruesch, Haugli z 55 1.37 1.18 1.57 
(1962) 
357 Scholz (1994) A-2 83 1.21 0.46 0.88 
358 Scholz (1994) D-2 121 1.23 0.59 1.00 
359 Scholz (1994) D-3 121 1.26 0.78 1.07 
360 Taylor (1968) IA 62 l.19 0.66 1.08 
361 Taylor (1968) 2A 92 1.60 0.89 1.41 
362 Taylor (1968) lB 76 1.50 0.81 1.32 
363 Taylor ( 1968) 2B 101 1.77 0.98 1.55 
364 Taylor (1968) 3B 76 1.43 0.76 1.26 
365 Taylor (1968) SA 81 1.40 0.69 1.33 
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366 Taylor (1968) 5B 81 1.40 0.69 1.33 
367 Taylor (1972) Bl 104 1.94 0.96 1.53 
368 Taylor (1972) B2 87 1.76 0.91 1.44 
369 Taylor (1972) B3 85 1.50 0.75 1.21 
370 Taylor ( 1972) Al 358 1.82 0.79 1.41 
371 Taylor (1972) A2 328 1.86 0.84 1.47 
372 Thorenfeldt, Bl 1 58 1.46 0.89 1.43 
Drangshold 
(1990) 
373 Thorenfeldt, Bl3 70 1.66 1.43 1.82 
Drangshold 
(1990) 
374 Thorenfeldt, Bl4 83 1.63 1.27 2.10 
Drangshold 
(1990) 
375 Thorenfeldt, B21 68 1.44 0.82 1.33 
Drangshold 
(1990) 
376 Thorenfeldt, B23 78 1.58 1.24 1.60 
Drangshold 
(1990) 
377 Thorenfeldt, B24 83 1.35 LOO 1.66 
Drangshold 
(1990) 
378 Thorenfeldt, B33 68 1.55 1.31 1.68 
Drangshold 
(1990) 
379 Thorenfeldt, B34 83 1.56 1.21 2.00 
Drangshold 
(1990) 
380 Thorenfeldt, B43 86 1.69 1.28 1.66 
Drangshold 
(1990) 
381 Thorenfeldt, B44 107 1.69 1.20 2.01 
Drangshold 
(1990) 
382 Thorenfeldt, B51 56 1.06 0.58 0.96 
Drangshold 
(1990) 
383 Thorenfeldt, B53 77 1.42 1.05 1.37 
Drangshold 
(1990) 







386 Thorenfeldt, B63 229 1.18 0.91 1.26 
Drangshold 
(I 990) 
387 Thorenfeldt, B64 281 1.16 0.85 1.47 
Drangshold 
(1990) 
388 Walraven (1978) A2 71 l.74 0.77 1.31 
389 Walraven (1978) A3 101 1.94 0.66 1.19 
390 Xie, Ahmad, Yu NNN-3 37 1.11 0.82 1.34 
(1994) 
391 Xie, Ahmad, Yu NHN-3 46 0.83 0.54 0.91 
(1994) 












395 Yoshida Y., YB2000/0 255 1.20 0.32 0.94 
Bentz E., Collins 
M. (2000) 
mean 1.36 ± 1.08 ± 1.55 ± 
0.33 % 0.42 % 0.46 % 
std-dev 0.39 0.37 0.42 
c.v. 28.58 % 34.59 % 27.43 % 
(Reineck et al. 2003) 
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464 4.93 24 2.3 
466 6.91 35 2.8 
461 3.95 25 2.4 
466 4.91 23 2.4 
461 6.95 39 3.1 
464 3.95 30 1.8 
464 4.93 24 3.7 
459 6.98 35 3.7 
458 4 25 2.4 
459 3.98 27 1.8 
458 3.98 25 2.5 
459 3.98 27 1.9 
458 3.98 25 1.7 
459 3.98 25 2.2 
459 3.98 29 1.6 
270 2.78 30 2.5 
270 2.78 28 2.5 
270 2.78 30 2.5 
270 2.78 30 2.5 
460 3.98 25 1.7 
457 4.01 24 2.3 
458 4 24 1.7 
457 4.01 26 1.7 
459 3.99 23 2.3 
460 3.98 27 1.7 
462 3.95 25 1.8 
460 3.97 27 2.3 
460 3.97 25 1.8 
461 3.96 26 1.8 
460 3.97 26 1.8 
300 3 27 1.3 
600 3 25 1.3 
900 3 26 1.3 
1200 3 25 1.3 
272 3 .36 27 1.5 
272 3.36 30 1.5 
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3.36 26 1.0 0.0012 
3.6 34 4.2 0.0004 
3.6 32 4.2 0.0006 
3.36 29 1.5 0.0008 
3.6 30 4.2 0.0005 
3.6 32 4.2 0.0005 
3.36 13 1.5 0.0007 
3.36 31 1.5 0.0008 
3.36 30 1.5 0.00 l l 
3.36 43 1.5 0.0009 
3.6 48 4.2 0.0006 
4.5 30 1.5 0.0008 
5.05 31 4.2 0.0004 
3.6 31 4.2 0.0004 
3.6 32 4.2 0.0007 
3 29 2.0 0.0006 
3 29 2.0 0.0007 
3 29 2.0 0.0008 
4 29 2.0 0.0006 
3 28 4.0 0.0004 
3 26 4.0 0.0004 
3 26 4.0 0.0004 
4 28 4.0 0.0003 
4 26 4.0 0.0004 
5 28 4.0 0.0003 
3.6 22 3.4 0.0003 
3.6 40 3.4 0.0004 
3.6 60 3.4 0.0004 
3.6 83 3.4 0.0004 
3.6 28 3.4 0.0004 
3.6 47 3.4 0.0005 
3.6 69 3.4 0.0006 
3.6 82 3.4 0.0005 
3.6 29 3.4 0.0005 
3.6 47 3.4 0.0005 
3.6 70 3.4 0.0006 
3.6 83 3.4 0.0006 
4 63 3.3 0.0006 
4 40 2.5 0.0006 
4 21 2.5 0.0004 
3.1 36 2.5 0.0005 
3. l 36 2.5 0.0003 
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81 Johnson and 3 304 538 3.1 72 2.5 0.0004 
82 Ramirez 4 304 538 3.1 72 2.5 0.0005 
83 5 304 538 3.1 56 2.5 0.0006 
84 7 304 538 3.1 51 2.5 0.0004 
85 8 304 538 3.1 51 2.5 0.0004 
86 Anderson and WI 406 345 2.65 29 2.3 0.0008 
87 Ramirez W2 406 345 2.65 32 2.3 0.0010 
88 W3 406 345 2.65 32 2.3 0.0009 -
89 W4 406 345 2.65 34 2.3 0.0011 
90 Roller and I 356 559 2.5 120 1.7 0.0005 
-
91 Russel 2 356 559 2.5 120 3.0 0.0011 
92 6 457 762 3 72 1.7 0.0006 
93 7 457 762 3 72 1.9 0.0007 
94 8 457 762 3 125 1.9 0.0004 
95 9 457 762 3 125 2.4 0.0005 
96 Sarzam and AL2-N 180 235 4 40 2.2 0.0007 
97 Al-Musawi AL2-H 180 235 4 75 2.2 0.0008 
98 BL2-H 180 235 4 76 2.8 0.0007 
99 CL2-H 180 235 4 70 3.5 0.0006 
100 Xie et al. NNW-3 127 203 3 41 3.2 0.0006 
101 NHW-3 127 198 3 98 4.5 0.0006 
102 NHW-3a 127 198 3 90 4.5 0.0006 
-
103 NHW-3b 127 198 3 103 4.5 0.0007 
104 McGormley, BUS-I 203 419 3.27 42 3.0 0.0006 
105 Creary, EUS-1 203 419 3.27 43 3.0 0.0007 
106 and Ramirez BUH-I 203 419 3.27 46 3.0 0.0006 -
107 EUH-1 203 419 . 3.27 44 3.0 0.0007 
108 BUIS-2 203 419 3.27 35 3.0 0.0007 
109 EUIS-2 203 419 3.27 48 3.0 0.0007 
110 BUIH-2 203 419 3.27 50 3.0 0.0008 
111 EUlli-2 203 419 3.27 51 3.0 0.0007 
112 BUH-3 203 419 3.27 53 3.0 0.0007 
113 EUH-3 203 419 3.27 55 3.0 0.0007 
114 BUIS-3 203 419 3.27 57 3.0 0.0006 
115 EUIS-3 203 419 3.27 56 3.0 0.0006 
116 Yoon, Cook, Nl-N 375 655 3.28 36 2.8 0.0004 
117 and N2-S 375 655 3.28 36 2.8 0.0003 
118 Mitchell N2-N 375 655 3.28 36 2.8 0.0004 
119 Ml-N 375 655 3.28 67 2.8 0.0004 
120 M2-S 375 655 3.28 67 2.8 0.0005 
121 M2-N 375 655 3.28 67 2.8 0.0006 
122 Hl-N 375 655 3.28 87 2.8 0.0004 
421 
H2-N 37S 6SS 3.28 87 2.8 0.0006 
12S Kong and SI-I 2SO 292 2.S 60 2.8 0.0007 
126 Rangan Sl-2 2SO 292 2.S 60 2.8 0.0006 
127 S2-3 2SO 292 2.S 69 2.8 0.0007 
128 S2-4 2SO 292 2.S 69 2.8 0.0006 
129 S3-l 2SO 297 2.49 64 1.7 0.0010 
130 S3-2 2SO 297 2.49 64 1.7 0.0008 
131 S3-3 2SO 293 2.49 64 2.8 0.0007 
132 S3-3 2SO 293 2.49 64 2.8 O.OOOS 
133 S4-3 2SO 346 2.4 83 2.9 0.0006 
134 S4-4 2SO 292 2.S 83 2.8 0.0008 
13S SS-I 2SO 292 3.01 8S 2.8 0.0007 
136 SS-2 2SO 292 2.74 8S 2.8 0.0008 
137 SS-3 2SO 292 2.S 8S 2.8 0.0007 
138 S6-3 2SO 293 2.73 6S 2.8 0.0005 
139 S6-4 2SO 293 2.73 6S 2.8 0.0006 
140 S7-l 250 294 3.3 71 4.5 0.0004 
141 S7-2 2SO 294 3.3 71 4.S 0.0004 
142 S7-3 2SO 294 3.3 71 4.5 O.OOOS 
143 S7-4 2SO 294 3.3 71 4.S O.OOOS 
144 S7-S 2SO 294 3.3 71 4.S 0.0006 
14S S7-6 2SO 294 3.3 71 4.S 0.0006 
146 Zararis and A033 140 23S 3.6 22 1.4 O.OOOS 
147 Papadakis AOSO 140 23S 3.6 24 1.4 0.0006 
148 A066 140 235 3.6 23 1.4 0.0007 
149 Al 140 23S 3.6 23 1.4 0.0008 
lSO B033 140 23S 3.6 22 1.4 O.OOOS 
IS! BOSO 140 23S 3.6 24 1.4 0.0006 
152 B066 140 23S 3.6 21 1.4 0.0006 
IS3 cs 140 235 3.6 22 0.7 0.0014 
154 C6 140 23S 3.6 21 0.7 0.0012 
155 Karayiannis and A24 200 260 2.77 26 l.S 0.0005 
f--~~~-+~~+-~~+-~--1~~--1~~-+~~~--1 











A48 200 260 2.77 26 l .S 0.0007 
A72 200 260 2.77 26 l.S 0.0007 
B30 200 260 3.46 26 2.0 0.0004 
B4S 200 260 3.46 26 2.0 0.0004 
B60 200 260 3.46 26 2.0 0.0004 
B90 200 260 3.46 26 2.0 O.OOOS 
DBO.S30M 300 92S 2.92 32 O.S 0.0010 













2.92 65 1.0 0.0009 
2.92 80 1.0 0.0008 

































































































































0.1 208 256 0.3 
0.1 223 243 0.2 
0.15 211 250 0.3 
0.15 214 252 0.3 
0.15 230 231 0.2 
0.2 191 273 0.5 
0.2 244 220 0.2 
0.2 242 217 0.2 
0.15 210 248 0.3 
0.1 190 269 0.3 
0.15 211 247 0.3 
0.2 191 268 0.4 
0.1 183 275 0.4 
0.15 204 255 0.4 
0.2 182 277 0.5 
0.41 125 145 0.2 
0.42 125 145 0.3 
0.59 125 145 0.3 
0.58 125 145 0.3 
0.1 185 275 0.3 
0.15 205 252 0.3 
0.2 183 275 0.4 
0.1 185 272 0.4 
0.15 205 254 0.3 
0.2 185 275 0.5 
0.1 189 273 0.4 
0.15 208 252 0.3 
0.2 187 273 0.5 
0.1 189 272 0.4 
0.1 188 272 0.4 
0.15 108 192 0.3 
0.15 216 384 0.6 
0.15 323 577 0.9 
0.15 431 769 1.2 
0.21 103 169 0.3 
0.43 103 169 0.4 
0.21 88 184 0.5 
0.21 88 184 0.6 
0.21 149 123 0.2 














































































































































0.14 103 169 0.4 
0.43 149 123 0.2 
0.43 149 123 0.2 
0.21 103 169 0.3 
0.21 103 169 0.3 
0.43 103 169 0.5 
0.21 103 169 0.4 
0.43 149 123 0.2 
0.21 103 169 0.3 
0.21 149 123 0.1 
0.21 149 123 0.2 
0.84 149 123 0.2 
0.16 40 55 0.1 
0.38 40 55 0.1 
0.43 40 55 0.1 
0.06 40 55 0.1 
0.12 71 61 0.1 
0.34 71 61 0.1 
0.6 71 61 0.1 
0.12 71 61 0.1 
0.34 71 61 0.1 
0.12 71 61 0.1 
0.12 153 145 0.1 
0.12 153 145 0.2 
0.12 153 145 0.2 
0.12 153 145 0.2 
0.26 153 145 0.2 
0.26 153 145 0.2 
0.26 153 145 0.2 
0.26 153 145 0.2 
0.38 153 145 0.2 
0.38 153 145 0.2 
0.38 153 145 0.3 
0.38 153 145 0.2 
0.17 135 131 0.2 
0.17 123 143 0.2 
0.17 123 143 0.2 
0.14 249 289 0.3 
0.07 249 289 0.2 
0.07 249 289 0.3 
0.07 249 289 0.3 











































































































































0.07 249 289 0.3 
0.07 249 289 0.3 
0.39 155 190 0.3 
0.39 155 190 0.4 
0.39 155 190 0.3 
0.39 155 190 0.4 
0.07 223 336 0.3 
0.43 277 282 0.6 
0.08 309 453 0.6 
0.16 319 443 0.7 
0.08 319 443 0.4 
0.16 345 417 0.5 
0.09 105 130 0.3 
0.09 105 130 0.3 
0.09 114 121 0.2 
0.09 122 113 0.2 
0.49 102 101 0.2 
0.51 112 86 0.1 
0.65 112 86 0.1 
0.78 112 86 0.1 
0.34 207 212 0.3 
0.34 207 212 0.4 
0.34 207 212 0.3 
0.34 207 212 0.4 
0.34 207 212 0.4 
0.34 207 212 0.4 
0.34 207 212 0.4 
0.34 207 212 0.4 
0.34 207 212 0.4 
0.34 207 212 0.4 
0.34 207 212 0.3 
0.34 207 212 0.3 
0.08 316 339 0.3 
0.08 316 339 0.3 
0.12 316 339 0.4 
0.08 316 339 0.3 
0.12 316 339 0.4 
0.16 316 339 0.5 
0.08 316 339 0.4 
0.14 316 339 0.4 
0.23 316 339 0.5 
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12S Kong and SI-I SS6 0.16 141 1SI 0.2 
126 Rang an Sl-2 SS6 0.16 141 IS 1 0.2 -
127 S2-3 SS6 0.16 141 IS I 0.2 
128 S2-4 SS6 0.16 141 1SI 0.2 
-
129 S3-I 640 0.1 119 178 0.3 
130 S3-2 640 0.1 119 178 0.3 
131 S3-3 640 0.1 141 IS2 0.2 
132 S3-3 640 0.1 141 IS2 0.2 
133 S4-3 SS6 0.16 168 178 0.2 
134 S4-4 SS6 0.16 141 ISi 0.2 
13S SS-I SS6 0.16 141 1SI 0.2 
136 SS-2 SS6 0.16 141 1S1 0.2 
137 SS-3 SS6 0.16 141 l 5 I 0.2 
138 S6-3 640 0.1 141 1S2 0.2 
139 S6-4 640 0.1 141 152 0.2 
140 S7-l 600 0.1 165 129 0.2 
141 S7-2 S54 0.13 16S 129 0.1 
142 S7-3 SS6 0.16 16S 129 0.2 
143 S7-4 560 0.2 16S 129 0.2 
144 S7-S S77 0.22 16S 129 0.2 
-
145 S7-6 S73 0.26 16S 129 0.2 
146 Zararis and A033 267 0.09 87 148 0.2 
-
147 Papadakis A050 264 0.14 87 148 0.3 
148 A066 263 0.19 87 148 0.3 
149 Al 270 0.27 87 148 0.3 
150 B033 267 0.06 87 148 0.2 
lSI BOSO 2S6 0.09 87 148 0.2 
1S2 B066 2S8 0.12 87 148 0.2 
1S3 cs 270 0.27 66 169 0.6 
154 C6 271 0.17 66 169 O.S 
1SS Karayiannis and A24 263 0.08 99 161 0.2 
IS6 Chalioris A36 267 0.12 99 161 0.2 
1S7 A48 269 0.16 99 161 0.2 
IS8 A72 2S6 0.25 99 161 0.2 -
IS9 B30 275 0.04 110 ISO 0.2 
160 B4S 243 0.07 110 ISO 0.2 
-
161 B60 2S6 0.09 110 ISO 0.2 
-
162 B90 262 0.13 110 1SO 0.2 
163 Angelakos, DB0.530M soo 0.08 227 698 1.4 - 164 Bentz, DB120M soo 0.08 305 620 0.7 
I6S and Collins DB140 500 0.08 30S 620 0.7 
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1 Scordelis A-I 233 1.21 1.32 
2 A-2 245 1.21 1.59 
3 A-3 234 1.01 1.56 
4 B-1 223 1.29 1.47 
-
5 B-2 200 1.15 1.48 
6 B-3 178 0.89 1.31 
-
7 C-1 156 1.18 1.23 
-
8 C-2 162 1.18 1.54 
9 C-3 136 0.91 1.32 
10 XB-1 200 1.14 1.32 
11 CA-1 165 0.80 0.91 
12 CB-I 176 0.99 1.15 
13 CC-1 110 0.81 0.89 
14 RA-1 200 1.02 1.13 
15 RB-1 200 1.15 1.31 
16 RC-1 137 1.03 1.08 
17 Leonhard and E21 171 1.24 1.09 
18 Walther E31 186 1.32 1.16 
19 E4! 188 1.35 1.19 
~
20 E51 189 1.33 1.17 
21 Bresler and CRA-1 168 0.83 0.94 
f----
Scordelis 22 CRB-1 173 0.99 1.15 
-
23 CRC-1 119 0.89 0.98 - 24 lWCRA-1 215 1.09 1.19 
-
25 !WCRB-1 204 1.18 1.36 
-
26 lWCRC-1 143 1.10 1.16 
27 !WCA-1 220 1.11 1.22 
-
28 !WCB-1 202 1.12 1.27 
29 !WCC-1 143 1.09 1.17 
30 2WCA-l 242 1.23 1.32. 
31 3WCA-l 208 1.04 1.14 
32 Bahl Bl5 130 1.08 0.93 
33 B25 253 1.17 0.93 
34 B35 373 1.24 0.90 
35 B45 468 1.21 0.86 
36 Placas and R8 80 1.12 1.11 
37 Regan R9 105 1.00 1.00 
38 RIO 76 1.11 1.00 
39 Rl 1 90 1.39 1.24 
'40 Rl2 117 1.43 1.59 
-
41 Rl3 160 1.42 1.60 
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42 Placas and Rl4 90 1.50 1.40 
43 Regan Rl5 150 1.34 1.53 
44 Rl6 150 1.33 1.50 
45 Rl7 70 1.13 1.26 
46 Rl8 85 1.15 1.10 
47 Rl9 120 1.16 1.14 
48 R20 90 1.15 1.03 
49 R2l 160 1.33 1.41 
50 R22 80 1.05 1.21 
51 R24 99 1.21 1.61 
52 R25 112 1.40 1.57 
53 R28 192 1.10 1.25 
54 Swamy and C3 16 1.37 1.25 
55 Andriopoulos R3 18 1.25 1.17 
56 J3 21 1.20 1.14 
57 C4 14 1.39 1.69 
58 03 25 1.74 1.67 
59 Z3 28 1.58 1.55 
60 Y3 29 1.11 I.I I 
61 04 20 l.27 1.58 
62 Z4 26 1.31 1.62 
63 05 19 1.18 1.70 
64 Mphonde and BS0-3-3 76 1.14 1.35 
65 Frantz BS0-7-3 94 1.20 1.25 
66 BS0-11-3 98 1.11 1.06 
67 B50-15-3 111 1.16 1.0 I 
68 B 100-3-3 95 1.02 1.16 
69 BI00-7-3 121 1.16 1.20 
70 Bl00-11-3 151 1.35 1.28 
71 BI00-15-3 116 0.98 0.90 
72 BIS0-3-3 138 1.22 1.37 
73 BIS0-7-3 133 1.08 1.13 
74 Bl50-l l-3 162 1.22 1.18 
75 B150-15-3 150 1.09 1.02 
76 Elzanaty, G4 149 1.34 1.01 
77 Nilson, GS 111 1.11 1.22 
78 and Slate G6 78 0.87 1.07 
79 Johuson and I 339 1.06 0.96 
80 Ramirez 2 222 0.86 0.78 
81 3 263 0.82 0.54 
82 4 316 1.00 0.54 
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84 Johnson and 7 281 0.98 0.82 
85 Ramirez 8 258 0.90 0.75 
86 Anderson and WI 460 L04 0.87 
87 Ramirez W2 549 1.22 L02 
88 W3 505 1.12 0.93 
89 W4 585 1.29 L07 
90 Roller and I 298 0.63 0.38 
91 Russel 2 1100 1.26 0.96 
-
92 6 666 1.13 0.73 
93 7 788 L07 0.75 
94 8 483 0.60 0.39 
95 9 750 0.77 0.54 
96 Sarzam and AL2-N 115 1.20 1.30 
97 Al-Musawi AL2-H 123 1.14 1.09 
98 BL2-H 138 L26 L23 
99 CL2-H 147 1.35 1.36 
100 Xie et al. NNW-3 87 L07 L02 
101 NHW-3 102 L06 0.90 
102 NHW-3a 108 LOI 0.89 
103 NHW-3b 123 0.99 0.88 
104 McGormley, BUS-I 272 1.03 1.03 
105 Creary, EUS-1 298 1.13 l.12 
106 and Ramirez BUH-1 276 L03 L02 
107 EUH-1 307 l.16 l.14 
108 BUIS-2 316 1.24 L26 
109 EUIS-2 312 l.16 l.13 
-
110 BUIH-2 334 1.24 1.20 
-
111 EUIH-2 320 l.19 l.14 
-
112 BUH-3 289 1.05 LOI 
-
113 EUH-3 312 l.13 1.08 
114 BUIS-3 267 0.96 0.92 
115 EUJS-3 267 0.96 0.92 
116 Yoon, Cook, Nl-N 457 l.19 LI I 
117 and N2-S 363 0.93 0.88 
118 Mitchell N2-N 483 l.12 L06 
119 Ml-N 405 0.86 0.71 
120 M2-S 552 L09 0.90 
121 M2-N 689 L24 1.03 
122 Hl-N 483 0.97 0.73 
123 H2-S 598 L05 0.82 
124 H2-N 721 1.05 0.85 
431 
12S Kong and Sl-1 228 1.30 0.96 
126 Rang an Sl-2 208 1.19 0.87 
127 S2-3 2S3 1.38 LOO 
128 S2-4 219 1.19 0.86 
129 S3-1 209 L42 0.90 
130 S3-2 178 L21 0.77 
131 S3-3 229 L41 LOI 
132 S3-3 17S L08 0.77 
133 S4-3 243 LOO 0.72 
134 S4-4 2S8 1.33 0.93 
13S SS-I 242 L20 0.96 
136 SS-2 260 1.31 0.98 
137 SS-3 244 L2S 0.87 
138 S6-3 178 L06 0.83 
139 S6-4 214 L28 0.99 
140 S7-1 217 1.24 1.11 
141 S7-2 20S LIO LOO 
142 S7-3 247 L22 1.12 
143 S7-4 274 1.22 LIS 
144 S7-S 304 1.28 1.21 
14S S7-6 311 1.20 LIS 
146 Zararis and A033 40 0.97 L07 
147 Papadakis AOSO so 1.04 1.12 
148 A066 S9 1.12 1.21 
149 Al 64 0.99 L08 
ISO B033 36 0.96 LOS 
lSl BOSO 44 L06 1.13 
IS2 B066 4S L02 1.14 
IS3 cs S6 0.99 0.9S 
1S4 C6 47 LOS LOI 
1SS Karayiannis and A24 64 1.14 0.86 
1S6 Chalioris A36 89 1.44 L09 
1S7 A48 89 1.30 LOI 
158 A72 93 us 0.92 
IS9 B30 71 1.19 us 
160 B4S 71 1.11 1.17 
161 B60 77 1.12 1.18 
162 B90 8S 1.11 1.18 
163 Angelakos, DBO.S30M 263 L02 0.52 
164 Bentz, DB120M 282 0.98 0.69 
16S and Collins DB140 277 0.80 O.SI 
166 DB16S 4S2 L24 0.63 
432 
168 BMlOO 342 
mean 1.14± 0.20 % 1.08 ± 0.56 % 
std-dev 0.17 0.26 
c.v. 14.6 7% 24.36 % 
(Chen and MacGregor 1993; Krefeld and Thurston 1966; Zararis 2003) 
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A4. Deep beams with web reinforcement 
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I Smith and IAl-10 102 60 102 305 305 1.00 
Vantsiotis (1982) 
2 Smith and 1A3-1 l 102 60 102 305 305 1.00 
Vantsiotis (1982) 
3 Smith and 1A4-12 102 60 102 305 305 1.00 
Vantsiotis (1982) 
4 Smith and 1A4-5 l 102 60 102 305 305 1.00 
Vantsiotis (1982) 
5 Smith and IA6-37 102 60 102 305 305 1.00 
Vantsiotis (1982) 
6 Smith and 2Al-38 102 60 102 305 305 1.00 
Vantsiotis (1982) 
7 Smith and 2A3-39 102 60 102 305 305 1.00 
Vantsiotis (! 982) 
8 Smith and 2A4-40 102 60 102 305 305 1.00 
Vantsiotis (1982) 
9 Smith and 2A6-61 102 60 102 305 305 1.00 
Vantsiotis (1982) 
10 Smith and 3Al-42 102 60 102 305 305 1.00 
Vantsiotis (1982) 
11 Smith and 3A3-43 102 60 102 305 305 1.00 
Vantsiotis (1982) 
12 Smith and 3A4-45 102 60 102 305 305 1.00 
Vantsiotis (1982) 
13 Smith and 3A6-46 102 60 102 305 305 1.00 
Vantsiotis (1982) 
14 Smith and lB 1-04 102 60 102 305 368 1.21 
Vantsiotis (1982) 
15 Smith and !B3-29 102 60 102 305 368 1.21 
Vantsiotis (1982) 
16 Smith and !B4-40 102 60 102 305 368 1.21 
Vantsiotis (1982) 
17 Smith and !B6-3 l 102 60 102 305 368 1.21 
Vantsiotis (1982) 
18 Smith and 2Bl-05 102 60 102 305 368 1.21 
Vantsiotis (1982) 
19 Smith and 2B3-06 102 60 102 305 368 1.21 
Vantsiotis (1982) 
20 Smith and 2B4-07 102 60 102 305 368 1.21 
Vantsiotis (1982) 
21 Smith and 2B4-52 102 60 102 305 368 1.21 
Vantsiotis (1982) 
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23 Smith and 3Bl-08 102 60 102 305 368 1.21 
V antsiotis (1982) 
24 Smith and 381-36 102 60 102 305 368 1.21 
Vantsiotis (1982) 
25 Smith and 383-33 102 60 102 305 368 1.21 
Vantsiotis (1982) 
26 Smith and 384-34 102 60 102 305 368 1.21 
Vantsiotis (1982) 
27 Smith and 386-35 102 60 102 305 368 1.21 
Vantsiotis (1982) 
28 Smith and 481-09 102 60 102 305 368 1.21 
Vantsiotis (1982) 
29 Smith and lCl-14 102 60 102 305 457 1.50 
Vantsiotis (1982) 
30 Smith and 1C3-02 102 60 102 305 457 1.50 
Vantsiotis (1982) 
31 Smith and 1C4-15 102 60 102 305 457 1.50 
Vantsiotis (1982) 
32 Smith and IC6-16 102 60 102 305 457 1.50 
V antsiotis (1982) 
33 Smith and 2Cl-l 7 102 60 102 305 457 1.50 
V antsiotis (1982) 
34 Smith and 2C3-03 102 60 102 305 457 1.50 
V antsiotis (1982) 
35 Smith and 2C3-27 102 60 102 305 457 1.50 
V antsiotis (1982) 
36 Smith and 2C4-l 8 102 60 102 305 457 1.50 
Vantsiotis (1982) 
37 Smith and 2C6-l 9 102 60 102 305 457 1.50 
Vantsiotis ( 1982) 
38 Smith and 3Cl-20 102 60 102 305 457 1.50 
Vantsiotis (1982) 
39 Smith and 3C3-21 102 60 102 305 457 1.50 
Vantsiotis (1982) 
40 Smith and 3C4-22 102 60 102 305 457 1.50 
Vantsiotis (1982) 
41 Smith and 3C6-23 102 60 102 305 457 1.50 
Vantsiotis (1982) 
42 Smith and 4Cl-24 102 60 102 305 457 1.50 
Vantsiotis (1982) 
43 Smith and 4C3-04 102 60 102 305 457 1.50 
Vantsiotis (1982) 
44 Smith and 4C3-28 102 60 102 305 457 1.50 
Vantsiotis (1982) 
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45 Smith and 4C4-25 102 60 102 305 457 LSO 
Vantsiotis (1982) 
46 Smith and 4C6-26 102 60 102 305 457 1.50 
Vantsiotis (1982) 
47 Kong, Robins 1-30 76 76 76 724 254 0.35 
and Cole (1970) 
48 Kong, Robins 1-25 76 76 76 597 254 0.43 
and Cole (I 970) 
49 Kong, Robins 1-20 76 76 76 470 254 0.54 
and Cole (1970) 
50 Kong, Robins 1-15 76 76 76 343 254 0.74 
and Cole (1970) 
51 Kong, Robins 1-10 76 76 76 216 254 1.18 
and Cole (1970) 
52 Kong, Robins 2-30 76 76 76 724 254 0.35 
and Cole (1970) 
53 Kong, Robins 2-25 76 76 76 597 254 0.43 
and Cole (1970) 
54 Kong, Robins 2-20 76 76 76 470 254 0.54 
and Cole (1970) 
55 Kong, Robins 2-15 76 76 76 343 254 0.74 
and Cole (1970) 
56 Kong, Robins 2-10 76 76 76 216 254 1.18 
and Cole (1970) 
57 Kong, Robins 5-30 76 76 76 724 254 0.35 
and Cole (1970) 
58 Kong, Robins 5-25 76 76 76 597 254 0.43 
and Cole (1970) 
59 Kong, Robins 5-20 76 76 76 470 254 0.54 
and Cole (1970) 
60 Kong, Robins 5-15 76 76 76 343 254 0.74 
and Cole (1970) 
61 Kong, Robins 5-10 76 76 76 216 254 1.18 
and Cole (1970) 
62 Clark (1951) Al-I 89 136 203 389 914 2.35 
63 Clark (1951) Al-2 89 136 203 389 914 2.35 
64 Clark (1951) Al-3 89 136 203 389 914 2.35 
65 Clark (1951) Al-4 89 136 203 389 914 2.35 
66 Clark (1951) Bl-I 89 136 203 389 762 1.96 
67 Clark (1951) Bl-2 89 136 203 389 762 1.96 
68 Clark(l951) Bl-3 89 136 203 389 762 1.96 
69 Clark (1951) Bl-4 89 136 203 389 762 1.96 
70 Clark (1951) Bl-5 89 136 203 389 762 1.96 
71 Clark (1951) B2-1 89 136 203 389 762 1.96 
72 Clark (1951) B2-2 89 136 203 389 762 1.96 
73 Clark (1951) B2-3 89 136 203 389 762 1.96 
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75 Clark (1951) Cl-I 89 136 203 389 611 1.57 
76 Clark (1951) Cl-2 89 136 203 389 611 1.57 
77 Clark (1951) Cl-3 89 136 203 389 611 1.57 
78 Clark(1951) Cl-4 89 136 203 389 611 1.57 
79 Clark (1951) C2-l 89 136 203 389 611 1.57 
80 Clark (1951) C2-2 89 136 203 389 611 1.57 
81 Clark (1951) C2-3 89 136 203 389 611 1.57 
82 Clark (1951) C2-4 89 136 203 389 611 1.57 
83 Clark (1951) C3-1 89 136 203 389 611 1.57 
84 Clark (1951) C3-2 89 136 203 389 611 1.57 
85 Clark (1951) C3-3 89 136 203 389 611 1.57 
86 Clark (1951) C4-l 89 136 203 3 89 611 1.57 
87 Clark (1951) C6-2 89 136 203 389 611 1.57 
88 Clark (1951) C6-3 89 136 203 389 611 1.57 
89 Clark(1951) C6-4 89 136 203 389 611 1.57 
90 Clark (1951) Dl-6 89 134 152 314 612 1.95 
91 Clark (1951) Dl-7 89 134 152 314 612 1.95 
92 Clark (1951) Dl-8 89 134 152 314 612 1.95 
93 Clark (1951) El-2 89 134 152 314 634 2.02 
94 Clark (1951) D2-6 89 134 152 314 763 2.43 
95 Clark (1951) D2-7 89 134 152 314 763 2.43 
96 Clark (1951) D2-8 89 134 152 314 763 2.43 
97 Clark (1951) D4-l 89 134 152 314 763 2.43 
98 Clark(l951) D4-2 89 134 152 314 763 2.43 
99 Clark (1951) D4-3 89 134 152 314 763 2.43 
100 Clark (1951) D5-l 89 134 152 314 763 2.43 
101 Clark (1951) D5-2 89 134 152 314 763 2.43 
102 Clark (1951) D5-3 89 134 152 314 763 2.43 
103 Shin et al. (1999) MHBl.5- 44 68 125 215 323 1.50 
2.5 
104 Shin et al. (1999) MHB 1.5- 44 68 125 215 323 1.50 
50 
105 Shin et al. (1999) MHB 1.5- 44 68 125 215 323 1.50 
75 
106 Shin et al. (1999) MHBl.5- 44 68 125 215 323 1.50 
100 
107 Shin et al. (1999) MHB2.0- 44 68 125 215 430 2.00 
25 
108 Shin et al. (1999) MHB2.0- 44 68 125 215 430 2.00 
50 
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110 Shin et al. ( 1999) MHB2.0- 44 68 125 215 430 2.00 
100 
111 Shin et al. ( 1999) MHB2.5- 44 68 125 215 538 2.50 
25 
112 Shin et al. (1999) MHB2.5- 44 68 125 215 538 2.50 
50 
113 Shin et al. ( 1999) MHB2.5- 44 68 125 215 538 2.50 
75 
114 Shin et al. ( 1999) MHB2.5- 44 68 125 215 538 2.50 
100 
115 Shin et al. ( 1999) HB!.5-25 44 68 125 215 323 1.50 
116 Shin et al. (1999) HB!.5-50 44 68 125 215 323 1.50 
117 Shin et al. (1999) HBl.5-75 44 68 125 215 323 1.50 
118 Shin et al. (1999) HBl.5-100 44 68 125 215 323 1.50 
119 Shin et al. (1999) HB2.0-25 44 68 125 215 430 2.00 
120 Shin et al. ( 1999) HB2.0-50 44 68 125 215 430 2.00 
121 Shin et al. ( 1999) HB2.0-75 44 68 125 215 430 2.00 
122 Shin et al. (1999) HB2.0-100 44 68 125 215 430 2.00 
123 Shin et al. ( i 999) HB2.5-25 44 68 125 215 538 2.50 
124 Shin et al. (1999) HB2.5-50 44 68 125 215 538 2.50 
125 Shin et al. (1999) HB2.5-75 44 68 125 215 538 2.50 
126 Shin et al. (1999) HB2.5-100 44 68 125 215 538 2.50 
127 Rogowsky et al. BM1/l.5T2 200 130 200 535 1000 1.87 
(1986) 
128 Rogowsky et al. BM2/l.5T2 102 130 200 535 1000 1.87 
(1986) 
J29 Rogowsky et al. BM1/2.0T2 200 90 200 455 1001 2.20 
(1986) 
130 Rogowsky et al. BM2/2.0T2 102 86 200 455 1001 2.20 
(1986) 
131 Subedi, Vardy 1A2 150 180 JOO 450 190 0.42 
and Kubota 
(1986) 
132 Subedi, Vardy 2A2 150 180 JOO 450 190 0.42 
and Kubota 
(1986) 
133 Subedi, Vardy IB2 150 100 100 450 690 1.53 
and Kubota 
(1986) 
134 Subedi, Vardy 1C2 150 225 100 850 390 0.46 
and Kubota 
(1986) 
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136 Subedi, Vardy 2D2 150 100 100 850 1290 1.52 
and Kubota 
(1986) 
137 Kong and Teng N-2a 200 150 150 525 900 1.71 
(I 994) 
138 Kong and Teng N-3a 200 150 150 525 900 1.71 
(1994) . 
139 Kong and Teng N-2b 200 JOO 150 550 900 1.64 
(1994) 
140 Kong and Teng N-3b 200 100 150 550 900 l.64 
(1994) 
141 Kong and Teng A33-0.05 180 120 30 940 400 0.43 
(1994) 
142 Kong and Teng B33-0.05 80 120 30 940 220 0.23 
(1994) 
143 Kong and Teng A40-0.05 180 120 25 940 400 0.43 
(1994) 
144 Kong and Teng B40-0.05 80 120 25 940 220 0.23 
(1994) 
145 Kong and Teng A50-0.05 180 120 20 940 400 0.43 
(1994) 
146 Kong and Teng B50-0.05 80 120 20 940 220 0.23 
(I 994) 
439 
1 Smith and lAl-10 19 431 0.2 437 0.3 1.9 
Vantsiotis ( 1982) 
2 Smith and 1A3-ll 18 431 0.5 437 0.3 1.9 
Vantsiotis (1982) 
3 Smith and 1A4-12 16 431 0.7 437 0.3 1.9 
Vantsiotis (1982) 
4 Smith and 1A4-51 21 431 0.7 437 0.3 1.9 
Vantsiotis (1982) 
5 Smith and 1A6-37 21 431 0.9 437 0.3 1.9 
Vantsiotis (1982) 
6 Smith and 2Al-38 22 431 0.2 437 0.6 1.9 
Vantsiotis (1982) 
7 Smith and 2A3-39 20 431 0.5 437 0.6 1.9 
Vantsiotis (1982) 
8 Smith and 2A4-40 20 431 0.7 437 0.6 1.9 
Vantsiotis (1982) 
9 Smith and 2A6-61 19 431 0.9 437 0.6 1.9 
V antsiotis (1982) 
10 Smith and 3Al-42 18 431 0.2 437 1.3 1.9 
Vantsiotis (1982) 
11 Smith and 3A3-43 19 431 0.5 437 1.3 1.9 
Vantsiotis (1982) 
12 Smith and 3A4-45 21 431 0.7 437 1.3 1.9 
Vantsiotis (1982) 
13 Smith and 3A6-46 20 431 0.9 437 1.3 1.9 
Vantsiotis (1982) 
14 Smith and lB 1-04 22 431 0.2 437 0.2 1.9 
V antsiotis (1982) 
15 Smith and 1B3-29 20 431 0.5 437 0.2 1.9 
Vantsiotis (1982) 
16 Smith and 1B4-40 21 431 0.7 437 0.2 1.9 
Vantsiotis (1982) 
17 Smith and JB6-3 l 20 431 0.9 437 0.2 1.9 
Vantsiotis (1982) 
18 Smith and 2Bl-05 19 431 0.2 437 0.4 1.9 
Vantsiotis (1982) 
19 Smith and 2B3-06 19 431 0.5 437 0.4 1.9 
Vantsiotis (1982) 
20 Smith and 2B4-07 17 431 0.7 437 0.4 1.9 
Vantsiotis (1982) 
21 Smith and 2B4-52 22 431 0.7 437 0.4 1.9 
Vantsiotis (1982) 
22 Smith and 2B6-32 20 431 0.9 437 0.4 1.9 
Vantsiotis (1982) 
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24 Smith and 3B 1-36 20 431 0.2 437 0.8 1.9 
Vantsiotis (1982) 
25 Smith and 3B3-33 19 431 0.5 437 0.8 1.9 
Vantsiotis (1982) 
26 Smith and 3B4-34 19 431 0.7 437 0.8 1.9 
Vantsiotis (1982) 
27 Smith and 3B6-35 21 431 0.9 437 0.8 1.9 
Vantsiotis (1982) 
28 Smith and 4Bl-09 17 431 0.2 437 1.3 1.9 
Vantsiotis (1982) 
29 Smith and ICl-14 19 431 0.2 437 0.2 1.9 
Vantsiotis (1982) 
30 Smith and 1C3-02 22 431 0.5 437 0.2 1.9 
Vantsiotis (1982) 
31 Smith and 1C4-15 23 431 0.7 437 0.2 1.9 
Vantsiotis (1982) 
32 Smith and 1C6-16 22 431 0.9 437 0.2 1.9 
Vantsiotis (1982) 
33 Smith and 2Cl-17 20 431 0.2 437 0.3 1.9 
Vantsiotis (1982) 
34 Smith and 2C3-03 19 431 0.5 437 0.3 1.9 
Vantsiotis (1982) 
35 Smith and 2C3-27 19 431 0.5 437 0.3 1.9 
Vantsiotis (1982) 
36 Smith and 2C4-18 20 431 0.7 437 0.3 1.9 
Vantsiotis (1982) 
37 Smith and 2C6-19 21 431 0.9 437 0.3 1.9 
Vantsiotis (1982) 
38 Smith and 3Cl-20 21 431 0.2 437 0.6 1.9 
V antsiotis (1982) 
39 Smith and 3C3-2 I 17 431 0.5 437 0.6 1.9 
Vantsiotis (1982) 
40 Smith and 3C4-22 18 431 0.7 437 0.6 1.9 
Vantsiotis (1982) 
41 Smith and 3C6-23 19 431 0.9 437 0.6 1.9 
Vantsiotis (1982) 
42 Smith and 4Cl-24 20 431 0.2 437 0.8 1.9 
Vantsiotis (1982) 
43 Smith and 4C3-04 19 431 0.5 437 0.6 1.9 
Vantsiotis (1982) 
44 Smith and 4C3-28 19 431 0.5 437 0.8 1.9 
Vantsiotis (1982) 
45 Smith and 4C4-25 19 431 0.7 437 0.8 1.9 
Vantsiotis (1982) 
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4 7 Kong, Robins 
and Cole (1970) 
48 Kong, Robins 
and Cole (1970) 
49 Kong, Robins 
and Cole (1970) 
50 Kong, Robins 
and Cole (1970) 
51 Kong, Robins 
and Cole (1970) 
52 Kong, Robins 
and Cole (1970) 
53 Kong, Robins 
and Cole (1970) 
54 Kong, Robins 
and Cole (1970) 
55 Kong, Robins 
and Cole (1970) 
56 Kong, Robins 
and Cole (1970) 
57 Kong, Robins 
and Cole (1970) 
58 Kong, Robins 
and Cole (1970) 
59 Kong, Robins 
and Cole (1970) 
60 Kong, Robins 
and Cole (1970) 
61 Kong, Robins 
and Cole (1970) 
62 Clark (1951) 
63 Clark(l951) 
64 Clark (1951) 
65 Clark (1951) 
66 Clark (1951) 
67 Clark (1951) 
68 Clark (1951) 
69 Clark (1951) 
70 Clark(l951) 
71 Clark (1951) 
72 Clark(l951) 
73 Clark(l951) 

































287 0.6 280 2.5 0.6 
287 0.8 280 2.5 0.8 
287 LI 280 2.5 1.1 
287 1.7 280 2.5 1.7 
287 0.5 303 0.9 0.5 
287 0.6 303 0.9 0.6 
287 0.8 303 0.9 0.8 
287 1.1 303 0.9 1.1 
287 1.7 303 0.9 1.7 
287 0.6 280 0.6 0.5 
287 0.6 280 0.6 0.6 
287 0.6 280 0.6 0.8 
287 0.6 280 0.6 1.1 
287 0.6 280 0.6 1.7 
331 0.4 3.1 
331 0.4 3.1 
331 0.4 3.1 
331 0.4 3.1 
331 0.4 3.1 
331 0.4 3.1 
331 0.4 3.1 
331 0.4 3.1 
331 0.4 3.1 
331 0.7 3.1 
331 0.7 3.1 
331 0.7 3.1 
331 0.4 3.1 
331 0.3 2.1 
331 0.3 2.1 
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77 Clark (1951) Cl-3 24 331 0.3 2. 1 
78 Clark(l951) Cl-4 29 331 0.3 2.1 
79 Clark (1951) C2-l 24 331 0.7 2.1 
80 Clark (1951) C2-2 25 331 0.7 2.1 
81 Clark (1951) C2-3 24 331 0.7 2.1 
82 Clark (1951) C2-4 27 331 0.7 2.1 
83 Clark (1951) C3-l 14 331 0.3 2.1 
84 Clark (1951) C3-2 14 331 0.3 2.1 
85 Clark (1951) C3-3 14 331 0.3 2.1 
86 Clark (1951) C4-l 24 331 0.3 3.1 
87 Clark (1951) C6-2 45 331 0.3 3.1 
88 Clark (1951) C6-3 45 331 0.3 3.1 
89 Clark (1951) C6-4 48 331 0.3 3.1 
90 Clark (1951) Dl-6 28 331 0.5 3.4 
91 Clark (1951) Dl-7 28 331 0.5 3.4 
92 Clark (1951) Dl-8 28 331 0.5 3.4 
93 Clark (1951) El-2 30 331 0.7 3.4 
94 Clark (1951) D2-6 29 331 0.6 3.4 
95 Clark (1951) D2-7 28 331 0.6 3.4 
96 Clark (195 l) D2-8 26 331 0.6 3.4 
97 Clark (l 95 l) D4-l 27 331 0.5 3.4 
98 Clark (1951) D4-2 26 331 0.5 3.4 
99 Clark (1951) D4-3 22 331 0.5 3.4 
100 Clark (1951) D5-1 28 331 0.4 3.4 
101 Clark (1951) D5-2 29 331 0.4 3.4 
102 Clark (1951) D5-3 27 331 0.4 3.4 
103 Shin et al. (1999) MHBl.5- 52 414 0.5 3.8 
2.5 
104 Shin et al. (1999) MHB!.5- 52 414 0.9 3.8 
so 
105 Shin et al. (1999) MHBl.5- 52 414 1.4 3.8 
75 
106 Shin et al. (1999) MHBl.5- 52 414 1.8 3.8 
100 
107 Shin et al. (1999) MHB2.0- 52 414 0.3 3.8 
25 
108 Shin et al. ( 1999) MHB2.0- 52 414 0.7 3.8 
50 
109 Shin et al. (1999) MHB2.0- 52 414 1.0 3.8 
75 
110 Shin et al. ( 1999) MHB2.0- 52 414 1.3 3.8 
100 
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112 Shin et al. ( 1999) MHB2.5- 52 414 0.5 3.8 
50 
113 Shin et al. (1999) MHB2.5- 52 414 0.7 3.8 
75 
114 Shin et al. (1999) MHB2.5- 52 414 0.9 3.8 
100 
115 Shin et al. (1999) HB!.5-25 73 414 0.5 3.8 
116 Shin et aL (1999) HBLS-50 73 414 0.9 3.8 
117 Shin et al. (1999) HBI.5-75 73 414 1.4 3.8 
118 Shin et al. (1999) HBI.5-100 73 414 1.8 3.8 
119 Shin et al. (1999) HB2.0-25 73 414 0.3 3.8 
120 Shin et al. (1999) HB2.0-50 73 414 0.7 3.8 
121 Shin et al. ( 1999) HB2.0-75 73 414 LO 3.8 
122 Shin et al. (1999) HB2.0-100 73 414 1.3 3.8 
123 Shin et al. (1999) HB2.5-25 73 414 0.3 3.8 
124 Shin et al. (1999) HB2.5-50 73 414 0.5 3.8 
125 Shin et al. (1999) HB2.5-75 73 414 0.7 3.8 
126 Shin et al. (1999) HB2.5-100 73 414 0.9 3.8 
127 Rogowsky et al. BM1/L5T2 42 570 0.2 LI 
(1986) 
128 Rogowsky et al. BM2/L5T2 42 570 0.3 570 0.2 LI 
(1986) 
129 Rogowsky et al. BM1/2.0T2 43 570 0.2 0.9 
(1986) 
130 Rogowsky et al. BM2/2.0T2 43 570 0.3 570 0.2 0.9 
(1986) 
131 Subedi, Vardy 1A2 30 493 0.5 454 0.2 0.9 
and Kubota 
(1986) 
132 Subedi, Vardy 2A2 23 322 0.5 438 0.2 0.9 
and Kubota 
(1986) 
133 Subedi, Vardy !B2 30 493 0.5 454 0.2 0.9 
and Kubota 
(1986) 
134 Subedi, Vardy 1C2 28 330 0.4 454 0.2 L2 
and Kubota 
(1986) 
135 Subedi, Vardy 1D2 33 330 0.4 454 0.2 L2 
and Kubota 
(1986) 
136 Subedi, Vardy 2D2 32 303 0.4 438 0.2 1.2 
and Kubota 
(1986) 
137 Kong and Teng N-2a 37 600 0.0 350 0.7 1.9 
(1994) 
444 
139 Kong and Teng N-2b 40 600 0.0 350 0.7 0.9 
(1994) 
140 Kong and Teng N-3b 40 600 0.8 350 0.7 0.9 
(1994) 
141 Kong and Teng A33-0.05 73 430 0.7 314 0.4 1.2 
(1994) 
142 Kong and Teng B33-0.05 75 430 0.7 314 0.4 1.2 
(1994) 
143 Kong and Teng A40-0.05 56 430 0.8 314 0.5 1.4 
(1994) 
144 Kong and Teng 840-0.05 62 430 0.8 314 0.5 1.4 
(1994) 
145 Kong and Teng A50-0.05 67 430 1.0 314 0.7 1.8 
(1994) 
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I Smith and IA!-10 161.2 1.57 1.49 
Vantsiotis (1982) 
2 Smith and IA3-ll 1483 1.36 1.40 
Vantsiotis (1982) 
3 Smith and IA4-12 141.2 1.27 1.40 
Vantsiotis (1982) 
4 Smith and 1A4-51 170.9 1.33 1.51 
Vantsiotis (1982) 
5 Smith and 1A6-37 184.1 1.32 1.61 
Vantsiotis (1982) 
6 Smith and 2Al-38 174.5 1.36 1.12 
Vantsiotis (1982) 
7 Smith and 2A3-39 170.6 l.30 1.14 
Vantsiotis (1982) 
8 Smith and 2A4-40 171.9 1.19 1.13 
Vantsiotis (1982) 
9 Smith and 2A6-61 161.9 1.08 1.09 
Vantsiotis (1982) 
10 Smith and 3A!-42 161.0 1.15 0.63 
Vantsiotis (1982) 
II Smith and 3A3-43 172.7 1.11 0.68 
Vantsiotis (1982) 
12 Smith and 3A4-45 178.5 1.02 0.70 
Vantsiotis (1982) 
13 Smith and 3A6-46 168.! 0.91 0.66 
Vantsiotis (1982) 
14 Smith and IBl-04 147.5 1.44 1.41 
Vantsiotis (1982) 
15 Smith and IB3-29 143.6 1.39 1.44 
Vantsiotis (1982) 
16 Smith and IB4-40 140.3 1.24 1.38 
Vantsiotis (1982) 
17 Smith and IB6-3 l 153.3 1.31 1.56 
Vantsiotis (1982) 
18 Smith and 2Bl-05 129.0 1.25 1.08 
Vantsiotis (1982) 
19 Smith and 2B3-06 131.2 1.19 1.10 
Vantsiotis (1982) 
20 Smith and 2B4-07 126. l 1.10 1.09 
Vantsiotis (1982) 
21 Smith and 2B4-52 149.9 1.17 Ll9 
Vantsiotis (1982) 
22 Smith and 2B6-32 145.2 1.12 1.20 
Vantsiotis (1982) 
23 Smith and 3Bl-08 130.8 1.25 0.94 
Vantsiotis (1982) 
446 
24 Smith and 381-36 158.9 1.26 0.96 
Vantsiotis (1982) 
25 Smith and 383-33 158.3 1.21 0.97 
Vantsiotis (1982) 
26 Smith and 384-34 155.0 1.09 0.95 
Vantsiotis (1982) 
27 Smith and 386-35 161.7 1.04 0.97 
Vantsiotis (1982) 
28 Smith and 481-09 153.5 1.08 0.60 
Vantsiotis (1982) 
29 Smith and lCl-14 119.0 1.58 1.45 
Vantsiotis (1982) 
30 Smith and 1 C3-02 123.4 1.40 1.42 
Vantsiotis (1982) 
31 Smith and 1C4-15 131.0 1.35 1.48 
Vantsiotis (1982) 
32 Smith and 1C6-l6 122.3 1.21 1.41 
Vantsiotis (1982) 
33 Smith and 2Cl-17 124.l 1.42 1.23 
Vantsiotis (1982) 
34 Smith and 2C3-03 103.6 1.12 1.04 
V antsiotis (1982) 
35 Smith and 2C3-27 115.3 1.24 1.16 
Vantsiotis (1982) 
36 Smith and 2C4-18 124.5 1.21 1.22 
Vantsiotis (1982) 
3 7 Smith and 2C6- l 9 124.1 1.12 1.21 
Vantsiotis (1982) 
38 Smith and 3Cl-20 140.8 1.28 1.03 
V antsiotis (1982) 
39 Smith and 3C3-21 125.0 1.17 0.97 
V antsiotis (1982) 
40 Smith and 3C4-22 127.7 1.08 0.97 
V antsiotis (1982) 
41 Smith and 3C6-23 137.2 1.07 1.03 
Vantsiotis (1982) 
42 Smith and 4Cl-24 146.6 1.19 0.90 
V antsiotis (1982) 
43 Smith and 4C3-04 124.5 1.06 0.88 
Vantsiotis (1982) 
44 Smith and 4C3-28 152.3 1.17 0.94 
Vantsiotis (1982) 
45 Smith and 4C4-25 152.6 1.12 0.95 
Vantsiotis (1982) 
46 Smith and 4C6-26 159.5 1.05 0.96 
Vantsiotis (1982) 
447 
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47 Kong, Robins 1-30 238.9 1.08 0.42 
and Cole (1970) 
48 Kong, Robins 1-25 224.2 1.07 0.48 
and Cole (1970) 
49 Kong, Robins 1-20 189.5 1.06 0.51 
and Cole (1970) 
50 Kong, Robins 1-15 164.2 1.07 0.61 
and Cole (1970) 
51 Kong, Robins 1-10 89.4 0.73 0.53 
and Cole (1970) 
52 Kong, Robins 2-30 249.! 1.33 0.86 
and Cole (1970) 
53 Kong, Robins 2-25 224.2 1.36 0.97 
and Cole (1970) 
54 Kong, Robins 2-20 215.3 1.46 1.18 
and Cole (1970) 
55 Kong, Robins 2-15 139.7 1.06 1.02 
and Cole (1970) 
56 Kong, Robins 2-10 99.7 1.12 1.30 
and Cole (1970) 
57 Kong, Robins 5-30 239.3 1.22 0.90 
and Cole (1970) 
58 Kong, Robins 5-25 208.2 1.32 0.96 
and Cole (1970) 
59 Kong, Robins 5-20 172.6 1.34 1.03 
and Cole (1970) 
60 Kong, Robins 5-15 127.2 1.20 1.08 
and Cole (1970) 
61 Kong, Robins 5-10 77.9 1.02 1.17 
and Cole (1970) 
62 Clark (1951) Al-I 222.6 1.28 0.96 
63 Clark (1951) Al-2 209.2 1.22 0.91 
64 Clark (1951) Al-3 222.6 1.30 0.98 
65 Clark (1951) Al-4 244.8 1.40 1.05 
66 Clark (1951) Bl-I 278.9 1.41 1.17 
67 Clark (1951) Bl-2 256.7 1.25 1.04 
68 Clark (1951) Bl-3 284.8 1.43 1.18 
69 Clark (1951) Bl-4 268.2 1.36 1.12 
70 Clark (1951) Bl-5 241.5 1.19 0.99 
71 Clark (1951) B2-I 301.2 1.10 0.88 
72 Clark (1951) B2-2 322.3 1.12 0.91 
73 Clark (1951) B2-3 335.0 1.19 0.96 
74 Clark (1951) B6-l 379.5 1.40 1.25 
75 Clark (1951) Cl-I 277.8 1.10 1.06 
76 Clark (1951) Cl-2 311.2 1.21 1.18 
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77 Clark (1951) Cl-3 246.0 1.02 0.97 
78 Clark (1951) Cl-4 286.1 1.04 1.04 
79 Clark (1951) C2-l 290. l 1.00 0.84 
80 Clark (1951) C2-2 301.2 1.00 0.85 
81 Clark (1951) C2-3 323.8 1.10 0.93 
82 Clark (1951) C2-4 288.3 0.92 0.80 
83 Clark (1951) C3-l 223.7 IJ3 1.09 
84 Clark (1951) C3-2 200.4 1.20 0.98 
85 Clark (1951) C3-3 188.2 1.13 0.92 
86 Clark (1951) C4-1 309.4 1.26 1.21 
87 Clark (1951) C6-2 424.0 !.15 1.25 
88 Clark (1951) C6-3 435.l 1.19 1.29 
89 Clark (1951) C6-4 428.8 l.12 1.23 
90 Clark (1951) Dl-6 174.8 1.10 1.03 
91 Clark (1951) Dl-7 179.2 l.12 1.05 
92 Clark (1951) Dl-8 185.9 1.17 1.09 
93 Clark (1951) El-2 221.8 1.14 1.00 
94 Clark (1951) D2-6 168.5 1.07 0.89 
95 Clark (1951) D2-7 157.4 1.01 0.84 
96 Clark (1951) D2-8 168.5 1.11 0.91 
97 Clark (1951) D4-1 168.5 1.27 1.03 
98 Clark (1951) D4-2 157.3 1.21 0.98 
99 Clark (1951) D4-3 165.1 IJ2 1.07 
100 Clark (1951) D5-l 146.2 !JO 1.03 
IOI Clark (1951) D5-2 157.3 1.37 1.09 
102 Clark (1951) D5-3 157.3 1.40 1.11 
103 Shin et al. (1999) MHBl.5- 156.7 LIO 1.07 
2.5 
104 Shin et al. (1999) MHBJ.5- 208.0 1.22 1.05 
50 
105 Shin et al. (1999) MHBl.5- 239.7 1.21 0.96 
75 
106 Shin et al. (1999) MHBl.5- 257.4 1.14 0.85 
100 
107 Shin et al. (1999) MHB2.0- 110.7 l.!6 0.96 
25 
108 Shin et al. (1999) MHB2.0- 173.9 1.37 1.12 
50 
109 Shin et al. (1999) MHB2.0- 185.4 1.18 0.95 
75 
110 Shin et al. (1999) MHB2.0- 193.2 1.03 0.82 
100 
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112 Shin et al. ( 1999) MHB2.5- 138.6 1.53 l.12 
50 
113 Shin et al. ( 1999) MHB2.5· 159.3 1.31 1.03 
75 
114 Shin et al. ( 1999) MHB2.5- 164.2 1.08 0.89 
100 
115 Shin et al. (1999) HBl.5-25 214.2 1.27 1.25 
116 Shin et al. (1999) HBl.5-50 246.2 1.25 I. I 0 
117 Shin et al. (1999) HBl.5-75 265.8 1.19 0.97 
118 Shin et al. (1999) HBl.5-100 280.3 Ll2 0.87 
119 Shin et al. (1999) HB2.0-25 142.7 1.30 1.07 
120 Shin et al. ( 1999) HB2.0-50 195.9 1.39 l.12 
121 Shin et al. ( 1999) HB2.0-75 230.0 1.34 1.07 
122 Shin et al. ( 1999) HB2.0-100 242.l 1.20 0.95 
123 Shin et al. ( 1999) HB2.5-25 115.6 1.69 1.05 
124 Shin et al. (1999) HB2.5-50 148.9 1.54 1.07 
125 Shin et al. (1999) HB2.5-75 166.9 1.30 0.98 
126 Shin et al. (1999) HB2.5-100 183.8 1.16 0.91 
127 Rogowsky et al. BM1/l.5T2 354.0 1.02 0.94 
(1986) 
128 Rogowsky et al. BM2/l.5T2 348.0 1.09 0.92 
(1986) 
129 Rogowsky et al. BMl/2.0T2 199.0 0.92 0.67 
(1986) 
130 Rogowsky et al. BM2/2.0T2 204.0 0.99 0.69 
(1986) 
131 Subedi, Vardy IA2 375.0 1.08 1.42 
and Kubota 
(1986) 
132 Subedi, Vardy 2A2 307.5 1.14 1.38 
and Kubota 
(1986) 
133 Subedi, Vardy IB2 149.5 0.89 0.97 
and Kubota 
(1986) 
134 Subedi, Vardy IC2 485.0 1.26 1.04 
and Kubota 
(1986) 
135 Subedi, Vardy ID2 211.0 I.OJ 0.70 
and Kubota 
(1986) 
136 Subedi, Vardy 2D2 199.0 1.00 0.68 
and Kubota 
(1986) 
137 Kong and Teng N-2a 438.0 1.18 1.08 
(1994) 
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138 Kong and Teng N-3a 1.03 
(1994) 
139 Kong and Teng N-2b 388.0 J.06 0.88 
(J 994) 
140 Kong and Teng N-3b 444.0 0.99 LOI 
(1994) 
141 Kong and Teng A33-0.05 320.0 J.32 1.09 
(1994) 
142 Kong and Teng B33-0.05 346.0 1.45 1.00 
(1994) 
143 Kong and Teng A40-0.05 267.0 1.37 1.27 
(J 994) 
144 Kong and Teng B40-0.05 275.0 J.28 1.07 
(J 994) 
145 Kong and Teng A50-0.05 220.0 1.21 1.15 
(1994) 
146 Kong and Teng B50-0.05 230.0 Ll 1 0.98 
(1994) 
mean 1.20 ± 0.24 % 1.04±0.31% 
std-dev 0.16 0.22 
c.v. 12.98 % 20.81 % 
(Kong et al. 1994; Matamoros and Wong 2003) 
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Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess) 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Diaz De Cossio & Siess, 
1960 
Baldwin & Viest 
Baldwin & Viest 
Baldwin & Viest 
Baldwin & Vies! 
Baldwin & Viest 
Baldwin & Viest 
A-I 152 305 
A-2 152 305 
A-3 152 305 
A-4 152 305 
B-1 152 305 
B-2 152 305 
B-3 152 305 
B-4 152 305 
A-11 152 305 
A-12 152 305 
A-13 152 305 
A-14 152 305 
A-15 152 305 
B-11 152 305 
B-12 152 305 
B-13 152 305 
B-14 152 305 
B-15 152 305 
OB28 305 406 
OF28 305 406 
2F28 305 406 
3F28 305 406 
4F28 305 406 
6F28 305 406 
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254 102 508 2.0 
254 102 762 3.0 
254 102 1016 4.0 
254 102 1270 5.0 
254 102 508 2.0 
254 102 762 3.0 
254 102 1016 4.0 
254 102 1270 5.0 
254 102 508 2.0 
254 . 102 762 3.0 
254 102 1016 4.0 
254 102 1270 5.0 
254 102 1524 6.0 
254 102 508 2.0 
254 102 762 3.0 
254 102 1016 4.0 
254 102 1270 5.0 
254 102 1524 6.0 
368 76 711 1.9 
368 76 711 1.9 
368 76 711 1.9 
368 76 711 1.9 
368 76 711 1.9 
368 76 711 1.9 
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';;~iy~}~fl~: .. ii? j~~JD ... ·.·.··· 
..... 
•· 
·.·• . . · · •• .. . ••• . .· . 
2······ ; ... , ...... ..... ii .... ' ~!¥ ~!if§y ·•.··· ·;·; f .t15~.;. <.l•· .. ·.· .• ~·~ . · l>'' . .l.···.·· . :.-: · . ••• •••••• . • ... • frill}]' ·.. c;; ;. .i "'"' ''"' ', . k 
25 Baldwin & Vies! 9F28 305 406 368 76 711 1.9 
26 Baldwin & Vies! 12F28 305 406 368 76 711 1.9 
27 Baldwin & Viest 18F28 305 406 368 76 711 1.9 
28 Baldwin & Viest 12F21 305 406 368 76 533 1.4 
29 Baldwin & Vies! 12F38 305 406 368 76 965 2.6 
30 Morrow & Viest, 1957 F21B2 305 419 368 102 549 1.5 
31 Morrow & Viest, 1957 B2R 305 419 368 102 549 u 
32 Morrow & Viest, 1957 B4 305 419 368 102 549 1.5 
33 Morrow & Viest, 1957 B4R 305 419 368 102 549 1.5 
34 Morrow & Viest, 1957 C4 305 413 368 89 549 1.5 
35 Morrow & Viest, 1957 C4R 305 413 375 76 549 1.5 
36 Morrow & Viest, 1957 D4 305 413 368 89 549 1.5 
37 Morrow & Viest, 1957 E4 311 419 381 76 549 1.4 
38 Morrow & Viest, 1957 F4 305 419 368 102 549 u 
39 Morrow & Vies!, 1957 A6 305 419 368 102 549 u 
40 Morrow & Vies!, 1957 B6 305 419 368 102 549 L5 
41 Morrow & Viest, 1957 F38B2 305 419 362 114 980 2.7 
42 Morrow & Viest, 1957 E2 305 419 368 102 980 2.7 
43 Morrow & Vies!, 1957 B4 305 416 375 83 980 2.6 
44 Morrow & Vies!, 1957 D4 308 416 381 70 980 2.6 
45 Morrow & Viest, 1957 E4 305 419 378 82 980 2.6 
46 Morrow & Vies!, 1957 A6 305 419 356 127 980 2.8 
47 Morrow & Viest, 1957 B6 305 419 381 76 980 2.6 
48 Morrow & Vies!, l 957 F55B2 305 419 368 102 1412 3.8 
49 Morrow & Viest, 1957 A4 308 410 372 76 1412 3.8 
50 Morrow & Viest, 1957 B4 305 419 381 76 1412 3.7 
51 Morrow & Viest, 1957 D4 308 410 381 57 1412 3.7 
52 Morrow & Vies!, 1957 E4 308 429 387 83 1412 3.6 
53 Morrow & Vies!, 1957 A6 305 419 349 140 1412 4.0 
54 Morrow & Viest, 1957 B6 305 419 368 102 1412 3.8 
55 Morrow & Viest, 1957 F70B2 305 419 362 114 1778 4.9 
56 Morrow & Viest, 1957 A4 305 410 362 96 1778 4.9 
57 Morrow & Viest, 1957 B6 305 419 368 102 1778 4.8 



























Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Diaz De Cossio & 
Siess, 1960 
Baldwin & Viest 
Baldwin & Viest 
Baldwin & Viest 
Baldwin & Viest 
Baldwin & V iest 
Baldwin & V iest 
Baldwin & V iest 



























28.1 1.0 0.0017 459 56.8 197.2 0.84 
31.5 1.0 0.0015 469 53.2 200.8 0.77 
19.4 1.0 0.0012 452 80.6 173.4 0.56 
26.8 1.0 0.0013 459 59.3 194.7 0.63 
26.1 1.0 0.0019 459 92.0 162.0 0.79 
28.5 1.0 0.0013 459 84.7 169.3 0.58 
26.3 1.0 0.00 ll 394 82.6 171.4 0.48 
28.3 1.0 0.0009 459 85.3 168.7 0.41 
28.3 3.3 0.0008 341 141.9 112.1 0.24 
26.7 3.3 0.0007 314 137.4 I 16.6 0.23 
22.l 3.3 0.0005 393 166.5 87.5 0.15 
27.5 3.3 0.0006 364 154.7 99.3 0.18 
25.0 3.3 0.0005 332 154.9 99.1 0.16 
25.2 3.3 0.0009 332 169.8 84.2 0.22 
27.1 3.3 0.0006 392 166.3 87.7 0.17 
27.9 3.3 0.0005 354 165.0 89.0 0.15 
29.3 3.3 0.0004 363 163.2 90.8 0.13 
28.3 3.3 0.0003 326 164.2 89.8 0.11 
37.6 l.9 0.0000 519 367.1 1.2 0.04 
33.3 1.9 0.0000 313 367.2 1.1 0.04 
27.4 1.9 0.0000 532 367.3 1.0 0.04 
25.8 1.9 0.0000 543 367.4 0.9 0.04 
27.5 1.9 0.0000 523 367.4 0.9 0.04 
21.2 1.9 0.0000 519 367.6 0.7 0.04 
23.6 1.9 0.0000 523 367.6 0.7 0.04 
23.9 1.9 0.0000 519 367.7 0.6 0.04 
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27 Baldwin & Vies! 18F28 26.0 1.9 0.0000 532 367.7 0.6 0.04 
28 Baldwin & Vies! 12F21 30.8 1.9 0.0000 313 367.6 0.7 0.04 
29 Baldwin & Vies! 12F38 28.9 1.9 0.0000 313 367.4 0.9 0.04 
30 Morrow & Viest, F21B2 10.1 1.9 0.0000 376 368.0 0.3 0.04 
1957 
31 Morrow & Vies!, B2R 14.1 1.9 0.0000 376 367.9 0.4 0.04 
1957 
32 Morrow & Vies!, B4 29.7 1.9 0.0000 378 367.4 0.9 0.04 
1957 
33 Morrow & Vies!, B4R 29.2 1.9 0.0000 378 367.4 0.9 0.04 
1957 
34 Morrow & Viest, C4 26.6 1.6 0.0000 434 367.3 1.0 0.04 
1957 
35 Morrow & Vies!, C4R 30.9 1.6 0.0000 447 373.5 1.2 0.04 
1957 
36 Morrow & Vies!, D4 31.5 1.2 0.0000 452 366.8 L5 0.04 
1957 
37 Morrow & Viest, E4 30.7 0.8 0.0000 432 378.6 2.4 0.04 
1957 
38 Morrow & Viest, F4 30.0 0.8 0.0000 427 365.9 2.4 0.04 
1957 
39 Morrow & Viest, A6 48.4 2.4 0.0000 376 367.2 Ll 0.04 
1957 
40 Morrow & Vies!, B6 45.0 1.9 0.0000 378 367.0 1.3 0.04 
1957 
41 Morrow & Vies!, F38B2 12.4 1.9 0.0000 374 361.6 0.4 0.04 
1957 
42 Morrow & Viest, E2 14.1 0.5 0.0000 388 366.5 1.8 0.04 
1957 
43 Morrow & Vies!, B4 31.4 1.8 0.0000 385 373.6 LI 0.04 
1957 
44 Morrow & Viest, D4 26.9 1.3 0.0000 368 379.7 1.3 0.04 
1957 
45 Morrow & Vies!, E4 32.1 0.9 0.0000 368 375.7 2.2 0.04 
1957 
46 Morrow & Viest, A6 45.6 2.9 0.0000 364 354.8 0.8 0.04 
1957 
47 Morrow & Viest, B6 41.6 1.8 0.0000 379 379.6 1.4 0.04 
1957 
48 Morrow & Viest, F55B2 11.9 1.9 0.0000 374 367.9 0.4 0.04 
1957 
49 Morrow & Vies!, A4 26.4 2.0 0.0000 405 370.7 0.9 0.04 
1957 
50 Morrow & Viest, B4 29.5 1.8 0.0000 384 379.9 LI 0.04 
1957 
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Morrow & Vies!, D4 1.5 432 379.8 1.2 0.04 
1957 
52 Morrow & Vies!, E4 28.3 0.9 0.0000 423 385.3 2.0 0.04 
1957 
53 Morrow & Vies!, A6 42.1 3.3 0.0000 379 348.6 0.7 0.04 
1957 
54 Morrow & Vies!, B6 43.7 1.9 0.0000 376 367.0 1.3 0.04 
1957 
55 Morrow & Vies!, F70B2 14.4 1.9 0.0000 383 361.5 0.5 0.04 
1957 
56 Morrow & Vies!, A4 29.0 2.2 0.0000 376 361.1 0.8 0.04 
1957 
57 Morrow & Vies!, B6 38.7 3.3 0.0000 354 367.6 0.7 0.04 
1957 
58 Morrow & Viest, F84B4 29.6 1.8 0.0000 381 373.6 1.0 0.04 
1957 
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2 Diaz De Cossio & Siess, A-2 0 0.0% 42 1.88 
1960 
3 Diaz De Cossio & Siess, A-3 0 0.0% 34 1.47 
1960 
4 Diaz De Cossio & Siess, A-4 0 0.0% 35 1.48 
1960 
5 Diaz De Cossio & Siess, B-1 89 7.3% 66 1.07 
1960 
6 Diaz De Cossio & Siess, B-2 89 6.7% 52 1.57 
1960 
7 Diaz De Cossio & Siess, B-3 89 7.3% 46 1.59 
1960 
8 Diaz De Cossio & Siess, B-4 89 6.8% 42 1.23 
1960 
9 Diaz De Cossio & Siess, A-11 0 0.0% 63 0.84 
. 1960 
10 Diaz De Cossio & Siess, A-12 0 0.0% 59 1.45 
1960 
11 Diaz De Cossio & Siess, A-13 0 0.0% 47 1.30 
1960 
12 Diaz De Cossio & Siess, A-14 0 0.0% 55 1.28 
1960 
13 Diaz De Cossio & Siess, A-15 0 0.0% 49 1.10 
1960 
14 Diaz De Cossio & Siess, B-ll 89 7.6% 84 1.24 
1960 
15 Diaz De Cossio & Siess, B-12 89 7.1% 66 1.57 
1960 
16 Diaz De Cossio & Siess, B-13 89 6.9% 59 1.46 
1960 
17 Diaz De Cossio & Siess, B-14 89 6.5% 53 1.18 
1960 
18 Diaz De Cossio & Siess, B-15 89 6.8% 47 0.97 
1960 
19 Baldwin & Vies! OB28 0 0.0% 338 2.21 
20 Baldwin & Vies! OF28 0 0.0% 178 1.28 
21 Baldwin & Vies! 2F28 50 1.5% 150 1.26 
22 Baldwin & Vies! 3F28 95 3.0% 191 1.69 
23 Baldwin & Vies! 4F28 148 4.3% 222 1.86 
24 Baldwin & Vies! 6F28 186 7.1% 186 1.93 
25 Baldwin & Vies! 9F28 241 8.2% 160 1.52 
26 Baldwin & Vies! 12F28 291 9.9% 146 1.37 
27 Baldwin & Vies! 18F28 825 25.6% 275 2.42 
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28 Baldwin & Viest 12F21 760 19.9% 380 2.04 
29 Baldwin&Viest 12F38 398 11.1% 199 2.11 
30 Morrow & Vies!, 1957 F21B2 132 10.2% 132 1.49 
31 Morrow & Vies!, 1957 B2R 173 9.6% 173 1.44 
32 Morrow & Vies!, 1957 B4 248 6.5% 248 1.06 
33 Morrow & Viest, 1957 B4R 236 6.3% 236 1.02 
34 Morrow & V iest, 1957 C4 220 6.6% 220 1.18 
35 Morrow & Vies!, 1957 C4R 252 6.5% 251 1.36 
36 Morrow & Vies!, 1957 D4 220 5.6% 220 1.02 
37 Morrow & Vies!, 1957 E4 220 5.5% 220 l.15 
38 Morrow & Viest, 1957 F4 219 5.7% 218 0.93 
39 Morrow & Vies~ 1957 A6 283 4.6% 283 0.83 
40 Morrow & Vies!, 1957 B6 283 4.9% 283 0.87 
41 Morrow & Vies!, 1957 F38B2 113 7.1% 113 1.69 
42 Morrow & Vies!, 1957 E2 74 4.1% 74 1.07 
43 Morrow & Viest, 1957 B4 173 4.3% 173 1.64 
44 Morrow & Vies!, 1957 D4 169 4.9% 171 1.94 
45 Morrow & Vies!, 1957 E4 148 3.6% 148 1.38 
46 Morrow & Vies!, 1957 A6 220 3.8% 220 1.30 
47 Morrow & Viest, 1957 B6 173 3.3% 173 1.42 
48 Morrow & Viest, 1957 F55B2 94 6.2% 94 1.25 
49 Morrow & V iest, 19 5 7 A4 151 4.5% 151 1.47 
50 Morrow & Viest, 1957 B4 126 3.3% 126 l.18 
51 Morrow & Viest, 1957 D4 126 3.9% 126 1.30 
52 Morrow & Viest, 1957 E4 110 2.9% 110 1.02 
53 Morrow & Viest, 1957 A6 189 3.5% 189 1.36 
54 Morrow & Vies!, 1957 B6 142 2.5% 141 1.05 
55 Morrow & Vies!, 1957 F70B2 91 5.0% 91 0.92 
56 Morrow & Vies!, 1957 A4 142 3.9% 142 1.11 
57 Morrow & Viest, 1957 B6 173 3.5% 173 1.21 
58 Morrow & Viest, 1957 F84B4 131 3.5% 131 0.91 
mean 1.37 ± 0.36 % 
std-dev 0.36 
c.v. 26.09 % 
(Baldwin and Viest 1958; Diaz De Cossio and Siess 1960; Morrow and Viest 1957) 
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1 Park and 1990 No. 9 400 600 564 72 1784 1.24 3.0 
Paulay 
2 Ohno and 1984 L2 400 400 359 82 1600 1.41 4.0 
Nishioka 
3 Ohno and 1984 L3 400 400 359 82 1600 1.41 4.0 
Nishioka 
4 Atalay and 1975 No. 4SI 305 305 262 86 1676 1.60 5.5 
Penzien 
5 Atalay and 1975 No. !SI 305 305 262 86 1676 1.60 5.5 
Penzien 
6 Atalay and 1975 No. 3SI 305 305 262 86 1676 1.60 5.5 
Penzien 
7 Atalay and 1975 No. 2SI 305 305 262 86 1676 1.60 5.5 
Penzien 
8 Saatcioglu 1989 U6 350 350 312 77 1000 1.38 2.9 
and Ozcebe 
9 Saatcioglu 1989 U7 350 350 312 77 1000 1.38 2.9 
and Ozcebe 
10 Wehbe et al. 1998 Al 380 610 572 75 2335 1.29 3.8 
II Wehbe et al. 1998 Bl 380 610 575 69 2335 1.25 3.8 
12 Mo and 2000 CI-I 400 400 356 87 1400 1.45 3.5 
Wang 
13 Mo and 2000 C2-l 400 400 356 87 1400 1.45 3.5 
Wang 
14 Mo and 2000 C3-l 400 400 356 87 1400 1.45 3.5 
Wang 
15 Mo and 2000 C3-2 400 400 356 87 1400 1.45 3.5 
Wang 
16 Saatcioglu 1989 U4 350 350 315 70 1000 1.32 2.9 
and Ozcebe 
17 Saatcioglu 1989 U3 350 350 315 70 1000 1.32 2.9 
and Ozcebe 
18 Kanda et al. 1987 85STC-l 250 250 209 83 750 1.93 3.0 
19 Kanda et al. 1987 85STC-2 250 250 209 83 750 1.93 3.0 
20 Kanda et al. 1987 85STC-3 250 250 209 83 750 1.93 3.0 
21 Matamoros 1999 C5-00N 203 203 171 64 610 1.53 3.0 
et al. 
22 Matamoros 1999 C5-00S 203 203 167 72 610 1.57 3.0 
et al. 
23 Soesianawati 1986 No. 1 400 400 379 42 1600 1.14 4.0 
et al. 
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24 Matamoros 1999 C5-20N 203 203 157 92 610 2.37 3.0 
et al. 
25 Matamoros 1999 CI 0-0SN 203 203 155 96 610 2.43 3.0 
et al. 
26 Matamoros 1999 CI0-05S 203 203 155 95 610 2.47 3.0 
et al. 
27 Matamoros 1999 C5-20S 203 203 156 94 610 2.45 3.0 
et al. 
28 Matamoros 1999 ClO-lON 203 203 169 68 610 1.62 3.0 
et al. 
29 Matamoros 1999 ClO-lOS 203 203 171 63 610 1.58 3.0 
et al. 
30 Thomsen 1994 B2 152.4 152.4 137 32 597 1.37 3.9 
and Wallace 
31 Thomsen 1994 Bl 152.4 152.4 137 32 597 1.37 3.9 
and Wallace 
32 Thomsen 1994 Al 152.4 152.4 137 32 597 1.37 3.9 
and Wallace 
33 Thomsen 1994 Cl 152.4 152.4 13 7 32 597 1.37 3.9 
and Wallace 
34 Thomsen 1994 C2 152.4 152.4 137 32 597 1.37 3.9 
and Wallace 
35 Soesianawati 1986 No.4 400 400 379 42 1600 1.14 4.0 
et al. 
36 Tanaka and 1990 No. 1 400 400 350 100 1600 1.56 4.0 
Park 
37 Tanaka and 1990 No.2 400 400 350 100 1600 1.56 4.0 
Park 
3 8 Tanaka and 1990 No. 3 400 400 350 100 1600 1.56 4.0 
Park 
39 Tanaka and 1990 No. 4 400 400 350 100 1600 1.56 4.0 
Park 
40 Atalay and 1975 No. 11 305 305 262 86 1676 1.60 5.5 
Penzien 
41 Atalay and 1975 No. 12 305 305 262 86 1676 1.60 5.5 
Penzien 
42 Atalay and 1975 No. SS! 305 305 262 86 1676 1.60 5.5 
Penzien 
43 Atalay and 1975 No. 6Sl 305 305 262 86 1676 1.60 5.5 
Penzien 
44 Atalay and 1975 No. 10 305 305 262 86 1676 1.60 5.5 
Penzien 
45 Atalay and 1975 No. 9 305 305 262 86 1676 1.60 5.5 
Penzien 
46 Wehbe et al. 1998 A2 380 610 572 75 2335 1.29 3.8 
47 Wehbeetal. 1998 B2 380 610 575 69 2335 1.25 3.8 
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48 Azizinamini 1988 NC-2 457 457 406 102 1372 1.44 3.0 
et al. 
49 Mo and 2000 CI-3 400 400 356 87 1400 1.45 3.5 
Wang 
50 Mo and 2000 CI-2 400 400 356 87 1400 1.45 3.5 
Wang 
51 Mo and 2000 C2-3 400 400 356 87 1400 1.45 3.5 
Wang 
52 Mo and 2000 C3-3 400 400 356 87 1400 1.45 3.5 
Wang 
53 Mo and 2000 C2-2 400 400 356 87 1400 1.45 3.5 
Wang 
54 Zahn et al. 1986 No. 9 400 400 . 379 42 1600 1.14 4.0 
55 Saatcioglu 1999 BG-3 350 350 3 I I 78 1645 1.44 4.7 
and Grira 
56 Saatcioglu 1999 BG-8 350 350 311 78 1645 1.44 4.7 
and Grira 
57 Muguruma 1989 BL-I 200 200 185 31 500 1.21 2.5 
et al. 
58 Soesianawati 1986 No.2 400 400 379 42 1600 1.14 4.0 
et al. 
59 Soesianawati 1986 No. 3 400 400 379 42 1600 1.14 4.0 
et aL 
60 Galeota et 1996 AA4 250 250 215 70 I 140 1.73 4.6 
al. 
61 Galeota et 1996 BAI 250 250 215 70 1140 1.73 4.6 
al. 
62 Galeota et 1996 BA4 250 250 215 70 1140 1.73 4.6 
al. 
63 Galeota et 1996 CAI 250 250 215 70 1140 1.73 4.6 
al. 
64 Galeota et 1996 CA3 250 250 215 70 1140 1.73 4.6 
al. 
65 Galeota et 1996 BBi 250 250 210 80 I 140 1.73 4.6 
al. 
66 Galeota et 1996 BB2 250 250 210 80 1140 1.73 4.6 
al. 
67 Galeota et 1996 CBI 250 250 210 80 1140 1.73 4.6 
al. 
68 Galeota et 1996 CB2 250 250 210 80 1140 1.73 4.6 
al. 
69 Galeota et 1996 BA2 250 250 215 70 I 140 1.73 4.6 
al. 
70 Galeota et 1996 BA3 250 250 215 70 I 140 1.73 4.6 
al. 
71 Galeota et 1996 CA2 250 250 215 70 1140 1.73 4.6 
al. 
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72 Galeota et 1996 CA4 250 250 215 70 1140 1.73 4.6 
al. 
73 Galeota et 1996 BB4 250 250 210 80 1140 1.73 4.6 
al. 
74 Galeota et 1996 BB4B 250 250 210 80 1140 1.73 4.6 
al. 
75 Galeota et 1996 CB3 250 250 210 80 1140 1.73 4.6 
al. 
76 Galeota et 1996 CB4 250 250 210 80 1140 1.73 4.6 
al. 
77 Matamoros 1999 C10-20N 20J 20J 173 60 610 1.50 3.0 
et al. 
78 Matamoros 1999 Cl0-20S 203 203 180 45 610 1.54 3.0 
et al. 
79 Muguruma 1989 BH-1 200 200 185 31 500 1.21 2.5 
et al. 
80 Thomsen 1994 AJ 152.4 152.4 1J7 J2 597 1.37 3.9 
and Wallace 
81 Thomsen 1994 BJ 152.4 152.4 1J7 J2 597 1.37 J.9 
and Wallace 
82 Thomsen 1994 D3 152.4 152.4 137 J2 597 1.37 J.9 
and Wallace 
8J Thomsen 1994 DI 152.4 152.4 1J7 J2 597 1.37 J.9 
and Wallace 
84 Thomsen 1994 CJ 152.4 152.4 1J7 J2 597 1.37 J.9 
and Wallace 
85 Thomsen 1994 D2 152.4 152.4 IJ7 J2 597 1.37 J.9 
and Wallace 
86 Watson and 1989 No. 9 400 400 J79 42 1600 1.14 4.0 
Park 
87 Ang et al. 1981 No. 3 400 400 J68 65 1600 1.30 4.0 
88 Nosho et al. 1996 No. 1 279.4 279.4 246 67 21J4 1.49 7.6 
89 Watson and 1989 No. 5 400 400 J79 42 1600 1.14 4.0 
Park 
90 Watson and 1989 No. 6 400 400 J79 42 1600 1.14 4.0 
Park 
91 Zahn et al. 1986 No. 10 400 400 J79 42 1600 1.14 4.0 
92 Matamoros 1999 C5-40N 20J 203 174 57 610 1.52 3.0 
et al. 
93 Matamoros 1999 C5-40S 203 20J 174 57 610 !.58 J.0 
et al. 
94 Saatcioglu 1999 BG-1 J50 J50 J 11 78 1645 1.44 4.7 
and Grira 
95 Saatcioglu 1999 BG-2 350 350 311 78 1645 1.44 4.7 
and Grira 
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97 Saatcioglu 1999 BG-4 350 350 311 78 1645 1.44 4.7 
and Grira 
98 Saatcioglu 1999 BG-5 350 350 311 78 1645 1.44 4.7 
and Grira 
99 Saatcioglu 1999 BG-10 350 350 313 74 1645 1.44 4.7 
and Grira 
JOO Saatcioglu 1999 BG-7 350 350 311 78 1645 1.44 4.7 
and Grira 
101 Saatcioglu 1999 BG-9 350 350 313 74 1645 1.44 4.7 
and Grira 
102 Azizinarnini 1988 NC-4 457 457 403 108 1372 1.49 3.0 
et al. 
103 Muguruma 1989 AL-1 200 200 185 31 500 1.21 2.5 
et al. 
104 Muguruma 1989 AL-2 200 200 185 31 500 1.21 2.5 
et al. 
105 Muguruma 1989 BL-2 200 200 185 31 500 1.21 2.5 
et al. 
106 Bayrak and 1996 AS-4HT 305 305 284 43 1842 1.17 4.8 
Sheikh 
107 Bayrak and 1996 ES-JHT 305 305 284 43 1842 1.17 4.8 
Sheikh 
108 Bayrak and 1996 AS-5HT 305 305 284 43 1842 1.17 4.8 
Sheikh 
109 Bayrak and 1996 AS-6HT 305 305 284 43 1842 1.17 4.8 
Sheikh 
110 Bayrak and 1996 ES-8HT 305 305 284 43 1842 1.17 4.8 
Sheikh 
111 Bayrak and 1996 AS-2HT 305 305 281 48 1842 1.21 4.8 
Sheikh 
112 Bayrak and 1996 AS-3HT 305 305 281 48 1842 1.21 4.8 
Sheikh 
113 Bayrak and 1996 AS-7HT 305 305 281 48 1842 1.21 4.8 
Sheikh 
114 Mugururna 1989 AH-1 200 200 185 31 500 1.21 2.5 
et al. 
115 Muguruma 1989 AH-2 200 200 185 31 500 1.21 2.5 
et. al 
116 Muguruma 1989 BH-2 200 200 185 31 500 1.21 2.5 
et al. 
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I Park and · 1990 No. 9 27 0.019 432 0.0071 305 
Pau!ay 
2 Ohno and 1984 L2 25 0.014 362 0.0032 325 
Nishioka 
3 Ohno and 1984 L3 25 0.014 362 0.0032 325 
Nishioka 
4 Atalay and 1975 No. 4Sl 28 0.016 429 0.0037 363 
Penzien 
5 Atalay and 1975 No. !SI 29 0.016 367 0.0061 363 
Penzien 
6 Atalay and 1975 No. 3Sl 29 0.016 367 0.0061 363 
Penzien 
7 Atalay and 1975 No. 2Sl 31 0.016 367 0.0037 363 
Penzien 
8 Saatcioglu 1989 U6 37 0.032 437 0.0042 425 
and Ozcebe 
9 Saatcioglu 1989 U7 39 0.032 437 0.0042 425 
and Ozcebe 
10 Wehbe et al. 1998 Al 27 0.022 448 0.0027 428 
11 Wehbe et al. 1998 Bl 28 0.022 448 0.0036 428 
12 Mo and 2000 Cl-I 25 0.021 497 0.0063 459.5 
Wang 
13 Mo and 2000 C2-l 25 0.021 497 0.0061 459.5 
Wang 
14 Mo and 2000 C3-l 26 0.021 497 0.0059 459.5 
Wang 
15 Mo and 2000 C3-2 27 0.021 497 0.0059 459.5 
Wang 
16 Saatcioglu 1989 U4 32 0.032 438 0.0090 470 
and Ozcebe 
17 Saatcioglu 1989 U3 35 0.032 430 0.0060 470 
and Ozcebe 
18 Kanda et al. 1987 85STC-l 28 0.016 374 0.0038 506 
19 Kanda et al. 1987 85STC-2 28 0.016 374 0.0038 506 
20 Kanda et al. 1987 85STC-3 28 0.016 374 0.0038 506 
21 Matamoros 1999 C5-00N 38 0.019 572 0.0092 513.7 
et al. 
22 Matamoros 1999 C5-00S 38 0.019 573 0.0090 514.7 
et al. 
23 Soesianawati 1986 No. 1 47 0.015 446 0.0045 364 
et al. 
24 Matamoros 1999 C5-20N 48 0.019 586 0.0092 406.8 
et al. 
25 Matamoros 1999 Cl0-05N 70 0.019 586 0.0092 406.8 
et al. 
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26 Matamoros 1999 C!0-05S 70 0.019 586 0.0092 406.8 
et al. 
27 Matamoros 1999 C5-20S 48 0.019 587 0.0090 407.8 
et al. 
28 Matamoros 1999 CIO-!ON 68 0.019 572 0.0092 513.7 
et al. 
29 Matamoros 1999 CJO-JOS 68 0.019 573 0.0090 514.7 
et al. 
30 Thomsen 1994 B2 83 0.025 455 0.0082 793 
and Wallace 
31 Thomsen 1994 Bl 88 0.025 455 0.0082 793 
and Wallace 
32 Thomsen 1994 Al 103 0.025 517 0.0061 793 
and Wallace 
33 Thomsen 1994 Cl 68 0.025 476 0.0082 1262 
and Wallace 
34 Thomsen 1994 C2 75 0.025 476 0.0082 1262 
and Wallace 
35 Soesianawati 1986 No. 4 40 0.015 446 0.0030 255 
et al. 
36 Tanaka and 1990 No. I 26 0.016 474 0.0106 333 
Park 
37 Tanaka and 1990 No. 2 26 0.016 474 0.0106 333 
Park 
38 Tanaka and 1990 No.3 26 0.016 474 0.0106 333 
Park 
39 Tanaka and 1990 No.4 26 0.016 474 0.0106 333 
Park 
40 Atalay and 1975 No. II 31 0.016 363 0.0061 373 
Penzien 
41 Atalay and 1975 No. 12 32 0.016 363 0.0037 373 
Penzien 
42 Atalay and 1975 No. 5SI 29 0.016 429 0.0061 392 
Penzien 
43 Atalay and 1975 No. 6Sl 32 0.016 429 0.0037 392 
Penzien 
44 Atalay and 1975 No. 10 32 0.016 363 0.0037 392 
Penzien 
45 Atalay and 1975 No. 9 33 0.016 363 0.0061 392 
Penzien 
46 Wehbe et al. 1998 A2 27 0.022 448 0.0027 428 
47 Wehbe et al. 1998 B2 28 0.022 448 0.0036 428 
48 Azizinamini 1988 NC-2 39 0.019 439 0.0131 454 
et al. 
49 Mo and 2000 Cl-3 26 0.021 497 0.0063 459.5 
Wang 
465 
m11r1111r ······ ?~~f~ c., ' . '> ... < ·':> <' ·>"/ ::c· ' :, .. • ... § ·· '.rllil> ' '~ , .. ,., H::1 1 • .1 ·• •··• . 
50 Mo and 2000 Cl-2 27 0.021 497 0.0063 459.5 
Wang 
51 Mo and 2000 C2-3 27 0.021 497 0.0061 459.5 
Wang 
52 Mo and 2000 C3-3 27 0.021 497 0.0059 459.5 
Wang 
53 Mo and 2000 C2-2 27 0.021 497 0.0061 459.5 
Wang 
54 Zahn et al. 1986 No. 9 28 0.015 440 0.0067 466 
55 Saatcioglu 1999 BG-3 34 0.020 456 0.0080 570 
and Grira 
56 Saatcioglu 1999 BG-8 34 0.029 456 0.0051 580 
and Grira 
57 Muguruma 1989 BL-I 116 0.038 400 0.0162 328.4 
et al. 
58 Soesianawati 1986 No. 2 44 0.015 446 0.0064 360 
et al. 
59 Soesianawati 1986 No. 3 44 0.015 446 0.0042 364 
et al. 
60 Galeota et al. 1996 AA4 80 0.015 430 0.0054 430 
61 Galeota et aL 1996 BAI 80 0.015 430 0.0080 430 
62 Galeota et al. 1996 BA4 80 0.015 430 0.0080 430 
63 Galeota et aL 1996 CAI 80 0.015 430 0.0161 430 
64 Galeota et aL 1996 CA3 80 O.Ql5 430 0.0161 430 
65 Galeota et aL 1996 BB! 80 0.060 430 0.0080 430 
66 Galeota et al. 1996 BB2 80 0.060 430 0.0080 430 
67 Galeota et al. 1996 CBI 80 0.060 430 0.0161 430 
68 Galeota et al. 1996 CB2 80 0.060 430 0.0161 430 
69 Galeota et al. 1996 BA2 80 0.015 430 0.0080 430 
70 Galeota et aL 1996 BA3 80 0.015 430 0.0080 430 
71 Galeota et al. 1996 CA2 80 0.015 430 0.0161 430 
72 Galeota et aL 1996 CA4 80 O.Ql5 430 0.0161 430 
73 Galeota et aL 1996 BB4 80 0.060 430 0.0080 430 
74 Galeota et aL 1996 BB4B 80 0.060 430 0.0080 430 
75 Galeota et aL 1996 CB3 80 0.060 430 0.0161 430 
76 Galeota et al. 1996 CB4 80 0.060 430 0.0161 430 
77 Matamoros 1999 C10-20N 66 0.019 572 0.0092 513.7 
et al. 
78 Matamoros 1999 C10-20S 66 0.019 573 0.0090 514.7 
et al. 
79 Muguruma 1989 BH-1 116 0.038 400 0.0162 792.3 
et aL 
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81 Thomsen 1994 B3 90 0.025 455 0.0082 793 
and Wallace 
82 Thomsen 1994 D3 71 0.025 476 0.0047 1262 
and Wallace 
83 Thomsen 1994 DI 76 0.025 476 0.0065 1262 
and Wallace 
84 Thomsen 1994 C3 82 0.025 476 0.0082 1262 
and Wallace 
85 Thomsen 1994 D2 87 0.025 476 0.0055 1262 
and Wallace 
86 Watson and 1989 No. 9 40 0.015 474 0.0217 308 
Park 
87 Ang et al. 1981 No. 3 24 0.015 427 0.0113 320 
88 Nosho et al. 1996 No. 1 41 0.010 407 0.0010 351 
89 Watson and 1989 No. 5 41 0.015 474 0.0062 372 
Park 
90 Watson and 1989 No. 6 40 0.015 474 0.0029 388 
Park 
91 Zahn et al. 1986 No. 10 40 0.015 440 0.0085 466 
92 Matamoros 1999 C5-40N 38 0.019 572 0.0092 513.7 
et al. 
93 Matamoros 1999 C5-40S 38 0.019 573 0.0090 514.7 
et al. 
94 Saatcioglu 1999 BG-I 34 0.020 456 0.0040 570 
and Grira 
95 Saatcioglu 1999 BG-2 34 0.020 456 0.0080 570 
and Grira 
96 Saatcioglu 1999 BG-6 34 0.023 478 0.0107 570 
and Grira 
97 Saatcioglu 1999 BG-4 34 0.029 456 0.0054 570 
and Grira 
98 Saatcioglu 1999 BG-5 34 0.029 456 0.0107 570 
and Grira 
99 Saatcioglu 1999 BG-10 34 0.033 428 0.0107 570 
and Grira 
JOO Saatcioglu 1999 BG-7 34 0.029 456 0.0051 580 
and Grira 
101 Saatcioglu 1999 BG-9 34 0.033 428 0.0051 580 
and Grira 
102 Azizinamini 1988 NC-4 40 0.019 439 0.0073 616 
et al. 
103 Muguruma 1989 AL-I 86 0.038 400 0.0162 328.4 
et al. 
104 Muguruma 1989 AL-2 86 0.038 400 0.0162 328.4 
et al. 
105 Muguruma 1989 BL-2 116 0.038 400 0.0162 328.4 
et al. 
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Bayrak and 1996 AS-4HT 72 0.027 454 0.0232 463 
Sheikh 
107 Bayrak and 1996 ES-!HT 72 0.027 454 0.0122 463 
Sheikh 
108 Bayrak and 1996 AS-5HT 102 0.027 454 0.0258 463 
Sheikh 
109 Bayrakand 1996 AS-6HT 102 0.027 454 0.0305 463 
Sheikh 
110 Bayrak and 1996 ES-8HT 102 0.027 454 0.0166 463 
Sheikh 
I 11 Bayrak and 1996 AS-2HT 72 0.027 454 0.0114 542 
Sheikh 
112 Bayrak and 1996 AS-3HT 72 0.027 454 0.0114 542 
Sheikh 
113 Bayrak and 1996 AS-7HT 102 0.027 454 0.0110 542 
Sheikh 
114 Muguruma 1989 AH-! 86 0.038 400 0.0162 792.3 
et al. 
115 Muguruma 1989 AH-2 86 0.038 400 0.0162 792.3 
et. al 
1.16 Muguruma 1989 BH-2 116 0.038 400 0.0162 792.3 
et al. 
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I Park and 1990 No.9 646 0.10 395 314 664,834 373 
Paulay 
2 Ohno and 1984 L2 127 0.03 109 84 161,633 101 
Nishioka 
3 Ohno and 1984 L3 127 0.03 110 81 161,633 101 
Nishioka 
4 Atalay and 1975 No. 4Sl 267 0.10 71 39 106,355 63 
Penzien 
5 Atalay and 1975 No. IS! 267 0.10 62 46 96,912 58 
Penzien 
6 Atalay and 1975 No. 3Sl 267 0.10 60 46 96,944 58 
Penzien 
7 Atalay and 1975 No. 2Sl 267 0.09 61 43 97,418 58 
Penzien 
8 Saatcioglu 1989 U6 600 0.13 343 259 295,843 296 
and Ozcebe 
9 Saatcioglu 1989 U7 600 0.13 342 262 298,677 299 
and Ozcebe 
10 Wehbe et al. 1998 Al 615 0.10 337 261 538,297 231 
11 Wehbe et al. 1998 Bl 601 0.09 345 271 543,008 233 
12 Mo and 2000 Cl-I 450 0.11 249 199 303,535 217 
Wang 
13 Mo and 2000 C2-l 450 0.11 241 191 304,305 217 
Wang 
14 Mo and 2000 C3-I 450 0.11 235 188 306,338 219 
Wang 
15 Mo and 2000 C3-2 675 0.15 260 208 328,859 235 
Wang 
16 Saatcioglu 1989 U4 600 0.15 326 244 293,086 293 
and Ozcebe 
17 Saatcioglu 1989 U3 600 0.14 271 214 296,017 296 
and Ozcebe 
18 Kanda et al. 1987 85STC-1 184 0.11 82 61 51,458 69 
19 Kanda et al. 1987 85STC-2 184 0.11 80 61 51,458 69 
20 Kanda et al. 1987 85STC-3 184 0.11 82 61 51,458 69 
21 Matamoros 1999 C5-00N 0 0.00 59 46 37,530 62 
et al. 
22 Matamoros 1999 C5-00S 0 0.00 58 45 38,217 63 
et al. 
23 Soesianawati 1986 No. 1 744 0.10 200 149 306,830 192 
et al. 
24 Matamoros 1999 C5-20N 285 0.14 73 57 52,283 86 
et al. 
25 Matamoros 1999 C10-05N 142 0.05 70 53 46,210 76 
et al. 
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Matamoros 1999 C10-05S 142 0.05 68 53 45,940 75 
et al. 
27 Matamoros 1999 C5-20S 285 0.14 73 56 51,789 85 
et al. 
28 Matamoros 1999 CIO-ION 285 0.10 96 75 59,755 98 
et al. 
29 Matamoros 1999 ClO-IOS 285 0.10 94 74 59,814 98 
et al. 
30 Thomsen 1994 B2 194 0.10 53 38 28,205 47 
and Wallace 
31 Thomsen 1994 Bl 0 0.00 41 26 17,024 29 
and Wallace 
32 Thomsen 1994 Al 0 0.00 46 35 19,391 32 
and Wallace 
33 Thomsen 1994 Cl 0 0.00 40 30 17,472 29 
and Wallace 
34 Thomsen 1994 C2 173 0.10 49 35 27,450 46 
and Wallace 
35 Soesianawati 1986 No.4 1920 0.30 265 190 388,198 243 
et al. 
36 Tanaka and 1990 No. I 819 0.20 167 133 268,566 168 
Park 
37 Tanaka and 1990 No.2 819 0.20 168 128 268,566 168 
Park 
38 Tanaka and 1990 No. 3 819 0.20 175 136 268,566 168 
Park 
39 Tanaka and 1990 No. 4 819 0.20 170 134 268,566 168 
Park 
40 Atalay and 1975 No. II 801 0.28 82 62 142,603 85 
Penzien 
41 Atalay and 1975 No. 12 801 0.27 79 62 143,625 86 
Penzien 
42 Atalay and 1975 No. 5Sl 534 0.20 77 59 131,697 79 
Penzien 
43 Atalay and 1975 No. 6SI 534 0.18 75 56 133,276 80 
Penzien 
44 Atalay and 1975 No. 10 801 0.27 78 61 144,358 86 
Penzien 
45 Atalay and 1975 No. 9 801 0.26 79 63 145,409 87 
Penzien 
46 Wehbe et al. 1998 A2 1505 0.24 361 276 654,226 280 
47 Wehbe et al. 1998 B2 1514 0.23 372 298 666,256 285 
48 Azizinamini 1988 NC-2 1690 0.21 441 323 552,546 403 
et al. 




SI Mo and 2000 
Wang 
S2 Mo and 2000 
Wang 
S3 Mo and 2000 
Wang 
S4 Zahn et al. 1986 
SS Saatcioglu 1999 
and Grira 
S6 Saatcioglu 1999 
and Grira 
S7 Muguruma 1989 
et al. 
S8 Soesianawati 1986 
et al. 
S9 Soesianawati 1986 
et al. 
60 Galeota et al. 1996 
61 Galeota et al. 1996 
62 Galeota et al. 1996 
63 Galeota et al. 1996 
64 Galeota et al. 1996 
65 Galeota et al. 1996 
66 Galeota et al. 1996 
67 Galeota et al. 1996 



















69 Galeota et al. 1996 BA2 
70 Galeota et al. 1996 . BA3 
71 Galeota et al. 1996 CA2 























73 Galeota et al. 1996 BB4 lSOO 0.30 
74 Galeota et al. 1996 BB4B 1500 0.30 
7S Galeota et al. 1996 CB3 1500 0.30 
76 Galeota et al. 1996 CB4 1500 0.30 
77 Matamoros 1999 Cl0-20N S69 0.21 
et al. 
78 Matamoros 1999 Cl0-20S S69 0.21 
et al. 
79 Muguruma 1989 BH-1 1176 0.25 
et al. 
80 Thomsen 1994 A3 40 l 0.20 
and Wallace 
471 
304 243 336,9S1 241 
300 240 337,471 241 
261 208 327,894 234 
213 IS7 303,0SS 189 
IS2 111 232,633 141 
183 146 291,514 177 
2SS 193 120,828 242 
279 200 412,377 2S8 
277 214 412,377 258 
138 I OS 125,404 110 
141 109 125,404 110 
110 84 125,404 110 
101 80 12S,404 110 
132 IOI 125,404 110 
162 126 199,71S 175 
19S lSO l99,71S l 7S 
172 133 199,71S l7S 
173 134 199,71S 17S 
128 100 14S,410 128 
131 105 14S,410 128 
126 101 145,410 128 
135 100 145,410 128 
17S 139 209,275 184 
171 134 209,27S 184 
170 133 209,27S 184 
177 138 209,275 184 
108 81 77,798 128 
104 81 73,S38 121 
2S6 197 120,828 242 
67 42 37,360 63 
81 Thomsen 1994 B3 418 0.20 61 46 62 
and Wallace 
82 Thomsen 1994 D3 331 0.20 50 39 32,393 54 
and Wallace 
83 Tho1nsen 1994 DI 352 0.20 53 42 33,659 56 
and Wallace 
84 Thomsen 1994 C3 380 0.20 53 40 35,309 59 
and Wallace 
85 Thomsen 1994 D2 404 0.20 58 43 36,737 62 
and Wallace 
86 Watson and 1989 No. 9 4480 0.70 310 216 298,137 186 
Park 
87 Ang et al. 1981 No. 3 1435 0.38 192 149 280,083 175 
88 Nosho et al. 1996 No. I 1076 0.34 66 44 124,600 58 
89 Watson and 1989 No. 5 3280 0.50 292 225 384,590 240 
Park 
90 Watson and 1989 No. 6 3200 0.50 295 229 378,693 237 
Park 
91 Zahn et al. 1986 No. IO 2502 0.39 269 207 395,510 247 
92 Matamoros 1999 C5-40N 569 0.36 85 64 58,382 96 
et al. 
93 Matamoros 1999 C5-40S 569 0.36 85 62 56,364 92 
et al. 
94 Saatcioglu 1999 BG-I 1782 0.43 172 138 250,044 152 
and Grira 
95 Saatcioglu 1999 BG-2 1782 0.43 169 134 250,044 152 
and Grira 
96 Saatcioglu 1999 BG-6 1900 0.46 190 143 295,925 180 
and Grira 
97 Saatcioglu 1999 BG-4 1923 0.46 185 142 287,091 175 
and Grira 
98 Saatcioglu 1999 BG-5 1923 0.46 212 141 287,091 175 
and Grira 
99 Saatcioglu 1999 BG-10 1923 0.46 202 139 246,038 150 
and Grira 
100 Saatcioglu 1999 BG-7 1923 0.46 186 143 287,091 175 
and Grira 
101 Saatcioglu 1999 BG-9 1923 0.46 197 151 246,038 150 
and Grira 
102 Azizinamini 1988 NC-4 2580 0.31 489 386 609,163 444 
et al. 
103 Muguruma 1989 AL-l 1371 0.40 243 191 102,091 204 
et al. 




Ccc;c· ··· 1J~''. r~~\~ 
,'• ,, " r 'A , ' . 
1 field capacity I< .··.• -.~.· 
-,,::·>.r;:;.:: 
' 
.. · .. · 
1::' .. , ', ' .,, ' %1P+,, 1 ··, .· ... · >.':'·, ,";'." .·.,·:·' !~<>vi~? ·•· :t.•• ··~./ .. . i .... .,... t; •. , ... / •· .. · ::;f/ .~;. • . '! ;·~·""' .. ..... ··• ··• • ····' ; ... .i;f f .. '.[kR!J . . <••d<IJ• < . ·.; .·t.,..~ L · 105 Muguruma 1989 BL-2 1959 0.42 289 227 126,402 253 
et al. 
106 Bayrak and 1996 AS-4HT 3344 0.50 148 111 287,148 156 
Sheikh 
107 Bayrak and 1996 ES-lHT 3354 0.50 147 109 287,731 156 
Sheikh 
108 Bayrak and 1996 AS-5HT 4261 0.45 199 146 383,059 208 
Sheikh 
109 Bayrak and 1996 AS-6HT 4360 0.46 197 136 382,067 207 
Sheikh 
110 Bayrak and 1996 ES-8HT 4468 0.47 178 135 381,506 207 
Sheikh 
111 Bayrak and 1996 AS-2HT 2401 0.36 149 119 298,516 162 
Sheikh 
112 Bayrak and 1996 AS-3HT 3340 0.50 148 115 284,969 155 
Sheikh 
113 Bayrak and 1996 AS-7HT 4270 0.45 172 127 381,571 207 
Sheikh 
114 Muguruma 1989 AH-1 1371 0.40 244 195 102,091 204 
et al. 
115 Muguruma 1989 AH-2 2156 0.63 247 194 88, 124 176 
et al 




2 Ohno and 1984 L2 IO 0.046 74 63.4 0.86 5.05 
Nishioka 
3 Ohno and 1984 L3 9 0.046 73 63.6 0.87 5.03 
Nishioka 
4 Atalay and 1975 No. 4Sl 15 0.036 61 46.0 0.75 7.29 
Penzien 
5 Atalay and 1975 No. IS! 15 0.049 81 66.7 0.82 5.03 
Penzien 
6 Atalay and 1975 No. 3S! 14 0.048 81 67.8 0.83 4.95 
Penzien 
7 Atalay and 1975 No. 2S! 15 0.048 81 65.9 0.81 5.09 
Penzien 
8 Saatcioglu 1989 U6 18 0.090 90 72.0 0.80 2.78 
and Ozcebe 
9 Saatcioglu 1989 U7 18 0.088 88 70.0 0.80 2.86 
and Ozcebe 
10 Wehbe et al. 1998 Al 32 0.052 121 89.6 0.74 5.21 
11 Wehbe et al. 1998 Bl 35 0.069 161 126.5 0.79 3.69 
12 Mo and 2000 Cl-I 26 0.061 85 58.9 0.69 4.76 
Wang 
13 Mo and 2000 C2-l 37 0.070 99 61.9 0.63 4.52 
Wan 
14 Mo and 2000 C3-l 33 0.070 98 64.4 0.66 4.35 
Wang 
15 Mo and 2000 C3-2 24 0.071 100 75.9 0.76 3.69 
Wang 
16 Saatcioglu 1989 U4 19 0.090 90 70.6 0.78 2.83 
and Ozcebe 
17 Saatcioglu 1989 U3 14 0.051 51 36.8 0.72 5.43 
and Ozcebe 
18 Kanda et al. 1987 85STC-l 7 0.046 35 28.0 0.81 5.36 
19 Kanda et al. 1987 85STC-2 5 0.046 35 29.9 0.87 5.02 
20 Kanda et al. 1987 85STC-3 7 0.046 35 27.5 0.80 5.45 
21 Mata1noros 1999 C5-00N 9 0.066 40 31.7 0.78 3.85 
et al. 
22 Matamoros 1999 C5-00S 9 0.066 40 31.9 0.79 3.82 
et al. 
23 Soesianawati 1986 No. I 10 0·.061 98 87.6 0.90 3.65 
et al. 
24 Matamoros 1999 C5-20N 6 0.043 26 19.9 0.77 6.12 
et al. 




.. ~ l.(ear; 
'··~11 ;~;; 
I Di· I . ' '{ A·~··· ... '"· •. pi=·.• ....... ·•·•b:·• ••••• ... 
k.'.( ;•;:.·. ' ... ·<);;·_,\'/ .. 
·•\ 
••• 
f i~Wit~lir. I.~ t' •.• 
. .... 
• •••• 
•• ._; '•S•.· 
~*zt~ •• ... > 1r• .: ' ' ·•.·•r .... :; ..• · Oi: .• ' .. ••• . •... •. · ... .. ' 1·· ,, ' .... ........ 
•  1, 'ljliUJ\ i·.,.\.·;·>L · ·:·. 
26 Matamoros 1999 CI0-05S 8 0.056 34 263 0.77 4.63 
et aL 
27 Matamoros 1999 C5-20S 6 0.041 25 19.5 0.77 6.25 
et aL 
28 Matamoros 1999 ClO-lON 7 0.062 38 31.3 0.82 3.90 
et aL 
29 Matamoros 1999 ClO-lOS 7 0.060 36 293 0.80 4.17 
et aL 
30 Thomsen 1994 B2 3 0.027 16 12.8 0.81 9.30 
and Wallace 
31 Thomsen 1994 Bl 7 0.043 26 18.8 0.73 634 
and Wallace 
32 Thomsen 1994 Al 10 0.047 28 17.7 0.63 6.75 
and Wallace 
33 Thomsen 1994 Cl 10 0.046 27 17. 1 0.63 6.98 
and Wallace 
34 Thomsen 1994 C2 4 0.029 17 12.7 0.74 9.44 
and Wallace 
35 Soesianawati 1986 No.4 9 0.017 27 17.9 0.66 17.88 
et aL 
36 Tanaka and 1990 No. 1 11 0.041 66 55.7 0.84 5.75 
Park 
37 Tanaka and 1990 No. 2 13 0.039 63 49.7 0.79 6.44 
Park 
38 Tanaka and 1990 No. 3 10 0.037 59 48.5 0.83 6.59 
Park 
39 Tanaka and 1990 No.4 12 0.043 70 57.9 0.83 5.53 
Park 
40 Atalay and 1975 No. 11 12 0.018 30 18.2 0.60 18.44 
Penzien 
41 Atalay and 1975 No. 12 12 0.026 43 30.9 0.72 10.86 
Penzien 
42 Atalay and 1975 No. 5Sl 16 0.030 50 33.7 0.67 9.95 
Penzien 
43 Atalay arid 1975 No. 6Sl 16 0.030 50 33.9 0.68 9.89 
Penzien 
44 Atalay and 1975 No. 10 14 0.024 41 26.6 0.66 12.58 
Penzien 
45 Atalay and 1975 No. 9 16 0.018 30 14.4 0.47 2331 
Penzien 
46 Wehbe et aL 1998 A2 25 0.043 100 75.4 0.75 6.19 
47 Wehbe et aL 1998 B2 28 0.053 124 963 0.78 4.85 
48 Azizinamini 1988 NC-2 9 0.035 48 39.2 0.81 7.00 
et aL 




51 Mo and 
Wang 
52 Mo and 
Wan a 
53 Mo and 
Wang 
54 Zahn et al. 










60 Galeota et al. 
61 Galeota et al. 
62 Galeota et al. 
63 Galeota et al. 
64 Galeota et al. 
65 Galeota et al. 
66 Galeota et al. 
67 Galeota et al. 
68 Galeota et al. 
69 Galeota et al. 
70 Galeota et al. 
71 Galeota et al. 
72 Galeota et al. 
73 Galeota et al. 
74 Galeota et al. 
7 5 Galeota et al. 
















1986 No. 2 





















































93 71.3 0.76 3.93 
89 57.1 0.64 4.90 
98 68.1 0.69 4.11 
86 71.0 0.83 4.51 
75 62.6 0.83 5.25 
81 60.2 0.74 5.47 
28 26.0 0.92 3.85 
34 23.7 0.71 13.50 
30 21.6 0.71 14.81 
16 7.6 0.48 30.06 
20 11.5 0.57 19.85 
23 12.7 0.55 17.89 
22 12.1 0.56 18.81 
28 19.3 0.68 11.79 
47 32.l 0.68 7.09 
44 30.6 0.70 7.44 
62 45.9 0.75 4.97 
57 41.9 0.74 5.44 
21 10.7 0.51 21.38 
18 10.0 0.56 22.78 
24 14.6 0.61 15.67 
29 19.8 0.69 11.49 
so 36.8 0.74 6.20 
41 28.0 0.69 8.14 
56 43.4 0.77 5.26 
51 37.6 0.73 6.07 
32 25.0 0.79 4.88 
32 24.6 0.78 4.97 
32 29.3 0.90 3.41 
12 7.0 0.57 17.17 
f >0~~·;, flit,. ,x,"~r ,: .. ·. . . ,;,,: {.i ,,~ :.: ~i-!f~ 
· ..... ·.;~,';i,···,{ • = . .... {{< \'' i . . ·.•· ' { ... i • '· ... ' ,, ,, 
,@~:1~:1 




!{ < ... 7~, ,,,,. 
?[~ .. , .. ,• .. · '(:· .. . .,,., . +: cl''• ·~"fo?; }'i{. ,, : . 
81 Thomsen I994 B3 3 0.017 IO 7.0 0.68 I6.95 
and Wallace 
82 Thomsen I994 D3 4 O.OI9 II 7.6 0.68 I5.74 
and Wallace 
83 Thomsen 1994 DI 4 0.020 12 8.6 0.71 13.83 
and Wallace 
84 Thomsen 1994 C3 3 0.019 12 8.2 0.71 14.64 
and Wallace 
85 Thomsen 1994 D2 6 0.018 11 5.3 0.48 22.70 
and Wallace 
86 Watson and 1989 No. 9 7 0.024 38 30.9 0.81 10.36 
Park 
87 Ang et al. 1981 No. 3 10 0.028 45 35.3 0.79 9.06 
88 Nosho et al. 1996 No. 1 17 0.016 34 17.7 0.51 24.18 
89 Watson and 1989 No. 5 9 0.021 34 24.5 0.73 13.05 
Park 
90 Watson and 1989 No. 6 8 0.016 25 17.6 0.70 18.14 
Park 
91 Zahn et al. 1986 No. 10 12 0.031 50 37.4 0.76 8.55 
92 Matamoros 1999 C5-40N 5 0.042 26 20.4 0.80 5.97 
et al. 
93 Matamoros 1999 C5-40S 5 0.041 25 20.3 0.81 6.00 
et al. 
94 Saatcioglu •1999 BG-1 6 0.020 33 27.0 0.82 12.18 
and Grira 
95 Saatcioglu 1999 BG-2 7 0.026 43 36.2 0.84 9.08 
and Grira 
96 Saatcioglu 1999 BG-6 12 0.037 61 49.6 0.81 6.64 
and Grira 
97 Saatcioglu 1999 BG-4 16 0.025 41 25.0 0.61 13.17 
and Grira 
98 Saatcioglu 1999 BG-5 12 0.031 50 38.5 0.77 8.53 
and Grira 
99 Saatcioglu 1999 BG-10 13 0.042 68 55.4 0.81 5.94 
and Grira 
JOO Saatcioglu 1999 BG-7 12 0.036 59 47.5 0.80 6.92 
and Grira 
101 Saatcioglu 1999 BG-9 17 0.031 51 34.6 0.67 9.50 
and Grira 
102 Azizinamini 1988 NC-4 9 0.028 38 29.3 0.76 9.37 
et al. 
103 Muguruma 1989 AL-1 5 0.057 28 23.5 0.83 4.25 
et al. 
104 Muguruma 1989 AL-2 3 0.021 11 8.0 0.76 12.48 
et al. 
477 
105 Muguruma 1989 4 17 
et al. 
106 Bayrak and 1996 AS-4HT 8 0.026 48 40.3 0.84 9.13 
Sheikh 
107 Bayrak and 1996 ES-lHT 5 0.018 33 28.5 0.86 12.93 
Sheikh 
108 Bayrak and 1996 AS-5HT 4 0.008 15 !LO 0.74 33.60 
Sheikh 
109 Bayrak and 1996 AS-6HT 9 0.020 37 28.8 0.77 12.81 
Sheikh 
110 Bayrak and 1996 ES-8HT 6 0.013 23 17.6 0.75 20.93 
Sheikh 
111 Bayrak and 1996 AS-2HT 8 0.024 44 35.2 0.81 10.46 
Sheikh 
112 Bayrak and 1996 AS-3HT 6 0.017 32 25.5 0.80 14.42 
Sheikh 
113 Bayrak and 1996 AS-7HT 8 0.015 27 19.4 0.71 18.95 
Sheikh 
114 Muguruma 1989 AH-I 5 0.072 36 30.7 0.86 3.26 
et al. 
115 Muguruma 1989 AH-2 3 0.044 22 19.0 0.87 5.25 
et. al 
116 Muguruma 1989 BH-2 3 0.054 27 24.0 0.89 4.17 
et al. 
478 
I Park and 1990 No. 9 
Paulay 
2 Ohno and 1984 L2 
Nishioka 
3 Ohno and 1984 L3 
Nishioka 
4 Atalay and 1975 No. 4SI 
Penzien 
5 Atalay and 1975 No. IS I 
Penzien 
6 Atalayand 1975 No.3Sl 
Penzien 
7 Atalay and 1975 No. 2S I 
Penzien 
8 Saatcioglu 1989 U6 
and Ozcebe 
9 Saatcioglu 1989 U7 
and Ozcebe 
10 Wehbeetal. 1998 Al 
II Wehbeetal. 1998 Bl 
12 Mo and 2000 Cl-1 
Wang 
13 Mo and 2000 C2- l 
Wang 
14 Mo and 2000 C3-l 
Wang 
15 Mo and 2000 C3-2 
Wang 
16 Saatcioglu 1989 U4 
and Ozcebe 
17 Saatcioglu 1989 U3 
and Ozcebe 
18 Kanda et al. 1987 85STC-1 
19 Kanda et al. 1987 85STC-2 
20 Kanda et al. 1987 85STC-3 
21 Matamoros 1999 C5-00N 
et al. 
22 Matamoros 1999 C5-00S 
et al. 
23 Soesianawati 1986 No. I 
et al. 
24 Matamoros 1999 C5-20N 
et al. 




























1.06 3.94 1.33 
1.08 3.68 1.37 
1.09 3.68 1.37 
1.12 4.56 1.60 
1.07 3.99 1.26 
1.03 3.99 1.24 
1.05 4.51 1.13 
1.16 . 4.93 0.56 
1.14 4.89 0.58 
1.46 4.57 1.14 
1.48 4.29 0.86 
1.15 3.41 1.40 
1.11 3.51 1.29 
1.07 3.61 1.20 
1.10 4.20 0.88 
I.I I 3.49 0.81 
0.92 4.41 1.23 
1.19 4.20 1.27 
1.17 4.20 1.19 
1.19 4.20 1.30 
0.96 2.20 1.75 
0.93 2.22 1.72 
1.04 4.74 0.77 
0.85 4.51 1.36 
0.93 3.74 1.35 
Matamoros 1999 C!0-05S 172.8 0.90 3.74 1.24 
et al. 
27 Matamoros 1999 C5-20S 164.3 0.85 4.52 l.38 
et al. 
28 Matamoros 1999 ClO-lON 229.6 0.98 4.15 0.94 
et al. 
29 Matamoros 1999 ClO-IOS 230.3 0.96 4.17 1.00 
et al. 
30 Thomsen 1994 B2 214.1 1.11 3.98 2.34 
and Wallace 
31 Thomsen 1994 Bl 224. ! 1.42 2.82 2.24 
and Wallace 
32 Thomsen 1994 Al 170.3 1.43 3.16 2.14 
and Wallace 
33 Thomsen 1994 Cl 330. l 1.37 1.84 3.80 
and Wallace 
34 Thomsen 1994 C2 328.0 1.06 2.89 3.26 
and Wallace 
35 Soesianawati 1986 No. 4 291.0 1.09 8.06 2.22 
et al. 
36 Tanaka and 1990 No. l 770.3 1.00 3.78 1.52 
Park 
37 Tanaka and 1990 No.2 770.2 1.00 3.78 I. 71 
Park 
38 Tanaka and 1990 No. 3 769.5 1.04 3.78 1.75 
Park 
39 Tanaka and 1990 No.4 770.0 1.02 3.78 1.46 
Park 
40 Atalay and 1975 No. 11 310.5 0.97 6.23 2.96 
Penzien 
41 Atalay and 1975 No. 12 213.2 0.92 6.97 1.56 
Penzien 
42 Atalay and 1975 No. 5Sl 323.8 0.98 5.03 1.98 
Penzien 
43 Atalay and 1975 No. 6Sl 215.8 0.94 5.67 1.74 
Penzien 
44 Atalay and 1975 No. 10 220.8 0.91 6.87 1.83 
Penzien 
45 Atalay and 1975 No. 9 324.9 0.91 6.03 3.86 
Penzien 
46 Wehbe et al. 1998 A2 474.5 1.29 6.54 0.95 
47 Wehbe et al. 1998 B2 590.0 l.31 6.15 0.79 
48 Azizinamini 1988 NC-2 1417.1 1.10 3.51 2.00 
et al. 
49 Mo and 2000 Cl-3 643.8 l.28 4.55 0.98 
Wan 
480 
SO Mo and 2000 Cl-2 6S2.9 1.12 4.02 0.98 
Wang 
S 1 Mo and 2000 C2-3 624.2 1.26 4.66 0.84 
Wang 
52 Mo and 2000 
Wang 
53 Mo and 2000 
Wang 
S4 Zahn et al. 1986 
SS Saatcioglu 1999 
and Grira 
56 Saatcioglu 1999 
and Grira 
S7 Muguruma 1989 
et al. 
58 Soesianawati 1986 
et al. 
S9 Soesianawati 1986 
et al. 
60 Galeota et al. 1996 
61 Galeota et al. l 996 
62 Galeota et al. 1996 
63 Galeota et al. 1996 
64 Galeota et al. 1996 
65 Galeota et al. 1996 
66 Galeota et al. 1996 
67 Galeota et al. 1996 
68 Galeota et al. 1996 
69 Galeota et al. 1996 
70 Galeota et al. 1996 
71 Galeota et al. 1996 
72 Galeota et al. 1996 
73 Galeota et al. 1996 
74 Galeota et al. 1996 
7S Galeota et al. 1996 
76 Galeota et al. 1996 
77 Matamoros 1999 
et al. 
78 Matamoros 1999 
et al. 
79 Muguruma 1989 
et al. 








No. 2 602.0 























1.24 4.7S 1.03 
1.11 4.11 1.00 
1.13 4.65 0.97 
1.07 3.84 1.37 
1.04 5.30 1.03 
1.05 6.66 0.58 
1.08 7.10 1.90 
1.07 7.61 1.9S 
1.2S 6.32 4.76 
1.28 5.98 3.32 
1.00 5.98 2.99 
0.92 4.98 3.78 
1.20 4.98 2.37 
0.92 5.98 1.19 
1.11 5.98 1.24 
0.98 4.98 1.00 
0.99 4.98 1.09 
1.0 l 7.37 2.90 
1.03 7.37 3.09 
0.99 6.13 2.S6 
1.06 6.13 1.87 
0.9S 7.37 0.84 
0.93 7.37 1.10 
0.93 6.13 0.86 
0.96 6.13 0.99 
0.84 5.4S 0.90 
0.86 5.47 0.91 
1.06 4.97 0.69 
1.07 5.68 3.02 
Thomsen 1994 B3 205.7 0.98 5.31 3.19 
and Wallace 
82 Thomsen 1994 D3 186.8 0.92 5.06 3.11 
and Wallace 
83 Thomsen 1994 Dl 253.5 0.94 4.45 3.11 
and Wallace 
84 Thomsen 1994 C3 312.3 0.90 4.05 3.62 
and Wallace 
85 Thomsen 1994 D2 216.2 0.95 5.15 4.41 
and Wallace 
86 Watson and 1989 No. 9 1164.I 1.66 6.67 1.55 
Park 
87 Ang et al. 1981 No. 3 788.7 1.10 4.84 1.87 
88 Nosho et al. 1996 No. I 112.4 1.13 8.99 2.69 
89 Watson and 1989 No. 5 591.2 1.21 9.63 1.36 
Park 
90 Watson and 1989 No.6 395.7 1.25 10.72 1.69 
Park 
91 Zahn et al. 1986 No. 10 896.4 1.09 6.74 1.27 
92 Matamoros 1999 C5-40N 204.5 0.88 5.66 1.06 
et al. 
93 Matamoros 1999 C5-40S 202.7 0.91 5.70 1.05 
et al. 
94 Saatcioglu 1999 BG-I 423.2 1.13 8.28 1.47 
and Grira 
95 Saatcioglu 1999 BG-2 715.9 I.I! 5.88 1.54 
and Grira 
96 Saatcioglu 1999 BG-6 881.4 1.06 4.46 1.49 
and Grira 
97 Saatcioglu 1999 BG-4 519.8 1.06 7.86 1.67 
and Grira 
98 Saatcioglu 1999 BG-5 901.0 l.21 4.50 1.90 
and Grira 
99 Saatcioglu 1999 BG-10 904.0 1.35 4.50 1.32 
and Grira 
100 Saatcioglu 1999 BG-7 510.5 1.07 7.94 0.87 
and Grira 
101 Saatcioglu 1999 BG-9 512.9 1.32 7.94 1.20 
and Grira 
102 Azizinamini 1988 NC-4 1048.5 1.10 5.45 1.72 
et al. 
103 Muguruma 1989 AL-1 179.5 1.19 8.12 0.52 
et al. 
104 Muguruma 1989 AL-2 142.4 1.37 11.06 1.13 
et al. 
105 Muguruma 1989 BL-2 181.9 1.14 8.98 0.82 
et al. 
482 
106 Bayrak and 1996 AS-4HT 1051.9 0.95 5.96 l.53 
Sheikh 
l 07 Bayrak and 1996 ES-!HT 663.9 
Sheikh 
108 Bayrak and 1996 AS-5HT 1263.3 
Sheikh 
109 Bayrak and 1996 AS-6HT 1325.9 
Sheikh 
110 Bayrak and 1996 ES-8HT 866.8 
Sheikh 
111 Bayrak and 1996 AS-2HT 754.5 
Sheikh 
112 Bayrak and 1996 AS-3HT 704.3 
Sheikh 
113 Bayrak and 1996 AS-7HT 713.6 
Sheikh 
114 Muguruma 1989 AH-! 395.3 
et al. 
115 Muguruma 1989 AH-2 307.8 
et. al 
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3 Zhou et al. 1987, No. 322-07 160 160 480 3.0 
4 Wight and Sozen 1973, No. 40.048(East) 152 305 876 2.9 
5 Wight and Sozen 1973, No. 40.048(West) 152 305 876 2.9 
6 Wight and Sozen 1973, No. 40.033(East) 152 305 876 2.9 
7 Wight and Sozen 1973, No. 40.033(West) 152 305. 876 2.9 
8 Wight and Sozen 1973, No. 25.033(East) 152 305 876 2.9 
9 Wight and Sozen 1973, No. 25.033(West) 152 305 876 2.9 
10 Wight and Sozen 1973, No. 40.067(East) 152 305 876 2.9 
l l Wight and Sozen 1973, No. 40.067(West) 152 305 876 2.9 
12 Wight and Sozen 1973, No. 40.092(East) 152 305 876 2.9 
13 Wight and Sozen 1973, No. 40.092(West) 152 305 876 2.9 
14 Lynn et al. 1998, 3CLH18 457 457 1473 3.2 
15 Lynn et al. 1998, 2CLH18 457 457 1473 3.2 
16 Lynn et al. 1998, 2CMH18 457 457 1473 3.2 
17 Lynn et al. 1998, 3CMH18 457 457 1473 3.2 
18 Lynn et al. 1998, 3CMD12 457 457 1473 3.2 
19 Lynn et al. 1996, 3SLH18 457 457 1473 3.2 
20 Lynn et al. 1996, 2SLH18 457 457 1473 3.2 
21 Lynn et al. 1996, 3SMD12 457 457 1473 3.2 
22 Matamoros et al. 1999,Cl0-05N 203 203 610 3.0 
23 Matamoros et al. 1999,ClO-lON 203 203 610 3.0 
24 Matamoros et al. 1999,Cl0-20N 203 203 610 3.0 
25 Matamoros et al. 1999,Cl0-20S 203 203 610 3.0 
26 Matamoros et al. 1999,C5-20N 203 203 610 3.0 
27 Matamoros et al. 1999,C5-20S 203 203 610 3.0 
28 Matamoros et al. 1999,C5-40N 203 203 610 3.0 
29 Matamoros et al. 1999,C5-40S 203 203 610 3.0 
30 Aboutaha et al. 1999, SC3 914 457 1219 2.7 
31 Ichinose et al. 2001, D l 6S 250 250 450 1.8 
32 Ichinose et al. 2001, Dl6n 250 250 450 1.8 
33 Ichinose et al. 2001, DJ 9S 250 250 450 1.8 
34 Ichinose et al. 2001, D 19N 250 250 450 1.8 
35 Ichinose et al. 200 I, D22S 250 250 450 1.8 
36 Ichinose et al. 2001, D22N 250 250 450 1.8 
37 Ichinose et al. 2001, P22S 250 250 450 1.8 
38 Ichinose et al. 2001, P22N 250 250 450 1.8 
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1 Zhou et al. 1987, No. 302-07 29 0.022 341 0.006 559 
2 Zhou et al. 1987, No. 312-07 29 0.022 341 0.006 559 
3 Zhou et al. 1987, No. 322-07 29 0.022 341 0.015 559 
4 Wight and Sozen 1973, No. 40.048(East) 26 0.024 496 0.005 345 
5 Wight and Sozen 1973, No. 40.048(West) 26 0.024 496 0.005 345 
6 Wight and Sozen 1973, No. 40.033(East) 34 0.024 496 0.003 345 
7 Wight and Sozen 1973, No. 40.033(West) 34 0.024 496 0.003 345 
8 Wight and Sozen 1973, No. 25.033(East) 34 0.024 496 0.003 345 
9 Wight and Sozen 1973, No. 25.033(West) 34 0.024 496 0.003 345 
10 Wight and Sozen 1973, No. 40.067(East) 33 0.024 496 0.006 345 
11 Wight and Sozen 1973, No. 40.067(West) 33 0.024 496 0.006 345 
12 Wight and Sozen 1973, No. 40.092(East) 34 0.024 496 0.009 317 
13 Wight and Sozen 1973, No. 40.092(West) 34 0.024 496 0.009 317 
14 Lynn et al. 1998, 3CLH18 27 0.030 331 0.001 400 
15 Lynn et al. 1998, 2CLH18 33 0.019 331 0.001 400 
16 Lynn et al. 1998, 2CMH18 26 0.019 331 Q.001 400 
17 Lynn et al. 1998, 3CMH18 28 0.030 331 0.001 400 
18 Lynn et al. 1998, 3CMD 12 28 0.030 331 0.002 400 
19 Lynn et al. 1996, 3SLH18 27 0.030 331 0.001 400 
20 Lynn et al. 1996, 2SLH18 33 0.019 331 0.001 400 
21 Lynn et al. 1996, 3SMD12 26 0.030 331 0.002 400 
22 Matamoros et al. 1999,C10-05N 70 0.019 586 0.010 407 
23 Matamoros et al. 1999,ClO-lON 68 0.019 572 0.010 514 
24 Matamoros et al. 1999,C10-20N 66 0.019 572 0.010 514 
25 Matamoros et al. 1999,Cl0-20S 66 0.019 573 0.010 515 
26 Matamoros et al. 1999,C5-20N 48 0.019 586 0.010 407 
27 Matamoros .et al. 1999 ,C5-20S 48 0.019 587 0.010 408 
28 Matamoros et al. 1999,C5-40N 38 0.019 572 0.010 514 
29 Matamoros et al. l 999,C5-40S 38 0.019 573 0.010 515 
30 Aboutaha et al. 1999, SC3 22 0.019 434 0.001 400 
31 Ichinose et al. 2001, D l 6S 29 0.026 377 0.013 319 
32 Ichinose et al. 2001, D l 6n 29 0.026 377 0.013 319 
33 Ichinose et al. 2001, D l 9S 29 0.036 374 0.013 319 
34 Ichinose et al. 2001, D 19N 29 0.036 374 0.013 319 
35 Ichinose et al. 2001, D22S 29 0.049 391 0.013 319 
36 Ichinose et al. 2001, D22N 29 0.049 391 0.013 319 
37 Ichinose et al. 2001, P22S 29 0.049 1080 0.013 319 
38 Ichinose et al. 2001, P22N 29 0.049 1080 0.013 319 
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1 Zhou et aL 1987, No. 302-07 517 0.70 7 1.5% 
2 Zhou et aL 1987, No. 312-07 517 0.70 7 1.5% 
3 Zhou et aL 1987, No. 322-07 517 0.70 11 2.2% 
4 Wight and Sozen 1973, No. 40.048(East) 178 0.15 43 4.9% 
5 Wight and Sozen 1973, No. 40.048(West) 178 0.15 47 5.4% 
6 Wight and Sozen 1973, No. 40.033(East) 178 0.11 47 5.4% 
7 Wight and Sozen 1973, No. 40.033(West) 178 0.11 49 5.6% 
8 Wight and Sozen 1973, No. 25.033(East) 111 0.07 31 3.6% 
9 Wight and Sozen 1973, No. 25.033(West) 111 0.07 30 3.4% 
10 Wight and Sozen 1973, No. 40.067(East) 178 0.11 59 6.7% 
11 Wight and Sozen 1973, No. 40.067(West) 178 0.11 59 6.7% 
12 Wight and Sozen 1973, No. 40.092(East) 178 0.11 52 5.9% 
13 Wight and Sozen 1973, No. 40.092(West) 178 0.11 50 5.7% 
14 Lynn et aL 1998, 3CLH18 503 0.09 31 2.1% 
15 Lynn et aL 1998, 2CLH18 503 0.07 38 2.6% 
16 Lynn et al. 1998, 2CMH18 1512 0.28 15 1.0% 
17 Lynn et al. 1998, 3CMH18 1512 0.26 30 2.1% 
18 Lynn et al. 1998, 3CMDJ2 1512 0.26 33 2.3% 
19 Lynn et al. 1996, 3SLH18 503 0.09 46 3.1% 
20 Lynn et al. 1996, 2SLH18 503 0.07 54 3.7% 
21 Lynn et al. 1996, 3SMDJ2 1512 0.28 25 1.7% 
22 Matamoros et al. 1999,Cl0-05N 142 0.05 32 5.2% 
23 Matamoros et al. 1999,ClO-lON 285 0.10 38 6.2% 
24 Matamoros et al. 1999,C10-20N 569 0.21 32 5.2% 
25 Matamoros et aL 1999,C10-20S 569 0.21 32 5.2% 
26 Matamoros et al. 1999,C5-20N 285 0.14 44 7.2% 
27 Matamoros et al. 1999,C5-20S 285 0.14 44 7.2% 
28 Matamoros et aL 1999,C5-40N 569 0.36 26 4.3% 
29 Matamoros et al. 1999,C5-40S 569 0.36 25 4.2% 
30 Aboutaha et al. 1999, SC3 0 0.00 36 3.0% 
31 Ichinose et aL 2001, D16S 0 0.00 22 4.8% 
32 Ichinose et al. 2001, D 16n 0 0.00 25 5.6% 
33 Ichinose et al. 2001, DJ 9S 0 0.00 22 4.8% 
34 Ichinose et al. 2001, DJ 9N 0 0.00 22 4.8% 
35 Ichinose et aL 2001, D22S 0 0.00 14 3.1% 
36 Ichinose et al. 2001, D22N 0 0.00 16 3.5o/o 
37 Ichinose et al. 2001, P22S 0 0.00 13 2.8% 
38 Ichinose et al. 2001, P22N 0 0.00 16 3.6% 
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Zhou et al. 1987, No. 302-07 57 0.35 0.36 n/a 
2 Zhou et al. 1987, No. 312-07 55 0.34 0.33 n/a 
3 Zhou et al. 1987, No. 322-07 52 0.25 0.20 n/a 
4 Wight and Sozen 1973, No. 40.048(East) 105 1.38 0.71 n/a 
5 Wight and Sozen 1973, No. 40.048(West) 98 1.39 0.70 n/a 
6 Wight and Sozen 1973, No. 40.033(East) 94 1.40 0.61 11.62 
7 Wight and Sozen 1973, No. 40.033(West) 105 1.56 0.88 14.81 
8 Wight and Sozen 1973, No. 25.033(East) 88 0.86 0.66 3.70 
9 Wight and Sozen 1973, No. 25.033(West) 93 0.88 0.87 3.79 
IO Wight and Sozen 1973, No. 40.067(East) 102 0.97 0.56 8.16 
11 Wight and Sozen 1973, No. 40.067(West) 99 0.95 0.55 7.95 
12 Wight and Sozen 1973, No. 40.092(East) 121 0.79 0.53 4.45 
13 Wight and Sozen 1973, No. 40.092(West) 121 0.79 0.53 4.30 
14 Lynn et al. 1998, 3CLH18 277 0.66 0.71 n/a 
15 Lynn et al. 1998, 2CLHI 8 241 0.58 1.00 n/a 
16 Lynn et al. 1998, 2CMHl8 306 0.49 0.66 n/a 
17 Lynn et al. 1998, 3CMH18 328 0.62 0.86 n/a 
18 Lynn et al. 1998, 3CMD12 356 0.62 0.62 n/a 
19 Lynn eta!. 1996, 3SLH18 270 0.81 0.69 n/a 
20 Lynn et al. 1996, 2SLHI 8 233 0.73 0.58 n/a 
21 Lynn et al. 1996, 3SMD12 367 0.59 0.62 n/a 
22 Matamoros et al. 1999,C10-05N 70 0.41 0.31 1.67 
23 Matamoros et al. 1999,ClO-lON 96 0.48 0.28 1.76 
24 Matamoros et al. l999,Cl0-20N 108 0.60 0.29 2.57 
25 Matamoros et al. 1999 ,CI 0-20S 104 0.65 0.31 n/a 
26 . Matamoros et al. l 999,C5-20N 73 0.52 0.31 n/a 
27 Matamoros et al. 1999,C5-20S 73 0.53 0.32 n/a 
28 Matamoros et al. l 999,C5-40N 85 0.54 0.25 n/a 
29 Matamoros et al. 1999,C5-40S 85 0.53 0.26 n/a 
30 Aboutaha et al. 1999, SC3 407 0.74 0.87 n/a 
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31 Ichinose et al. 200 l, DI 6S 140 0.70 0.34 1.61 
32 Ichinose et al. 200 I, D 16n 139 0.78 0.34 1.81 
33 Ichinose et al. 2001, Dl9S 191 0.95 0.47 2.24 
34 Ichinose et al. 2001, DI 9N 196 0.99 0.48 2.31 
35 Ichinose et al. 200 I, D22S 254 0.68 0.57 2.40 
36 Ichinose et al. 2001, D22N 252 0.74 0.60 2.51 
37 Ichinose et al. 200 I, P22S 309 0.83 0.68 n/a 
38 Ichinose et al. 2001, P22N 290 0.89 0.63 n/a 
mean 0.75 ± 0.55 ± 4.47 ± 
1.31% 1.67% 3.12% 
std- 0.30 0.21 3.84 
dev 
c.v. 39.77% 38.12% 86.1% 
(Berry et al. 2003; Brachmann 2002; Ichinose et al. 2001; Matamoros 1999; Wight 
and Sozen 1973) 
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I Wight and 1973 No. 40.067 152 305 273 64 876 3.2 
Sozen (East) 
2 Wight and 1973 No. 40.067 152 305 273 64 876 3.2 
Sozen (West) 
3 Wight and 1973 No. 25.033 152 305 273 64 876 3.2 
Sozen (East) 
4 Wight and 1973 No. 25.033 152 305 273 64 876 3.2 
Sozen (West) 
5 Matamoros et 1999 C5-20N 203 203 157 92 610 3.9 
al. 
6 Matamoros et 1999 CI0-05N 203 203 155 96 610 3.9 
al. 
7 Matamoros et 1999 C5-20S 203 203 156 94 610 3.9 
al. 
8 Matamoros et 1999 CIO-ION 203 203 169 68 610 3.6 
al. 
9 Matamoros et 1999 C5-40N 203 203 174 57 610 3.5 
al. 
10 Matamoros et 1999 C5-40S 203 203 174 57 610 3.5 
al. 
11 Matamoros et 1999 CI0-20N 203 203 173 60 610 3.5 
al. 
12 Matamoros et 1999 CI0-20S 203 203 180 45 610 3.4 
al. 
13 Ichinose et al. 2001 DI6S 250 250 233 34 450 1.9 
14 Ichinose et al. 2001 Dl9S 250 250 233 34 450 1.9 
15 Ichinose et al. 2001 Dl9N 250 250 233 34 450 1.9 
16 Ichinose et al. 2001 D22S 250 250 233 34 450 1.9 
17 Ichinose et al. 2001 D22N 250 250 233 34 450 1.9 
18 Ichinose et al. 2001 P22S 250 250 233 34 450 1.9 
19 Ichinose et al. 2001 P22N 250 250 233 34 450 1.9 
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Wight and 1973 No. 40.067 33 0.024 496 0.006 345 0.07 
Sozen (East) 
2 Wight and 1973 No. 40.067 33 0.024 496 0.006 345 0.07 
Sozen (West) 
3 Wight and 1973 No. 25.033 34 0.024 496 0.003 345 0.03 
Sozen (East) 
4 Wight and 1973 No. 25.033 34 0.024 496 0.003 345 0.03 
Sozen (West) 
5 Matamoros et 1999 C5-20N 48 0.019 586 0.009 407 0.08 
al. 
6 Matamoros et 1999 Cl0-05N 70 0.019 586 0.009 407 0.05 
al. 
7 Matamoros et 1999 C5-20S 48 0.019 587 0.009 408 0.08 
al. 
8 Matamoros et 1999 ClO-lON 68 0.019 572 0.009 514 0.07 
al. 
9 Matamoros et 1999 C5-40N 38 0.019 572 0.009 514 0.12 
al. 
10 Matamoros et 1999 C5-40S 38 0.019 573 0.009 515 0.12 
al. 
11 Matamoros et 1999 Cl0-20N 66 0.019 572 0.009 514 0.07 
al. 
12 Matamoros et 1999 Cl0-20S 66 0.019 573 0.009 515 0.07 
al. 
13 Ichinose et al. 2001 D16S 29 0.026 377 0.013 319 0.14 
14 Ichinose et al. 2001 Dl9S 29 0.036 374 0.013 319 0.14 
15 Ichinose et al. 2001 Dl9N 29 0.036 374 0.013 319 0.14 
16 Ichinose et al. 2001 D22S 29 0.049 391 0.013 319 0.14 
17 Ichinose et al. 2001 D22N 29 0.049 391 0.013 319 0.14 
18 Ichinose et al. 2001 P22S 29 0.049 1080 0.013 319 0.14 
19 Ichinose et al. 2001 P22N 29 0.049 1080 0.013 319 0.14 
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2 Wight and Sozen 1973 
3 Wight and Sozen 1973 
4 Wight and Sozen 1973 
5 Matamoros et al. 1999 
6 Matamoros et al. 1999 
7 Matamoros et al. 1999 
8 Matamoros et al. 1999 
9 Matamoros et al. 1999 
IO Matamoros et al. 1999 
11 Matamoros et al. 1999 
12 Matamoros et al. 1999 
13 Ichinose et al. 2001 
14 Ichinose et al. 2001 
15 Ichinose et al. 2001 
16 Ichinose et al. 2001 
17 Ichinose et al. 200 l 
18 Ichinose et al. 2001 























178 0.11 92 72 
111 0.07 85 65 
111 0.07 90 70 
285 0.14 73 57 
142 0.05 70 53 
285 0.14 73 56 
285 0.10 96 75 
569 0.36 85 64 
569 0.36 85 62 
569 0.21 108 81 
569 0.21 104 81 
0 0.00 140 112 
0 0.00 191 153 
0 0.00 196 157 
0 0.00 254 203 
0 0.00 252 202 
0 0.00 309 247 
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1 Wight and 1973 No. 40.067 11 0.068 60 82,972 95 
Sozen (East) 
2 Wight and 1973 No. 40.067 10 0.069 60 82,972 95 
Sozen (West) 
3 Wight and 1973 No. 25.033 12 0.036 32 76,556 87 
Sozen (East) 
4 Wight and 1973 No. 25.033 11 0.048 42 76,556 87 
Sozen (West) 
5 Matamoros 1999 C5-20N 6 0.043 26 52,283 86 
et al. 
6 Matamoros 1999 Cl0-05N 8 0.052 32 46,210 76 
et al. 
7 Matamoros 1999 C5-20S 6 0.041 25 51,789 85 
et al. 
8 Matamoros 1999 ClO-lON 7 0.062 38 59,755 98 
et al. 
9 Matamoros 1999 C5-40N 5 0.042 26 58,382 96 
et al. 
10 .Matamoros 1999 C5-40S 5 0.041 25 56,364 92 
et al. 
11 Matamoros 1999 Cl0-20N 7 0.052 32 77,798 128 
et al. 
12 Matamoros 1999 Cl0-20S 7 0.052 32 73,538 121 
et al. 
13 Ichinose et 2001 Dl6S 3 0.048 22 62,550 139 
al. 
14 Ichinose et 2001 Dl9S 4 0.048 22 85,586 190 
al. 
15 lchinose et 2001 Dl9N 4 0.048 22 85,586 190 
al. 
16 Ichinose et 2001 D22S 5 0.031 14 117,254 261 
al. 
17 Ichinose et 2001 D22N 5 0.035 16 117,254 261 
al. 
18 Ichinose et 2001 P22S 8 0.028 13 217,181 483 
al. 
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I Wight and Sozen 1973 No. 40.067 45 0.05 92 
(East) 
2 Wight and Sozen 1973 No. 40.067 45 0.05 95 
(West) 
3 Wight and Sozen 1973 No. 25.033 23 0.03 81 
(East) 
4 Wight and Sozen 1973 No. 25.033 23 0.03 93 
(West) 
s Matamoros et al. 1999 CS-20N 32 0.05 45 
6 Matamoros et al. 1999 CIO-OSN 32 0.05 57 
7 Matamoros et al. 1999 C5-20S 32 0.05 49 
8 Matamoros et al. 1999 CIO-ION 38 0.06 77 
9 Matamoros et al. 1999 CS-40N 19 0.03 69 
IO Matamoros et al. 1999 C5-40S 18 0.03 69 
11 Matamoros et al. 1999 Cl0-20N 38 0.06 73 
12 Matamoros et al. 1999 CI0-20S 32 0.05 73 
13 Ichinose et al. 2001 Dl6S n/a n/a n/a 
14 Ichinose et al. 2001 Dl9S 18 0.04 155 
IS Ichinose et al. 2001 Dl9N n/a n/a n/a 
16 Ichinose et al. 2001 D22S 6 0.01 251 
17 Ichinose et al. 2001 D22N n/a n/a n/a 
18 Ichinose et al. 2001 P22S 10 0.02 273 




2 Wight and Sozen 1973 No. 40.067 140 124 16 0.64 
(West) 
3 Wight and Sozen 1973 No. 25.033 80 64 15 1.02 
(East) 
4 Wight and Sozen 1973 No. 25.033 80 64 15 1.21 
(West) 
5 Matamoros et al. 1999 C5-20N 200 179 21 0.13 
6 Matamoros et al. 1999 Cl0-05N 213 198 15 0.21 
7 Matamoros et al. 1999 C5-20S 198 176 22 0.15 
8 Matamoros et al. 1999 ClO-lON 264 248 17 0.24 
9 Matamoros et al. 1999 C5-40N 237 202 35 0.17 
10 Matamoros et al. 1999 C5-40S 235 200 35 0.17 
11 Matamoros et al. 1999 Cl0-20N 253 218 35 0.18 
12 Matamoros et al. 1999 Cl0-20S 251 221 30 0.20 
13 Ichinose et al. 2001 Dl6S 233 212 21 n/a 
14 Ichinose et al. 2001 D19S 230 209 21 0.64 
15 Ichinose et al. 2001 Dl9N 230 209 21 n/a 
16 Ichinose et al. 2001 D22S 227 206 21 1.12 
17 Ichinose et al. 2001 D22N 227 206 21 n/a 
18 Ichinose et al. 2001 P22S 202 180 21 1.40 
19 Ichinose et al. 2001 P22N 202 180 21 n/a 
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1 Wight and 1973 No. 40.067 
Sozen (East) 
2 Wight and 1973 No. 40.067 
Sozen (West) 
3 Wight and 1973 No. 25.033 
Sozen (East) 
4 Wight and 1973 No. 25.033 
Sozen (West) 
5 Matamoro 1999 C5-20N 
s et al. 
6 Matamoro 1999 C10-05N 
s et al. 
7 Matarnoro 1999 C5-20S 
s et al. 
8 Matamoro 1999 CIO-!ON 
s et al. 
9 Matamoro 1999 C5-40N 
s et al. 
10 Matamoro 1999 C5-40S 
s et al. 
11 Matamoro 1999 C10-20N 
s et al. 
12 Matamoro 1999 C!0-20S 
s et al. 
13 Ichinose 2001 Dl6S 0.02 0.0 278 6.84 0.24 1.29 
et al. 01 
14 Ichinose 2001 Dl9S 0.03 0.0 295 7.25 0.25 1.49 
et al. 01 
15 Ichinose 2001 D19N 0.02 0.0 211 5.19 0.18 1.27 
et al. OJ 
16 Ichinose 2001 D22S 0.01 0.0 312 7.67 0.27 0.63 
et al. 02 
17 Ichinose 2001 D22N 0.02 0.0 295 7.26 0.25 0.88 
et al. 01 
18 Ichinose 2001 P22S 0.02 0.0 308 7.57 0.26 1.05 
et al. 02 
19 Ichinose 2001 P22N 0.02 oo I 316 I 
7.77 0.27 0.85 
et al. 02 
mean 1.07 ± 
4.34 % 
std-dev 0.300 
c.v. 28.14 % 
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1 Wight and Sozen 1973 No. 40.067 0.00 124 0.74 
(East) 
2 Wight and Sozen 1973 No. 40.067 0.00 124 0.76 
(West) 
3 Wight and Sozen 1973 No. 25.033 0.00 64 1.26 
(East) 
4 Wight and Sozen 1973 No. 25.033 0.00 64 1.45 
(West) 
5 Matamoros et al. 1999 C5-20N 0.00 179 0.25 
6 Matamoros et al. 1999 Cl0-05N 0.00 198 0.29 
7 Matamoros et al. 1999 C5-20S 0.00 176 0.28 
8 Matamoros et al. 1999 ClO-lON 0.00 248 0.31 
9 Matamoros et al. 1999 C5-40N 0.00 202 0.34 
10 Matamoros et al. 1999 C5-40S 0.00 200 0.35 
11 Matamoros et al. 1999 Cl0-20N 0.00 218 0.33 
12 Matamoros et al. 1999 C10-20S 0.00 221 0.33 
13 Ichinose et al. 2001 Dl6S n/a n/a n/a 
14 Ichinose et al. 2001 Dl9S 0.00 209 0.74 
15 Ichinose et al. 2001 Dl9N n/a n/a n/a 
16 Ichinose et al. 2001 D22S 0.29 212 1.18 
17 Ichinose et al. 2001 D22N n/a n/a n/a 
18 Ichinose et al. 2001 P22S 0.00 180 1.51 
19 Ichinose et al. 2001 P22N n/a n/a n/a 
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1 Wight and Sozen 1973 No. 40.067 0.29 35.7 2.58 2.58 
(East) 
2 Wight and Sozen 1973 No. 40.067 0.29 35.7 2.66 2.57 
(West) 
3 Wight and Sozen 1973 No. 25.033 n/a n/a n/a n/a 
(East) 
4 Wight and Sozen 1973 No. 25.033 n/a n/a n/a n/a 
(West) 
5 Matamoros et al. 1999 C5-20N 0.26 45.8 0.98 1.58 
6 Matamoros et al. 1999 Cl0-05N 0.38 74.6 0.76 0.94 
7 Matamoros et al. 1999 C5-20S 0.26 45.l 1.09 1.61 
8 Matamoros et al. 1999 ClO-lON 0.26 65.0 1.19 1.47 
9 Matamoros et al. 1999 C5-40N 0.22 45.3 1.52 1.87 
10 Matamoros et al. 1999 C5-40S 0.23 46.7 1.48 1.81 
11 Matamoros et al. 1999 . Cl0-20N 0.18 39.8 1.83 2.70 
12 Matamoros et al. 1999 Cl0-20S 0.21 46.4 1.57 2.23 
13 Ichinose et al. 2001 Dl6S n/a n/a n/a n/a 
14 Ichinose et al. 2001 Dl9S 0.74 153.7 1.0 l 1.24 
15 Ichinose et al. 2001 Dl9N n/a n/a n/a n/a 
16 Ichinose et al. 2001 D22S n/a n/a n/a n/a 
17 Ichinose et al. 2001 D22N n/a n/a n/a n/a 
18 Ichinose et al. 2001 P22S n/a n/a n/a n/a 
19 Ichinose et al. 2001 P22N n/a n/a n/a n/a 
mean 1.51 ± . 1.87 ± 
2.80% 2.10% 
std-dev 0.629 0.583 
c.v. 41.61 % 31.21 % 
(Ichinose et al. 2001; Matamoros 1999; Wight and Sozen 1973) 
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;~2\~~H •; . ,.J:;ength 
·.·. .;ip ""//ifi "":_'_'.S::_,w:-- , 
--- -- : ''>""Z '..•·. !mm] 
I Hirosawa 9 Barbell Alternating 100 100 30 600 
-
2 15 Barbell Alternating 150 100 30 600 
-
3 16 Barbell Alternating 150 100 30 600 
4 Rye 29 Barbell Repeated 250 250 78 2300 
5 30 Barbell Alternating 250 250 75 2300 
6 31 Barbell Alternating 250 250 80 1550 
7 Kobusho 46 Flanged Alternating 145 30 23 430 
8 47 Flanged Alternating 145 30 24 430 
9 50 Flanged Alternating 145 30 27 430 
~ 
10 51 Flanged Alternating 145 30 24 430 
"11 52 Flanged Alternating 145 30 22 430 
~
12 53 Flanged Alternating 145 30 16 430 
i---
13 54 Flanged Alternating 145 30 22 430 
-
14 55 Flanged Alternating 145 30 22 430 
-
15 56 Flanged Alternating 145 30 24 430 
16 57 Flanged Alternating 145 30 23 430 
-
17 58 Flanged Alternating 145 30 23 430 
18 59 Flanged Alternating 145 30 21 430 
~
19 61 Barbell Alternating 60 60 20 420 
'20 64 Barbell Alternating 60 60 20 420 
i---
21 65 Barbell Alternating 60 60 20 420 
~
22 69 Barbell Alternating 60 60 20 420 
23 Sugano 70 Barbell Alternating 250 250 74 2300 -
24 71 Barbell Alternating 250 250 83 2300 
25 Hirosawa 72 Rectangular Alternating 160 170 160 1700 
26 Tanabe 101 Barbell Monotonic 60 60 20 570 -
27 102 Barbell Monotonic 60 60 20 570 
28 103 Barbell Monotonic 60 60 20 570 
29 104 Barbell Monotonic 60 60 30 570 
30 105 Barbell Monotonic 60 60 30 570 
31 106 Barbell Monotonic 60 60 30 570 
32 107 Barbell Monotonic 60 60 40 570 
i---
33 108 Barbell Monotonic 60 60 40 570 
~
34 109 Barbell Monotonic 60 60 40 570 
~
35 110 Barbell Monotonic 60 60 10 570 
~
36 111 Barbell Monotonic 60 60 10 570 
----yy 112 Barbell Monotonic 60 60 20 570 
38 113 Barbell Monotonic 60 60 20 570 
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f---
40 115 Barbell Monotonic 60 60 30 570 -41 116 Barbell Monotonic 60 60 40 570 -42 117 Barbell Monotonic 60 60 40 570 
43 Tsuboi 131 Barbell Repeated 107 120 67 507 -44 134 - Barbell Repeated 107 120 67 507 45 135 Barbell Repeated 107 120 67 507 
46 Sugano 140 Barbell Monotonic 360 360 120 3960 - 47 141 Barbell Monotonic 360 360 120 3960 
-
48 142 Barbell Monotonic 360 360 120 3960 
49 143 Barbell Monotonic 360 360 120 3960 
-
50 144 Barbell Iv1onotonic 360 360 120 3960 
51 145 Barbell Monotonic 360 360 120 3960 
52 146 Barbell Monotonic 360 360 120 3960 
53 147 Barbell Monotonic 360 360 120 3960 
54 Aoyagi 150 Barbell Alternating 320 320 160 2720 
r---
55 152 Barbell Alternating 320 320 160 2720 
56 Yoshizaki 169 Rectangular Alternating 60 80 60 800 -57 171 - Rectangular Alternating 60 120 60 1200 58 172 - Rectangular Alternating 60 120 60 1200 59 173 Rectangular Alternating 60 120 60 1200 
6o 174 Rectangular Alternating 60 120 60 1200 
f---
61 176 Rectangular Alternating 60 160 60 1600 
-
62 177 Rectangular Alternating 60 160 60 1600 -
63 178 Rectangular Alternating 60 160 60 1600 
64 179 Rectangular Alternating 60 160 60 1600 
65 Kabeyasawa Kl Barbell Alternating 200 200 80 2000 
66 K2 Barbell Alternating 200 200 80 2000 -
67 K3 Barbell Alternating 200 200 80 2000 
68 K4 Barbell Alternating 200 200 80 2000 
69 K7 Barbell Alternating 200 200 120 2000 -
70 KS Barbell Alternating 200 200 120 2000 
71 Paulay - Wl Rectangular Alternating 100 200 JOO 3000 72 W3 Flanged Alternating 500 JOO 100 3000 
73 Antebi 6 Barbell Monotonic 191 127 51 1803 -74 10 Barbell Monotonic 191 127 51 1803 -75 13 Barbell Monotonic 191 127 51 1803 -76 25 Barbell Monotonic 191 127 51 1803 
~ 32 Barbell Monotonic 191 127 51 1803 
r---
78 35 Barbell Monotonic 191 127 51 1803 -
79 37 Barbell Monotonic 191 127 51 1803 -
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81 Antebi 45 Barbell Monotonic 191 127 76 1803 -
82 49 Barbell Monotonic 191 127 76 1803 -
83 50 Barbell Monotonic 191 127 76 1803 
84 51 Barbell Monotonic 191 127 76 1803 
85 54 Barbell Monotonic 191 127 76 1803 
86 55 Barbell Monotonic 191 127 51 3327 
>----
87 58 Barbell Monotonic 191 127 51 3327 
~
88 60 Barbell Monotonic 191 127 51 3327 
89 Barda Bl-1 Flanged Monotonic 610 102 102 1905 
90 B2-l Flanged Monotonic 610 102 102 1905 
>----
91 B3-2 Flanged Alternating 610 102 102 1905 - 92 B6-4 Flanged Alternating 610 102 102 1905 
93 B7-5 Flanged Alternating 610 102 102 1905 
94 B8-5 Flanged Alternating 610 102 102 1905 
95 Benjamin 4BII-1 Barbell Monotonic 127 102 51 610 
96 4Bil-2 Barbell Monotonic 127 102 51 914 
97 4BII-3 Barbell Monotonic 127 102 51 1219 
98 4BII-4 Barbell Monotonic 127 102 51 1778 
~
99 3BI-1 Barbell Monotonic 95 127 51 1727 
~
100 JBil-1 Barbell Monotonic 191 127 51 1727 
'101 1B!l-2a Barbell Monotonic 191 127 51 1727 
~
102 1Bll-2b Barbell Monotonic 191 127 51 1727 - 103 3BI-3 Barbell Monotonic 305 127 51 1727 
-
104 3Ail-1 Barbell Monotonic 127 102 44 914 
105 3AII-2 Barbell Monotonic 127 102 44 914 
-
106 JBI!-la Barbell Monotonic 95 64 25 864 
107 JBII-3 Barbell Monotonic 286 191 76 2591 
108 NV-1 Barbell Monotonic 127 127 51 1651 
109 NV-11 Barbell Monotonic 127 127 51 1143 
110 NV-18 Barbell Monotonic 127 127 51 1956 
111 VR-3 Barbell Monotonic 191 127 51 1727 
~
112 R-1 Barbell Monotonic 191 127 51 1727 
~
113 Al-A Barbell Monotonic 127 102 44 1778 
~ Al-B Barbell Monotonic 127 102 44 1778 
>----
115 A2-B Barbell Monotonic 127 102 44 1778 - 116 M-1 Barbell Monotonic 191 121 51 1575 -117 M-2 Barbell Monotonic 191 121 51 1575 
~ M-3 Barbell Monotonic 191 121 51 1575 -119 M-4 Barbell Monotonic 191 121 51 1575 - 120 MR-1 Barbell Monotonic 127 127 44 1645 
121 MR-2 Barbell Monotonic 127 127 44 1645 
122 MR-3 Barbell Monotonic 127 127 44 1645 
500 
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123 Benjamin MR-4 Barbell Monotonic 127 127 44 1645 -
124 VRR-1 Barbell Monotonic 178 127 51 1727 
125 MS-1 Barbell Monotonic 127 127 51 1727 
126 MS-2 Barbell Monotonic 127 127 51 1727 
127 MS-2-2 Barbell Monotonic 127 127 51 1727 
128 MS-5 Barbell Monotonic 127 127 51 2337 
129 SD-IA Barbell Monotonic 102 102 51 1219 
f--
130 SD-lB Barbell Monotonic 102 102 51 1219 
131 SD-JC Barbell Monotonic 102 102 51 1219 
132 
f--
Gallerly A-8 Barbell Monotonic 102 102 44 914 
!33 A-4 Barbell Monotonic 102 102 44 914 
f--
134 B-8 Barbell Monotonic 102 102 44 914 
f--
135 B-4 Barbell Monotonic 102 102 44 914 
f--
136 C-8 Barbell Monotonic 102 102 44 914 
f--
137 C-4 Barbell Monotonic 102 102 44 914 
138 Kabeyasawa, W08 Barbell Alternating 200 200 80 1300 
-
139 Hiraishi Wl2 Barbell Alternating 200 200 80 1300 
- 1997 140 No. 1 Barbell Alternating 200 200 80 1300 
'"141 No.2 Barbell Alternating 200 200 80 1300 
-
142 No.3 Barbell Alternating 200 200 80 1300 
-
143 No. 5 Barbell Alternating 200 200 80 1300 
144 No. 6 Barbell Alternating 200 200 80 1300 
145 No. 7 Barbell Alternating 200 200 80 1300 
146 No. 8 Barbell Alternating 200 200 80 1300 
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Hirosawa 9 Ll7 702 26 
2 15 1.75 1050 7.1 28 
3 16 1.75 1050 10.3 29 
4 Rye 29 0.63 1449 0.0 23 
5 30 0.63 1449 0.0 33 
6 31 0.94 1457 0.0 17 
7 Kobusho 46 0.50 215 0.0 20 
8 47 0.50 215 0.0 19 
9 50 0.85 366 0.2 14 
10 51 0.85 366 0.2 14 
l l 52 0.85 366 0.2 16 
12 53 0.85 366 0.2 14 
13 54 0.85 366 0.1 18 
14 55 0.85 366 0.2 17 
15 56 0.85 366 0.1 24 
16 57 0.85 366 0.2 16 
17 58 0.85 366 0.2 16 
18 59 0.85 366 0.2 16 
19 61 0.55 231 0.0 14 
20 64 0.86 361 0.0 19 
21 65 0.86 361 0.0 18 
22 69 0.86 361 0.0 29 
23 Sugano 70 0.63 1449 0.0 24 
24 71 0.63 1449 0.0 25 
25 Hirosawa 72 1.00 1700 11.7 17 
26 Tanabe 101 0.84 479 0.0 34 
27 102 0.84 479 0.0 30 
28 103 0.84 479 0.0 35 
29 104 0.84 479 0.0 36 
30 105 0.84 479 0.0 34 
31 106 0.84 479 0.0 34 
32 107 0.84 479 0.0 33 
33 108 0.84 479 0.0 35 
34 109 0.84 479 0.0 36 
35 1 l 0 0.84 479 0.0 46 
36 111 0.84 479 0.0 43 
37 112 0.84 479 0.0 43 
38 113 0.84 479 0.0 49 
39 114 0.84 479 0.0 40 
40 115 0.84 479 0.0 46 
41 116 0.84 479 0.0 45 
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42 Tanabe 117 0.84 479 0.0 43 
43 Tsuboi 131 1.77 897 0.0 31 
-
44 134 0.99 502 0.0 30 
45 135 0.99 502 0.0 29 
46 Sugano 140 0.23 911 10.0 21 
47 141 0.23 911 17.9 21 
48 142 0.23 911 12.5 21 
49 143 0.23 911 8.3 20 
50 144 0.23 911 8.2 21 
~
51 145 0.23 911 9.2 27 
~
52 146 0.23 911 9.0 20 
I----
53 147 0.23 911 9.6 21 
54 Aoyagi 150 0.56 1523 0.0 29 
I----
55 152 0.56 1523 0.0 29 
56 Yoshizaki 169 1.07 856 0.0 24 
~
57 171 0.72 864 0.0 25 
~ 172 0.72 864 0.0 25 -
59 173 0.72 864 0.0 25 
~
60 174 0.72 864 0.0 25 
-
61 176 0.54 864 0.0 26 
-
62 177 0.54 864 0.0 26 
-
63 178 0.54 864 0.0 26 
-
64 179 0.54 864 0.0 26 
65 Kabeyasawa Kl 0.75 1500 9.7 18 
66 K2 0.75 1500 JO. I 19 
67 K3 0.75 1500 10.l 19 
68 K4 0.75 1500 9.3 21 
~
69 K7 0.75 1500 7.3 20 
70 KS 0.50 1000 7.3 20 
71 Paulay WI 0.57 1710 0.3 27 
I----
72 W3 0.57 1710 0.3 26 
73 Ante bi 6 0.64 1154 0.1 22 
~
74 10 0.64 1154 0.1 23 
I----
75 13 0.64 1154 0.2 18 
I----
76 25 0.64 1154 0.1 41 
~
77 32 0.64 1154 0.1 27 
~
78 35 0.64 1154 0.1 26 
-
79 37 0.64 1154 0.1 28 
c--go 41 0.64 1154 0.1 23 
~
81 45 0.64 1154 0.1 20 
-
82 49 0.64 1154 0.2 14 
83 50 0.64 1154 0.2 16 
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84 Antebi 51 0.64 1154 0.2 17 
85 54 0.64 1154 0.2 14 
86 55 0.34 1131 0.1 23 
87 58 0.34 1131 0.2 20 
88 60 0.34 1131 0.2 20 
89 Barda Bl-I 0.50 953 0.3 29 
90 B2-l 0.50 953 0.4 16 
91 B3-2 0.50 953 0.3 27 
92 B6-4 0.50 953 0.3 21 
93 B7-5 0.25 476 0.2 26 
94 B8-5 1.00 1905 0.4 23 
95 Benjamin 4BI!-l I. I 0 671 0.0 20 
96 4BI!-2 0.69 631 0.0 21 
97 4Bl!-3 0.50 610 0.0 19 
98 4BII-4 0.33 587 0.0 26 
99 3Bl-l 0.57 985 0.0 21 
100 !Bil-I 0.57 985 0.0 20 
101 IBII-2a 0.57 985 0.0 22 
102 IBII-2b 0.57 985 0.0 24 
103 3Bl-3 0.57 985 0.0 23 
104 3All-l 0.69 631 0.0 25 
105 3AII-2 0.69 631 0.0 19 
106 lBII-1 a 0.57 492 0.0 21 
107 IBII-3 0.57 1477 0.0 21 
108 NV-I 0.50 826 0.0 27 
109 NV-I I 1.00 1143 0.0 25 
110 NV-18 0.33 645 0.0 21 
111 VR-3 0.57 985 0.0 21 
112 R-1 0.57 985 0.0 21 
113 Al-A 0.33 587 0.0 22 
114 Al-B 0.33 587 0.0 23 
115 A2-B 0.33 587 0.0 20 
116 M-1 0.58 913 0.0 22 
117 M-2 0.77 1213 0.0 19 
118 M-3 0.77 1213 0.0 25 
119 M-4 0.58 913 0.0 21 
120 MR-I 0.42 691 0.0 24 
121 MR-2 0.32 526 0.0 20 
122 MR-3 0.43 707 0.0 16 
123 MR-4 0.32 526 0.0 21 
124 VRR-1 0.53 915 0.0 22 
125 MS-! 0.50 864 0.0 22 
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126 Benjamin MS-2 0.50 864 0.0 28 
~
127 MS-2-2 0.50 864 0.0 24 
~
128 MS-5 0.25 584 0.0 25 
-
129 SD-IA 0.57 695 0.0 16 
f-----
130 SD-IB 0.57 695 0.0 16 -
131 SD-IC 0.57 695 0.0 16 
132 Gallerly A-8 0.72 658 0.0 36 -
133 A-4 0.72 658 0.0 30 
-
134 B-8 0.72 658 0.0 34 
135 B-4 0.72 658 0.0 34 
136 C-8 0.72 658 0.0 32 
137 C-4 0.72 658 0.0 30 
138 Kabeyasawa, W08 0.66 1122 9.3 103 
~
Hiraishi 139 Wl2 0.66 1122 7.0 138 
140 1997 No. I 1.33 2261 14.7 65 
'141 No.2 1.33 2261 13.5 71 
f-----
142 No. 3 1.33 2261 13.4 72 
~
143 No. 5 2 3400 12.5 77 
~
144 No. 6 1.33 2261 12.9 74 
~
145 No. 7 1.33 2261 13.4 72 
f-----
































































































































0.2 221.3 475.7 475.7 
0.2 221.3 475.7 475.7 
0.2 467.5 335.l 335.1 
0.2 467.5 3:i5.l 335.1 
0.2 467.5 485.4 485.4 
0.7 402.0 323.4 323.4 
0.7 402.0 323.4 323.4 
0.4 407.5 402.0 402.0 
0.4 407.5 323.4 323.4 
0.5 407.5 323.4 323.4 
0.7 407.5 323.4 323.4 
0.7 407.5 323.4 323.4 
0.7 407.5 323.4 323.4 
0.5 407.5 323.4 323.4 
0.5 407.5 323.4 323.4 
0.5 407.5 323.4 323.4 
0.5 407.5 323.4 323.4 
0.5 342.7 323.4 323.4 
0.5 334.4 323.4 323.4 
0.5 334.4 323.4 323.4 
0.3 294.4 372.3 372.3 
0.2 418.5 548.8 548.8 
0.1 418.5 460.6 460.6 
0.3 376.5 419.2 419.2 
1.8 367.5 284.1 284.1 
1.8 367.5 284.1 284.1 
1.8 367.5 284.1 284.1 
1.2 367.5 284. l 284.1 
1.2 367.5 284.1 284.1 
1.2 367.5 284.1 284.1 
0.9 367.5 284.1 284.1 
0.9 367.5 284.1 284.1 
0.9 367.5 284.1 284.1 
1.8 293.0 294.4 294.4 
1.8 293.0 294.4 294.4 
1.8 293.0 294.4 294.4 
1.8 293.0 294.4 294.4 
1.2 293.0 294.4 294.4 
1.2 293.0 294.4 294.4 
0.9 293.0 294.4 294.4 




























134 4.0 2.0 1.9 260.6 296.5 296.5 
135 8.3 2.0 1.9 302.0 296.5 296.5 
140 1.8 0.7 0.7 397.1 571.6 571.6 
141 1.8 0.7 0.7 397.1 571.6 571.6 
142 1.8 0.7 0.7 397.1 571.6 571.6 
143 1.8 0.3 0.3 397.1 571.6 571.6 
144 1.8 0.3 0.3 397.1 571.6 571.6 
145 1.8 0.7 0.7 397.1 284.1 284.1 
146 1.8 0.7 0.7 397.1 284.1 284.1 
147 1.8 0.8 0.7 397.1 397.1 397.1 
150 1.7 0.6 0.6 362.7 339.2 339.2 
152 6.5 0.6 0.6 272.3 339.2 339.2 
169 3.9 1.2 1.2 345.4 433.7 433.7 
171 3.9 0.8 0.8 342.7 433.7 433.7 
172 5.5 0.4 0.4 342.7 433.7 433.7 
173 5.9 0.8 0.8 345.4 433.7 433.7 
174 5.9 1.2 1.2 345.4 433.7 433.7 
176 2.9 0.8 0.8 342.7 433.7 433.7 
177 4.4 0.4 0.4 345.4 433.7 433.7 
178 4.4 0.8 0.8 345 .4 433 .7 433 .7 
179 4.7 1.2 1.2 350.9 433.7 433.7 
65 Kabeyasawa Kl 0.7 0.3 0.3 391.6 395.1 395.1 -66 1--~~~t--~~1--~-+~~-+-~~~1--~~~;--~~--; 
K2 1.4 0.5 0.5 391.6 395.1 395.1 
67 K3 2.1 0.8 0.8 391.6 395.1 395.1 
68 K4 1.4 0.8 0.8 391.6 395.1 395.1 
69 K7 1.4 0.5 0.5 377.8 356.5 356.5 
70 K8 1.4 0.5 0.5 377.8 356.5 356.5 
71 Paulay WI 0.8 0.8 1.6 299.9 341.3 341.3 
72 W3 1.4 0.4 1.6 299.9 341.3 341.3 
73 Antebi 6 2.1 0.3 0.3 324.1 271.0 271.0 
~ 10 4.7 0.3 0.3 305.4 271.0 271.0 
1---
75 13 2.1 0.5 0.5 296.5 393.0 393.0 
1---
76 25 2.1 0.5 0.5 275.8 330.9 330.9 
77 32 2.1 0.5 0.5 344.7 344.7 344.7 
~ 35 2.1 0.5 0.5 344.7 344.7 344.7 
1---
79 37 2.1 0.5 0.5 344.7 344.7 344.7 
80 41 4.7 0.5 0.5 337.8 323.4 323.4 
81 45 2.1 0.3 0.3 295.8 313.7 313.7 
82 49 2.1 0.3 0.3 313.7 319.2 319.2 
































































































































312.3 346.1 346.1 
0.5 320.6 360.6 360.6 
0.5 335.8 348.2 348.2 
0.5 318.5 350.3 350.3 
0.5 525.4 543.3 495.7 
0.5 486.8 551.6 499.2 
0.5 413.7 544.7 513.0 
0.5 528.8 496.4 496.4 
0.5 539.2 530.9 501.2 
0.5 488.8 527.4 495.7 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 . 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.3 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.3 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.5 312.3 341.3 341.3 
0.3 324.1 358.5 358.5 
1.0 296.5 341.3 341.3 
1.0 296.5 341.3 341.3 
1.5 296.5 341.3 341.3 
0.3 324.1 358.5 358.5 
0.3 324.1 358.5 358.5 
0.3 324.1 358.5 358.5 
0.3 324.1 358.5 358.5 
0.3 324.1 358.5 358.5 
0.3 324.1 358.5 358.5 
0.3 324.1 358.5 358.5 
0.3 324.1 358.5 358.5 
0.5 293.0 293.0 293.0 
0.3 293.0 293.0 293.0 
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126 Benjamin MS-2 5.0 0.3 0.3 293.0 293.0 293.0 
-
127 MS-2-2 5.0 0.3 0.3 293.0 293.0 293.0 
128 MS-5 5.0 0.3 0.3 293.0 293.0 293.0 
-
129 SD-IA 2.8 0.5 0.5 293.0 293.0 293.0 
130 SD-IB 2.8 0.5 0.5 293.0 293.0 293.0 
131 SD-IC 2.8 0.5 0.5 293.0 293.0 293.0 
132 Gallerly A-8 4.9 0.8 0.8 317.2 344.7 344.7 
133 A-4 4.9 1.6 1.6 312.3 344.7 344.7 
~
134 B-8 2.8 0.8 0.8 342.7 344.7 344.7 
~
135 B-4 2.8 1.6 1.6 342.7 344.7 344.7 
~
136 C-8 5.5 0.8 0.8 368.9 344.7 344.7 
1---
137 C-4 5.5 1.6 1.6 366.8 344.7 344.7 
138 Kabeyasawa, W08 2.1 0.5 0.5 761 1079 1079 
~
Hiraishi 139 W12 2.1 0.5 0.5 761 1079 1079 
~ 1997 140 No. 1 5.1 0.2 0.2 1009 792 792 
1---
141 No. 2 5.1 0.3 0.3 1009 792 792 
~
142 No.3 5.1 0.5 0.5 1009 792 792 
-
143 No. 5 5.1 0.5 0.5 1009 792 792 -
144 No. 6 5.1 0.7 0.7 1009 1420 1420 
145 No. 7 5.1 1.0 1.0 1009 792 792 
-
146 No.8 5.1 1.5 1.5 1009 792 792 
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2 15 78.29 1.57 1.66 
3 16 101.86 2.02 2.12 
4 Rye 29 1055.12 3.01 1.48 
5 30 931.90 2.33 1.08 
6 31 608.07 2.28 1.79 
7 Kobusho 46 29.36 0.93 0.65 
8 47 27.58 0.87 0.62 
9 50 24.47 1.03 0.67 
10 51 23.58 1.19 0.75 
l l 52 20.02 1.00 0.63 
12 53 19.57 1.10 0.83 
13 54 24.91 0.93 0.67 
14 55 25.80 0.97 0.71 
15 56 26.69 1.20 0.64 
16 57 26.69 1.32 0.81 
17 58 25.80 1.27 0.79 
18 59 24.47 1.23 0.79 
19 61 48.93 2.14 1.90 
20 64 43.15 1.82 1.54 
21 65 48.49 2.08 1.79 
22 69 44.93 1.96 1.33 
23 Sugano 70 833.60 2.07 1.17 
24 71 804.24 2.42 1.02 
25 Hirosawa 72 809.13 1.25 1.02 
26 Tanabe lOl 62.72 0.88 0.86 
27 102 74.73 1.07 1.06 
28 103 62.72 0.88 0.85 
29 104 94.30 1.18 0.95 
30 105 89.85 1.14 0.93 
31 106 86.30 1.09 0.90 
32 107 97.86 1.13 0.83 
33 108 96.97 1.10 0.79 
34 109 l 01.86 1.15 0.82 
35 l l 0 42.70 1.05 1.02 
36 111 44.04 1.09 1.07 
37 112 68.50 0.91 0.84 
38 113 70.73 0.92 0.82 
39 114 70.73 0.85 0.67 
40 115 76.51 0.89 0.68 
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42 Tanabe 117 77.40 0.82 0.57 
43 Tsuboi 131 16L92 0.83 1.08 
r----
44 134 195.28 0.97 1.30 
~
45 135 184.60 0.91 1.23 
46 Sugano 140 2355.33 0.79 1.02 
r----
47 141 2942.05 0.97 1.27 - 48 142 3138.22 LOI 1.33 
~
49 143 1814.43 0.81 0.80 
-
50 144 1912.29 0.83 0.81 
-
51 145 2137.82 0.88 0.75 
52 146 1981.24 0.84 0.87 
-
53 147 2304.62 0.71 0.98 
54 Aoyagi 150 1554.65 1.02 0.69 
55 152 2309.52 1.42 L03 
56 Yoshizaki 169 174.37 0.61 0.60 
57 171 235.31 0.72 0.66 
~
58 172 219.74 0.99 0.70 
59 173 259.78 0.78 0.72 
'60 174 274.46 0.61 0.63 
r----
61 176 321.61 0.68 0.64 
~ 
62 177 318.94 l.12 0.69 
~
63 178 382.55 0.79 0.76 
~
64 179 421.69 0.65 0.72 
65 Kabeyasawa Kl 439.48 1.42 0.82 
-
66 K2 470.62 0.97 0.77 
-
67 K3 541.35 0.82 0.80 
-
68 K4 507.99 0.77 0.72 
69 K7 738.40 LIO 0.79 -
70 KS 911.89 1.24 0.89 
71 Paulay Wl 809.58 0.59 0.38 
72 W3 786.45 0.79 0.34 
73 Ante bi 6 360.31 2.23 I.OJ 
74 10 453.72 2.55 1.22 
r----
75 13 413.68 1.50 1.12 
~
76 25 409.24 1.40 0.72 
~
77 32 444.82 L64 LOO 
r----
78 35 404.79 1.51 0.94 
r----
79 37 360.31 l.31 0.79 - 80 41 471.51 1.77 1.17 
~
81 45 409.24 1.71 0.79 
-
82 49 400.34 1.84 0.96 
83 50 409.24 1.24 0.82 
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84 Ante bi 51 502.65 1 .40 0.97 
85 54 427.47 1.21 0.90 
86 55 493.75 0.81 0.55 
87 58 489.30 0.83 0.59 
88 60 600.51 1.02 0.74 
89 Barda B 1-1 1347.81 1.74 1.20 
~
90 B2-l 1023.54 1.31 1.25 
~
91 B3-2 1175.67 1.46 1.09 
92 B6-4 915.44 1.81 0.97 
f---
93 B7-5 1209.03 1.01 1.05 
-
94 B8-5 939.46 1.43 1.07 
95 Benjamin 4BII-l 88.96 0.93 0.94 
-
96 4BII-2 154.80 1.15 0.84 
97 4BII-3 201.50 1.11 0.77 
98 4BII-4 293.58 0.91 0.57 
99 3Bl-1 I 86.83 0.74 0.49 
100 !BI!-! 249.10 1.46 0.72 
~
101 IBII-2a 462.62 1.80 1.18 
~
102 IBII-2b 373.65 1.43 0.91 
~
103 3Bl-3 293.58 1.09 0.74 
104 3AII-1 204.62 1.60 1.16 -
105 3AII-2 137.89 1.61 0.98 
-
106 IBII-la 92.52 1.45 0.96 
107 IBil-3 685.03 1.20 0.81 
108 NV-! 301.14 1.18 0.69 
109 NV-11 222.41 1.23 1.00 
110 NV-18 373.65 1.08 0.77 
111 VR-3 302.48 1.18 0.79 
~
112 R-1 315.82 1.79 0.89 
f---
113 Al-A 311.3 8 0.63 0.74 
~
114 Al-B 366.98 0.74 0.85 
-
115 A2-B 329.17 0.54 0.61 
-
116 M-1 213.51 1.28 0.64 
-
117 M-2 346.96 2.25 1.28 
118 M-3 324.72 1.92 1.01 
119 M-4 177.93 1.08 0.55 
120 MR-1 317.16 1.92 0.89 
121 MR-2 244.65 1.41 0.72 
122 MR-3 318.05 2.14 1.18 
123 MR-4 244.65 1.39 0.69 
124 VRR-1 329.17 1.38 0.84 
f---
125 MS-I 274.46 1.56 0.73 
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126 Benjamin MS-2 368.31 1.93 0.83 
127 MS-2-2 358.53 1.97 0.89 
~
128 MS-5 380.32 1.27 0.56 
~
129 SD-IA 177.93 1.17 0.80 
'l3o SD-IB 177.93 1.17 0.80 
f--
131 SD-JC 160.14 1.05 0.72 
132 Gallerly A-8 273.57 1.51 1.19 
~
133 A-4 318.05 1.14 1.24 
~
134 B-8 226.86 1.31 1.02 
~
135 B-4 284.69 1.0 I 1.09 
-
136 C-8 191.27 1.08 0.89 
-
137 C-4 244.65 0.87 0.95 
138 Kabeyasawa, W08 1670 1.69 1.17 
139 Hiraishi Wl2 1719 1.57 1.05 
140 1997 No. I 110 I 2.21 1.73 
141 No. 2 1255 2.00 1.61 
142 No.3 1379 1.78 1.48 
-
143 No. 5 1159 1.44 1.34 
144 No. 6 1412 1.09 0.97 
~
145 No. 7 1499 1.30 1.16 
146 No. 8 1639 1.07 0.91 
mean 1.28 ± 0.76 % 0.93 ± 0.43 % 
std-dev 0.47 0.30 
c.v. 36.63 % 32.38 % 
(Kabeyasawa and Hiraishi 1998; Wood 1990) 
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A 10. Cyclically loaded walls 
Kabeyasawa & 
Hiraishi, 1998 
Ogata & Kabeyasawa, K4 200 200 80 2000 0.75 1500 
1985 
Barda et al., 1977 B3-2 610 102 102 !90S 0.SO 9S3 
B6-4 610 102 102 !90S o.so 9S3 
B7-S 610 102 102 !90S 0.2S 476 
B8-S 610 102 102 !90S 1.00 l90S 
Oesterle et al., 1980 Bl 30S 30S 102 !90S 2.4 4S72 
B2 30S 30S 102 1905 2.4 4S72 
B3 30S 305 102 !90S 2.4 4S72 
BS 30S 30S 102 190S 2.4 4572 
Kabeyasawa & NW! 10.9 87.6 2.14 O.S3 0.53 
Hiraishi, 1998 
Ogata & Kabeyasawa, K4 9.3 20.6 1.43 0.8 0.8 
198S 
Barda et al., 1977 B3-2 0.3 27.0 4.17 O.S O.S 
B6-4 0.3 21.2 4.17 0.2S O.S 
B7-S 0.2 2S.7 4.17 O.S 0.5 
B8-5 0.4 23.4 4.17 0.5 O.S 
Oesterle et al., 1980 Bl 0.0 S3.0 1.1 0.28 0.3 
B2 0.0 S3.6 3.67 0.28 0.62S 
B3 0.0 47.3 1.1 0.28 0.3 




Ogata & Kabeyasawa, K4 392 395 395 0.15 
1985 
Barda et al., 1977 B3-2 414 545 513 0.10 
B6-4 529 496 496 0.06 
B7-5 539 531 501 0.10 
B8-5 489 527 496 0.11 
Oesterle et al., 1980 Bl 449.5 520.5 520.5 0.03 
B2 410 532.3 532.3 0.03 
B3 438 478.5 478.5 0.03 
BS 444 502 502 0.03 
Kabeyasawa & 
Hiraishi, 1998 
Ogata & Kabeyasawa, K4 n/a 508 0.011 508 
1985 
Barda et al., 1977 B3-2 n/a n/a 0.006 1176 
B6-4 n/a n/a 0.006 915 
B7-5 n/a n/a 0.009 1209 
B8-5 n/a n/a 0.006 939 
Oesterle et al., 1980 BI 0.003 201 0.028 271 
B2 0.003 533 0.022 680 
B3 0.003 201 0.039 276 
BS 0.004 495 0.028 762 
515 
Kabeyasawa & 
Hiraishi, 1998 4.32E-06 0.005 0.001 0.000 0.006 
Ogata & Kabeyasawa, K4 
1985 l.66E-06 0.001 0.001 0.000 0.002 
Barda et al., 1977 B3-2 2.47E-06 0.001 0.001 0.001 0.002 
B6-4 3.16E-06 0.001 0.001 0.001 0.003 
B7-5 3.22E-06 0.001 0.001 0.002 0.004 
B8-5 2.92E-06 0.002 0.001 0.001 0.004 
Oesterle et al., 1980 Bl 1.44E-06 0.002 0.000 0.000 0.003 
B2 1.83E-06 0.003 0.000 0.000 0.003 
B3 l.4 !E-06 0.002 0.000 0.000 0.002 
BS 1.99E-06 0.003 0.000 0.000 0.004 
Kabeyasawa & 
Hiraishi, 1998 
Ogata & Kabeyasa wa, K4 820892 547 438 2.57 0.08 
1985 
Barda et al., 1977 B3-2 2479724 2603 2083 2.52 0.08 
B6-4 2816202 2957 2365 3.06 0.06 
B7-5 3085598 6479 5183 2.48 0.08 
B8-5 6704007 3519 2815 2.38 0.08 
Oesterle et al., 1980 Bl 1044792 229 183 3.41 0.06 
B2 2838904 621 497 3.40 0.06 
B3 1008773 221 177 3.40 0.06 




Ogata & Kabeyasawa, 
1985 
Barda et al., 1977 
Oesterle et al., 1980 
Kabeyasawa & 
Hiraishi, 1998 
Ogata & Kabeyasawa, 
1985 
Barda et al., 1977 
























590 131 142 68 931 
200 320 89 51 660 
128 513 186 39 866 
123 234 172 35 564 
62 1000 183 11 1256 
246 248 177 44 716 
294 73 216 172 755 
626 75 285 155 1140 
270 67 208 159 704 
590 71 269 135 1065 
0.52 0.00 374 
0.69 0.44 419 
0.93 0.56 718 
0.92 0.16 363 
0.90 0.34 1019 
0.92 0.60 589 
0.80 0.00 293 
0.83 0.00 584 
0.74 0.00 250 
0.80 0.00 528 
(Barda et al. 1977; Kabeyasawa and Hiraishi 1998; Oesterle et al. 1980; Oesterle et 
al. 1976; Ogata and Kabeyasawa 1985) 
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